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I. INTRODUCTION
 

BACKGROUND
 

The Roads Component of the Balochistan Area Development Project

(BALAD) recognizes that the selection of priority roads and
 
drainage structures for the purpose of construction or
 
maintenance has largely been done on an ad hoc basis. Selection
 
criteria has centered mostly around and been dependent upon the
 
experience and general knowledge of the concerned C&W officials
 
and LBII Technical Assistance Team. Though admirable
 
accomplishments have been achieved without the advantage of any

substantial formalized data or any systematic and uniform ranking

criteria, the need to institutionalize a formal system of
 
selection is necessary, not only to sustain the work initiated by

BALAD, but to serve as a model for future planning in the Mekran
 
and other areas of Balochistan.
 

Keeping in view this broader approach, the LBII Technical
 
Assistance team has taken initial steps in establishing formal
 
systems that can be used in the selection process. First, it
 
developed the Mekran Division Roadway Classification System which
 
defines the Mekran road network and classifies it into three
 
categories; Primary, Secondary and Rural roads (note. for a
 
definition of these roads, see page 8). In this report BALAD
 
introduces systems which formalize collection of data through a
 
Traffic Counts Program and Road Conditioa Rating System.
 

In addition to developing the systems of data collection, these
 
systems were used to gather data on the division's Primary Roads.
 

Criteria and methodology for the Traffic Count Program and Road
 
Condition Rating System were developed by Theodore Mckenzie, the
 
then LBII Head Road Engineer with the assistance of Nisar
 
Mohammad Khan, then the Senior Road Engineer. Field data has
 
been collected by the staff of BALAD Road and Construction
 
Sections under the supervision of the current Senior Road
 
Engineer Safdar Hussain and Head Construction Engineer Mohammad
 
Ali Baloch. Further, the long hours of dedicated work by both the
 
Junior Road Engineers Imtiaz-ur-Rehman and Tanveer Ahmad Khan
 
have made this publication possible.
 

Following this introduction, the report is divided into three
 
major sections; a brief overview of the Mekran Division's road
 
network, the Traffic Volume Survey, and the Road Condition
 
Survey.
 

Each of the last two sections includes a general discussion of
 
the survey, methodologies used in data collection, a brief
 
analysis of the data collected and the data presented in tabular
 
form.
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SUMMARY OF DATA COLLECTED
 

The Traffic Count data, summarized in Table 1. and illustrated on
 
Map 1., indicates that:
 

Traffic has increased significantly over the last 8 years
 
throughout the Mekran (Figure 1.).
 

The traffic volume on Turbat-Mand Road has increased more
 
over the last 8 years than on any other road in the Mekran.
 
This increase has been particularly sharp over the last two
 
years.
 

There has also been a substantial increase in traffic
 
volumes on the Turbat-Pasni, Turbat-Gwadar, and Hoshab-

Panjgur roads.
 

The traffic volume increase over the years on other roads
 
appears to be normal considering the increases in population
 
and economic activity.
 

The summary of the Road Condition Survey (Table 2.) indicates
 
that:
 

All the primary roads in Mekran Division need
 
rehabilitation and/or partial upgrading, as 
well as routine
 
year around maintenance.
 

With reference to specific road conditions, the Jiwani-Mand
 
Road, Mand-Panjgur Road, Berichah-Suntsar Road and Pasni-

Ormara Road are in the worst condition and in need of
 
extensive improvement in both horizontal and vertical
 
alignment, widening with the provision of shoulders and
 
installation of adequate drainage.
 

The Turbat-Gwadar Road, Nalaint (Gwadar)-Pasni Road, Gwadar-

Suntsar Road, Hoshab-Panjgur Road and Awaran-Panjgur Road
 
are in fairly good condition. However, a few stretches
 
require improvement in reference to the geometric standards
 
and installation of adequate drainage.
 

The condition of Turbat-Mand Road, Turbat-Pasni Road, and
 
Gwadar-Jiwani Road is fair, but many stretches of these
 
roads require urgent attention with respect to the
 
improvement of the geometric features and the provision of
 
adequate drainage.
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TRIAFFIC; COUNTS' 
ADT ON PRIMARY ROAD 

S.NO. PRIMARY ROADNAME 1983' 1990 1991 
ROAD NO. MB LVTOTAL M LV HV TOTAL 

1. 1 TURBAT-AWARAN 150 43 36 179 258 54 78 192 324 

2. 2 TURBAT-MAND 250 I 42 339 90 471 196 432 188 816 

3. 3 TURBAT-GWADAR 65 74 87 69 230 87 134 52 273 

4. 4 TURBAT-PASNI 20 21 48 35 104 32 61 27 120 

5. 5 HOSHAB-PASNI ONLY CAMEL TRACK EXIST 

6. 6 PASNI-ORMARA 25 6 21 15- 41 16 30 10 56 

7. 7 NAILANT-PASNI 25 10 18 10 37 25 18 5 48 

8. 8 BERICHAH-SUNTSAR 20 19 17 15 51 14 28 7 49 

9. 9 GWADAR-SUNSTAR - 32 30 21 82 58 90 4 152 

10. 10 GWADAR-JIWANI 50 - - - - 23 17 22 62 

11. 11 JIWANI-MAND 30 - - - - 25 21 5 51 

12. 12 MAND-PANJGUR - 19 28 6 52 10 36 22 68 

13. 13 HOSHAB-PANJGUR 25 24 25 35 84 23 44 27 94 

14 14 AWARAN-PANJGUR 25 NEGLIGIBLE TRAFFIC VOLUME BECAUSE OF STEEP GRADES 

(Old Route) 

Source: Project Paper 
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Table 2. 
ROAD CONDITION RATING SUMMARY 

PRIMARY ROAD SYSTEM 
(in order of ranking) 

ROAD 

NO. 
ROAD 

NAME 
ROAD RATING 

PR-7 NALAINT-PASNI ROAD 73 

PR-3 TURBAT-GWADAR ROAD 73 

PR-14 AWARAN-PANJGUR ROAD 72 

PR-13 HOSHAB-PANJGUR ROAD 72 

PR-9 GWADAR-SUNTSAR ROAD 72 

PR-4 TURBAT-PASNI ROAD 67 

PR-2 TURBAT-MAND ROAD 67 

PR-10 GWADAR-JIWANI ROAD 67 

PR-6 PASNI-ORMARA ROAD 61 

PR-8 BERICHAH-SUNTSAR ROAD 59 

PR-12 MAND-PANJGUR ROAD 59 

PR-ll JIWANI-MAND ROAD 55 

NOTE: Rating > 80% are considered good roads 

Rating < 80% are roads that require rehabilitation 



CONCLUSIONS AND RECOMMENDATIONS
 

The Traffic Count program and Road Rating System presented in
 
this report should be adopted by C&W and carried out on all
 
primary roads on an annual basis. Traffic counts and road
 
ratings should be taken on secondary roads at least once every
 
three years and on rural roads at least once every seven years.
 
The sections on these two programs include detailed descriptions
 
and methodologies for conduction these programs.
 

All the primary roads in Mekran Division need rehabilitation and
 
upgrading. As sufficient resources are not currently available
 
to do all the required work, planners in C&W and/or the Planning
 
and Development Department can and should use the data from the
 
Traffic Count Survey and Road Condition Survey to prioritize the
 
work that needs to be done and allocate available funds in a
 
rational manner.
 

In establishing general priorities roads with the highest traffic
 
counts and worse road conditions should be given the highest
 
priority. Other factors can and should also be considered,
 
however, in making final choices (resources available, population
 
served, amount of commercial activity, etc.)
 

The road condition and traffic volume on the Turbat-Mand road
 
suggests this road should be given top priority in both
 
rehabilitation and maintenance programs, with special emphasis on
 
the provision of drainage structures.
 

The roads connecting Turbat with Pasni and Gwadar should be given
 
high priority in future rehabilitation and maintenance efforts
 
again with emphasis on drainage
 

These studies point out that drainage structures should be a high
 
priority on all roads. On the Hoshab-Panjgur road this is
 
especially true on the Balgattar Plain section (km 27 - 37).
 

Improvement in both horizontal and vertical alignments need early
 
attention on Hoshab-Panjgur, Berichah-Suntsar and Mand-Panjgur
 
roads.
 

The Gwadar-Jiwani, Pasni-Ormara and Mand-Panjgur roads should be
 
widened to the adopted geometric standards.
 

All the Primary Roads show considerable deficiency in shoulders.
 
These should not be overlooked when planning maintenance and
 
rehabilitation.
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II. ROADS IN MEKRAN DIVISION
 

The Roadway network in the Mekran has been classified into three
 
levels of significance and defined in the Mekran Division Roadway

Classification System prepared by BALAD and adopted by C&W in May

1990. The definitions are as follow:
 

a) 	 The Primary Road System (PR-Roads)
 
The Primary Road System is defined as the "major
 
arterials" and shall be those roads which connect the
 
major centers of population and economic activity and
 
which carry the major volumes of traffic. The primary
 
roads system shall also comprise those roads which are
 
most likely to integrated into the total road network
 
of Balochistan and the National Highway system for road
 
management and developmental purposes.
 

b) 	 The Secondary Roads System (SR-Roads)
 
The Secondary Road System is defined as those "minor
 
arterial" and "collector routes" which connect or serve
 
the minor centers of population and economic activity
 
and serve as collector roads for these population
 
centers to the Primary Road System.
 

c) 	 The Rural Road System (RR-Roads)
 
The Rural Road System is defined as those local Roads
 
which serve the various villages, farms and settlements
 
for daily internal transportation needs and provide
 
reasonably close transportation facilities for
 
connection to the Secondary and Primary Road Systems.
 
These routes may exist as sub-roads or simple tracks at
 
the present time.
 

The network consists of fourteen primary, ten secondary and forty

rural roads with a total length of 5129 kilometers. These roads
 
are listed in Tables 3 - 6 and illustrated on Map #2.
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Table 3.
 
MAKRAN ROAD SYSTEM
 

SUMMARY SHEETS
 

ROAD CLASS TOTAL NO. TOTAL KMS. 

PRIMARY 14 1983 

SECONDARY 10 945 

RURAL 42 2201 

TOTAL 66 5129 



Table 4. 
PRIMARY ROAD SYSTEM 

ROAD ROAD LENGTH IN 

NO. NAME KILOMETERS 

PR-I TURBAT-AWARAN ROAD 257 

PR-2 TURBAT-MAND ROAD 120 

PR-3 TURBAT-GWADAR ROAD 184 

PR-4 TURBAT-PASNI ROAD 103 

PR-5 HOSHAB-PASNI ROAD 95 

PR-6 PASNI-ORMARA ROAD 159 

PR-7 NALAINT-PASNI ROAD 73 

PR-8 BERICHAH-SUNTSAR ROAD 78 

PR-9 GWADAR-SUNTSAR ROAD 70 

PR-10 GWADAR-JIWANI ROAD 65 

PR-II JIWANI-MAND ROAD 157 

PR-12 MAND-PANJGUR ROAD 283 

PR-13 HOSHAB-PANJGUR ROAD 148 

PR-14 AWARAN-PANJGUR ROAD 191 

TOTAL 1983 
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Table 5. 
SECONDARY ROAD SYSTEM 

ROAD ROAD LENGTH IN 

NO. NAME KILOMETERS 

SR-I BIT-BULEDA ROAD 45 

SR-2 PIDARAK-HOSHAB ROAD 65 

SR-3 TURBAT-BALNIGORE ROAD 120 

SR-4 TUMP-KUDDAN ROAD 70 

SR-5 MAND-ZARRAIN BUG ROAD 55 

SR-6 BALICHAH-KOHI WAKAI ROAD 25 

SR-7 KALAG-DIZ PAROOM ROAD 120 

SR-8 MIANAZ-SHAHBAZ KALAT ROAD 95 

SR-9 SHAHBAZ KALAT-AWARAN ROAD 125 

SR-10 PANJGUR-PASHT KOH ROAD 135 

SR-lI PANJGUR-TUMP ROAD 90 

TOTAL 945 
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Table 6. 
RURAL ROAD SYSTEM 

ROAD ROAD LENGTH IN 

NO. NAME KILOMETERS 

RR-1 KANIKOR-BERICHAH ROAD 40 

RR-2 BALICHAH-BERICHAH ROAD 50 

RR-3 BALICHAH-KUDDAN ROAD 50 

RR-4 BALNIGORE-ZARRAIN BUG ROAD 35 

RR-5 BALNIGORE-KULMIR SUNT ROAD 65 

RR-6 GWAR MANZIL-SUNTSAR ROAD 35 

RR-7 BAKRI-GABD ROAD 60 

RR-8 KULDAN-OKAR ROAD 100 

RR-9 BALOR-GWADAR ROAD 65 

RR-10 CHHABBAWARI-PASNI ROAD 83 

RR-11 JAMEWANG-ADMANGUL ROAD 35 

RR-12 BALOR-GHULAMAN-E-BENT ROAD 80 

RR-13 NALAIIIT-GHULAMAN-E-BENT ROAD 75 

RR-14 KANDASOL-PASNI ROAD 48 

RR-15 RAMBRA ROAD 100 

RR-16 DOSHI-JAFRI ROAD 78 

RR-17 RAMBRA-ORMARA ROAD 85 

RR-18 GADAG-I-BENT-ORMARA ROAD 45 

RR-19 DOSHI-BALOR ROAD 20 

RR-20 BALGATAR-DOSHI ROAD 28 

RR-21 KOSHK-BALGATAR ROAD 95 

RR-22 SAMI-KOSHK ROAD 55 
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Table 6. (Cont.)
 
RURAL ROAD SYSTEM
 

ROAD ROAD LENGTH IN 

NO. NAME KILOMETERS 

RR-23 KALATUK-MIANAZ ROAD 45 

RR-24 KALATUK-NIWANO ROAD 32 

RR-25 KALAG ROAD 25 

RR-26 ZAMURAN PAS ROAD 10 

RR-27 SARI-PAROOM ROAD 15 

RR-28 BIT-BULEDA ROAD 85 

RR-29 DIZ PAROOM-NUKAR ROAD 60 

RR-30 SARI-PAROOM-GAR ROAD 50 

RR-31 SARI-PAROOM-KAP ROAD 50 

RR-32 TASHKOR-ZABAM-E-PUSHT ROAD 32 

RR-33 DOSHI-HODAL ROAD 48 

RR-34 SAHAR KALAT-ZAM-E-PUSHT ROAD 82 

RR-35 ZWARDAM DAF ROAD 30 

RR-37 ZABAM-E-PUSHT ROAD 35 

RR-38 PATKAN-SAKA KALAT ROAD 75 

RR-39 35 

RR-40 PANJGUR-DOSTINZAI ROAD 45 

RR-41 DOSTINZAI-WASHAP ROAD 45 

RR-42 ZWARDAM DAF-PASHT KOH ROAD 45 

RR-43 ZWARDAM DAF-GWANI ROAD 30 

TOTAL 2201 
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III. TRAFFIC VOLUME SURVEY
 

INTRODUCTION
 

Data 	related to the traffic flow is a basic requirement in the
 
design and upgrading of any communication facility, particularly
 
roads. This parameter, termed Traffic Flow, can be classified
 
into 	three sub-categories:
 

- Average Daily Traffic (ADT)
 
- Annual Average Daily Traffic (AADT)
 
- Origin and Destination Flow (O-D)
 

The first two categories of traffic flow relate to the volume of
 
traffic crossing a particular point on a road/highway.
 

The second category further can show the variation in traffic
 
flow during the year. For this category counts are conducted on
 
monthly or seasonal basis.
 

The Origin and Destination Surveys are generally carried out to
 
detbrmine the trends of the population movements between urban
 
centers and other metropolitan areas. However, in the case of
 
Pakistan, the primary criteria for conducting such surveys is to
 
determine the movement of bulk traffic.
 

The type of traffic volume data collected and method of
 
collection at any given time and location depend upon who will
 
use the data and to what use the data will be put. In rural
 
areas well served with good facilities and in smaller urban
 
areas, volumetric measurements can often be used to interpret the
 
relative importance of individual roadways and thus justify
 
particular road improvements or traffic management measures.
 

When these counts are conducted in conjunction with vehicle
 
classification, they can be used in capacity determination,
 
highway economic studies and in establishing geometric design and
 
traffic control criterion, particularly at intersections.
 

The objectives and uses of traffic volume studies can be
 
summarized as follow:
 

1. 	 Traffic volume reflects the importance of a road and
 
thus helps in deciding its relative priority for
 
improvement and expansion.
 

2. 	 Volume studies are helpful in evaluating existing
 
facilities and supporting the planning of new
 
improvements relating to traffic operation and control.
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3. They provide data for the analysis of traffic patterns
 
and trends.
 

4. 	 Classified volume studies are helpful in determining
 
the structural design of pavement and the geometric
 
design of roads.
 

5. 	 They can be used to plan traffic regulatory measures on
 
roads.
 

Extensive use of traffic count studies throughout the world have
 
demonstrated that:
 

Traffic volumes vary by the hour of the day, by the day of
 
the week, and by the month of the year;
 

These variations occur in repeated cycles - by the hour of
 
day, 	the day of week, and the month of year; and that
 

These cyclic variations persist over long stretches of road
 
and for long periods of time.
 

Count Stations
 

Based on the fundamental characteristics of road use above,
 
volume measurements make use of three different types of traffic
 
count stations to get an accurate view of traffic volume and
 
classification.
 

Continuous Count Stations, sometimes referred to as a "Permanent
 
Count Stations", function to count and record by hourly

intervals, the number of vehicles passing the station over long

periods of time, often several years. Continuous count stations
 
provide a true record of AADT for a particular station. This
 
data can be analyzed for hourly, daily and monthly fluctuations
 
of AADT for a specific location upon a route. Extrapolations can
 
be made from collected data for other route locations having

similar travel characteristics.
 

Monthly Count Stations are stations or locations where traffic
 
counts are taken at intermittent periods of time and on periodic

schedules that divide the year into equal parts. Each monthly

station is matched, whenever possible, with the travel
 
characteristics of one of the continuous count stations. The
 
monthly change in the travel characteristics is known or
 
anticipated, such as on highways serving resort areas.
 

Coverage Count Stations are stations or locations where traffic
 
counts are taken for relatively short periods of time for the
 
purpose of estimating the traffic volume along a particular
 
stretch of road. Coverage count stations may be operated
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continuously for periods of 
8, 12 or 24 hours. Once underway, a
coverage count program should be periodically repeated for roads
of primary importance. 
On roads of primary importance, coverage

counts should be conducted annually. Coverage counts should be
repeated on 
three to five year cycles on roads of secondary

importance.
 

Counting Methods
 

Counting of traffic may be done mechanically or manually.

"Magnetic" probes, loops, radar or 
ultrasonic devices are some of
the mechanical/automatic count devices used in developed
countries. 
 This method has the advantage that it can work
continuously day and night for any designed period and record
total hourly volumes. 
 The main drawback with mechanical method
is that it is not possible to get classified traffic volumes.
 

The manual 
counting method, although more difficult, gives data

which cannot be obtained by mechanical recorders. Vehicle
classification, turning movements, and counts where number of
occupants are required, can 
only be conducted by this method.
 
The counts are made by field checkers who record the data on
appropriate forms. 
 The counts conducted in this manner are
considered to be more reliable than mechanical 
recorders.
 

Use and Application of Counts
 

The data assembled during traffic volume studies can be sorted
and presented in various forms depending upon the specific use of
 
the data.
 

The general unit for reporting traffic volume is 
the AADT.
Numerically AADT is the total 
annual volume of traffic divided by
the number of days in the year. 
 AADT volumes are.useful in
economic studies of 
roads and highways and as well as in

designing structural elements of 
the roads.
 

Based on traffic volume studies, trend charts showing volume
trends for a defined period are prepared. The prepared variation
charts help in planning future expansion, design and regulation
of traffic needs. 
 Traffic flow maps along various routes can
 
also be developed.
 

With the availability of 
a series of traffic volume data and
variation/adjustment factors, growth rates of traffic volume can

be generated for future projections and planning.
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METHODOLOGY
 

As conceived by the BALAD TA Team, the count program for the
 
Mekran is to be a continual process, so as to provide a series of
 
valid traffic volume data on the roads of Mekran Division.
 

This program is designed to conduct counts annually on all
 
primary roads, at least every three years on secondary
 
roads, and at least every 7 years on rural roads.
 

The main factor affecting traffic flow in the Makran is weather.
 
During rains the flow is completely disrupted because most of the
 
roads are unpaved and lack adequate drainage structures.
 
Although the counts both in 1990 and 1991 were conducted in
 
monsoon season, they were conducted on bright sunny days, well
 
after any rains. Counts were avoided on Fridays and Saturdays
 
because the proportion of heavy vehicles in traffic composition
 
is less than on week days.
 

For this survey, Coverage Count Stations were established at
 
almost all the intersections on the Primary Roads. Where it was
 
not possible to establish count stations at two consecutive
 
intersections, count stations were established at alternate
 
intersections. In all, 13 count stations were established, which
 
have been numbered and are shown in Table 7 and on Map 3.
 

The traffic counts in this survey were conducted manually at all
 
stations. Counts for each hour and direction were recorded
 
separately. Vehicular traffic was separated into three
 
categories; motor cycles, light vehicles (cars, jeeps, pickups),
 
and hea:y vehicles (wagons, buses, trucks and trailers), and
 
recordcd as such.
 

To have a more accurate picture of traffic volume, an attempt was
 
made to conduct the counts simultaneously at all the count
 
stations falling on a particular road.
 

Counts have generally been conducted continuously for a period of
 
24 hours. However, in 1991 counts have been conducted for 12
 
hours at some stations where very few vehicles were recorded at
 
night time during the 1990 counts.
 

TRAFFIC COUNT DATA
 

Data collected in 1983 as well as data collected in 1990 and 1991
 
for this report are presented in Tables 8 - 60 at the end of this
 
report. This data is presented in both its raw form as well as
 
compiled so as to be convenient to the user as per his
 
requirements. Tabular breakdowns of both hourly and daily
 
volumes over the survey period for each vehicle group as well as
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TABLE - 7 

TRAFFIC COUNTS
 
LIST OF COUNT STATIONS
 

COUNT STATION 
NO. 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

PLACE 

AWARAN 

PANJGUR 


PANJGUR-BONISTAN 


HOSHAB 


ORMARA 

PASNI 

KECH BRIDGE TURBAT 

PASNI JUNCTION I 

BERICHAH 

PASNI JUNCTION II 

DOR GWADAR 

SUNTSAR 


TOL TAX, JIWANI 


JUNCTION 

AWARAN, HOSHAB, KHUZDAR 

PANJGUR, QUETTA 

PANJGUR, PAROOM, HOSHAB 

HOSHAB, AWARAN, PANJGUR 

ORMARA, PASNI, TURBAT 

PASNI, NALAINT, TURBAT 

TURBAT, MAND, HOSHAB 

TURBAT, PASNI, GWADAR 

TURBAT, GWADAR, SUNTSAR 

TURBAT, PASNI, GWADAR 

TURBAT, AIRPORT & NIGOR, 
GWADAR CITY 

MAND, GWADAR, SUNTSAR 

JIWANI, MAND, GWADAR 

19
 



L E 
 GE ND'KHARA 
N DISTRIC 

TRAFFIC STATIONS 
i
 

PRIMRY ROAD 
INTER 

SECONDARY ROAD 

INTERNATIONAL BOUNDARY 

DISTRICT :- PANJGUR 

I L 

TURBAT GWDA 

, 

== 

' 

A 

A AKT 

PIDARAN 

S[IT 
KARACHI 

I(AADARA 



total volume are also presented. The percentage of motorcycles,

light vehicles and heavy vehicles in the total traffic
 
composition is also shown in these tables.
 

ANALYSIS OF DATA
 

The Traffic Count data collected during the BALAD Project
 
indicates that:
 

Traffic has increased significantly over the last 8 years

and probably reflects an increase in economic activity
 
throughout the Makran.
 

The traffic volume on Turbat-Mand Road has increased more
 
over the last 8 years than any other road in the Mekran.
 
This increase has been particularly sharp over the last two
 
years. The sharp increase is not surprising in that the
 
area is the most densely populated and undergone rapid

economic development through agriculture and trade with
 
Iran. This has resulted in an increase in vehicle
 
ownership.
 

The substantial increase in traffic volumes on the Turbat-

Pasni and Turbat-Gwadar roads is probably due to the
 
construction of fish harbor at Pasni, and the increase in
 
construction activities in Gwadar area (Gwadar Mini-port and
 
Akra dam). It could also reflect increases in coastal trade
 
with Iran and the gulf states.
 

The increase in traffic volume on Hoshab-Panjgur road may be
 
a reflection of the increase in agricultural activities and
 
production in the Panjgur area.
 

The traffic volume increase over the years on other roads
 
appears to be normal considering the overall economic
 
development of the division.
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TABLE - 8 

TRAFFIC COUNTS
 
TRAFFIC COUNT DATA 1983
 

SR. PR 
NO. NO. 

1. 01 

2. 02 

3. 03 

4. 04 

5. 03,04 

6. 08 

7. 10 

8. 13 

9. 14 

ROAD NAME ADT 

TURBAT-AWARAN ROAD 150 

TURBAT-MAND ROAD 250 

TURBAT-GWADAR ROAD 65 

TURBAT-PASNI ROAD 20 

GWADAR-PASNI ROAD 50 

BERICHAH-SUNTSAR ROAD 20 

GWADAR-JIWANI ROAD 50 

HOSHAB-PANJGUR ROAD 25 

AWARAN-PANJGUR ROAD (OLD ROUTE) 25 
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TABLE 9
 
TRAFFIC COUNTS
 

SUMMARY REPORT 1990
 

AVERAGE VEHICLE DAY TIME TRAFFIC PEAK 
SR. COUNT DAILY DISTRIBUTION (0800-2000) HOUR TRAFFIC 
NO. LOCATION STATION SEGMENT TRAFFIC IN PERCENT I NO. OF I %OF NO. OF REILARKS 

0 (ADT) MB LV HV VEHICLE I TOTAL TIME VEHICLE 

1. AWARAN JUNCTION I HOSHAB 289 24 14 62 186 64 0700-08(X 26 

2. PANJGUR-QUETrA 
ROAD AT CUSTOM 
POST PANJGUR _ 

2 PANJGUR 
U,"FrA 

102 34 
102 34 

19 
19 

47 

47 
65 
65 

64 
64 

1900-2 

1900-200I 

NeglectMB when 
11 cotssdecing Panjgur 
11 Quelta Traffic 

3. PANJGUR-PAROOU PANJGUR 144 44 43 13 11S 80 0900-1000 IS 
JUNCTIONAT 3 PAROOM 52 37j 54 9 40 77 0900-1000 9 
DONISTAN HOSHAB 92 50 37 13 83 90 0800-090c 13 

4. HOSHAB-PANJGUR AWARAN 227 7 14 79 118 52 1900--200d 20 
JUNCTION AT 4 PANJGUR 77 S 23 72 43 56 1700-18001 8 
HOSHAB TURBAT 282 7 14 79 141 SO 1900-2000 25 

S. ORJ ARAJUNCTION ORMARA 42 14 SO 36 31 74 1000-110, 5 
AT KANDRI 5 PASNI 104 20 46 34 79 76 1700-1800 10 

TURBAT 78 18 4S 37 S4 69 0900-100 8 
6. PASNI JUNCTION PASNI 321 30 41 29 266 83 1600-170 13 

AT PASNI 6 TURBAT 190 30 3S 3S 156; 82 0900-1000 18 Powef House Trffic included 

7. TURBAT-MAND 
GWADAR 

TURBAT 

133 
737 

31 
17 

49 
59 

20 
24 

110 
6261 

83 
85 

1600-17i( 
1000-11001 

13 Aiiport Traffic included 
80 

HOSHAB JUNCTION 7 HOSHAB 426 26 34 40 328 77 1600-170d 37 
AT JUSAX MAND 471 9 72 19 400 85 1000-1100 54 

8. FIRST PASNI PASNI 101 23 48 29 82 81 1000-11 14 
JUNCTION 8 GWADAR 111 11 56 33 84 76 1700-18 14 

TURBAT 206 16 51 33 161 78 1000-110( 27 
9. BERICHAH TURBAT 121 26 46 28 83 69 1600-170CI 12 

JUNCTION 9 GWADAR 90 20 50 30 64 71 1500-1600, 11 
SUNTSAR 51 37 33 30 35 69 1600--170C 6 

10. SECOND PASNI PASNI 37 28 48 24 34 92 1800-1900 10 
JUNCTION 10 GWADAR 199 41 32 27 1611 81 1700-180d 30 

11. GWADAR JUNCTION 
TUREAT 
TURBAT 

174 
261 

25 
23 

S0 
43 

25 
34 

1371 
1981 

79 
76 

1700-1800, 
0900-1000 

29 
30 1 Suntsar Traffic 22% 

AT DOR 11 GWADAR 67S 31 50 19 5811 86 0900-10001 85 I-Nigoie Triffic 26% 

12. SUNTSAR-MAND-
SUNTSAR 

SUNTSAR 

327 
84 

41 
54 

45 

26 
14 
20 

268 
541 

82 
64 

1600-1700 
1100-1200 

36 - Aport Traffic 52% 
13 

GWADAR JUNCTION 12 .AND 38 45 42 13 29 76 1000-1100 5 
AT SUNTSAR GWADAR 82 39 37 24 sol 61 1100-1200 12 1 

13. JIWANI-MAND JIWANI - ! No Traffic 
GWADAR JUNCTION 13 GWADAR _ _ Count at this 
AT J1WANI MAND location. 



TABLE 10 
RAW TRAFFIC COUNTS DAY : WED-THU 

AT AWARAN JUNCTION 
COUNT STATION # I 

DATE 
DURATION 

: 
: 

APR. 11-12, 1990 
24 HOURS 

TIME MB 

HSB-AWR 

LV V TOT- MB 

AWR-HSB 

LV IHV TOT. MB 
HSB-KZD 

LV HV TOT- MB 
KZD-HSB 

LV HV TOT. MB 
AWR-KZD 

LV H_ TOT. MB 
KZD-AWR 

LV HV TOT­

0600-070( 
0700-08W 
0800-090 
0900-10(1000-110( 

1 

1 

2 

1 

1 

3 
5 
6
6 

3 
3 
7 
6
8 

1 
1 

1 

1 
3 

2 

3 
3 
3 
41
4 

4 
7 
4 
4
7 

1 
1 

1 

1 
1 

2 

3
1 

3 
2 
1 
3
2 

1 
1 

1
1 

2 

1 
2 

2 
2 

1 

S 
3 
1 
4
1 

1 
3 

S 

1 

2 
1 

0 
115 
5 
1
S 

3 
4
4 

2 

1 

1 

2 
15 
4 
4
5 

1100-120( 
1200-13( 
1300-140I 
1400-150( 
1500-16t" 
1600-170 
1700-180 
1800-1903 
1900-200 

2000-210( 
2100-220( 
2200-230 

2300-00 
0000-01000100--0200 

1 
2 
1 
1 
4 

1 2 
111 

1 

2 

i 1 

i1 

-

6 6 
4 5 
1 3 
3 4 
1 2 

9 
1 3 

7 18 
3 3 1 

8 10 
1 

1 2 

0 
s 64 -5 

2 1 

1 

2 

1 
1 

1 

2 

21 

3 
1 
4 
5 
S 

11 
6 
2 
8 

S 

2 

2 
33 

6 

1 
4 
6 
8 

13 
6 
3 
9 

6 
5 
4 

2 
3-5 

1 

1 
1 

4 

2 
1 

1 

2 

1 

1 

1 

1 

3 
1 
2 

1 

1 

2 

1 

1 

5 
1 
4 
1 
1 
5 
2 
2 

1 
3 

i 

1i 
00 

1 
1 

2 

1 

1 

1 
1 

1 

1 

1 

2 

1 
1 

2 

1 
1 

2 

1 

1 

3 
1 
1 
2 
3 
2 
0 
1 

1 
1 
1 

2 
12 

3 
5 
1 

2 

1 

1 1 

2 

3 
S 
1 
0 
4 
0 
0 
0 
1 
2 
0 
0 

0 
00 

4 
1 

1 

1 
3 

1 

2 
1 

4 
1 
0 
0 
1 
0 
1 
s 
1 

1 
0 
0 

0 
00 

0200-030( 
0300-040( 
0400-05 0 
0500-0600-

2 
2 
4 

2 
2 
4 
0 

3 

3 
2 

3 
0 
3 
2 

1 
1 

2 

1 

3 
1 
o 
1 

1 
1 1 

1 

0 
2 
1 
3 

-

o 

0 
0 

o 
0 
0 
0 

_T 10TOTAL 78-__ 02161 ____ 191 901115 14 10 1 ___44 12_1 12_ 18 424 1___ 52836 1 __ 4,7E44 



COMPILED TRAFFIC COUNTS DAY WED-THU 
AT AWARAN JUNCTION DAT] APR. 11-12, 1990 

COUNT STATION I 1 DURATION 24 HOURS 

SEGMENTS 
 24 HOURS TRAFFIC VOLUME 
PR-01 (A.D.T.) 

TIME HOSHAB OADI 
_ MB LV ITOTROAD NAME MB LV HV TOT.fHV

I0600-070{ PR­
1 3 S 9 01 HOSHAB-AWARAN 10 39 168 217 

0700-08 17 3 6 26 PR­
0800-090 8 1 11 20 01 HOSHAB-RHUZDAR 58 2 12 72 
0900-1000 4 0 11 1s 
1000-1100 11 3 11 25 
1100-120( 9 1 9 191
 
1200-130( 7 0 5 12 
 LOCATION OF COUNT STATION 
1300-140( 1 2 5 8 N 
1400-15 0 2 8 10 
1500-16 4 3 8 1S , 
1600-17 0 6 16 22 

1700-18 1 2 7 10O 
1800- 190( 3 2 11 16
 
1900-200( 1 1 12 14
 

AWARsjN2000-210( 1 S 13 19 ?
 
2100-220( 0 0 6 6 ,Countg Station
 

2200-230 0 3 3 6
 
2300-00 0 0 2 2
 
0000-010( 0 1 8 9 
0100-020( 0 3 7 10 
0200-030( 0 0 1 s 

0300-040( 0 0 2 2 
0400-0S( 0 0 7 7 
0500-06( 0 0 2 2 

TOTAL 68 41 1GO 289 

Vehicle MB LV HV 
Percentage24 141 621 



TABLE 12 
RAW TRAFFIC COUNTS 

AT CUSTOM CHECK POST, PANJGUR DAY : MON-TUE 

COUNT STATION # 2 DATE : MAY 14-15, 1990 
DURATION : 24 HOURS 

PJG-QTA QTA-PJG 

TIME MB LV HV TOTAL MB] LV HV TOTAL 

2000-210 1 1 2 31 1 2 6 
2100-220 3 3 1 1 2 
2200-230( 2 2 1 1 2 

2300-00( 0 1 1 
0000-010 1 1 4 1 s 

0100-020( 0 0 
0200-030 0 1 1 
0300-040( 0 0 
0400-0500 0 1 1 

0500-060( 0 0 
0600-070( 2 1 3 3 3 

10700-080o 3 3 _ 2 2 

0800-090 3 3 3 3 

0900-100( 2 3 5 1 1 
1000-110( 3 3 1 1 2 

1100-120( 2 2 1 1 

1200-130( 1 1 1 1 

1300-140( 1 2 3 2 1 3 

1400-150( 1 1 1 1 

1500-160( 1 1 1 3 4 

1600-170( 1 2 3 6 1 3 4 

1700-180( 1 1 2 2 2 

1800-190( 2 2 4 1 1 
1900-200( 1 1 6 3 1 10 

TOTAL 13 9 24 46 22 10 24 56 



COMPILED TRAFFIC COUNTSATCUTM DATE A 12 -13,1991HEKDATE :AUG. 12-13, 1991 
AT CUSTOM CHECK POST, PANJGIJR DURATION 24 HOURS 

COUNT STATION # 2
 

PJG-QTA (PR-13) 24 HOURS TRAFFIC VOLUME
 
TIME MB LV HV TOTAL 


12000-21 4 1 3 8 
2100-220 4 1 0 5 
2200-230( 1 2 1 4 
2300-0000 0 0 1 1 
0000-010 4 2 0 6 , 
0100-020( 0 0 0 0 
0200-030(
0300-O4
0300-OS0 

1 
0 
0 

0 
0 
1 

0 
0 
0 

1 
0 
1 

0500-060 0 0 0 0 

0600-07 2 1 3 6 

0700-080 0 0 5 S 

0800-090(
0900-100( 

0 
3 

0 
0 

6 
3 

6 
6 

1000-110(1100-120 01 101 42 53 

1200-130 0 0 2 2 
1300-140 3 0 3 6 
1400-150_ 1 1 0 2 
1S00-160{ 0 2 3 S 
1600-170 2 2 6 10 
1700-10(8 1 0 3 4 
1800-190( 1 2 2 s 
1900-200( 7 3 1 11 

TOTAL 3S 19 48 102
 

MB LV IHV
 

ROAD 
# 

PR­
13 

1 

(A.D.T.) 
ROAD NAME 

PANJGUR-QUETTA 

MB 

35 

LV 

19 

HV 

48 

TOT 

102 
1 

LOCATION OF COUNT STATION 

Count Station 

4T pp 

tXo ' -

/ X " 

3419 7
 



TABLE 14 
RAW TRAFFIC COUNTS DAY : WED-THU 

PANJGUR-PAROOM JUNCTION AT BONISTAN DATE : MAY 16-17, 1990 

COUNT STATION # 3 DURATION : 24 HOURS 

PJG-PRM _ PRM-PJG PJG-HSB HSB-PJG PRM-HSB HSB-PRM 
TIME MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. 

1000-110( 1 1 iJ 1 2 2 1 3 1 1 0 0 
1100-120( 1 1 2j 2 1 1 1 3 0 0 0 
1200-13 0 1 1 1 1 o 0 
1300-140( 1 1 2 0 ___ 1 1 2 4 ___ 4 ___ 0 __ 0 

1400-150( 0 2 2 1 1 o 0 0 
1500-160( 2 2 1 1 2 4 4 1 1 0 0 
1600-170] 1 1 2 4 1 1 2 2 4 3 7 0 0 
1700-180( 1 1 1 1 2 2 2 1 S 2 1 2 0 0 

o1800-190( 3 3 2 2 6 1 7 21 2 0 0 
1900-200( 0 2 2 2 1 3 2 1 3 0 0 
2000-210( 0 1 1 2 3 3 1 2 1 4 0 0 
2100-220( 2 2 1 1 2 0 0 0 0 
2200-23 1 1 1 1 0 00 0 0 
2300-000( 0 0 0 1 1 2 0 0 
0000-01O{ 0 0 0 1 1 2 0 0 
0100-020 - 0 0 0 0 0 0 
0200-030( 0 0 0 1 1 0 0 
0300-040( 0 0 0 1 1 0 0 

0400-05( 0 0 0 0 0 0 
05OO-O 0 0 0 0 0 0 
0600-0700 1 1 0 1 1 1 1 0 0 
0700-080( 1 1 2 1 1 1 1 0 0 0 
0800-0 0 i 1 1 2 1 4 4 4 1 9 0 0 
0900-1000 1 2 3 2 4 6 1 2 3 1 2 3 0 0 

TOTAL s 15 3 23 13 13 3 29! 22 15 7 44 24 19 j48 0 0 0 0 0 0 0 0 



TAB L..E4 
COMPILED TRAFFIC COUNTS DAY : WED-THU

PANJGUR-PAROOM JUNCTION AT BONISTAN DATE : MAY 16-17, 1990 
COUNT STATION # 3 DURATION : 24 HOURS 

SEGMENTS 
24 HOURS TRAFFIC VOLUMEPR-13 
 PR-12 
 PR-13 (A.D.T.)
TIME PANJGUR PAROOM HOSHAB RAD 

MB LV IHV ITOT. 
 MB LV HV TOT. 
 MB LV HV TOT. 1 ROAD NAME MB LV HV TOT. 
1000-1100 4 2 1 7 PR­1 1 1 3 3 1 
 0 4 E1213 PANJGUR-PAROOM 18 28 6 521100-1200 1 3 2 6 0 2 
 1 3 1 
 1 1 3 PR­1200-13( S 3 0 8 
 0 1 0 1 
 S 2 0 7 
 13 PANJGUR-HOSHAB 
 46 34 12 92
1300-1 S 2 1 8 
 1 1 0 2 
 4 1 1 6 
 PR­1400-is 2 0 1 3 
 2 0 0 2 
 0 0 1 
 1 12,13 PAROOM-HOSHAB 
 0 0 0 0
1S00-10 S 3 1 
 9 1 2 1 4 4 
 1 0 s

1600-170( 8 4 2 14 2 1 2 S 6 
 3 0 9

1700-180( S 4 
 1 10 1 2 0 3 
 4 2 1 7
1800-190, 8 6 0 14 2 3 0 S 6 3 0 9 LOCATION OF COUNT STATION1900-200( 6 0 2 8 2 0 0 2 4 0 2 6
2000-210( 2 6 1 9 1 1 N

0 2 1 5 1 7 Count Station2100-220'-2300 0 1 3 1201 4 0 30 10 400 0 01 01 02 4AN.D pR-122200-23 1 1 0 2 1 1 0 2 0 0 0 0 ,-QUETA

23 () 1 1 2 0 0 0 0 0 1 1 2 VU~TT0000-01 0 1 1 2 
 0 0 0 0 
 0 1 1 2

0100-02 0 0 0 0 
 0 0 0 0 0 0 
 0 0

0200-030( 0 1 0 1 
 0 0 0 0 0 1 0 
 1

0400-040( 0 1 0 
 1 0 0 0 0 0 1 
 0 1

0400-050 0 0
0s00-00( 0, 0 0 0 0 0 0 0 00 0 0 0 0 0 0 0 0 00 0 0 
0600-070( 1 2 0 3 0 
 1 0 1 1 1 0 2

0700-080( 1 2 1 4 
 1 2 0 3 
 0 0 1 1
 
0800-090( S 7 2 14 0 1 0 1 5 
 6 2 13

0900-100 S 10 
 0 iS 3 6 
 0 9 2 
 4 0 6
 

TOTAL 64j12 18 144 18 28 6 S2 46 34 1292
 

Vehicle MB LV HV IB LV I H1 MB LV 13 
Pefmetagetl 43T 11335 41 -s44 



TABLE 16 

RAW TRAFFIC COUNTS DAY : TUE-WED 

PANJGUR JUNCTION AT HOSHAB DATE : JAN 9-10, 1990 
COUNT STATION # 4 DURATION : 24 HOURS 

TUK-AWR AWR-TUK TUK -PJG PJG-TUK PJG-AWR AWR-PJG 

TIME MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. 

1100-1200 1 2 3 2 2 0 1 1 0 0 

1200-130( 2 2 3 7 1 1 0 0 0 0 

1300-140C 1 1 1 1 2 1 1 2 0 0 0 

1400-150) 1 1 4 6 3 3 2 2 0 0 _ - 0 
IS00-1600 1 2 7 10 1 1 0 3 1 4 0 3 3 

1600-170( 1 6 7 1 1 2 4 1 1 1 1 0 1 1 2 

1700-180( 2 2 2 1 3 1 1 2 4 4 0 1 1 2 

S1800-190 S S 7 7 0 1 2 3 0 1 1 

11900-200( 1 1 2 4 3 13 16 0 1 2 2 5 0 0 

2000-210( 11 11 7 7 3 3 1 1 0 0 

2100-220( 4 4 2 6 8 2 4 6 0 0 0 

2200-230 - 5 S 1 5 6 1 1 1 2 3 1 1 1 0 

2300-000q 2 2 2 S 7 1 1 2 2 0 0 

0000-010{ 1 1 2 6- 6 0 2 2 0 0 

0100-020 - 8 8 0 0 3 3 0 0 
0200-030( 3 3 1 5 6 1 1 6 6 0 0 

0
0300-O - S s 1 2 3 2 2 1 1 0 

0400-050 2 2 3 3 0 0 0 0 

0500-060( 4 4 1 3 3 1 1 0 0 0 

0600-070( 3 3 2 2 0 0 0 0 
10700-08( 3 3 4 4 0 0 0 0 

0800-090 1 8 9 3 3 2 2 0 0 0 

0900-100( 2 2 2 2 1 1 0 1 1 0 

1000-110( 2 2 3 7 2 2 1 1 1 3 4 0 1 1 

TOTAL 9 11 95 115 8 16 77 101 2 6L18 26 2 7 31 40 0 0 2 2 0 5 4 9
 



COMPILED TRAFFIC COUNTS DAY : TUE-WED 
PANJGUR JUNCTION AT HOSHAB DATE : JAN 9-10, 1990 

COUNT STATION # 4 DURATION : 24 HOURS 

S E G M E N T S 24 HOURS TRAFFIC VOLUME 

TIME 

PR-01 
TURBAT 

PR-01 

AWARAN 

PR-13 

PANJGUR ROAD 

(A.D.T.) 

MB ILV HV TOT. MB I-V HV ITOT. MB ILV HV TOT. I R)ADNAME MB LV HV TOT. 

1100-120 

1200-130( 
1300-140( 

1400-IS 

3 

3 
0 

1 

0 

2 
3 

3 

3 

3 
2 

7 

6 

8 
s 

11 

3 

3 
0 

1 

0 

2 
2 

1 

2 

3 
1 

7 

S 

8 
3 

9 

0 

0 
0 

0 

0 

0 
1 

2 

1 

0 
1 

0 

1 

0 
2 

2 

PR­
01 TURBAT-AWARAN 

PR­
013 TURBAT-PANJGUR 

PR­

17 

4 

27 

13 

172 

49 

216 

66 

1500-1600 1 s 9 1s 1 5 8 14 0 6 1 7 013 PANJGUR-AWARAN 0 S 6 11 
1600-170( 1 2 10 13 1 3 9 13 0 1 3 4 
1700-180 3 7 11 0 3 4 7 1 2 5 8 
1800-190 0 1 14 1S 0 0 13 13 0 1 3 4 
1900-200 2 6 17 25 1 4 15 20 1 2 2 S LOCATION OF COUNT STATION 

j2000-210( 
00-220( 

0 
2 

0 
2 

2 
14 

122 
18 

0 
2 

0 
0 

18 
10 

18 
12 

0 
0 

0 
2 

4 
4 

4 
6 

2200-230q 1 2 12 15 0 1 11 12 1 1 3 S 
2300-000C 0 2 10 12 0 2 7 9 0 0 3 3 
0000-0100 
0100-020( 

0 
0 

1 
0 

9 
11 

10 
11 

0 
0 

1 
0 

7 
8 

8 
8 

0 
0 

0 
0 

2 
3 

2 
3 

0200 -03 ( 0 1 15 16 0 1 8 9 0 0 7 7 PR -1 O0A8 
' 

0300-040 0 1 10 11 0 1 7 8 0 0 31 3 "B 

0500-060osoo 0o 0 80 0 00 77 o o 0I Count Sti 

0600-070 0 2 3! o 3 S o o o l 
0 0 7 70700-08007 0 0 7 7 0 0 0 

0800-090¢ 1 0 13 14 

20900-1000,2 0 3 s, 
1 

21 
0 

0 
11 

3 
12 

S 
0 

0 
0 

0 
21 

2 
2 

2 
1000-1100 3 4 7 14! 2! 4 4 10 1 0 5 61 

TOTAL 21! 40 2211 282 1 [17 32 178 227 4 1 77 

Vehicle M v H MB LV HV7 MB LV HV 
2 781 8 14 7818 S1 23 72 



TABLE 18 
RAW TRAFFIC COUNTS DAY : SUN-MON 

ORMARA JUNCTION AT KANDRI DATE : OCT. 7-8, 1990 
COUNT STATION 1 S DURATION : 24 HOURS 

TUK-PSI PSI-TUK TUK-ORM ORM-TUK PSI-ORM ORM-PSI 
TIME MB LV HV TOf. KB LV HV TOT. MB LV HV TOT. MB LVI HV TOT. MB LV HV TOT. MB LV HV TOT. 

1500-1600 3 1 4 1 
 1 2 0 0 1 2 3 0
 
1600-170_ 0 1 2 1 4 0 0 
 1 1 2 1 1
 
1700-18 3 3 6 1 1 
 0 0 3 3 0 
1800-1 0 _ 1 1 1 3 4 0 0 1 1 1 1 
1900-21- 0 1 1 0 0 0 1 1 2 
2000-21(_ 1 1 1 1 2 0 0 1 1 0
 
2100-220( 1 1 2 1 2 3 0 0 0 0
 
2200-230( 2 2 1 0 
 0 1 1 1 
2300-000( 0 0 0 0 _ 0 0 
0000-010( 1 1 0 0 0 0 0
 
0100-020( 3 3 0 0 0 
 0 0
 
0200-030( 1 1 0 0 0 0 1 1
 
0300-040( 1 1 0 0 0 0 0
 
0400-00( 0 
 0 0 00 1 0 
0500-0600 0 0 0 0 0 0 
0600-070( 2 2 0 0 
 0 1 1 0
 
0700-080( 0 0 
 1 1 2 2 1 1 1 1
 
0800-090( 1 1 2 0 
 0 0 1 1 0 
0900-1000 _ 4 1 S 3 3 0 0 0 0
 
1000-1100 1 1 2 
 0 1 1 1 1 21 3 0 
1100-120( 1 1 2 1 2 3 _0 1 0 1 1 2 1 1
 
1200-!300 1 2 3 1 1 2 0 
 0 1 1 1 1
 
1300-140( 1 1 1 1 
 0 0 1 1 2 0 
1400-1500 1 1 3 3 1 1 2 0 1 1 2 2 

TOTAL _ __ __ - _____ __ iar__ __ _ __ - -TOTALi 81S 171 40 616 8 30 0 ______S 3 1 41 01 1 2 3 3 12 8 23 3 5 3 11 



COMPILED TRAFFIC COUNTS DAY : SUN-MON 
ORMARA JUNCTION AT KANDRI DATE : OCT. 7-8, 1990 

COUNT STATION 1 S DURATION : 24 HOURS 

S E G M E Nl T S '24 HOURS TRAFFIC VOLUMEfi 

TIME 
MB 

PR-04 

TURBAT 
LV HV !TOT MB 

PR-04 

PASNI 
LV HV ITOT. MB 

PR-06 

ORMARA 
LV HV TOT , 

ROAD 
I 

(A.D.T.) 

ROAD NAME MB LV HV TOT. 
PR­

1500-1600 

1600-170( 
1700-1800 

1800-1900 

0 

1 
3 

1 

4 

2 
3 

3 

2 

1 
1 

1 

6 

4 
7 

S 

1 

2 
3 

2 

4 

3 
6 

4 

4 

2 
1 

1 

9 

7 
10 

7 

1 

1 
0 

1 

0 

1 
3 

1 

2 

1 
0 

0 

3 

3 
3 

2 

0304 

PR­
34,6 

PR­

TURBAT-PASNI 

TURBAT-ORMARA 

14 

0 

31 

4 

25 

3 

70 

7 

1900-200( 
2000-210( 

0 
0 

1 
2 

0 

1 
1 
3 

1 
0 

2 
2 

0 
2 

3 
4 

1 
0 

1 
0 

0 
1 

2 

1 
04,06 PASNI-ORMARA 6 171 11 34 

2100-220( 0 2 3 S 0 2 3 S 0 0 0 0 
2200-230( 
2300-000 

0000-01 

0 
0 

0 

1 
0 

0 

2 
0 

1 

3 

1 

0 
0 

0 

2 

0 

3 

1 

5 
0 

1 

0 
0 

0 

1 
0 

0 

1 
0 

0 

2 
0 

0 

LOCATION OF COlUNT STA-TION 
" 

0100-020( 0 0 3 3 0 0 3 3 0 0 0 0 
0200-030( 0 0 1 1 0 0 2 2 0 0 1 1 
0300-040( 
0400-oso 

0500-06 

0600-070( 

0 
0 
0 

2 

0 
0 
0 

0 

1 
o 
0 

0 

1 
o 
0 

2 

0 
0 
0 

2 

0 
0 
0 

1 

1 
0 
0 
0 

1 
0 
0 

3 

0 
0 
0 
0 

0 
0 
0 
1 

0 
0 
0 
0 

0 
0,M 
0 
1 PR.-- 7 

-­ O,4m-BRA 

R.M 
0700-080, 
0800-090( 

0900-1 
1000-110 

0 
1 
3 
1 

1 
1 
4 
3 

2 
0 
1 
0 

3 
2 
8 
4 

0 
1 
3 
1 

1 
1 
4 
3 

1 
1 
1 
1 

2 
3 
8 
S 

0 
0 
0 
0 

2 
0 

0 
4 

3 
1 

0
1 

S 
1 

0 
S 

ARABIAN SEA 

1100-120 
1200-130( 

2 
0 

2 
2 

1 
3 

5 
5 

3 
1 

3 
3 

2 
3 

8 
7 

1 
1 

1 
1 

1 
0 

3 
2 

1300-1401 0 0 2 2 0 1 3 4 0 1 1 2 
1400-150C 0 4 2 6 0 6 1 7 0 4 1 S 

TOTAL 143S 28 77J 20 48 36 104 6 21 14 41 

Vehicle MB LV HV M I LV HV MB LV I HV 
Percenta 18 I j 46 1 3S 1is 1 34 



TABLE 20 
RAW TRAFFIC COUNTS DAY : TUE-WED 

PASNI JUNCTION AT PASNI DATE : MAY B-9, 1990 
COUNT STATION 1 6 DURATION : 24 HOURS 

TIME M 
TUK-PSI 

LV HV TOT. M 
PSI-TUK 

LV HV TOT. MB 
GWD-PSI 

LV HV TOT. MB 
PSI-GWD 

LV HV -T.MB 
TUK-GWD 

LV HV TOT. I NiB 
GWD-TUK 

LV HV TOT. 

1800-190{ 4 4 3 11 2 2 1 5 1 2 3 2 3 1 6 0 0 
1900-200( 3 5 4 12 1 1 1 3 3 3 6 2 2 0 0 
2000-210q 1 2 2 S 1 2 2 s 1 1 2 3 5 0 0 
2100-220i 2 1 3 2 1 1 4 1 1 1 1 0 0 
2200-230 0 1 1 2 0 1 1 0 0 
2300-0"1 
0300-010( 

0 
0 

0 
0 

1 1 
0 0 

0 
0 

0 
0 

0100-020 
0200-03( -

0 
0 

0 
0 2 1 

0 
3 

0 
0 

0 
0 

- (0 
0 

0600-074 _ - - 0 1 31 1 1 0 0 0 
0400-00 1 0 0 3 . 1 0 0 1 1 0 
0500-0401 0 0 1 1 1 1 0 0 
0600-070 0 2 1 3 1 1 1 1 2 0 0 
0700-080q
0800--0M 

1
4 1 

2 
2 

3 
7 

6 
3 1 

2
2 

10
6 3 

3
3 

3
6 3 

1 1
3 

0
0 

0
0 

0900-100 1 3 4 1 1 7 9 2 2 2 1 4 1 2 S 1 1 0 
1000-110( 2 4 2 2 14 14 2 1 3 0 0 
1100-120( 1 3 4 1 3 3 7 1 2 1 4 1 1 2 0 0 
1200-130( 
1300-140(
1400-150( 
1500-160( 

21 51 
4 

4 
13 
4 

10 
8S 
8 

2 
2 

2 
13 
3 

1 
14 
2 

9 
29 
S-

3 
11 
1 

1 
1 

4 
12 
1 2 

S
25 
3 

117 
2 41 101 
2 7 10 

000 0:_-0
ol 
0 

1600-170( 1 1 2 1 1 1 3 1 2 31 4 S 1 10 0 0 
1700-18 3 2 1 6 1 4 4 9 3 2 S 1 1 0 0 

28 32 98 27 2935 91 151 621 1o 0o o 



COMPILED TRAFFIC COUNTS DAY : TUE-WED 
PASNI JUNCTION AT PASNI DATE : MAY 8-9, 1990 

COUNT STATION 1 6 DURATION : 24 HOURS 

SEGMENTS 24 HOURS TRA IiIC VOLUME 
PR-04 PR-04 PR-07 (A.D.T.) 

TIME PASNI TURBAT GWADAR ROAD 
MB LV HV TOT. MB LV HV TOT.- MB LV HV TOT. # ROAD NAME MB LV HV TOT. 

1800-190( 

1900-2 
2000-210( 

2100-220( 

9 

9 
4 

4 

11 

9 
8 

2 

S 

S 
4 

3 

2S 

23 
16 

9 

6 

4 
2 

4 

6 

6 
4 

1 

4 

S 
4 

2 

16 

15 
10 

7 

3 

S 
2 

0 

S 

3 
4 

1 

1 

3 
0 

1 

9 

8 
6 

2 

PR­
04 

PR­
03,07 

PR­

TURBAT-PASNI 

GWADAR-PASNI 

55 

41 

7 

6S 

67 189 

27133 

2200-2300 

2300000 

1 

0 

2 

1 

0 

0 

3 

1 
1 

0 

1 

0 

0 

0 

2 

0 

0 

0 

1 

1 

0 

0 

1 

1 

473 TURBAT-GWADAR 0 0 1 1 

0000-01 0 0 0 0 0 0 0 0 0 0 0 0 
0100-020( 
0200-030( 

0 
2 

0 
0 

0 
1 

0 
3 

0 
0 

0 
0 

0 
0 

0 
0 

0 
2 

0 
0 

0 
1 

0 
3 LOCATION OF COUNT STATION 

0300-040( 0 0 0 0 0 0 0 0 0 0 0 0 
,-400-0( 0 0 0 0 0 0 0 0 0 0 0 0 
050 1 0 1 2 0 0 0 0 1 0 1 2 
0600-07( 3 1 2 6 2 O 1 3 1 1 1 3 O 

0700-080( 7 5 S 17 7 2 4 13 0 3 1 4 ."R,,B-A 
0800-O0 

0900-100( 
10 
7 

8 
9 

4 
12 

22 
28 

7 
2 

2 
7 

4 
9 

13 
18 

3 
5 

6 
2 

0 
S 

9 
12 

C. 
_ _ _ __ 

1000-110( 
1100-120( 

6 
4 

6 
9 

11 
4 

23 
17 

3 
2 

2 
6 

S 
3 

10 
11 

3 
2 

4 
3 

6 
1 

13 
6 A R A B I A S EA 

1200-130( 6 14 6 26 4 6 5 is 2 8 1 11 
1300-140( 2 9 4 1S 2 6 2 10 0 3 2 S 
1400-150( 7 10 9 26 3 4 7 14 4 6 2 12 
1S00-1M 2 11 8 21 0 7 6 13 2 4 2 8 
1600-170( 7 8 3 118 .2 1 2 5 S 7 1 13 
1700-180( 5 9 7f21 4 6 5 IS 1 3 2 6 

TOTAL 96 132 94322 SS 67 68 190 41 65 28 134 

Vehicle IMB LV HV MBI LVM HV LV I HV 
PercentagL 30 41 29 29 35 3631 48 1 



TABLE 22 
RAW TRAFFIC COUNTS DAY : SUN-MON 

AT JUSAK JUNCTION DATE : JAN. 21-22, 1990 

COUNT STATION # 7 DURATION : 24 HOURS 

TUK-MND MND-TU K TUK-HSB HSB-TUK HSB-MND MND-HSB 
TIME MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. 

0800-090 4 4 6 1 7 4 4 1 2 3 6 1 1 2 2 
090r-1000 3 1 4 30 t 34 2 2 1 5 iS 5 4 24 1 1 1 1 2 
1000-110( 2 7 3 12 40 1 4 5 9 6 9 3 18 0 1 1 
1100-120, 2 10 1 13 14 14 5 2 4 11 9 6 S 20 2 2 1 1 
1200-130( 3 13 1 17 6 1 7 5 S 6 16 5 1 s 11 1 1 3 1 4 
1300-140( 1 25 2 28 1 10 11 6 6 6 18 2 2 4 8 4 4 0 
1400-1500 19 3 22 4 1 5 8 8 16 2 5 3 10 1 1 1 1 2 
1S00-160- 1s 1s 1 9 10 4 S 8 17 3 3 S 11 0 1 1 
1600-170( 3 14 1 18 1 6 1 8 4 4 4 12 5 5 5 15 2 1 1 4 1 1 4 6 
1700-180( 1 20 3 24 1 6 3 10 6 7 3 16 3 2 1 6 4 4 1 2 3 
1800-190( 6 12 1 19 3 5 8 1 2 3 6 2 2 3 3 1 2 3 
1900-200( 1 6 1 8 1 7 1 9 1 6 5 12 3 2 5 2 1 3 1 1 2 
2000-210( 1 2 1 4 1 4 2 7 2 3 S 1 7 2 10 1 1 2 1 1 
2100-220( 1 1 2 s 5 1 4 5 3 3 1 1 1 1 2 
2200-230( 2 2 4 4 2 2 2 4 6 1 1 1 1 2 
2300-000 - 2 2 2 2 2 2 1 1 0 0 
0000-01 1 2 3 1 1 2 2 1 1 1 1 3 3 
0100-020( 0 2 2 3 3 1 1 2 0 0 
0200-030( 0 0 2 2 2 2 0 0 
0300-040 0 0 0 2 2 2 2 0 
0400-05 - 0 0 1 1 1 1 7 7 0 
0500-060( 2 2 0 1 1 1 1 0 0 
0600-070( 3 3 0 0 2 2 _0 0 
0700-08 1 1 1 2 3 2 3 S 1 1 7 9 3 3 4 4 

I TOTAl 21 156 26 203 7161 20188 42 58 70 170 3 62 61 176 7 13 21 41 8 10 21 39
 



COMPILED TRAFFIC COUNTS DAY : SUN-MON 

AT JUSAK JUNCTION DATE : JAN. 21-22, 1990 
COUNT STATION 1 7 DURATION : 24 HOURS 

SEGMENTS 24 HOURS TRAFFIC VOLUME 
TURBAT PR-02 PR-01 (A.D.T.) 

TIME CITY MAND HOSHAB ROAD 
MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. I ROAD NAME ME LV HV TOT. 

PR­
0800-0900 1 12 8 21 2 10 2 14 3 2 8 13 02 TURBAT-MAND 28 317 46 391 
0900-100q 17 40 10 67 2 33 6 41 19 7 6 32 PR­
1000-1100 8 60 12 80 2 47 5 54 6 13 9 28 01 TURBAT-HOSHAB 95 120 131 346 
1100-120( 16 32 10 58 2 25 3 30 14 9 11 34 PR­
1200-130( 13 25 13 51 3 23 3 29 10 10 12 32 01,02 HOSHAB-ADID 1i 23 42 80 
1300-140( 10 43 12 65 2 35 6 43 8 8 14 30 
1400-150( 10 36 7 53 0 2S 5 30 10 15 4 29 
1500-160( 8 32 13 53 1 24 1 26 7 8 14 29 
1600-170( 
1700-180( 

13 
11 

29 
3S 

11 
10 

53 
56 

7 
3 

22 
30 

7 
8 

36 
41 

12 
10 

11 
13 

14 
6 

37 
29 

LOCATION OF COUNT STATION 
N 

1800-190( 7 19 9 35 10 17 6 33 S 6 3 14 MAN: PR-- 7 
1900-200( 3 22 9 34 3 1S 4 22 2 11 9 22 PR­

2000-21( 3 15 8 26 2 8 4 14 1 11 6 18 T 

2100-220( 0 10 5 15 2 6 2 10 2 4 S 11 
2200-230( 0 10 4 14 0 7 2 9 0 S 6 11 %AEWAN./A PRAY 

230-0 0 4 3 7 0 4 0 4 0 0 3 3 
0000-010( 0 3 4 7 0 2 6 8 0 1 6 7 
0100-020( 0 3 4 7 0 2 0 2 0 1 4 S 
0200-030( 0 0 4 4 0 0 0 0 0 0 4 4 
0322-0" 0 0 2 2 0 0 2 2 0 0 4 4 
0400-OS0( 0 0 2 2 0 0 7 7 0 0 9 9 
0S00-060( 0 0 4 4 0 0 2 2 0 0 2 2 
0600-070( 0 2 3 S 0 0 3 3 0 2 0 2 
0700-08 3 5 10 18 2 5 4 11 1 6 14 21 

TOTAL 123 437 177 737 43340 88 471 110 143 173 426 

Vehicle MB LVI HV MB LV HV MB LV HV 
Percentage 17 59 24 9 72 19 26 33 41 



TABLE 24 
RAW TRAFFIC COUNTS DAY : SUN-MON 

AT PASNI JUNCTION I DATE : JAN. 28-29, 1990 
COUNT STATION 1 8 DURATION : 24 HOURS 

TIME 
TUK-PSI 

MTLV !HV 
- -

TOT-
PSI-TUK 
LV HV ITOT- M7 

TUK-GWD 
LV HV ITOT.7 

GWD-TUK 
LV HV TIOT. MB 

PSI-GWD 
LV HV 

_ 

TOT 
-

CB 
-

GWD-PSI 
LV HV 
-l 

TOT. 

0900-100. 
1000-110 

1100-1200 
1200-130 
1300-140( 

2 
2 
1 
3 

S 
4 

2 
1 

0 
2 
9 
6 
3 

2 
1 

3 
7 
3 

3 
1 

6 
8 
S 
1 
0 

1 

3 
S 
2 

1 
1 

1 
1 

2 
1 
3 
6 
3 

2 

2 

2 
10 

1 

1 

2 

3 

1 

0 
6 

10 

6 
2 

0 
0 
0 
0 
0 

1 

_0 

0 
1 
0 

0 

C 

1400-150 
1500-160( 

1600-170( 
1700-180( 

1800-1900 

1900-200( 
2000-210( 

1 
1 

2 

1 

1 
2 

6 
3 

2 

2 

1 
1 

1 
1 

3 
41 

9 
7 
2 

0 
3 

21 

1 

2 

1 
2 

1 

1 
1 

2 

3 
1 

1 
2 

2 

3 
2 

1 

2 

1 
1 

3 
4 

4 

3 

1 

6 

1 
1 1 
4 
6 

10 

4 _ 

0 2 

1 

1 

3 

2 
2 

2 

1 

1 

1 
3 

0 
1 

4 

3 
4 

_ 

_ 

2 

-0 

0 
0 

0 
2 

0i 

0 

_ 

_ 

0 
0 

0 
0 

0 

0 
0 

2100-220 -

220 -

"200-
S-01--l--

-

1 1 
1 

-

2 
1 

1 

2 

1 

4 
2 

0 
2 

1 2 
0 
3 

0 
0 

1 
1 

2 
1 

1 
1 

2 
1 _0 

0 
0 

0 _ 

0 
0 

0 
0 

0100-020Q 
0200-0300 

0300 

0400-050( 
0500-060 

0600-070 

0700-080 
0800-090C 

3 

o 
o0 

0 
0 
3 

0 
0 

3 

1 

2 

0 
3 
0 

0 
o 

1 
0 
2 

1 
1 

1 

-

1 
2 

1 
1 

1 

1 
0 

0 

1 
2 
1 
2 
2 

1 
-

1 
1 

1 

2 
1 

3 

-

3 
2 
4 

0 
1 

0 

0 

-0 

-

-

0 

0 

00 
0 
0 

0 
0 

-

0 
0 
0 

0 
0 
o_0 
0 
0 

TOTAL 13 =2611 50 9 20 191 48 3 30 20 83 30 1755 0 2 0 2 1 0 0 1
 



COMPILED TRAFFIC COUNTS DAY SUN-MON 

AT PASNI JUNCTION I DATE JAN. 28-29, 1990 
COUNT STATION # 8 DURATION 24 HOURS 

S E G M E N T S 24 HOURS TRAFFIC VOLUME 
PR-03 PR-04 PR-03 (AD.T.) 

TIME TURBAT PASNI GWADAR ROAD 
MB LV HV TOT. MB LV HV TOT. MB I LV HV TOT. # ROAD NAME MB LV HV TOT. 

0900-1000 0 4 4 8 0 3 3 6 
I 

1 1 2 
PR­
03,04 TURBAT-PASNI 22 46 30 98 

1000-1100 4 9 4 17 3 7 1 1 3 2 3 8 PR­
1100-120( 41 21 2 27 4 8 2 14 0 13 0 13 03 TURBAT-GWADAR 11 60 37108 
1200-13(X 4 1 10 5 19 2 4 1 7 2 6 4 12 PR­
1300-140( 3 3 2 8 3 0 0 3 0 3 2 S 03,041 GWADAR-PASNI 1 2 0 _3 
1400-IS( 3 3 2 8 3 1 2 6 0 2 0 2 
1500-1600 2 3 4 9 1 2 2 5 1 1 2 4 

CD to_ 

1600-170(
1700-180 

1800-190( 

2 9 
- 3 8 
3211 
2 9 

3
2 

7 

14
13 

18 

2
1 

, 

2 

6 

S-

2 
-

2 

2 
0 

10 

8 
4 

_ 

02 

0 

3 

7-

7 

-

-

1 

0 
7 

4 
-

9 , 
14 

_ _ 

LOCATION OF COUNT STATION 
_ _ _ _ _ _ _ _ 

N 
1900-200( 1 6 3 10 0 1 2 3 1 5 1 7 C-­
2000-210( 3 6 0 9 1 4 0 s 2 2 0 4 !A '­
2100-220( 0 3 3 6 0 2 3 5 0 1 0 1 
2200-230( 1 3 2 6 1 1 0 2 0 2 2 1 4m 
2300-000 
0000-0100 

0 
0 

3 
1 

0 
2 

3 
3 

o 
0 

1 
1 

o 
1 

1 
2 

0 
0 

2 
0 

0 
1 

2 
1 

JAEWA %0 - t PIDA 

0100-020( 0 1 3 4 0 0 0 0 0 1 3 4 , 
0200-030( 0 1 4 S 0 0 3 3 0 1 1 _ _ _ 

0300-040( 0 1 3 4 0 0 0 0 0 1 3 41 
0400-0( 0 0 1 1 0 0 0 00 001 I I 
00 1 0 2 3 0 0 0 0 1 001 2 '3 
00-070 0 s s 0 0 4 4 o, -1 1 1 
070-O3800 0 1 1 0 0 0 0 0 11 1 2 

080M 0 1 4 0 0 2 2 0 1 1 2 

TOTAL 331 67 20_2 48 30 10i 12 62 37_ 

Vehicle 1MOB ILV HV [MI LVHIIMII HI[I
PEcentagej 161 S1 3323 4 !0111S13 



TABLE 26 
RAW TRAFFIC COUNTS DAY : MON-TUE 

AT BERICHAH JUNCTION 
COUNT STATION 1 9 

DATE 
DURATION 

: 
: 

MAR. S-6, 1990 
24 HOURS 

TUK-GWD GWD-TUK TUK-SNT SNT-TUK SNT-GWD GWD-SNT 

TIM MB LV 14V TOT. M LV HV TOT. MB LV HV TOT- MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. 

1600-170( 
1700-180( 
1800-190( 
1900-200( 
2000-210( 
2100-220( 
2200-230( 

2300-000( 
0000-010_ 

0100-0200 
0200-03 
0300-40 
0400-0500 
05 
0600-07 
070-08 

08!1 
0900-1000 
1000-110( 
1100-120( 
1200-130( 
1300-14 

1400-150( 
1S00-1W 

1 

1 
1 
1 
1 

-

1 
2 

2 

2 
1 
1 
2 

1 

2 

2 

2 
1 
2 
1 
2 

4 

3 

3 
1 
1 

1 

1 

1 
1 

1 
1 

1 

2 
1 

6 
2 
4 
2 
3 
0 
1 

1 
0 
1 
2 
1 
1 
0 
0 
2 

0 
3 
3 
4 
2 
3 

3 
7 

1 

2 

1 

3 

1 
2 
2 

2 
2 
1 

1 

2 
2 
1 

1 

1 

2 

1 

1 

1 
2 
2 
1 
3 
2 
5 

1 
1 
0 
0 
0 
0 
0 
0 
0 
0 
1 
1 
2 
2 
1 

1 
3 

2 
1 
1 
1 

1 

3 

1 

1 

1 
1 

1 

1 

1 

-

1 

1 

2 

2 

1 

1 

1 

1 
3 
3 
1 
1 
0 
2 

3 
1 
2 
0 
0 
2 
0 
0 
0 

0 
0 
2 
1 
0 
1 

1 
0 

1 

1 
1 
1 

1 

3 
1 

L1 

1 

3 

1 

1 

1 

4 
1 
0 
1 
0 
1 
1 

1 
0 
0 
0 
0 
0 
0 
0 
0 

0o 
4 
1 
2 
0 
0 

1 
0 

1 

_ 

1 

-
-0 

1 
1 

0 
0 
0 
2 
1 
0 
0 

0 
0 
0 
0 
0 
0 
0 
0 
0 

0 
0 
0 

0 
0 

1 
0 

1 

1 

1 

1 

1 

1 

1 
0 
0 
1 
0 
0 
0 

1 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
1 
0 
1 
0 
0 
1 

TOTAL 8 25 18 51 7 17 5 29 11 5 8 24 S 9 3 17 2 0 2 4 1 3 2 6 



COMPILED TRAFFIC COUNTS DAY : MON-TUE 

AT BERICHAH JUNCTION DATE : MAR. S-4, 1990 
COUNT STATION 1 9 DURATION : 24 HOURS 

SEGMENTS 24 HOURS TRAFFIC VOLUME 
PR-03 PR-03 PR-8 (A.D. T) 

TIME TURBAT GWADAR SUNTSAR OAD I 
MB LV HV TOT. NM LV HV TOT. MB LV HV ITOT. I ROAD NAME LV HV TOT. 

1600-170( 2 6 4 121 1 3 4 8 1 3 2 6 
PR­
03 TUPRBAT-GWADAR 15 42 23 80 

1700-180( 2 6 0 8 0 4 0 4 2 2 0 4 PR­
1800-1n 1 4 4 9 0 3 3 6 1 1 1 3 03,08 TUBAT-SUNTSAR 16 14 11 41 
1900-200 1 1 3 S 1 2 3 6 2 1 2 S PR­
2000-21( 2 4 1 7 1 4 2 7 1 0 1 2 03,081 SUNTSAR-GAWADR 3 3 41 10 
2100-220( 0 3 0 3 0 2 0 2 0 1 0 1 
2200-230( 3 3 3 9 2 2 2 6 1 1 1 3 
2300-" 3 0 3 6 0 1 2 3 3 1 1 5 
0000-010( 0 2 0 2 0 1 0 1 oLOCATION OF CUNT STATION 
0100-020( 0 0 3 3 0 0 1 1 0 0 2 2 N 
0200-030( 0 2 0 2 0 2 0 2 0 0 0 0 , j ° 

0300-0( 0 0 1 1 0 0 1 1 0 0 0~ 0 
0400-OSO 0 0 3 3 0 0 1 1 0 0 2 2 PR"3 

0500-o00S 0 0 0 0 0 0 0 0 0 0 
0600-070( 0 0 0 0 0 0 0 0 0 0 0 0 
0700-08 0 2 0 2 0 2 0 2 0 0 0 0 
0800-00 0 0 0 0 0 0 0 0 0 0 0 0 
0900-100( 
1000-110( 

3 
3 

S 
2 

0 
2 

8 
7 

2 
1 

2 
2 

0 
2 

4 
S 

1 
2 

3 
2 

0 
0 4 

51 

1100-120( 2 5 2 9 1 4 1 6 1 1 1 3 
1200-130( 1 3 0 4 2 3 0 5 1 0 0 1 
1300-140( 1 3 1 s 0 3 1 4 1 0 0 1 
1400-15 2 1 3 6 2 1 2 S 2 0 1 3 
1500-1 S1 4 1 10 S 4 2 11 0 0 1 1 

TOTAL 31 $ 121 18 4S 27 901 19 17 1S $1 

Vehicle LV HV MB I LV IHV I MB I LV HV7 
efent 26 1 46 28 20 SO030 37i 331 301 



TABLE 28 
RAW TRAFFIC COUNTS DAY : SUN-MON 

AT PASNI JUNCTION II DATE : MAR. 25-26,1990 
COUNT STATION # 10 DURATION : 24 HOURS 

TUK-GWD GWD-TUK TUK-PSI PSI-TUR PSI-GWD GWD-PSI 
TIME MB LV HV TOT. ME LV HV TOT. MB LV HV TOT. M LV HV 'TOT. LM LV HV TOT. ME LV HV TOT. 

0900-1000 2 1 1 4 0 0 0 0 0 
1000-110( 2 1 1 4 1 1 2 0 0 _ 0 0 
1100-120( 1 S 6 1 2 3 0 0 3 3 1 1 
1200-130( 1 S 6 1 1 2 0 0 2 2 0 
1300-10 2 S 7 2 3 S 0 0 1 1 2 0 
1400-150( 1 3 1 s 1 1 2 0 0 1 -1 0 
1500-160( 2 2 1 2 3 0 0 1 3 4 1 1 
1600-170( 1 S 6 3 10 4 17 1 1 2 0 2 1 3 1 1 
170-180( 3 6 3 12 3 6 8 17 0 0 0 1 1 
1800-190q 1 1 2 4 1 3 4 1 2 1 4 0 2 1 3 2 1 3 
1900-200( 1 1 2 3 1 1 S 1 0 0 1 1 2 1 1 
2000-210( 1 1 3 1 4 0 0 0 0 
2100-220( 3 1 4 1 1 2 0 0 0 
2200-230( 2 2 0 0 0 0 0 
230-0 1 1 3 3 0 0 0 0 
0000-0100 1 1 0 0 0 0 0 
0100-020( 1 1 2 2 0o 0 0 0 
0200-030( 0 1 3 4 0 0 0 0 
0300-040( 3 1 4 0 0 0 0 0 
0400-Os50 2 2 0 0 0 0 0 
O5OO-O6OO 0 0 0 0 0 0 
0600-070( 0 0 0 - 0 -0 _ 0 
0700-080 I1 1 2 3 3 10 _ 0 0 0 
0800-M 6 4 2 12 1 1 2 0 0 0 0 

TOTAL = 16 88 20 34 26 80 1 3 2 6 0 0 , 0 0 11 6 3 20 3 2 3 8 



COMPILED TRAFFIC COUNTS 

AT PASNI JUNCTION II 
COUNT STATION # 10 

DAY 

DATE 
DURATION 

: 

: 
: 

SUN-MON 

MAR. 25-26, 1990 
24 HOURS 

SEGMENTS 24 HOURS TRAFFIC VOLUME 

TIME 

MB 

PR-03 
TURBAT 
LV I HV TOT. MB 

PR-03 
GWADAR 
LV HV ITOT. MB 

PR-07 
PASNI 
LV HV TOT. 

ROAD 
# 

(A.D.T.) 

ROAD NAME MB HV TOT. 

0900-1000 
1000-1100 
1100-1200 
1200-130( 

1300-140( 
1400-150( 
1500-16( 
1600-170( 
1700-180( 

1800-190( 

1900-200 
2000-210( 
2100-220( 

2200-230( 
2300-000( 
0000-010( 
0100-020( 

0200-030( 
0300-040 
0400-05(Y 
05 
0600-07(X 
0700-0800 

0800-090( 

2 

3 
2 
1 

4 
2 
1 
4 
6 
3 

4 
0 
0 

0 
1 
0 
0 

0 
0 
0 
' 
0 
3 
7 

1 
2 
7 
6 

5 

4 
4 

16 
12 

6 

2 
4 
4 

0 
0 
1 
2 

1 
3 
2 
0 
0 
1 

4 

1 
1 
0 
1 

3 
1 
0 
5 

11 
3 

1 
1 
2 

2 
3 
0 
1 

3 
1 
0 
0 
0 
1 
3 

4 

6 
9 
8 

12 
7 
5 

25 
29 
12 

7 
S 
6 

2 
4 
1 
3 

4 
4 
2 
0 
0 
5 
14 

2 

3 
5 
3 

4 
3 
2 
7 
6 
6 

4 
0 
0 

0 
1 
0 
0 

0 
0 
0 
0 
0 
3 

7 

1 
2 
7 
6 

6 
4 
8 

15 
12 
6 

3 
4 
4 

0 
0 
1 
2 

1 
3 
2 
0 
0 
1 

4 

1 
1 
1 
1 

4 
1 
0 
5 

12 
2 

3 
1 
2 

2 
3 
0 
1 

3 
1 
0 
0 
0 
1 

3 

4 

6 
13 
10 

14 
8 

10 
27 
30 
14 

10 
5 

6 

2 
4 
1 
3 

4 

4 
2 
0 
0 
5 
14 

0 
0 
3 
2 

0 
1 
1 

3 
0 
5 

0 
0 
0 

0 
0 
0 
0 

0 

0 
0 
0 
0 
0 

0 

0 

0 
0 
0 

1 
0 
4 

1 
0 
4 

1 
0 

0 

0 
0 
0 
0 

0 

0 
0 
0 
0 
0 

0 

0 

0 
1 
0 

1 
0 
0 

2 
1 
1 

2 
0 

0 

0 
0 
0 
0 

0 

0 
0 
0 
0 
0 

0 

0 

0 
4 
2 

2 
1 
5 

6 
1 

10 

3 
0 

0 

0 
0 
0 
0 

0 

0 
0 
0 
0 
0 

0 

PR­
03 TURBAT-GWADAR 42 84 

PR­
03041 TURBAT-PASNI 1 3 
PR­

03,04 GWADAR-PASNI 14 8 

L OF COUNT STATIO N 

1 

NALANT 

G"Z ­ 3-
Counttation 

KAPPAR 

42 168 

2 6 

6 28 

N 

SN 

TOTAL 43 87 44174 56 92 48 1% 15 11 8 34 

Vehicle 
Pe1et 

MB I LV 
i 

HV MB LV HV MB L 
12S107L24125I3 

V 
12 



TABLE 30 
RAW TRAFFIC COUNTS DAY : MON-TUE 

GWADAR JUNCTION AT DOR DATE : ARP. 16-17, 1990 
COUNT STATION # 11 DURATION : 24 HOURS 

TUK-GWD GWD-TUK TUE-SNT SNT-TUK GWD-SNT SNT-GWD 
TIME MB -Lv HV TOT. MM I HV !TOT MB 1 LV HV TOT. MB LV HV ITOT MB LV HV TOT MM LV HV TOT­

1800-1 2 
1900-200( 1 

2 
1 

4 
2 

1 
1 

4 1 6 
1 2 

1 1 1
1 3 0 

13 8 
1 1 

3 1 3 7 
!0 

2000-210( 
2100-220( 1 
2200-230 -

2300-" 

4 2 
4 

6 
S 
0 
0 

2 1 3 
2 1 3 

1 1 
0 

0 0 
0 0 

1 1 2 0 
0 0 

1 

1 
1 

1 2 
0 

1 1 3 
1 2 

1 1 1 1 3 
0 
0 

1 1 
0000-010( 0 0 0 0 1 1 1 1 
0100-02( 
0200-03C_ 1 1 

0 
0 

0 0 
0 0 

0 
0 1 

0 
2 3 

0300-040 o 0 0 0 0 
0400-0SO( _ 

0500-06 
0600-070( 

1 
1 1 
3 4 

1 
2 
7 1 

1 2 3 
2 2 

2 3 6 

0 0 
1 1 1 2 
0 1 . 2 

0 
3 3 

1 3 
1 

1 1 
1 

2 4 6 
0700-080( 3 2 2 7 3 3 1 1 1 1 S 4 4 13 4 6 2 12 
08 3 1 2 6 2 1 3 6 1 1 1 1 7 9 2 18 23 1 24 
0900-100( 2 
1000-110( 2 

S 7 
1 6 

14 
9 

4 
2 

1 3 8 
2 3 7 

1 3 4 2 2 4 
0 0 

2 
1 

30 1 33 
1 2 4 

14 
14 

14 2 30 
18 2 34 

1100-120 -

1Z00-1300 1 
4 2 
3 

6 

4 
1 
2 

4 S 
5 2 9 

0 1 1 
0 0 

1 

4 
7 2 10 

11 1s 
3 
3 

19 1 23 
2 s 

1300-140( 1 1 3 S 3 3 4 10 2 1 1 4 1 1 8 16 2 26 1 5 2 8 
1400-150( 
1500-10 4-

4 s 
2 5 

9 
11 

1 2 3 6 
S 2 7 

1 1 2 1 1 
1 1 1 1 

11 
13 

10 21 
16 3 32 

4 
11 

8 1 13 
6 17 

1600-170( 2 
1700-180 

3 3 
4 4 

8 
8 

4 
3 

6 2 12 
3 6 

0 S S 
2 2 0 

3 
1 

10 13 
11 1 13 

14 
1 

2S 1 40 
3 1 S 

TOTAL 22_45 48 11S 2S 44 36 105 6i 12 4 22 6 11 2 19 67 132 22 221 98 11S 21 234 



COMPILED TRAFFIC COUNTS DAY : MON-TUE 
GWADAR JUNCTION AT DOR DATE - : ARP. 16-17, 1990 

COUNT STATION 1 11 DURATION : 24 HOURS 

SEGMENTS 24 HOURS TRAFFIC VOLUME 
PR-03 GWADAR PR-09 A (A.D.T.) 

TIME TURBAT CITY SUNTSAR 
M LV HV TOT. MB LV HV TOT MB LV HV TOT. OADNAME MB LV HV TOT. 

PR­
1800-1900 4- 7 1 12 11 10 4 2S 9 S 3 17 03 TURBAT-GWADAR 47 89 84 220 
1900-2 
2000-210_ 
2100-220( 
2200-23
2300-"(X 

2t2 
01 

1 
1 1
0 

6 
6 

0 

3 
3 
1 
11
0 

7 
9 
8 
3
0 

2 
2 
1 
11 

1 
8 
6 
1
21 

2 
4 
1 
20 

S 
14 
8 
43 

0 
2 
0 
21 

1 
2 
0 
22 

3 
1 
0 
10 

4 
5 
0 
53 

PR-
O3 09 TURBAT-SUNTSAR 
PR-
09GWADA-SUNTSAR 

12 

16 

23 

247 

6 

43 

41 

45S 

0000-01( 
0100-020( 

0 
0 

0 
0 

0 
0 

0 
0 

1 
0 

1 
0 

0 
0 

2 
0 

1 
0 

1 
0 

0 
0 

2 
01 

0200-030Q
0300-

0 
0 

1 
0 

0 
0 

1 
0 

1 
0 

3 
0 

0 
0 

4 
0 

1 
0 

2 
0 

0 
0 

31 
0 

LOCATION OF COUNT STATION 
N 

0400-050 ( 0 1 3 4 0 2 3 5 0 1 0 1 NA IN 

0S00-00 
0600-070( 

0 

1 
2 

6 
S 
7 

7 

14 
1 

3 
1 

8 
6 

11 

8 

22 

1 

2 

1 

4 

S 

4 

7 

10 1 
-p-9 

0700-080 4 2 6 12 12 12 11 35 10 10 7 27 A.KARA 

0800-0M 
0900-100( 

6 
9 

3 
11 

5 
10 

14 
30 

35 11 
22 50 

8 
13 

54 
85 

31 
19 

10 
49 

3 
3 

44 
71 

,-~j 
ADAR 

1000-1( 
1100-120( 

4 
1 

3 
9 

9 
2 

16 
12 

19 
5 

22 
34 

13 
5 

S4 
44 

Is 
4 

19 
27 

4 
3 

38 
34 

p5__KAN 

A R B IA N S E A 
1200-130( 3 8 2 13 10 21 2 33 7 13 0 20 
1300-.40( 7 5 8 20 13 25 11 49 12 22 S 39 
1400-150( 2 8 8 18 16 24 9 49 16 20 1 37 
1500-160( 5 8 7 20 28 29 10 67 25 23 3 S1 
1600-170( 6 14 S 25 23 44 6 73 17 40 1 58 
1700-180( 3 9 4 16 5 21 6 32 2 16 2 20 

TOTAL S9 112 90 261 212 336 127 675 177 270 49 496 

Vehicle 2343 [V[MB LV HV S4I .0 
Pet~a 31 43 34t31 1SO 19 131S1O 



TABLE 32 
RAW TRAFFIC COUNTS DAY : SUN-MON 

AT SUNTSAR JUNCTION DATE : APR. 8-9, 1990 

COUNT STATION 1 12 DURATION : 24 HOURS 

MND-GWD GWD-MND GWD-SUNT SUNT-GWD MND-SUNT SUNT-MND 
TIME MB LV HV TOT. MM LV HV TOT. MB LV HV TOT. MB LV HV TOT- MB LV HV TOT. MB LV HV IOT. 

1100-120( 1 1 0 4 4 4 2 1 7 0 2 2 
1200-130( 1 1 0 0 1 1 0 0 
1300-140(1 2 2 1 1 0 0 0 0 
1400-15( 0 2 2 2 1 2 5 0 0 1 1 
1500-16 0 0 0 1 1 0 0 
1600-170( 0 0 0 1 1 1 1 0 
1700-180( 0 0 2 2 2 2 0 0 
1800-19( 0 0 1 1 2 1 1 2 1 1 2 2 2 
1900-20( 0 0 1 1 0 1 1 1 1 
2000-210( 0 0 0 1 1 0 0 
2100-220( 1 1 0 2 2 00 0 
2200-23 0 0 1 1 1 1 2 0 0 
2300-0000 0 2 2 1 1 0 0 0 
0000-0100 11 11 0 1 1 1 1 0 0 
0100-0200 0 0 1 1 2 2 4 0 0 
0200-030( 0 0 0 0 0 1 1 1 
0300-O0 0 0 0 0 1 1 0 
0400-0500 0 0 0 0 0 0 
0500-00 0 0 0 0 0 0 
0600-070( 0 0 1 1 1 1 2 1 1 0 
0700-080( 0 1 1 4 2 6 1 2 3 1 1 _ 0 
0800-0900 0 1 1 2 1 2 2 1 3 1 1 2 2 
0900-10 1 1 0 2 2 1 1 1 1 0 
1000-11 3 3 0 1 1 1 1 0 2 2 

TOTAL 1 7 12 20 1 5 1 7 15 6 11 32 15 12 5 32 6 2 1 9 9 2 0 11 



TABLE 33 
COMPILED TRAFFIC COUNTS DAY : SUN-MON 

AT SUNTSAR JUNCTION 
COUN7T STATION 1 12 

DATE 
DURATION 

: APR. 8-9, 1990 
: 24 HOURS 

TIME 

PR-09 

GWADAR 

SEGMENTS 

PR-09 

MAND 
SUNTSAR 
VILLAGE ROAD 

24 HOURS TRAFFIC VOLUME 
- 4.T) 

MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. # ROAD NAME KS LV HV TOT. 

'1100-'1200 

1200-130 
1300-14( 

1400-1S( 
1500-16 

1600-170( 
1700-180( 
1800-190( 

1900-200 
2000-210( 
2100-220( 

2200-230( 
2300--

0000-010( 
0100-020( 
0200-0300 

0300-0" 
0400-0S( 

0600-070( 

0700-082 

0800-090( 

0900-1 

1000-110c 

4 3 
1 1 
0. 3 

2 3 
1 0 

1 0 
0 2 
1 1 

0 0 
0 0 
2 0 

2 1 
0 2 
0 2 
2 3 
0 0 
0 0 
0 

___-o0 
2 1 
6 2 

4 1 

3 1 

1 4 

S 

0 
0 

2 
0 

0 
2 
2 

1 
1 
1 

0 
1 

11 
0 
0 

0 

0 

2 
1 

0 

0 

12 

2 
3 

7 
1 

1 
4 

4 

1 
1 
3 

3 
3 
13 

S 

0 

0 

3 

10 
6 

4 

S 

2 

0 
0 

0 
0 

1 
0 

3 

2 
0 
0 

0 
0 

0 
0 
0 

0 

0 

2 
3 

2 

2 

1 

1 
3 

3 
0 

0 
0 

1 

0 
0 
0 

0 
2 

0 

0 
1 

1 
0 

0 
0 

0 
0 

0 

3 

0 

0 
0 

0 
0 

0 
0 

0 

0 
0 
1 

0 
0 

11 
0 
0 

0 
0 

0 
1 

0 
1 

0 

0 

3 

1 
3 

3 
0 

1 
0 

4 
2 
0 
1 

0 
2 

11 

0 
1 

1 
0 

0 
1 

2 
4 

2 

5 

6 

1 
0 

2 
1 

2 
0 

4 

2 
0 
2 

2 
0 

0 

2 

0 

0 
0 

0 
2 

6 
7 

3 

3 

2 

0 
0 

2 
0 

0 
2 

2 

0 
0 
0 

1 
0 
2 

3 

1 

1 
0 

0 
1 

2 
1 

1 

1 

S 13 
0 1 
0 0 

2 6 
0 1 

0 2 
2 4 

2 8 

1 3L 

1 1 
0 2 

0 3 
1 1 
0 2 

0 S 

0 1 
0 1 
0 0 
0 0 
1 4 
2 10 
0 8 

0 4 

0 4 

PR­
09,11= GWADAR-MAND 
PR­
08,09 SUNTSAR-GWADAR 

PR­
.08,11,SUNTSAR-MAND 

L 

~N 

/ 

. 

"0__ 

2 

30 

1S 

BC 

_ 

12 

18 

4 

_ 

13 

16 

120 

_ 

27 

64 

TOTAL 32 30 29( 16 14 47 4S 22 1784 

JVehicle MM 

PercetageL 3s, 

LV 

331q2_1 

I MB 

1 361 
LV I HVMB 

341 30 ! S41 
LV 

9A 
HV 

20 



Traffic Count Data 

'991 



TABLE 34
 
TRAFFIC COUNTS
 

SUMMARY REPORT 1991

SAVePaGE VEHICLE DAY TIME TRAFIC peAR 

SR. COUNT [ DISTRIBUTION 0800-2000 HOUR TRAFFIC
NO. LOCATION STATION SEGMENT TRAFFIC INPERCENT NO.OF %OF T NO. OF REMARKS 

# (ADT) MB L H VEHICLE TOTAL T I VEHICLE 

1. AWARANJUNCTION I HOSHAB 448 21 2 54 261 58 1000-1100 40 

2. PANJGUR-QUETTA 
Neglec MBwhet

ROAD AT CUSTOM 2 PANJGUR 26S 49 23 28 178 67 1900-20 27 coasideriag PasjgurPOST PANJGUR UETrA 26S 49 23 28 178 67 1900-200 27 Qeta Traffic3. PANJGUR-PAJOM PANJGUR 198 29 47 23 132 67 80-0 18 
JUNCTION AT 3 PAR OM 68 1 53 32BONISTAN 37 S4 IS00-160

HOSHAB 130 37 4 18 9 73 .08 164. HOSHAB-PANJGUR AWARAN 1 199 7 22 71 861 43 0800-090 2
JUNCTION AT 4 PANJGUR i 58 10 48 41 41 71 0800-O3 8
HOSHAB 
 TURBAT 249 8 29 63 119 48 08(-09 29
.ORMARAJUNCTION ORMARA 56 29 54 18 39 70 1200-13o 7

AT RANDRI S PASN 120 27 S1 23 9 80 1600-17 IS 
TURAT 100 28 SI 21 82 82 1600-17 136. PASNI JUNCTION T PASNI CITY 489 27 50 23 38,9 78 08000090 so IAT PASNI 6 TURBAT 268 26 44 29 20 78 1000-11(4 30 Power House Traffic include 
GWADAR 229 27 57 16 178 78 0900-100 28 Aipon Traffic included7. TURBAT-MAND TURBAT CITY I177 251 22 980 83 0900-1 145

HOSHAB JUNCTION 7 HOSHAB 689 26 33 42 S10 74 0900-124 73 
ATJUSAK 
 MAND 816 3 23 660 81 0900-1 908. FIRST PASNI PASNI 1 106 IS 56 29 79 75 080"-09 14
JUNCTION 8 GWADAR 104 7 S9 3S 6 63 0800-Ogm 10 

TURBAT 2101 I 7 32 144 69 l0 24 19. BERICHAH TURBAT 131 22 S7 21 89 68 0900-12 14
JUNCTION 9 GWADAR 86 20 7 23 S6 65 0900-10 8 

SUNTSAR 49 29 57 14 37 76 090-1 610. SEOND PASNI PASNI 48 S2 38 10 411 8S 1700-18 7
JUNCTION 10 GWADAR 150 28 116 77 700-180 13 

TUREAT 1 128 2 4 95 741600-17 1311. CWADAR JUNCTION ITURBAT 396 35 40 25 341 86 100-100 37 S-u Traffic 22%ATDOR 11 GWADAR CITY 790 30 53 16 686 87 00- 9 Nigore Traffic 26% 
ISUNTSAR 482 25 63 12 433 90 0900-100 69 AirportTraffic S2%12. SUNTSAR-MAND- SUNTSAR 
 127 143 S2 113 89 I10-110 18

GWADAR JUNCTION 12 IMAND 127 34 63 3 105 83 100-110 16AT SUNTSAR GWADAR I 152 3 13238 87 100-1 20 _I_ _-4_­13. JIWANI-MAND I]WANI 1 101 40 2 ­ - 1200-13 22 Count DurationGWADARJUNCTION 13 GWADAR 62 3 36 - - 1200-13 13 12 hour
ATJIWANI LiAND S11 49 1 0 ­ 11400-ISO0 10 I0800-2000 

48 



TABLE 3S 
RAW TRAFFIC COUNTS DAY SUN-MON 

AT AWARAN JUNCTION DATE' AUG.11-12, 1991 
COUNT STATION # 1 DURATION 24 HOURS 

TIME 
HSB-AWR 

IMBLV HV TOT 
AWR-HSB 

MBILV 1 HV T'' MI 
HSB-KZD 
LV HV 

KZD-HSB 
LV HV 

T AWR-KZD 1 KZD-AWR 
LV HV TTOTM LV V TOT-T! I1-1 T6 

0800-090( 4 6 8 18 2 4 61 12 1 3 61 2 3 i 2 1 4 2 3 61 
0900-100 1 2 7t 10 11 7 8 - 0l 21 1 3 6 1 1 1 21 
000-120( 6 S 14 s 2 3 0 16 1 10 1 3 ]6I 3 2 2 1 s 
1100-120( 2 3 6 1 3 1 6 I0 1 1 1 22 33 2 21 11 S! 
1200-130 

100-140 
1 

3 
212 
2 

3 
2 

11 
l 

3 
3 

7 
4 2 1 

2 
1 

2 
4 

1 
1 

1 
1 

4 
2 

1 
1 

21 
2 1 

3 
4, 

21 
21 

1 
1 

3 6 
4 

1400-150( 2 i 2 1225 6 0 2 1 3 21 2 
IS00-1600 
1600-170( 

1 
2 

1 
3 

3 
6 

s 
1 1 

1 
2 

1 
5 

2 
8 

1 
1 

1 
2 

2 
2 

4 
S 1 

1 
1 2 

1 
4 

1 
2 1 

1 
3 

21 
6 

1 
3 1 

1 
1 

2
2 

1700-180( 1 1 4 6 1 9 10 1 2 1 4 1 1 2 1 1 2 4 3 

1800-190( 1 1 5 7 1 3 4 2 2 1 1 2 2 I 2 5 1 11 
1900-200 1 1 2 4 2 7 9 1 1 o0 I1 

12000-210( 5 2 7 2 16 18 2 1 2 5 1 1 1 2 2 1 3 
2100-220( 
2200-230( 

3 
2 

1 
3 

4 
5 1 

2 
2 

S 
3 

7 
6 

1 2 
1 

3 
1 2 

0 
2 

2 1 
1 2 13 

3 2 
2 1 

2 
3 

2300-000( 
10000-010 

1 
1 

2 
3 

3 
4 

1 2 
1 

T -7 
S 

1_1 
2 

1 
2 1 1 

1 1 
2 

1 2 3 
0 

1 1 2 
1 

4 
1 

0100-020_ 
0200-030( 

1 
1 

1 
3 

2 
4 6 

2 2 
6 1Ii 

0 
1 12 

0 
3 1 

0 
1 1 

1 
2 

1 
3 

0300-040( 1 2 3 3 3 2 2 0 0 1 1 
0400-05 2_ 41 6 121 2 1 __ 1 1 1 __2 211 
0500-060 
0700-08 

1 
2 

1 
2 

21 

3 
4 
7 

1 1 2 4 71 
1 - 1 1 -

1 
3 

1 
- 2 

2 

2 
3[ 1 

-

2 3 1 

o II 
_ __ 1_ 

o 

TOTALI 163 30 41 15 191 341 68 12,12 23 621 19 20 25 



TABLE 36 

COMPILED TRAFFIC COUNTS DAY : SUN-MON 

AT AWARAN JUNCTION DATE : AUG.11-12, 1991 
COUNT STATION I 1 DURATION : 24 HOURS 

SEGMENTS 24 HOURS TRAFFIC VOLUME 
pR-1 (A.D.T.) 

TIME HOSHAB ROAD 
___ LV HV TOT. , ROADMNME M LV HV T .O 

PR­
080 7 13 19 39 01 HOSHAB-AWARAN 68 80 184 332 
0900-100( 4 9 8 21 PR­
1000-110( 13 10 17 40 01 HOSHAB-KHUZDAR 27 31 58 116 
1100-1200 6 4 14 24 
1200-1300 3 S 8 16 
1300-140
1-00-140( 
1400,-150 

4 
4 
7 

1
1 
3 

7 12
7 12 
8 118 

LOCATION OF COUNT STATION 

1500-160( 2 4 6 12 N 
og 

CD1700-180 
1600-17( S 

2 
8 
5 

15 
15 

28 
22/ 

1800-190( 2 2 11 is 
1900-200( 3 1 10 14 BEDIau 

2000-210( 0 1 20 31 
2100-220q 1 7 6 14 , AW M 

2200-230( 1 4 9 14 1, C nt Sation 
23000 1 3 8 12 - Co ontt0 
0000-010( 1 2 10 13 
0100-020( 0 1 3 4 
0200-030( 0 8 6 14 
0300-040 0 1 7 8 
0400-OS0( 0 3 7 10 
0S(O-0 2 S 8 1s 
0600-0700 10 3 8 21 
0700-0800 11 8 12 31 

TOTAL 9s 111 242 448 

Vehicle MB LV HV 
Peentaget 21 25 54 



TABLE 37 DAY : MON-TUE 
RAW TRAFFIC COUNTS DATE : AUG. 12-13, 1991 

AT CUSTOM CHECK POST, PANJGUR DURATION : 24 HOURS 
COUNT STATION # 2 

PJG-QTA QTA-PJG 
TIME MB LV HV TOTAL NM LV HV TOTAL 

2000-2100 1 2 3 1 1 
2100-220( 1 1 2 2 
2200-230( 2 1 3 2 2 
2300-000( 1 3 4 2 3 1 6 
0000-0100 2 1 3 2 2 
0100-020( 2 2 4 
0200-030( 1 1 2 2 2 
0300-040( 2 1 2 5 3 1 2 6 
0400-050 4 1 S 3 3 2 8 
0500-060( 3 1 2 6 1 3 4 
0600-070( 1 4 5 1 2 3 
0700-08(X 3 1 1 S 1 2 3 
0800-00 3 1 3 7 1 2 3 
0900-100( 2 3 1 6 3 1 1 5 
1000-110 3 5 2 10 1 2 1 4 
1100-120( 4 1 S 3 2 2 7 
1200-130( 2 2 3 7 1 2 1 4 
1300-140( 10 1 3 14 5 1 6 
1400-150O 1 1 2 4 1 1 
1500-160( 4 1 5 2 1 3 
1600-170( 2 3 5 4 4 
1700-180( 7 6 13 6 4 2 12 
1800-190( 6 2 3 11 10 4 1 15 
1900-2001 10 3 1 14 8 3 2 13 

TOTAL 74'28 43 145 56 32 32 120 



DAY : MON-TUE
 
TABLE 38 
 DATE : AUG. 12-13,199t

COMPILED TRAFFIC COUNTS DURATION : 24 HOURS 
AT CUSTOM CHECK POST, PANJGUR 

COUNT STATION # 2
 

PJG-QTA (PR-13) 24 HOURS TRAFFIC VOLUME 
TIME MB LV HV TOTAL (A.D.T.) 

ROAD ROAD NAME MB LV HV TOT.2000-2100 1 1 2 4 
 £ .........
 
2100-220( 1 2 0 
 3
 
220'-230( 2 0 3 S 
 PR­
231X-0 2 
 4 4 10 13 PANJGUR-QUETTA 130 60 7S 26S
 
0000-010 2 0 3 S
 
0100-02 0 1 s 6
 
0200-030 1 1
2 4
 
0400-00 S 4
3 13 
 LOCATION OF COUNT STATION 

C.'0400- 7 3 3 13
 
0500-06(Y 4 1 5 10 N
 
0600-0 206 8 
 Count Station 
0700-08 ( 4 1 8 


,3., _ f, 
0800-09C 4 1 5 
 10
 
0900-1 S 4 2 11
 
1000-110( 4 7 3 14
 
1100-120( 7 2 3 12 /"
 
1200-130( 3 4 4 11
 
1300-140( 15 4
1 20
 
1400-150 2 1 2 5
 
1S00-160 6 1
1 8
 
1600-170( 6 0 3 9
 
1700-18( 13 10 2 25
 
1800-190( 16 6 4 26
 
1900-200( 18 6 3 27
 

1130 60 75 265
 

.10 
 1LV HV 



TABLE 39 
RAW TRAFFIC COUNTS DAY : MON-TUE 

PANJGUR-PAROOM JUNCTION AT BONISTAN DATE : AUC.12-13 1991 
COUNT STATION i 3 DURATION : 24 HOURS 

TIME MB 
PJG-PRM 

LV HV TOT. M 
PRM-PJG 

LV HV TOT. MB 
PJG-HSB 

LV HV TOT. M 
HSB-PJG 

LV HV TOT. MB 
PRM-HSB 

LV lV TOT. M 
HSB-PRM 

LV HV 
-

TOT. 

1800-190( 1 2 3 1 2 3 1 2 3 2 3 5 0 0 
1900-200( 1 1 2 2 1 2 3 3 4 7 0 0 
2000-210( 1 1 2 1 1 1 3 0 2 1 3 0 0 
2100-220( 1 1 2 0 0 I 2 3 0 0 
2200-230( 1 1 2 1 2 3 1 1 2 2 0 0 
2300-0( 1 1 3 1 4 0 1 1 0 0 
0000-0100 0 1 1 0 1 2 3 0 0 
0100-02 0 0 0 2 2 0 0 
0200-030- 0 0 0 0 0 0 
030 -04 0 0 10 - - 0 0 
0400-0 2 1 3 0 0 1 1 2 0 0 
05 __ 1 1 2 1 1 1 1 2 3 1 2 6 0 0 
0600-07 1 2 3 0 1 1 2 1 3 0 0 
070-080 2 2 2 2 1 1 2 2 2 4 0 0 
0800-090_ 0 1 1 2 2 3 3 8 7 1 8 0 0 
0900-10- 0 1 1 2 1 1 3 S 8 0 0 
1000-110( 1 1 2 1 3 2 1 3 4 3 1 8 0 0 
1100-120 0 0 0 1 1 0 0 
1200-1300_1 0 1 1 3 3 6 1 7 - 0 0 
1300-14 1 1 2 1 1 2 1 3 2 6 1 2 3 0 0 
1400-iSO 1 1 1 1 2 1 2 3 2 1 3 0 0 
15s0-16( 2 1 3 1 2 3 1 1 2 0 0 0 
1600-170( 1 1 4 4 2 3 5 1 1 1 2 0 _1 0 
1700-180( 1 1 0 2 2 4 2 2 0 0 

TOTAL 4 16 10 30 6 20 12 38 14 25 8 47 __ 33 16 83 0 0 0 0 0 0 



TABLE 40 

COMPILED TRAFFIC C DAY : MON-TUE 
PANJGUR-PAROOM JUNCTION ,. -STAN DATE : AUG.12-13 1991 

COUNT STATION 1 3 DURATION . 24 HOURS 

SEGM ENTS 24 HOUR TRAFFIC VOLUME 

TIME 
MB 

PR-13 

PANJGUR 
LV HV TOT. 

PR-13 

PAROOM 
MB [LV J HV TOT. MB 

PR-12 

HOSHAB 
LV HV TOT. 

ROAD 
# 

(A.D.T) 

ROAD NAME MB LV HV TOT. 

1800-1900 3 7 4 14 0 2 4 6 3 s 0 8 
PR­
12,13 PANJGUR-PAROOM 10 36 22 68 

1900-200 4 9 0 13 0 3 0 3 4 6 0 10 PR­
200-2100 
2100-220 

2 
1 

4 
2 

2 
2 

8 
S 

2 
I 

2 
1 

11 
0 

5 
2 

0 
0 

2 
1 

1 
2 

3 
3 

13 
PR­

PANJGUR-HOSHAB 48 58 24 130 

2300-00o 
S 

3 
3 

3 
8 

6 
0 

0 
2~ 3 

3 2 
s 

5 
0 

0 
3 

0 
0 

1 
3 

1 
r31PAROOM-HOSHAB 0 0 0 0 

000-010~ 0 1 3 4 0 0 1 1 0 1 2 3 
0100-02 0 2 0 2 0 0 0 0 0 2 0 2 
0200-030C 0 0 0 0 0 0 1 0 0 0 0 0 0 LOCATION OF COUNT STATION 
0300-040 0 
o0400-050o0 

0 
3 

0 
2 

0 
S 

0 
0 

0 
2 

0 
1 

0 
3 0 

0 
1 

0 0 

Count Station 
N 

000-0 4 3 4 11 0 2j 1 3 4 1 3 8 mA-""1' 

06W007~ 0 3 4 7 0 1 2 3 0 2 2 4 
08000 101 5 3 18 1 1 0 2 9 4 3 16 

0900-1000 3 7 1 11 0 1 1 2 3 6 0 9 

1000-1100 
1100-120( 

8 
1 

5 
0 

2 
0 

1S 
1 

2 
0 

1 
01 

1 
0 

4 
0 

6 
1 

4 
0 

1 
0 

11 
1 

1200-1300 6 4 1 11 0 1 0 1 6 3 1 10 
1300-40( 2 S 6 13 1 1 2 4 1 4 4 9 
1400-150 2 6 1 9 1 2 0 3 1 4 1 6 
1500-16 1 4 3 8 0 3 3 6 1 1 0 2 
1600-170 3 8 1 12 0 s 0 S 3 3 1 7 
1700-1803 4 3 0 7 0 1 0 1 4 2 0 6 

TOTALLS8j 94 4618101 36 1 22 681 48 S8 24 130 

Percent MB LV HV M LV HV MB ILVI HV 
#of Veh. 29 48 23 11 53 32 37 1 18 



TABLE 41 
RAW TRAFFIC COUNTS DAY : SUN-MON 

PANJGUR JUNCTION AT HOSHAB DATE : AUG.11-12, 1991 
COUNT STATION # 4 DURATION : 24 HOURS 

TUK-AWR AWR-TUK TUK-PJG PJG-TUK PJG-AWR AWR-PJG 
TIME MB LV HV TOT. MB LV HV TOT- M LV HV TOT. MB LV HV TOT. ME LV HV TOT. MB LV HV TOT. 

0900-100 1 3 4 1 1 4 6 1 1 1 1 0 0 
1000-110( 4 1 S 1 1 2 2 4 1 1 0 0 
1100-120( 1 1 3 3 1 1 1 1 2 0 0 
1200-130( 1 1 1 1 2 1 3 0 0 1 1 
1300-140( 1 1 0 3 3 1 1 2_ 1 1 0 
1400-150( - 1 5 6 0 0 2 2 0 0 
1500-160(1 2 2 2 1 2 1 1 1 1 0 0 

LJ 
1600-170(
1700-180( 2 2 

2 
3 

2 
7 

__ 1 
1 

1 
1 

1 
1 

11 
1 

0 
0 

0 
0 

0 
0 

1800-1900 3 2 S 2 1 2 S 1 2 3 1 1 0 0 
1900-20 - 1 2 3 1 1 1 3 1 1 __ 1 1 1 1 0 
2000-21 1 4 S 1 2 3 1 1 2 1 1 2 0 0 
2100-22 
2200-230 

1 
3 

3 
6 

4 
9 1 

1 
1 

1 
2 

s 
-

s 
0 

0 
0 

0 
0 

0 
0 

23-5 S - 3 4 7 2 2 0 0 0 
0000-01 1 3 4 1 2 3 2 2 0 0 0 
0100-02 2 1 3 1 3 4 0 0 0 0 
0200-030( 1 1 2 2 0 0 0 0 
0300-040( 1 2 3 4 4 0 1 1 0 0 
0400-0500 

0500-0600 
2 

2 
4 

S 
6 

7 
3 
9 

3 
9 1 

0 
1 

0 
0 

0 
0 __ 

0 
0 

0600-070( 2 8 10 1 7 8 1 1 0 0 0 
0700-080( 1 3 4 1 5 6 1 1 1 0 0 0 
0800-090( 1 2 6 9 1 3 9 13 1 2 3 2 1 1 4 1 1 0 

TOTAL 8 27 72 107 S 17 66 88 3 19 14 36 3 9 6 18 0 0 3 3 0 0 1 1 



TABLE 42 
COMPILED TRAFFIC COUNTS DAY SUN-MON 

PANJGUR JUNCTION AT HOSHAB DATE AUG.11-12, 1991 
COUNT STATION # 4 DURATION 24 HOURS 

SEGMENTS 24 HOURS TRAF7IC VOLUME 

TIME 

PR-01 

TURBAT 
PR-01 

AWARAN 
PR-13 

PANJGUR ROAD 
(A.D.T.) 

MBB LV HV TOT. MB LV HV NTOT 

0900-100 

1000-110( 
1100-120( 

1200-130Q 
1300-140( 

1400-IS0( 

3 

4 
1 

0 
0 

0 

1 

2 
2 

2 
2 

3 

8 

S 
4 

3 
4 

S 

12 

11 
7 

S 
6 

8 

2 

4 
0 

0 
0 

0 

1 

0 
1 

0 
1 

1 

7 10 

2 6 
3 4 

3 3 
1 2 

s 6 

1 

0 
1 

0 
0 

0 

0 

2 
1 

2 
1 

2 

1 

3 
1 

2 
s 

0 

2 

s 
3 

4 
6 

2 

PR­
01 

PR­
0113 

PR­
01,13 

TURBAT-AWARAN 

TURBAT-PANJGUR 

PANJGUR-AWARAN 

13 

6 

0 

44 

28 

0 

138 

20 

4 

195 

54 

4 

IS00-160( 1 2 3 6 0 2 2 4 1 0 1 2 
1600-170( 
1700-180( 

0 
2 

1 
3 

3 
4 

4 
9 

0 
2 

0 
2 

3 
4 

3 
8 

0 
0 

1 
1 

0 
0 

1 
1 LOCATIONOFCOUNTSTATION 

1800-1901900-200( 21 64 63 14a 21 42 44 107 00 22, 21 43 N
it 

2000-210( 1 3 8 12 0 2 6 8 1 1 2 4 
2100-220q
2200-230( 

0 
0 

6 
4 

4 
7 

10 
11 

0 
0 

1 
-4 

4 
7 

S 
11 

0 
0 

5 
0 

0 
o 

"-5 
o 

2300-0 0 S 9 14 0 3 9 12 0 2 0 2 
0000-010( 0 4 5 9 0 2 S 7 0 2 0 2 PR-­
0100-02 
0200-030( 

0 
0 

3 
0 

4 
3 

7 
3 

0 
0 

3 
0 

4 
3 

7 
3 

0 
0 

0 
0 

0 
0 

0 
0 

r B-. 

Count station 
0300-040( 
0400-05 

0 
0 

2 
2 

6 
7 

8 
9 

0 
0 

1 
2 

6 
7 

7 
9 

0 
0 

1 
0 

0 
0 

1 
0 

0500-060 0 3 14 17 0 2 14 16 0 1 0 1 
0600-070( 0 3 16 19 0 3 15 18 0 0 1 1 
0700-080( 0 2 9 11 0 2 8 10 0 0 1 1 
0800- 4 7 18 29 2 5 16 23 2 2 4 8 

TOTAL 19 72 158j 249 13 44 142 199 28 24 SB 

Vehicle M HV B LV HV MB LV HV 
Percentage 8 29 VIJ/I 7 22 171 11 48 41 



TABLE 43 
RAW TRAFFIC COUNTS DAY : SUN-MON 

ORMARA JUNCTION AT KANDRI DATE : JUL. 14-15 1991 
COUNT STATION 1 S DURATION 24 HOURS 

TUK-PSI PSI-TUK TUE-ORM ORM-TUK PSI-ORM ORM-PSI 
TIME ___ V HV TOT- _ LV I HV TOT. MB LV HV TOT. MB LV HV TOT MB LV HV TOT. MB , LV HV TOT. 

0900-100( 2 2 1 1 2 0 0 1 3 1 5 1 1 2 
1000-110 2 3 1 6 1 2 3 0 2 2 0 2 2 
1100-120( 0 1 2 3 0 0 1 1 1 1 
1200-130 2 1 1 4 2 2 2 2 0 1 1 0 
1300-140( 1 1 0 0 0 1 1 1 1 
1400-150( 2 2 4 3 1 4 0 0 1 1 0 
1500-160( 2 1 1 4 2 2 0 0 1 1 1 1 
1600-170( 2 3 1 6 2 3 2 7 0 0 1 1 1 1 

1700-180( 2 2 2 2 0 2 2 4 1 1 1 1 
1800-190( 1 1 2 2 2 2 2 0 1 1 2 2 2 

1900-200( 2 2 2 2 0 2 2 0 1 1 
2000-210( 2 2 2 2 0 4 4 1 1 0 
2100-220( 0 2 2 0 0 1 1 1 1 2 
2200-230 1 3 4 0 0 0 0 2 2 
2300-0000 0 0 0 0 0 0 
0000-0100 0 0 0 0 1 1 0 

0100-0200 0 0 0 0 1 1 1 1 
0200-030( 0 0 0 2 2 0 o 
0300-040( 0 0 0 0 0 0l 
0400-050( __ 0 0 0 0 0 0 
0500-060 0 0 0 0 1 1 0 
0600-070( 0 0 0 0 0 0 
0700-080 2 2 0 0 0 1 1 0 
0800-090 2 2 4 2 2 4 0 0 1 1 0 

TOTAL 14 21 10 45 8 20 9 37 0 4 0 4 61 6 .2 14 7 9 S5 21 31 1= 17 



TABLE 44 
COMPILED TRAFFIC COUNTS DAY : SUN-MON 

ORMARA JUNCTION AT KANDRI DATE : JUL. 14-15 1991 
COUNT STATION I S DURATION : 24 HOURS 

SEGMEN T S 24 HOUR TRAFFIC VOLUME 
PR-04 PR-04 PR-% (A.D.T.) 

TIME TURBAT PASNI ORMARA ROAD ROA N 
MB LVRTT. MB -AIO ME LV HV TOT. ___ __ HO T-

I ~PR-I 
0900-10 
1000-110( 

1 
2 

3 
6 

0 
3 

4 
11 

3 
2 

7 
6 

1 
3 

11 
11 

2 
0 

4 
4 

1 
0 

7 
4 

03,04 
PR-

TURBAT-PASNI 
T 

22 41 19 82 

1100-1200 
1200-130( 

1 
2 

0 
5 

2 
1 

3 
8 

2 
3 

1 
3 

2 
1 

5 
7 

1. 
1 

1 
2 

0 
0 

2 
31 

3,4,6 
PR-

TURBAT-ORMARA 6 10 2 18 

1300-1400 
1400-150( 

0 
2 

0 
3 

1 
3 

1 
8 

0 
2 

2 
4 

1 
3 

3 
9 

0 
0 

2 
1 

0 
0 

2 
1 

04,06 PASNI-ORMARA 10 20 8 38 

1S00-160( 2 3 1 6 3 4 1 8 1 1 0 2 
1600-170( 4 6 2 13 , 6 15 0 0 2 2 LOCATION OF COUNT STATION 
1700-180(
1800-190( 

4 
1 

4 
4 

0 
1 

8 
6 

3 
1 

3 
3 

0 
4 

6 
8 

3 
0 

3 
3 

0 
3 

6L 
6 N 

1900-20( 0 4 2 6 0 3 2 s 0 3 0 3 
2000-210( 4 4 0 8 1 4 0 5 S 0 0 S 
2100-220( 0 2 0 2 1 3 1 5 1 1 1 3 
2200-230(
2300-00 

1 
0 

•3 0
0 

4 
0 

1
0 

S
0 

0
0 

6
0 

0
0 

2
0 

0
0 0 .RAMBA 

OROMIARA 

0000-010 0 0 3 0 0 1 0 1 0 1 0 1 
0100-020C 
0200-030 

0 
0 

0 
0 

0 
2 

0 
2 

1 
0 

1 
0 

0 
0 

2 
0 

1 
0 

1 
0 

0 
2 

2 
2 ARABIAN SEA 

0300-0400400-040 00 00 00 0
0 

0 
0 

0 
0 

0~ 
0 

0 
0 

0 
0 

0 
1 

0 
0 

0 
0 

0500-060( 0 0 0 0 0 1 0 1 0 1 0 1 
0600-070( 0 0 0 0 0 0 0 0 0 0 0 0 
0700-080(
0800-090( 0 101

4 4[ 
2 2

8 
0
5 

0
4 

3
0 

3
9 

o
1 o 

I 
o 

I
1 

TOTAL 2 51 21 1001 32 61 27 120 16 30 10 56 

Vehicle MB LV HV M LV I HV M LV I HV 

Pefoetnagej 28 51 21 27 11 22 281 54 118 



TABLE 45 

RAW TRAFFIC COUNTS DAY : SUN-MON 

AT PASNI JUNCTION DATE : JUL. 14-1S, 1991 
COUNT STATION # 6 DURATION : 24 HOURS 

TUE-PSI PSI-TUE GWD-PS! PSI-GWD - TUK-GWD GWD-TUK 
TIME MB LV HV TOT_ MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT- MB LV HV TOT. 

0900-1 1 3 2 6 S 5 2 12 6 13 1 20 2 4 2 8 0 0 
1000-110( 7 8 1S 8 7 1S 1 8 2 11 1 3 4 0 _ 0 
1100-120( 1 4 7 12 3 2 S 10 2 7 2 11 9 1 10 0 11 1 
1200-130( 6 6 3 15 3 5 4 12 2 4 2 8 5 1 2 8 0 0 
1300-140( 3 S 1 9 1 1 2 4 1 1 1 2 3 0 0 
1400-1500 2 2 3 7 1 2 1 4 1 1 2 1 4 S 0 0 
1500-160 11 2 3 3 1 4 1 1 3 1 4 0 _ 0 
1600-17 1 4 S s 3 8 2 2 1 S 2 S 1 8 0 0 

o1700-1800 4 4 1 9 1 4 S 1 3 4 7 5 12 0 0 
1800-1900 ? 3 1 6 2 1 2 S 2 6 1 9 1 4 S 0 0 
1900-200( 3 4 1 8 2 4 1 7 1 1 2 2 6 8 1 1 1 1 
2000-210( 1 1 2 1 1 2 4 S 1 6 12 2 2 0 0 
2100-220( 1 2 1 4 1 2 3 1 1 1 2 3 0 0 
2200-230( 2 1 3 1 1 2 1 2 1 4 1 3 4 0 1 1 
2300-0-0( 0 1 1 1 1 2 1 1 0 0 
0000-01(X 0 0 1 1 0 0 0 
0100-02(X 1 1 0 0 1 1 0 1 0 
0200-030( 0 0 0 0 0 0 
0300-04- 0 0 0 0 0 0 
0400-050 0 0 0 0 0 0 
0S00-00 _ 0 2 2 0 0 0 0 
0600-070( 2 2 4 2 2 9 13 1 2 1 4 1 1 2 0 0 
0700-08 2 4 2 8 3 6 3 12 2 S 2 9 3 1 4 0 0 
0800-0900 3 6 3 12 3 6 3 12 2 10 3 1S 4 4 3 11 0 0 

TOTAL 33 61 3S 129 37 56 42135 32 67 23122 29 61 13103 0 1 0 1 1 1 1 3
 



TABLE 46 

COMPILED TRAFFIC COUNTS DAY SUN-MON 

AT PASNI JUNCTION DATE JUL. 14-15, 1991 
COUNT STATION # 6 DURATION 24 HOURS 

SEGMENTS K24 OURS TRAFFIC VOLUME 

TIME 

PR-04 

PASNI 
PR-04 

TURBAT 

PR-07 
GWADAR 

A 
D 

(A.D.T.) 

MB LV HV TOT. MB LV HV TOT. MB LV HV TOT.] ROAD NAME MB LV HV TOT. 

0900-100q 

1000-110( 
14 

2 

25 

26 

7 

17 
46 

45 
6 

0 1 
E 4 

15 

18 

30 
8 

2 

17 
11 

3 
2 

28 

15 

PR­
04 

PR­

TURBAT-PASNI 70 117, 77 264 

1100-120( 6 22 15 43 4 7 12 23 2 17 3 22 03,07 GWADAR-PASNI 61 128 36 225 
1200-130( 16 16 11 43 9 11 7 27 7 5 4 16 PR- 1 
1300-140( 6 8 3 17 4 6 3 13 2 2 0 4 _4,7,3TURBAT-GWADAR1 2 1 4 
1400-150( S 9 4 18 3 4 4 11 2 S 0 7 
1500-160( 5 6 1 12 4 3 0 7 1 3 1 5 
1600-170( 10 14 2 26 6 7 0 13 4 7 2 13 
1700-180(
1800-1900 

13 
7 

16 
14 

1 
4 

30 
2S 

S 
4 

8 
4 

1 
3 

14 
11 

8 
3 

8 
10 

0 
1 

16 
14 7 N 

1900-200( 8 15 2 25 5 9 3 17 3 8 1 12 
2000-210( 7 S 8 20 2 2 2 6 s 3 6 14 
2100-220( 3 5 3 11 2 4 1 7 1 1 2 4 O" 

2200-230( 5 7 1 13 4 2 0 6 3 S 1 9 GW-D A-_ 

2300-000( 1 1 2 4 0 0 1 1 1 1 1 3 C 
0000-010 0 1 0 1 0 0 0 0 0 1 0 1 oNIN, 
0100-020( 0 2 0 2 0 I 0 1 0 1 0 1 
0200-030( 0 0 0 0 0 0 0 0 0 0 0 0 A R A B N E A 

0300-040( 0 0 0 0 0 0 0 0 0 0 0 0 
0400-050( 0 0 0 0 0 0 0 0 0 0 0 0 
0500-" 0 2 0 2 0 2 0 2 0 0 0 0 
0600-070( 4 7 12 23 2 4 11 17 2 3 1 6 
070-080 7 18 8 33 5 10 5 20 2 8 3 13 
0800-090( 12 26 12 30 6 12 6 24 6 14 6 26 

TOTAL 131 245 113 489 71 119 78 268J 62 130 37 229 

Vehicle M LV HV MB LV HV MB LV HV 
Perentage 27 150 23 26 44 30] [27 57 16 



TABLE 47 

RAW TRAFFIC OUNTS DAY : TUE-WED 

AT JUSAK JUNCTION DATE : JUL. 30-31 1991 
COUNT STATION# 7 DURATION : 24 HOURS 

TIME 
TUK-MND 

MBILV HV ITOT. 
MND-TUK 

MB[LV{ HV TOT., MB 
TUK-HSB 

LV HV TOT. MB 
HSB-TUK 

LV HV TOT. MB 
HSB-MND 

LV HV TOT. MB 
MND-HSB 

LV HV TOT. 
......I - ......... - -

2000-21 
2100-220( 
2200-230( 
2300-00( 
0000-O0O 
0100-020tJ 

1 8 

4 
3 
I_ 

2 

1 

i 

11 

0 
5 
3 
1 
0 

2 
2 
1 

1 

7 
6 
8 
1 

1 

1 

1 
2 
2 

10 
8 
10 
3 
2 
2 

2 

1 

4 

2 
-

5 

2 

2 
8 

11 
0 
3 
0 
4 
8 

3 

1 

2 
5 
1 
1 
2 
1 

2 
1 

1 
2 

5 
7 
3 
1 
3 
3 

2 3 

1 

4 
2 
S 

1 

9 
2 
S 
0 
2 
0 

1 

1 

1 

5 

2 
S 
1 

6 
1 
2 
S 
2 
0 

0200-030_ 0 0 1 1 6 6 2 2 2 2 
0300-040( 0 2 2 3 3 7 7 - S 3 3 
0400-0500 
0500-0600 
0600-070 
0700-080 

0800-090d 

1 
I2 

2 4 

__ 

2 

0 
o 
3 
2 
6 

_0 

1 3 
6 14 
8 ,28 

_ 

0 

, 
1 21 
2 ,38 1 

2 

1 

4 

2 
3 

1 
1 

3 

2 
S 

2 
1 

8 

1 

3 
9 

1 

8 
8 

12 
8 

2 
1 

10 

13 
8 
2 

12 

27 

! 

1 

14 

2 

3 

0 
14 

0 
2 

4 1 

1 
1 

2 
3 

1 
1 

2 
3 
0 
2 

3 
0900 1000 

110 
t1100-1200 

519 
Si 
S 

5 

2S 

S 19 
41 14 
2 32 

20 
5 
6 

40 
13 
12 

2 162 
4 22 
4 22 

4 
2 
3 

4 
9 
S 

9 
5 
4 

17 
16 
12 

15 
6 
3 

22 
6 
1 

10 
3 
2 

47 
15 

6 

2 

1 

1 

1 

3 
2 
1 

6 
2 
3 

3 
1 

1 

3 
1 

1200-130 7 14 1 22 2 11 1 14 10 6 2 18 1 6 3 10 0 0 
1300-140( 9 22 5 36 3 7 3 13 5 S 4 14 S 7 4 16 1 2 3 6 1 1 1 3 
1400-1S0( 8 
1500-160( 6 

20 
20 

6 
5 

34 
31 

2 
6 

2 
10 

2 
2 

6 
18 

6 
6 

11 
8 

8 
11 

25 
25 

5 S 
3 3 

-0 
61 1 

1 
3 

1 
4 

2 1 
1 

2 
1 

S 
2 

1600-170 

1700-1801 8 
_ 16 
26 

3 25 

34 

1 
5 

3 
3 2 

4 
10 

7 
10 

8 
S 

S 
6 

20 

21 
2 
3 

S 
6 

6 
3 

13 
12 

1 
2 

6 
3 

7 
S 2 

1 1 
2 

1800-190 18 25 1 2 45 3 7 7 17 18 16 3 37 3 8 5 16 1 2 2 S _ 6 11 
1900-2 00 9 1 20 4 IS 2 21 6 S 2 13 S I 11 S 1 3 13 3 1 3 7 

TOTAL 90 212 41 343 78 191 40 309 81 9S 90 266 6,5 92 259 13 20 64 97 18 9 40 A7 



TABI.E 48 
COMPILED TRAFFIC COUNTS DAY TUE-WED 
AT JUSAK JUNCTION DATE JUL_ 30-31 1991 

COUNT STATION # 7 DURATION 24 HOURS 

TIME 
MB 

TURBAT 

CITY 
LV HV TOT. 

SEGMENTS 

PR-02 

MAND 
MB LV HV MB LV B 

PR-01 

HOSHAB 
LV HV TOT 

24 HOURS TRAFFIC VOLUME 
(A.D.) 

AD 
# OAD NAME MB LV HV TOT. 

a) 
N_ 

2000-2100 
2100-22 

21 0-222200-23 

23 
0000-010 

0100-020 
0200-030( 
0300-040 
0400-050O 

0500-060( 
0600-070( 
0700-080( 

0800-090 
0900-100( 
1000-110( 
1100-120( 
1200-130( 
1300-14( 

1400-150( 

1500-160( 

1600-170( 

1700-1800 
1800-190C 
1900-200( 

8 
2 

23 

0 
0 

1 
0 
0 
1 

0 
1 
9 

20 
44 

18 
17 
20 
22 

21 

18 

161 

26 
42 
25 

21 
11 

1113 

S 
5 

2 
0 
0 
0 

2 
5 

22 

44 
75 

33 
43 
37 
41 

38 

41 

32 

40 
56 
34 

3 
2 

25 

2 
5 

10 
7 

12 
14 

11 
5 
5 

1S 
26 

16 
12 
7 
16 

16 

21 

14 

11 
17 
6 

37 
IS 

I %321 

7 
10 

13 
7 

12 
15 

13 
11 
36 

79 
145 

67 

72 
64 
79 

75 

80 

62 

77 
115 
65 

6 
3 

1 

0 
0 

1 
0 
0 
0 

_ 0 
1 
6 

11 
30 

10 
12 
9 

14 

12 

13 

8 

13 
27 
22 

18 12 
6 2 

62S12 9 

4 7 
3 4 

1 0 
0 4 
0 10 
0 2 
0 17 
4 2 

15 6 

34 6 
50 10 

18 11 
38 8 
25 2 
32 12 
24 10 

31 11 
20 9 
33 5 
34 17 
30 9 

36 
11 

22 

11 
7 

2 
4 

10 
2 

17 
7 

27 

51 
90 

39 
S8 

36 
58 

46 

55 

37 

51 
78 
61 

8 
1 

12 

0 
0 

0 
0 
0 

1 
_

0 
0 
3 

11 
24 

8 
7 

11 
12 

13 

7 

10 

13 
27 
19 

9 
5 

51 

1 
6 

1 
0 
0 

0 

2 
1 
9 

14 
27 

15 
7 

12 
iS 

18 

12 

14 

15 
26 
16 

14 

4 

410 

5 
5 

10 
11 
18 
16 
28 
3 
S 

17 
22 

11 
8 
5 
12 

10 

18 

17 

12 
16 

9 

31 
10 

113 

6 
11 

i1 
11 
18 
17 
30 

4 
17 

42 
73 

34 

22 
28 
39 

41 

37 

41 

40 
69 
44 

PR­
02 TURBAT-MAND 168 403 81 
PR-

R01 TURBAT-HOSHAB 146 197 182 
PR-
01021HOSHAB-MAND 31 29 104 

LOCATION OF COUNT STATION 

FC U 
pp 2 Count Station 

f!'LMP1 -"7 
URB 

JANE WANG/ AAJR 

652 

525 

641 

N 

TOTAL 314 600 263 1177 199 432 185 816 177 2 286 

Vehicle 
Percentage 

M LV 
J27151 

HV 
22 

B LV HV MB ILV THV 
V232, 33 42 



TABLE 49 

RAW TRAFFIC COUNTS DAY : MON-TUE 

AT PASNI JUNCTION I DATE : AUG. 26-27, 1991 
COUNT STATION # 8 DURATION : 24 HOURS 

TUK-PSI PSI-TUK TUK-GWD CWD-TUK PSI-GWD GWD-PSI 
TIME MB LV HV TOT- MB LV HV TOT. MB LV HV TOT. MB LV HV TOT- MB LV HV TOT MB LV HV TOT. 

0800"-0 1 2 3 6 2 6 8 4 4 2 1 3 6 0 0 
0900-100( 1 1 2 3 6 10 2 2 1 4 5 0 0 
1000-110 2 2 4 1 1 2 3 1 4 2 1 3 0 0 

1100-120( 1 1 2 1 1 2 2 4 2 2 0 0 
1200-130 2 2 1 5 2 2 8 8 1 1 0 0 
1300-140( 1 1 0 4 4 2 2 0 0 

1400-150( 3 1 4 2 1 3 4 4 3 3 0 _ 0 
1500-160( 2 1 3 1 1 1 1 1 3 0 0 _ 0 
1600-170( 1 5 6 1 1 1 1 0 0 0 

1700-180( 1 3 1 5 2 2 1 1 0 0 0 
1800-19 1 1 2 2 2 3 3 0 0 0 
1900-2 1 2 3 1 3 4 5 5 0 0 0 
2000-21 1 1 1 1 4 1 5 0 0 0 

2100-220( 1 1 1 2 3 1 1 0 0 0 
12200-230( 1 1 2 1 1 1 2 3 3 3 6 0 0 
2300-000( 0 2 2 2 2 1 1 2 4 0 0 
0000-010( 1 1 1 2 3 1 1 1 1 0 0 
0100-020( 2 2 1 1 1 1 2 2 0 0 

0200-030 2 2 0 1 1 0 0 0 
0300 1 1 0 1 1 2 1 1 0 0 
0400-050 - 1 1 1 1 0 1 2 3 0 0 

0500-00 
0600-070( 

0 
0 

0 
0 

0 
0 J 

0 
0 

0 
0 

0 
0 

0700-080( 1 2 3 1 1 0 2 1 3 6 0 0 

TOTAL 8 27 22 57 8=32 9 49 141 17 59 6 20 19 45 0 0 0 0 0 0 0 0 



TABLE SO 
COMPILED TRAFFIC COUNTS DAY : MON-TUE 
AT PASNI JUNCTION I DATE : AUG. 26-27, 1991 

COUNT STATION 1 8 DURATION : 24 HOURS 

SEGMENTS 24 HOURS TRAFFIC VOLUME 

TIME MB 
PR-03 
TURBATLV HV TOT. M 

PR--o4 
PASNILV HV TOT. MB 

PR-03 
GWADARLV HV ITOT. ROADI# 

(A.D.T.) 

DNAEM LV HV TOT. 

08 

0900-100( 
1000-110( 

1100-120( 
1200-130( 

1300-140( 

S 

4 
1 

0 
2 

0 

9 

13 
8 

6 
12 

6 

10 

2 
4 

3 
2 

1 

24 

19 
13 

9 
16 

7 

3 

3 
1 

0 
2 

0 

8 

7 
3 

2 
4 

0 

3 

2 
2 

1 
1 

1 

14 

12 
6 

3 
7 

1 

2 

1 
0 

0 
0 

0 

1 

6 
S 

4 
8 

6 

710 

0 7 
2 7 

2 6 
1 9 

0 6 

PR­
03,04. ,URBAT-PASNI 

PR­

04 TURBAT-GWADAR 

PR­
03,04 GWADAR-PASNI 

16 

7 

0 

59 

61 

0 

31 

36 

0 

106 

104 

0 

1400-150( 
1500-160( 

1600-17( 
1700-180 

1800-190( 

1900-200( 

2000-210( 
2100-220( 

0 
1 

1 
1 

1 

2 

1 
1 

12 
3 

7 
6 

6 

10 

4 
3 

2 
3 

0 
1 

0 

0 

2 
1 

14 
7 

8 
8 

7 

12 

7 
S 

0 
0 

1 
1 

1 

2 

1 
1 

S 
2 

6 
S 

3 

5 

0 
2 

2 
2 

0 
1 

0 

0 

1 
1 

7 
4 

7 
7. 

4 

7 

2 
4 

0 
1 

0 
0 

0 

0 

0 
0 

7 
1 

1 
1 

3 

S 

4 
1 

0 
1 

0 
0 

0 

0 

1 
0 

7 
3 

1 
1 

3 

S 

S 
1 

f :IIN. 

LOCATION OF COUNT STATION 

P R-2 

KALIAUK PR-i 

r-TURBAT 

' N 

2200-230 
2300-000( 
0000-01( 

0100-020( 

0 
1 
0 

0 

6 
1 
1 

0 

6 
6 
S 

6 

12 
8 
6 

6 

0 
0 
0 

0 

2 
0 
1 

0 

1 
2 
3 

3 

3 
2 
4 

3 

0 
1 
0 

0 

4 
1 
0 

0 

5 
4 
2 

3 

9 
6 
2 

3 

J:AME WANG PPIIDARA 

In2 

0200-030( 0 0 3 3 0 0 2 2 0 0 1 1 
0300-040( 
0400-0S00 

0 
0 

1 
3 

3 
2 

4 
S 

0 
0 

0 
2 

1 
0 

1 
2 

0 
0 

1 
1 

2 
2 

3 
3 

0S00-060( 0 0 0 0 0 0 0 0 0 0 0 0 
0600-070( 0 0 0 0 0 0 0 0 0 0 0 0 
0700-08C 2 3 S 10 0 2 2 4 2 1 3 6 

TOTAL 23 120 67 210 16 $9 31 106 7 6 - 104 

Vehicle MB LV HV E LV HV I LV HV 

Percentage 12 1S 56 29 ,9 34 



TABLE S1 
RAW TRAFFIC COUNTS DAY : MON-TUE 

AT BERICHAH JUNCTION DATE : AUG. S-6, 1991 
COUNT STATION# 9 DURATION : 24 HOURS 

-GWD GWD-TUK TUK-SNT SNT-TUK SNT-GWD GWD-SNT 
TIME MB LV HV TOT MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT- MB LV HV TOT. 

1100-120 1 2 3 2 1 3 1 1 2 1 1 0 0 
1200-13 3 3 1 1 1 1 2 1 1 0 0 
1300-140( 0 2 2 1 1 0 1 1 0 
1400-150 2 2 2 2 2 2 0 0 0 
1500-16 1 1 2 2 2 0 2 2 0 0 
1600-170 1 1 S S 1 2 3 0 1 0 0 
1700-1800 2 2 1 1 2 2 1 1 0 0 
1800-190( 2 1 2 S 0 2 2 0 0 0 

8n1900-200( 1 1 2 2 1 1 1 1 2 0 0 
2000-210( 0 2 2 0 0 0 0 
2100-22, 1 1 2 1 2 3 0 0 0 0 
2200-230( 0 3 3 0 0 0 0 
2300-000( 1 1 2 2 1 1 2 2 2 _0 0 
0000-010 - 1 1 2 1 1 2 0 0 0 0 
0100-020( 2 2 1 2 3 0 2 2 0 0 
0200-030( 1 1 0 1 1 1 1 0 0 
0300-040( 0 0 0 0 0 0 
0400-0500 1 2 3 0 0 1 10 0 
OS00-0600 0 0 1 1 0 0 0 
0600-070( 0 1 1 1 1 1 1 0 0 
0700-080 1 1 1 1 2 o0 01 o 0 
0800-09001 1 1 1 2 0 2 1 3 0 0 
0900-1000 2 1 3 3 2 _ 2 2 2 2 4 0 _ 0 
1000-1100 1 3 4 2 2 1 1 1 2 3 1 1 0 

TOTAL 016 13 39 6 32 7 45 7 14 2 123 1613 24 1 1 0 2 0 0 0 0
 



TABLE $2 
COMPILED TRAFFIC COUNTS DAY : MON-TUE 

AT BERICHAH JUNCTION DATE : AUG. S-6, 1991 
COUNT STATION # 9 DURATION : 24 HOURS 

SEGMENTS 1 24 HOURS TRAFFIC VOLUME 

TIME 
MB 

PR-03 

TURBAT
LV HV TOT. -MB 

PR-03 

WADARLV HV TOT. MB 

PR-08 
SUNTSARLV HV TOT. ROADI 

(A.D.T.) 
ROAD NAME .ME LV HV T 

1100-120( 

1200-130(
1300-1400, 

1 

2
3 

4 

2
0 

4 

3
0 

9 

7
3 

0 

0
3 

3 

1
0 

3 

3
0 

6 

4
3 

1 

2
2 

1 

1
0 

1 

0 
01 

3 

3
T 

PR­
03 

PR­
03,08 

TURBAT-OGWADAR 

TURBAT-SUNTSAR 

16 

13 

48 

27 

20 

7 

84 

47 
1_00-ISO4
1500-160( 1 4 1 

6
6 

0
1 

4
2 

0
1 

4
4 

2
0 

0 
2 

0 
0 

2
2 

PR­
03,08 SUNTSAR-GWADAR 1 1 0 2 

1600-170( 2 7 0 9 1 S 0 6 1 2 0 3 
1700-180( 
1800-12N 
1900-2M 

1 
2 
1 

S 
3 
4 

0 
2 
1 

6 
7 
6 

0 
2 

0 

3 
1 
3 

0 
2 

0 

3 
S 

3 

1 
0 

1 

2 
2 

1 

0 
0 

1 

3 
2 

3 
LOCATION OF COUNT STATION 

2000-210( 

210_20 
2200-230X 

0 

1 
0 

2 

1 
3 

0 

3 
0 

2 

S, 
3 

0 

1 
0 

2 

1 
3 

0 

3 
0 

2 

5 
3 

0 

0 
0 

0 

0 
0 

0 

0 
0 

0 

0 
0 , 

1, 1 
-
I­

2300-00 1 s 1 7 1 2 0 3 0 3 1 4 
0000-0100 0 2 2 4 0 2 2 4 0 0 0 0 
0100-020( 0 1 6 7 0 1 4 S 0 0 2 2 
0200-030( 0 1 2 3 0 0 1 1 0 1 1 2 
0300-040( 0 0 0 0 0 0 0 0 0 0 0 0 CIA 

0400-0S0 1 3 0 4 1 2 0 3 0 1 0 1 
0500-06( 0 1 0 1 0 0 0 0 0 1 0 1 
0600-07( 0 3 0 3 0 1 0 1 0 2 0 2 
0700-080( 1 2 0 3 1 2 0 3 0 0 0 0 
0800-090( 
0900-100( 

0 
7 

4 
7 

2 
0 

6 
14 

0 
S 

2 
3 

1 
0 

3 
8 

0 
2 

2 
4 

1 
0 

3 
6 

1000-110 3 7 010 1 6 0 7 2 3 0 5 

_ _=77 29 7S 17 49 20 86 14 2849 

Vehicle MB LV HV MB LV HV MB LVIHV 
Pefcentag 22 S7 211 20 S7[ 2329 5 



TABLE 53 
RAW TRAFFIC COUNTS DAY SUN-MON 

AT PASNI JUNCTION II DATE JUL. 141S, 1991 
COUNT STATION # 10 DURATION 24 HOURS 

TUR-GWD GWD-TUK TUE-PSI PSI-TUE PSI-GWD GWD-PSI 
TIME MB LV HV TOT. MB LV HV TOT. ME LV HV TOT. M LV[ HV TOT. MB LV HV TOT. LO LV HV TOT. 

0900-lO0( 1 1 1 3 2 3 S 1 1 1 1 2 0 1 2 3 
1000-110 - 4 4 3 3 2 2 1 1 2 2 2 1 3 
1100-120( 4 4 1 2 3 1 1 0 2 2 0 
1200-130( 1 2 3 2 2 4 0 0 2 1 3 1 1 
1300-140( 1 1 1 2 3 0 0 1 1 1 1 
1400-15( 1 1 2 1 3 0 - 0 0 0 
1500-1600 1 1 1 4 S 0 0 0 1 1 
1600-170( 1 2 3 9 9 0 1 1 1 1 0 
1700-180 - 2 2 6 6 1 1 1 1 2 1 3 2 2 
1800-190( 2 2 4 3 2 S 0 0 1 2 3 1 1 
1900-2000 0 2 6 1 9 0 0 0 0 
2000-210 1 1 2 1 3 4 8 0 1 1 1 1 0 
2100-220 2 2 0 0 0 0 0 
2200-23 1 1 0 0 0 0 0 
2300-0M 2 2 4 1 1 1 1 0 0 0 0 
0000-01 2 2 1 1 1 3 0 0 0 - 0 
0100-0200 1 1 2 1 1 0 0 0 0 
0200-030 0 0 0 0 0 0 
0300-040 0 0 0 0 - 0 0 
0400-050 0 0 0 0 0 0 
0500-0( 0 0 0 0 0 0 
06-070( 1 1 2 2 2 0 0 0 0 
0700-080( 0 0 1 1 0 0 1 1 2 2 
0800-OW 2 1 3 1 1 0 0 0 3 1 4 

TOTAL 13 25 6 44 13 46 12 71 6 1 0 7 3 3 0 6 8 8 1 17 8 6 4 18 



TABLE 54 
COMPILED TRAFFIC COUNTS DAY : SUN-MON 

AT PASNI JUNCTION II DATE : JUL. 14-15, 1991 
COUNT STATION 1 10 DURATION : 24 HOURS 

SEGMENTS , 24 HOURS TRAFFIC VOLUME 

TIME 
_MB 

PR-03 
TURBAT 
LV HV TOT. MB 

PR-03 
GWADAR 
LV HV TOT - MB 

PR-07 

PASNI 
LV HV TOT. 

ROAD 
# 

(A.D.T.) 

ROAD NAME MB LV HV TOT. 

0900-1000 4 6 1 11 4 6 1 11 2 4 0 6 
PR­
03 TURBAT-GWADAR 26 71 18 115 

1000-110Q 3 7 0 10 4 7 1 12 7 0 1 8 PR­
1100-120 2 6 0 8 1 8 0 9 1 2 0 3 03, TURBAT-PASNI 9 4 0 13 
1200-130 1 4 2 7 3 6 2 11 2 2 0 4 PR­
1300-140 1 3 0 4 2 4 0 6 1 1 0 2 03,04 GWADAR-PASNI 16 14 5 35 
1400-1500 
1S00-160( 
1600-170( 

0 
1 
1 

3 
S 

12 

1 
0 
0 

4 
6 

13 

0 
2 
1 

3 
S 

12 

1 
0 
0 

4 

7 
13 

0 

1 
0 

0 

0 
2 

0 

0 
0 

0 

1 
2 LOCATION OF COUNT STATION 

1700-180( 1 9 0 10 2 8 3 13 3 1 3 7 
1800-19 2 5 2 9 3 7 3 13 1 2 1 4 N 
1900-200 2 6 1 9 2 6 1 9 0 0 0 0. 
2000-210( 3 4 4 11 2 S 4 11 1 1 0 2 
2100-220( 0 0 2 2 0 0 2 2 0 0 0 0 
2200-230( 0 0 1 1 0 0 1 1 0 0 0 0 
2300-000( 4 2 0 6 3 2 0 S 1 0 0 1 LNT 

0000-010 
0100-020( 

3 
0 

1 
1 

1 
2 

5 
3 

3 
0 

1 
1 

1 
2 

5 
3 

0 
0 

0 
0 

0 
0 

0 
0 

GWAD3 

Count Station 

-. PASNI 

0200-030 0 0 0 0 0 0 0 0 - 0 0 0 0 K APPAR 
__ _ 

0300-" 0 0 0 0 0 0 0 0 0 0 0 0 
0400-OSO( 0 0 0 0 0 0 0 0 0 0 0 0 
0500500 0 0 0 0 0 0 0 0 0 0 0 0 
0600-070 3 0 1 4 3 0 1 4 0 0 0 0 
0700-080( 1 0 0 1 1 2 0 3 2 2 0 4 
0800-090( 3 1 0 4 6 2 0 8 3 1 0 4 

TOTAL 3S 75 18 128 42 8S 23 1S0 2S 18 S 48 

[Vebdce .v I v B I v 

percta el-27 SL[ 14i l 1$7L _ 1V M52 3 l10 



TABLE SS 
RAW TRAFFIC COUNTS DAY : SUN-MON 

GWADAR JUNCTION AT DOR DATE : JUL 14-15, 1991 
COUNT STATION 1 11 STAR' DURATION : 24 HOURS 

TIME MB 
TUK-GWD 

LV HV TOT. MB 
GWD-TUK 

LV IHV TOT. MB 
TUR-SNT 

LV HV ITOT. 
SNT-TUK 

MBLV HV TOT. MB 
GWD-SNT 

LV HV TOT- MB 
SNT-GWD 

LV HV TOT. 

0900-100 7 _ 12 7 9 5 21 2 2 2 2 14 23 1 38 13 14 27 
1000-1100 10 6 1 17 6 5 3 14 0 1 3 4 4 13 1 18 7 17 24 
1100-120q 2 2 2 6 6 4 4 14 2 3 S 1 1 3 4 7 s 7 2 14 
1200-130( 2 8 4 14 7 5 3 15 1 0 0 6 4 1 11 2 5 7 
1300-140( 4 7 4 15 8 6 2 16 0 0 24 24 2 4 6 
1400-150( 1 4 1 6 3 1 1 S 1 1 2 1 1 9 30 1 40 4 8 12 
1500-160( 1 1 2 2 6 2 10 0 1 10 11 3 10 113 4 16 1 21 
1600-170( 1 4 3 8 4 10 7 21 1 1 1 2 3 6 S 8 2 1S 2 13 3 18 

1700-18 3 4 1 8 5 6 2 13 1 1 2 1 1 3 61 13 2 141 3 19 
1800-190(
1900-200( 

8 
8 

1 
8 

6 
4 

15 
20 

2 
2 

2 
6 

1 
1 

S 
9 

3 3 
0 1 

00 
1 1 6 

0 
7 

3 
1 

31 
3 

5 
1 

11 
5 

2000-210( 4 2 6 1 1 2 0 0 11 2 1 1 
2100-220{ 2 2 4 1 1 2 4 0 00 1 1 1 1 2 
2200-230 1 1 2 2 - 0 1 1 2 2 2 
2300 0 0 0 0 0 1 1 
0000-01 0 0 0 0 0 0 
0100-020( 1 1 0 0 10 0 1 1 
0200-030( 2 1 3 0 0 0 I 0 1 i 2 
0300-040( 1 1 1 1 0 0 ' 0 0 
0400-050( 2 2 0 0 O 0 0 0 
0500-0__{0
0600-070 _0 

1 
1 

2 
4 

3 
5 

0 
0 

I 0 
0 

0 
1 

1 1 
0 

0700-080q 4 4 7 15 2 3 S 0 0 3 1S 4 22 S 6 11 
0800-0900 1S 8 4 27 1 1 2 4 1 1 1 2 4- 3 9 7 19 4 30 

TOTAL 71 73 39 183 57 66 46 169 3 1 6 716 7 14 7 28 3 149 21 223 59 133 23 21S 



TABLE 56 
COMPILED TRAFFIC COUNTS DAY SUN-MON 

GWADAR JUNCTION AT DOR DATE JUL. 14-15, 1991 
COUNT STATION i 11 STAR DURATION 24 HOURS 

SEGMENTS _ 24 HOURS TRAFFIC VOLUME 

TIME 

PR-03 
TURBAT 

GWADAR 
CITY 

PR-09 
SUNTSAR RAD 

(A.D.T 

MB LV HV ITOT. MB ILV HV TOT. MB LV HV TOT. , ROAD NAME MB LV HV TOT. 

0900-100 16 16 S 37 415S1 6 981 29 39 1 69 
PR­
03 TURBAT-OWADAR 128 139 85 3S2 

1000-110q 17 11 7 3S 27 41 S 73 12 30 4 46 PR­
1100-12( 9 8 9 26 16 17 8 41 9 13 S 27 09 TURBAT-SUNTSAR 10 20 14 44 
1200-130 9 13 7 29 17 22 8 47 8 9 1 18 PR­
1300-140 12 13 6 31 14 41 6 61 2 28 0 30 103,09 SUNTAR-GWADAR 112282 44438 
1400-15 S 7 2 14 17 43 3 63 14 40 1 ss 
1S00-160( 3 17 3 23 9 33 4 46 8 36 1 45 
1600-170( 6 17 13 36 12 35 15 62 8 24 8 40 LOCATION OF COUNT STATION 
1700-180( 9 10 5 24 13 30 10 53 6 20 9 3S N 
1800-190( 10 3 10 23 13 6 12 31 3 3 8 14 . 
1900-2M 
2000-210( 

11 
5 

14 
2 

5 
1 

30 
8 

12 
5 

23 
3 

6 
3 

41 
11 

3! 
0 

9 
1 

1 
2 

13 
3 PR 

NALAIN 

_* 
2100-220( 
2200-230( 

3 
0 

3 
3 

2 
0 

8 
3 

3 
0 

4 
6 

4 
1 

11 
7 o 0 0 1 

3 
2 
1 

3 
4 

R9 A . 

2300-000 
000"-10( 

0 
0 

0 
0j 

0 oo0F7 
0 0 1 

0 
0 
0 

1 
0 

0 1 
0 

0 1 
0 rwHUI)A* 

0100-020
0200-030( 

0
0 

1
2 

0
1 

1
3 0

1 
1
2 2 _ 

2 
1 - o

0 1 1
2 A 

A 
B 
8 1 S E A 

0300-040( 0 1 1 2 0 1 1 2 0 0 0 0 
0400-050 0 2 0 2 0 2 0 21 0 0 0 0 
0500-06C1 0 1 2 3 1 1 2 4 1 0 0 1 
0600-070( 0 1 4 5 0 1 5 6 0 0 1 1 
0700-080 61 4 10 20 14 25 1413 8 21 4 33 
0800-0901 17 10 6 33 25 32 13 70 10 24 7 41 

TOTAL 138 1S9 99 396 240 421 129 790 122 302 58 482 

2 S 63 1 2 
Vehicle MB V IHV jMB31 LV3 1_6! MB LV HV40 1 2S

Pe rcentagel 3S 



TABLE 57 
RAW TRAFFIC COUNTS DAY : SUN-MON 

AT SUNTSAR JUNCTION DATE : AUG 18-19, 1991 
COUNT STATION # 12 DURATION : 24 HOURS 

MND-GWD GWD-MND GWD-SUNT SUNT-GWD MND-SUNT SUNT-MND 
TIME MB LV HV TOT. MB LV HV TOT. MB LV iHV TOT. MB LV HV TOT. MB LV HV TOT. MB LV HV TOT. 

1100-120( 1 2 3 1 1 2 1 3 1 2 3 2 1 3 1 1 2 
1200-130( 2 2 2 2 4 2 2 1 1 1 1 2 1 3 
1300-140- 0 1 1 1 1 2 2 1 3 2 2 1 1 2 
1400-15-0(- 0 2 2 1 1 2 1 2 3 1 1 1 1 
1500-160( 1 1 2 2 4 1 2 3 1 1 1 1 2 2 2 
1600-170( 1 2 3 1 2 1 4 2 2 4 2 1 3 1 1 2 2 2 
1700-18 1 1 2 1 2 3 3 2 S 1 2 3 __ 1 1 _ 1 1 2 
1800-190( 2 2 4 2 3 S 1 2 3 2 1 3 2 2 1 1 2 

1900-2000 2 1 3 1 1 2 1 1 1 1 2 0 1 1 
2000-210(
2100-220( 

2 
2 

2
2 

3
1 

3
1 1 1 

0
2 1 

0
I 1 

0
1 1 

1 _ 1
1 

2200-230X 1 2 3 2 2 0 1 1 0 1 1 
2300-0000 0 0 0 0 0 0 
0000-010- 0 0 0 0 0 0 
0100-02(X 
0200-030( 

0 
0 

_ 0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0300-040( 0 0 0 0 0 0 
0400-0S0q 0 0 0 0 0 0 
OS0-OO 0 0 0 0 1 0 1 1 
0600-070( 0 0 0 0 0 1 1 
0700-080( 0 1 1 0 2 2 1 1 1 1 
0800-090( 2 2 4 0 2 2 1 3 4 1 1 2 1 1 
0900-100( 1 2 3 2 2 1 1 2 4 1 1 2 1 1 1 1 
1000-1100 2 3 S 1 3 4 2 3 S 3 3 6 2 1 3 1 3 4 

TOTAL 1 _ 37 1 I0 2 _ 3 17 19 2 38 18 19 1 38 10 11 1 22 i0 17 2 2 



TABIE 58 
COMPILED TRAFFIC COUNTS 

AT SUNTSAR JUNCTION 
COUNT STATION # 12 

DAY 

DATE 
DURATION 

: SUN-MON 

: AUG 18-19, 1991 
: 24 HOURS 

TIME 
MBE 

SUNTSAR 
VILLAGE 
LV HV TOT. 

SEGMENTS 

PR-09 
MAND 

MB LV HV TOT. MB 

PR-09 
GWADAR 
LV HV TOT. 

24 HOURS TRAFFIC VOLUME 
-A.D.T.) 

ROAD 
# ROAD NAME MB LV HV TIOT 

1100-120( 

1200-130( 
1300-140 

1400-1S0 
1500-160( 

1600-170( 

1700-180( 
1800-190( 

1900-200( 

2000-210( 

6 

4 
4 

2 
3 

7 

4 
4 

1 

0 

S 

3 
5 

S 
5 

3 

6 
S 

2 

1 

0 

0 
0 

0 
0 

1 

1 
1 

1 

0 

11 

7 
9 

7 
8 

11 

11 
10 

4 

1 

4 

S 
1 

0 
3 

S 

2 
5 

3 

0 

S 

S 
4 

4 
6 

4 

S 
7 

3 

6 

0 

0 
0 

0 
0 

2 

1 
1 

0 

0 

9 

10 
5 

4 
9 

11 

8 
13 

6 

6 

4 

3 
3 

2 
4 

6 

6 
7 

4 

0 

6 

6 
3 

S 
5 

7 

7 
8 

3 

S 

0 

0 
0 

0 
0 

1 

0 
0 

1 

0 

10 

9 
6 

7 
9 

14 

13 
15 

8 

S 

PR­
11,09 MAND-GWADAR 23 S2 
PR­
09,08 GWADA-SUNTSAR 35 38 
PR­
11,08 MAND-SUNTsA 20 28 

LOCATIONOFOUNTSTATION 

1 76 

3 76 

351 

2100-220 
2200-230(
2,0(0-0004 

0000-01q 
0100-020( 

0200-030( 
0300-04 
0400-0S0 

0500-06 
0600-070( 

0700-080( 

0800-090( 

10900-100( 

1000-110C 

2 
1 
0 

0 
0 

0 
0 
0 

1 
0 

1 

4 

3 

8 

3 
1 
0 

0 
0 

0 
0 
0 

0 
1 

3 

S 

3 

10 

0 
0 
0 

0 
0 

0 
0 
0 

0 
0 

0 

0 

2 

0 

2 
01 

0 
0 

0 
0 
0 

1 
1 

4 

9 

8 

18 

1 : 
1 
0 

0 
0 

0 
0 

0 

1 
0 

1 

3 

2 

6 

4 
S 
0 

0 
0 

0 
0 
0 

0 
1 

2 

4 

S 

10 

0 
0 
0 

0 
0 

0 
0 

0 

0 
0 

0 

0 

0 

0 

S 
6 
0 

0 
0 

0 
0 
0 

1 
1 

3 

7 

7 

16 

1 
2 
0 

0 
0 

0 
0 
0 

0 
0 

0 

S 

3 

8 

5 
4 
0 

0 
0 

0 
0 
0 

0 
0 

3 

5 

6 

12 

0 
0 
0 

0 
0 

0 
0 
0 

0 
0 

0 

0 

2 

0 

6 
6 
0 

0 
0 

0 
0 
0 

0 
0 

3 

10 

11 

20 

1 

_," 

•5 

.A 
-o 

TOTAL SS 66 6127 43 80 4 127 53 90 4 152 

Veicle MB L_ Hy MB LV V 



TABLE 59 
RAW TRAFFIC COUNTS 

AT JIWANI-MAND JUNCTION 
COUNT STATION # 13 

DAY 

DATE 

DURATION 

: 

: 
: 

TUE-WED 

JUL. 16-17, 1991 

12 HOURS 

T-TIME MB 
JWI-GWD 

______LV HV TOT. MB 
GWD-JWI 

LV HV rFTOT. MB 
MND-J3WI 

LV HV ITOT. MB 
JWI-MND 

LV' HV jTOT. MB 
MND-GWD 

LV' HV ITOT. MB 
GWD-MND 

LV HV TOT. 

0800-o 
0900-100 
1000-110( 
1100-120( 
1200-1300 
1300-140( 
1400-150( 
1s00-1600 

w1600-170( 
1700-18( 
1800-190( 

1900-200( 

1 
_ 

2 

4 
1 

3 

1 
1 
2 

1 

1 

2 

1 

2 

1 

2 

6 
0 
3 
2 
6 
3 
1 
1 
0 
0 
1 
2 

4 
1 

1 
2 

1 

1 
1 

3 
2 

1 

3 
2 
S 
1 

4 
1 
3 
3 
7 
1 
1 
0 
7 
3 
0 
1 

2 

1 

3 

3 

1 

1 

1 
1 

1 
1 

2 

2 

1 

3 
0 
2 
0 
2 
4 
2 
0 
1 
4 
0 
2 

1 
2 

S 
1 

2 

1 

2 

1 

2 
1 
2 

1 
2 

1 

1 

3 
1 
3 
0 
7 
3 
2 
2 
0 
2 
2 
0 

3 1 

1 

0 
0 
0 
0 
0 
0 
4 
0 
0 
0 
0 
0 

1 1 

0 
0 
0 
0 
0 
0 
2 
0 
0 
0 
0 
0 

TOTAL 8 9 8 2S 11 6114 31 9 8 3 2012 11 2 2S 3 1 0 4 1 1 0 2 



TABLE 60 
COMPILED TRAFFIC COUNTS DAY : TUE-WED 

AT JIWkANI-MAND JUNCTION DATE : JUL. 16-17, 1991 
COUNT STATION # 13 DURATION : 12 HOURS 

EGSEGMENTS 12 HOURS TRAFFIC VOLUME 

TIME 
PR-10 
,JIWANI 

PR-10 

GWADAR 
PR-11 

MAND ROAD 

(A.D.T. 
7 

MB LV HV TOT. MB LV HV TOT. B LV HV TOT. f ROAD NAME MB LV HV TOT. 
6 5 3 3 12 10PR­

0800-090( 7 6 3 16 5 3 2 10 2 3 1 6 10 JIWANI--GWADAR 19 iS 22 56 
0900-100 2 0 0 2 1 0 0 1 1 0 0 1 PR­
1000-110{ 5 3 3 11 2 1 3 6 3 2 0 5 a1 JIWANI-MAND 21 19 5 45 
1100-12 1 1 3 S 1 1 3 S 0 0 0 0 PR­
1200-130( 11 4 7 22 6 2 5 13 5 2 2 9 10,11 GWADAR-MAND 4 2 0 6 
1300-140( s 2 4 11 1 0 3 4 I 4 2 1 7 

-. 1400-150 1 4 1 6 5 3 0 8 4 5 1 10 
1500-160( 2 0 1 3 0 0 1 1 2 0 0 2 1-LOCATION OF COUNT STATION 
1600-170 1 4 3 8 1 3 3 7 0 1 0 1 
1700-18 S 4 0 9 1 2 0 3 4 2 0 6< 
1800-1 

1900-20( 

0 
0 

3 
3 

0 
2 

3 
5 

0 
0 

1 
1 

0 
2 

1 
3 

0 
0 

2
2 

0
0 22 1 .ARA/Gw.DA.oK " 

TOTAL 40 34 27 101 23 17 22 62 2 21 51 PsUKA 

*OAGANZ 

Vehicle MB 
Perctage14 

LV HV 
34 j26 MB LV 

37'2 
HV 

36 
M (LV 
49 

OHV 
10 A~iAP I A N 5E A 
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IV. ROAD CONDITION RATING SURVEY
 

INTRODUCTION
 

ROAD CONDITION RATING CRITERIA
 

The Makran Division is relatively undeveloped. Consequently the

road system, consisting mainly of graveled travelways, needs a

Road Condition Rating System based on criteria which take into
 
account the particular deficiencies that require the greatest

attention. The criteria set forth in this paper were developed

for the local road system as they now exist and therefore will
 
not be applicable to other road systems, uhless they 
are of a
 
similar nature to the roads in Makran. 
In the future, when the

road system in Makran is improved, this Condition Rating System

will have to be revised.
 

In giving consideration to the criteria for rating the present

system, the following road features appear to be the most
 
critical elements:
 

a) Horizontal Curves 

b) Vertical Curves 

c) Roadway Travel Width 

d) Drainage 

e) Shoulder 

If this criteria is 
to be a fair measure of the critical
 
deficiencies, the extent and severity of those deficiencies must

be measured on a weighted basis in order to 
arrive at a uniform
 
and systematic ranking of the roads. In developing the system,

it was decided to use a numeric ranking system based on a perfect

road which is considered to have a rating of 100. The
 
deficiencies then would be rated, relative to the weighted

criteria, adjusted to reflect the extent and severity of the
 
deficiencies, and the sum of the deficiencies subtracted from the

perfect score to provide the ranking number for the road. 
 The
 
lower the 
 ranking number, in this case, the worst the condition
 
of the road.
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The criteria and maximum possible weight of the deficiency are
 

listed below: 

Criteria Weight 

Horizontal Curves 25 

Vertical Curves 25 

Travel Width 25 

Drainage 20 

Shoulder Width 5 

Total 100 

THE SYSTEM IN PERSPECTIVE
 

Horizontal Curves
 

Critical factors assigned to horizontal curves are "stopping

sight distance," and/or "Passing sight distance". These relate
 
to the line of sight distance whereby a vehicle can safely stop
 
or pass, based on a given design speed.
 

Extent of the deficiency is based on the number of curves in a
 
given kilometer up to a maximum of 10.
 

Severity is based on site distance assuming a design speed of 80
 
kph. These site distances are assigned corresponding Severity
 
Rating numbers as follow:
 

Sight Dist/Meters Severity Rating
 

250 M/or more 0
 

200-250 M 0.5
 

150-200 M 1.0
 

100-150 M 1.5
 

50 -100 M 2.0
 

0 - 50 M 2.5
 

76
 



__ _ _ 

The following is the format of 
the rating form:
 

IHORIZONTAL CURVE RATING 
 DATE: SEPT. 10,1989
 

Road Name Direction of Travel I 
'Kilometer Post! 

III No.of I 	 IFrom To 	 jCurves :Severi-:Rating :
I 

Index : Remarks i 

!Extent It_
I1 	 'S '
1 
 19everity is 


.1 455 456 

I 

8 2.0 16 16 
 average
 

I I 

Example of a 	given kilometer with a variety
of curves with different severity rating (below)
II I I II I I I I J
456 457 
 1 0.5 0.5:
2 1.0 
 2.0:
 

I 	 4 2.0 8.0 ,3 	 7 52.5 
 7.5!
 
IIII Total 10 , : 18.0
I 	 .18I IIII 	 II__ _ _ _ _ I_ 

If the Number of Curves and Severity Rating total exceeds 25
the Rating number shall be 25 Max. 
-

The Index number shall be 
used to indicate rating over 25. 

Vertical Curves
 

Vertical curve criteria is based on the same concept of line of
sight and passing sight distance above except it refers to the
 
sight distances over hill crests.
 

By using a similar process of determining Extent and Severity
rating numbers, the Vertical Curve Rating System was developed.
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Extent is be based on the number of vertical curves in a giVeh
 
kilometer up to a maximum of 10.
 

Again, assuming an 80 kph design speed, Severity Ratings are as
 
follow:
 

Site Distance/Meters Severity Ranking
 

250 Meters/or More 0.0
 

200-250 M 0.5
 

150-200 M 1.0
 

100-150 M 1.5
 

50-100 M 2.0
 

0 -50 M 2.5
 

The following is the format of the rating form:
 

IVERTICAL CURVE RATING DATE: SEPT. 10,1989
 

JRoad Name: Tur/Hosh.RdlDirection of Trvl!Northeast from Tur1
 

!Kilometer Post!
 
,No.of iSeveri-I 

From To :Curves ity :Ranking Index Remarks 
,_____ !Extent IRating _ 

1 105 ' 106 6 1.5 ' 9.0 9.0 
ISeverity is 
laverage 

Travel Width
 

The Extent of the Travel Width Deficiency is based portion of the
 
kilometer deficient. If the deficiency exists the full length of
 
the kilometer, then the Extent is 1.0, and similarly if the
 
deficiency is 0.75, 0.50, 0.25 or 0.0, for the kilometer being
 
rated.
 

Ex&tent therefore = 1.0 - full length 

0.75 - 3/4 length
 

0.50 - 1/2 length
 

0.25 - 1/4 length
 

0.00 - if no deficiency exist.
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Severity, again, is represented by a numerical scale base on the
 

width of the road in meters.
 

Severity Ratings are as follows:
 

Road Width in Meters Severity Rating
 

0.0 - 3.5 
 25
 

3.5 - 4.0 
 20
 

4.0 - 4.5 
 15
 

4.5 - 5.0 
 10
 

5.0 - 5.5 5
 

5.5 - 6.0 
 3
 

6.0 - 7.0 
 2
 

7.0 - or Above 
 0
 

The following is the format of the rating form:
 

TRAVEL WIDTH 
 DATE:
 

'Road Name 
 Direction of Travel 
 '
 
'Kilometer Post!
 

!Severi-I
 
From To :Extent ity !Ranking Index Remarks
 

___________ _ TlRating"" I
!' ' 
 ,':Width
32 less
33 
 1.0 , 25 25 25 'than 3.5M [
 

Drainage
 

The ranking of Drainage Deficiencies is more difficult, and

therefore more arbitrary. The same logic used above is
nevertheless applied. 
The extent of the deficiency is measured

by the number of deficient drainage crossings in a given

kilometer. 
 The system is based on a maximum of 10 deficient
 
drainage crossings.
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Extent is therefore categorized and ranked on the following
 
basis:
 

Extent
 

10/or More 	 Use 10 Max for ranking (use
 
actual no. for the index)
 

8 - 10 	 Use actual Number
 

6 - 8 	 Use actual Number
 

4 - 6 	 Use actual Number
 

0 - 4 	 Use actual Number
 

Severity rating must be based on the width and depth of the
 
deficient drainage crossing. For reasons of not over
 
complicating an already complicated matter, we will attempt to
 
evaluate the severity based on width, taking into account
 
mentally the depth and other related deficient factors. The
 
severity can be adjusted based on judgement from the standard
 
shown below. In this case, so that the overall deficiency rating
 
is not exceeded (max 20) the Extent and Severity factor must be
 
related. In other words a single Severity number, for simplicity
 
of rating purpose, must serve for a range of the deficient
 
crossing (range of severity). This is true as well in rating
 
some 	of the other deficiencies mentioned above.
 

Severity/Range 	 Severity Rating No.
 

A) 	 Large Drainage Crossing
 
20 Meters or More 2.0
 

B) Large Drainage Crossing
 
15-20 Meters 1.5
 

C) Large Drainage Crossing
 
10-15 Meters 1.0
 

D) 	 Drainage Crossing
 
05-10 Meters 0.5
 

E) 	 Drainage Crossing
 
00-03 Meters 0.3
 

When the extent (two or more crossings) falls in two or more
 
severity ranges above, use the higher Extent number and Severity
 
number based on judgement of the overall deficiency. In addition
 
always use the actual number for Extent which falls in a given
 
range. For example, for 7 deficient crossings (falling between
 
the range of 6-8), use 7 for Extent. If the severity of the 7
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deficient 	crossings varies from 0.5 to 2.0, select the highest

severity number, or 
an average severity no. to represent the
 
overall deficiency of the drainage.
 

When the drainage channel (or runoff) is down the road bed, such
 
as when the road is in a "nulla" or the road bed is depressed

below the natural ground between windrows, then the severity

should be recorded at the maximum for the distance where this
 
deficiency exist. Also in mountain areas where the road bed is

the drainage channel the maximum severity should be recorded over
 
the length where the condition exist.
 

The following is the format of the Rating form:
 

DRAINAGE RATING 
 DATE:
 

'Name of Road Direction of Travel ­
!Kilometer Post!


I 
! 

I t 
I 

I 
I 

I 
I 

_. 
i 

From T ­ !Extent !Severi-:Rating 
III 

Index 
I 

Remarks 
I 

I I I I I II 

S105 '102 8 2 i16 16 _'__ _ 

Longitudinal drainage deficiencies; ( Those which run
 
longitudinal 
to the road bed and are close enough to present an
 
erosion or flooding problem), may be noted in the Remarks - by an
 
asterisk (*) and rated Small(S), Medium(M), Large(L) in the
 
Remarks column. Any other needed comments may also be noted in
 
the Remarks column.
 

Shoulders
 

Shoulder Width Deficiencies are based on the assumption that a
 
1.5 meter 	shoulder is adequate (approximately 4.5 feet).
 

Extent of the deficiency is based on the length of the deficiency
 
over the kilometer of roadway being rated. Therefore "Extent" is
 
as follows:
 

Extent
 

1.0 	 - for a given width deficiency over the
 
full length of kilometer being rated.
 

0.75 -	 for 3/4 of the length
 

0.50 -	 for 1/2 of the length
 

0.25 -	 for 1/4 of the length
 

and 0.00 	- for no deficiency
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Severity of the deficiency shall be measured by a series of

numbers related to the deficiency of the shoulder width such that

the maximum rating will not exceed the number 5 which is 
the
 
weighted value of shoulder deficiencies. Severity therefore is
 
rated according to the following series of corresponding numbers.
 

Severity Severity Number
 

Width = 0 - Meters 5
 

Width = 0.5 - Meters 4
 

Width = 0.75 - Meters 3
 

Width = 1.00 - Meters 2
 

Width = 1.5 - Meters 0
 

The following is the format of the rating form:
 

SHOULDER RATING 
 DATE:
 

!Name of RoadI 
 Direction of Travel
 
lKilometer Post!
 

I Il
IIII I II 

From To :Extent ?Severi-:Rating Index Remarks
 
I I I I I , ,'0.25 of sho-1
 
1 321 1 322 0.751 5 3.75: 3.751ulders 1.5 M
 

It must be remembered that the rating for shoulders must relate
 
to both shoulders (left and right). The rating team must use

judgment, and average the condition of both shoulders to arrive
 
at 
an average number to represent the overall deficiency. In the
 
case where only one shoulder is deficient it may be noted in the
 
Remarks column (example left shoulder, right shoulder etc. and/or

L&R shoulder). The Rating could be adjusted if only one shoulder
 
is deficient, but lets save this for later, if and when any

needed revisions are required.
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__ 

DATA COLLECTION FORMS:
 

The data collection forms will be, of course, a combination of

the above "forms in perspective" to yield one simple form for

recording all 
the data for a given kilometer as shown below:
 

ROAD CONDITION RATING FORM
 
MAKRAN DIVISION
 

PROVINCE OF BALOCHISTAN
 
.ROAD NAME : HOSHAB/PANJGUR DATE : SEPT.
!KILOMETER POST! DIRECTION OF TRAVEL : N/E
 

From To
 

I I I 

1105 106 
I 

ISEVER-

I 
ROAD ELEMENT 1EXTENT :ITY !RATING


I I I 
INDEX REMARKS 

I I l 
1 I 

IHorizontal , 
I 

!Curves 8 2.0 16 16
 
Vertical
 
!Curves 6 1.5 9 9
 

'Travel Width 1 25 25 25 
iI I! I 

'Drainage 
 8 2 16 16
 

!Shoulders

I"I 0.751 5 3.75 I 3.75 _

I I I 

TOTAL 69.75 69.75

DEFICIENCY 
 :100.00
r r I , ,I I I I 

__ __ _ _ RATING 31.25 '__ 
I-I II 

REMARKS NOT SHOWN ABOVE:
 

! 
!~~ 

i 8 
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PRINTOUTS AND GRAPHICAL REPRESENTATION
 

Printouts and graphical representation of the evaluation data may

be produced in a variety of forms, 
and the data may be sorted to
 
provide specific information for management planning and
 
decision making. Examples of some possibilities of sorted data
 
are as follow:
 

A) 	 A printout/or graphical representation of the rated
 
condition of (a) given road from its beginning
 
kilometer post to the end of the road or road segment.
 

B) 	 A printout showing the most deficient roads in the
 
division, in the order of the most deficient 
to the
 
least deficient, although this may be a little
 
difficult to do.
 

C) 	 Printouts by Road Classification, such as Major Roads,
 
Village Access Roads, Town Roads, etc.
 

D) 	 Printouts for Drainage Deficiencies only.
 

E) 	 Printouts for any other particular parameter of
 
interest such as curves, travel width, shoulders, etc.
 

F) 	 Later, if the system is expanded to other divisions,
 
printouts could be generated to compare a series of
 
deficient roads in one Divizion to another Division (or
 
District of Division to District of Division) in order
 
to assist management in deciding which of the roads
 
warrant the highest attention, based on the Condition
 
Rating.
 

Two of the most useful printouts an illustrated here.
 

Tabular Representation (A printout of Road Condition from its
 
beginning to its end (or Segment of Road).
 

The printout (Fig 2.) may be used in a variety of ways. As an
 
example, lets assume that roads or sections of roads with an
 
overall rating of 80 or above are satisfactory. Then the
 
printout can be used to identity sections of roads which are
 
below this level and require rehabilitation (see demonstration
 
printout above) The Remarks Column may be used for such notation.
 
A series of similar printouts for various roads (2 or more) may

be reviewed to determine which of the roads have the highest
 
needs for rehabilitation based on their respective Rating
 
Numbers.
 

Another important factor to be taken into account in the
 
evaluation is that a single deficiency, such as drainage (or any

of the other parameters), may warrant some corrective action. In
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these cases the index may be used. A printout of any one single

index may be produced for such a review, 
or they may be shown for

the five parameters on the overall rating form above by adding 5
 
additional columns for the data. 
With this added feature the
 
reviewer may address all deficiencies from one printout.
 

Graphical Representation: (Fig 3.)
 

A graphical representation of this kind may be used similar to

the table above. If you assume, that the cut off value is "80",

then the portion of the roadway above this level 
does not require

rehabilitation. Conversely that area (Section) below "80"
 
requires rehabilitation.
 

Similar graphical representation may be produced for each of the
 
individual indexes representing the 5 elements of evaluation.
 

A series of graphical printouts such as shown above for different
 
roads may be easily compared to each other to determine the
 
highest priority for rehabilitation, based on the rating
 
parameters.
 

In the overall consideration for road rehabilitation priorities,

this Condition Rating is to be considered as only one factor in

the process. After the o-rrall raNnking of the road system is

completed and tabulated o, 
r prime factors such as "Traffic" and
 
strategic consideration must be added to determine the final
 
priorities, say for an annual program.
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Figure 2.
 
Road Condition Rating
 

Makran Division
 
Province of Balochistan
 

:Name of Road:-	 Date of Printout:
 

I 	 II
 

1 Kilometer Post 

:Condition
I 	 I
' From - To JRating 	 Remarks 

II 	 I
 

1 0+00 	 1+00 32
 

11+00	ii 2+00 __37
 
l I
 

' 2+00•iI	 3+00 1 31
 
Il 

' +00 	 4+00 35
 
I I
 

!i 

' 4+00 5+00 1 40 These segments of the
 
road require
 

' 5+00 6+00 ].42 rehabilitation
 
iI 	 I
 

! 6+00 	 7+00 46 1
 
iI 	 i
 

' 7+00 	 8+00 1 60 '
 
II 	 I
 

' 8+00Ii 	 9+00 1 65 1i
 
lI 	 I
 

' 9+00 10+00 1 70 _
 

!I 	 I
 

.1 0+00 	 11+00 1 75 

lI 	 I
 

1 11+00 12+00 1 80 1 These segments do not
 
require rehabilitation
 

112+00 13+00 82 1
 
I I
 

13+00 	 14+00 1 87
 
II 	 I
 

1 14+00 	 15+00 ' 88 1
 

115+00 	 16+00 1 60 1
 
II 	 I
 

16+00SI 
17+00 1 51 

I
 
Ii 	 I
 

1 17+00 18+00 ' 44 1 These segments of the
 
1 road require
 

1 18+00SI 
19+00 1 36 1

I 
rehabilitation
 

!I 	 I
 

1 19+00 	 20+00 1 3 '
 
II 	 I
 

1 20+00Ii 
21+00 , 30 ' 

I
 

, 21+00 	 22+00 32 ,_ 
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IMPLEMENTATION
 

This Road Rating System was implemented in 1990 by the BALAD

Roads Section on twelve of the fourteen Primary Roads of the

Mekran road network (Map 4.). Data collection took place between
 
August 1990 and July 1991. The Turbat-Awaran (PR-i) was not

surveyed in that design for a two 
lane blacktopped roadway is

complete. The Hoshab-Pasni road, likewise, was not surveyed in
 
that it is only a camel track.
 

A Junior Road Engineer, after training on the system outlined in
 
the introduction above, traveled each road noting conditions on

the appropriate forms. This data was brought back to the BALAD
 
office and, after compilation, was entered into the computer.

The data reports were then generated.
 

DATA
 

Data for each of 
the twelve roads surveyed are presented in the
 
following figures, graphs and tables. 
 For each road there are; a
figure which includes a drawing of the road segment surveyed and
 
a description of that road, 
a graphical representation of the

road condition, and a multi-page tabular presentation of the
 
compiled data. The graphical representation and tabular
 
presentations are as 
described in the introduction to the Road
 
Condition Survey section.
 

ANALYSIS OF DATA
 

The Road Condition Survey data contained at the end of this
 
section indicate that:
 

All the primary roads in Mekran Division need
 
rehabilitation and/or partial upgrading, as 
well as
 
routine year around maintenance.
 

With reference to specific road conditions, the Jiwani-

Mand Road, Mand-Panjgur Road, Berichah-Suntsar Road and
 
Pasni-Ormara Road are 
in the worst condition and in need

of extensive improvement in both horizontal and vertical
 
alignment, widening with the provision of shoulders and
 
installaticn of adequate drainage. 
 The Jiwani-Mand and
 
Pasni Ormara roads improvement in horizontal alignment,

widening with the addition of shoulders and construction
 
of drainage structures. The Berichah-Suntsar road needs
 
drainage structures and provision of shoulders only.
 

The Turbat-Gwadar Road, Nalaint (Gwadar)-Pasni Road,

Gwadar-Suntsar Road, Hoshab-Panjgur Road and Awaran-

Panjgur Road are in somewhat better condition. There is
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a strong need for drainage structures along 10 kilometers
 
of the Hoshab-Panjgur road (km 27 - 37 in the Balgattar

Plain). Other stretches of this road need improvement in
 
the horizontal and vertical alignments. The other roads
 
need shoulder work in addition to better drainage.
 

The condition of Turbat-Mand Road, Turbat-Pasni Road, and
 
Gwadar-Jiwani Road is fair, but many stretches of these
 
roads require urgent attention with respect to the
 
improvement of the geometric features and the p-ovision

of adequate drainage. For these roads, the top

priorities should be shoulder work and the provision of
 
drainage structures. In addition, the Gwadar-Jiwani road
 
needs to be widened as per the adopted geometric

standards. The Turbat-Pasni road requives additional
 
improvement in horizontal alignment.
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Road Condition Rating Data
 

1990-91
 

C7,/0 )
 



MEKRAN D I V I S I ON
 

PRI MARY RC)AD NC)- 2 (PR- 2 )
 
TURB3AT MAND ROAD
 

N 

L_/_ 

S/
 
0 PR2 TUMP BALICHAH I / 

&0 PRPR-i 
" 1 \ \N NASIRABADKATUK ' 

ix" TURBAT 

Beginning at the intersection "PR-I" (Turbat/Hoshab road)
 
near "Jusak" approximately 7 Kilometers east of "Turbat,"
 
thence northwesterly and westerly to "Mand," and thence to
 
the Iranian Border , a distance of approximately 120 
kilometers. 
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ROAD CONDITION SURVEY Date of Survey: JuI.25,1990 

TURBAT-MAND ROAD Ori9in: Turbat 

(PR-02) Destination: Gwadar 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL 3IDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

0 1 8,00 0.00 0.00 0.00 5.00 0.00 20,00 20.00 5.00 5.00 62,00 
1 2 10.00 0.00 1.00 0.00 5.00 0,00 20,00 20.00 5.00 5.00 59.00 

2 3 6.00 OOO 1.00 0,00 10,00 0.00 20.00 20.00 5,00 5.00 58.00 
3 4 6,00 0.00 7,50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 58.50 

4 5 4,00 0.00 0.00 0,00 3.00 0.00 20.00 20.00 5.00 5.00 68.00 
5 6 8.00 0.00 2.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 60.00 

6 7 0.00 0.00 0.00 0.00 5.00 0.00 20.00 20.00 5,00 5.00 70.00 

7 8 0.00 0.00 0,00 0.00 5.00 0.00 20,00 20.00 5.00 Jo0 70.00 
8 9 10.00 0.00 1.50 0.00 3.00 0.00 20.00 20.00 5,00 0O0 60,50 

9 10 2.00 0.00 4.50 0.00 10.00 0.00 20.00 20.00 5.00 5.00 58.50 

10 11 0.00 0.00 0,00 0.00 3.00 0,00 20.00 20.00 5,00 5.00 72.00 
II 12 2,00 0.00 2.00 0.00 3.00 0,00 20.00 20.00 5,00 5.00 68.00 

12 13 0,00 0.00 4,00 0.00 2.00 0,00 20.00 20.00 5.00 5.00 69,00 

13 14 0,00 0.00 1,00 0.00 2.00 0.00 20,00 20.00 5.00 ,00 72,00 
14 15 0.00 0.00 0.00 0,00 5.00 0,00 20-00 20.00 5.00 5.00 70.00 
15 16 0,00 0.00 0.00 0,00 3.00 0.00 20.00 20.00 5.00 5.00 72.00 
16 17 1.00 0.00 0.00 0.00 5.00 0.00 20,00 20.00 5.00 5.00 69.00 

17 18 7.50 0.00 2.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 62.00 
18 19 2.00 0.00 1.00 0.00 5.00 0.00 20.00 20.00 5,00 5.00 67.00 
19 20 12.00 0.00 1.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 60.00 
20 21 7.50 0.00 3,00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 61.50 

21 22 8.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 64.00 
22 23 7.50 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 64.50 

23 24 12.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 60.00 

24 25 2.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 70.00 
25 26 4.50 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5,00 67,50 
26 27 6.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 66.00 

27 28 2.50 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 69.50 
28 29 1.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 71.00 
29 30 3.00 0.00 1,00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 74.00 
30 31 2.00 0.00 1.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 73.50 

31 32 4.00 0.00 OC1 0.00 3.00 0.00 20.00 20.00 5.00 5.00 68.00 

32 33 1.00 0.00 I.1O. 3.00 0.00 20.00 20.00 5.00 5.00 70.00 
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ROAD CONDITION SURVEY Date of Survey: Jul.25,1990 

TURBAT-MAND ROAD Origin: Turbat 

(PR-02) Destination: Gwadar 

DEFICIENCY RATING/INDEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

33 34 4.50 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 67.50 

34 35 0.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 72.00 

35 36 0.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 72.00 

36 37 7.50 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 64.50 

37 38 2.50 0.00 0.00 0.00 5.00 0.00 20,00 20.00 5.00 5.00 67.50 

38 39 3.00 0.00 0.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 67.00 

39 40 5.00 0.00 0.00 0.00 5,00 0.00 20.00 20.00 5.00 5.00 65,00 

40 41 3.00 0.00 0.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 79.00 

41 42 3.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 69.00 

42 43 3.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 69.00 

43 44 10.00 0.00 6,00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 57,00 

44 45 5.00 0.00 5.00 0.00 2.00 0.00 20.00 20.00 5,00 5.00 63.00 

45 46 0,00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5,00 5.00 72.00 

46 47 3.00 0.00 0.00 0.00 3.00 0.00 20.00 20,00 5.00 5.00 69.00 

47 48 6.00 0.00 1.50 0.00 2.00 0.00 20.00 20.00 5.00 5.00 65.50 

48 49 1.00 0.00 4.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 66.50 

49 50 0.00 0.00 3.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 70.00 

50 51 0.00 0,00 3.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 69.00 

51 52 4.50 0.00 6.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 61.50 

52 53 1.50 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 70.50 

53 54 1.00 0.00 2.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 69.00 

54 55 4.50 0.00 1.50 0.00 5.00 0.00 20.00 20.00 5.00 5.00 64.00 

55 56 3.00 0.00 1,50 0.00 5.00 0.00 20.00 20.00 5.00 5.00 65.50 

56 57 2.50 0.00 2.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 67.50 

57 58 7.50 0.00 12.50 12.50 10.00 0.00 15.00 15.00 5.00 5.00 50.00 

58 59 6.00 0.00 3.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 61.00 

59 60 6.00 0.00 10.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 54.00 

60 61 6.00 0.00 5.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 66.00 

61 62 2.00 0.00 2.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 68.00 

62 63 0.00 0.00 4.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 68.00 

63 64 7.50 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 64.50 

64 65 0.00 0.00 0.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 77.00 
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ROAD CONDITION SURVEY 
 Date of Survey: Jul.25,1990
 
TURBAT-MAND ROAD 
 Origin: Turbat
 

(PR-02) Destination: Gvadar
 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

65 66 4.00 0.00 3.00 0.00 5.00 0,00 20.00 20.00 5.00 5.00 63.00 
66 67 0.00 0.00 4.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 67.50 
61 68 T 0,00 6,00 0.00 3.00 0.00 20.00 '0,00 5.00 5.00 63.00 
68 69 0,00 1 000 10,00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 63.00 
69 70 10,00 0.00 12.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 51.00 
70 T1 3.00 0,O0 4.50 0.0 5,00 0 , 20 00 20.00 5.00 5.00 62.50 
1I 72 T,50 0.00 0,00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 62.50 
12 73 10.00 0.00 2.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 58.00 
13 
74 

74 
75 

0,00 
5.00 

0.00 
0.00 

12.50 
12.50 

12.50 
12.50 

5.00 
2.00 

0.00 
0.00 

15.00 
2^.00 

15.00 
20.00 

5.00 
5.00 

5.00 
5.00 

62.50 
55.50 

75 

76 
76 

77 
1.00 

450 
0.00 

0.00 
9.00 

0 

0.00 

00 
3.00 

2.00 
0.00 

0.00 
20.00 

20.00 
20.00 

20.00 
5.00 

5.00 
5.00 

5.00 
;L,0 

62.50 
11 i6 3.00 0.00 1.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 61.50 
18 79 046 0.00 2.00 0.00 2.00 0.00 20.00 20.00 5,00 5.00 71.00 
79 80 2.00 0.00 8.00 0.00 3.00 00020.00 2500 5.00 62.00 
80 81 2.50 0.00 00 2,200 0.00 20.00 20.00 5.00 5.00 63.00 
81 82 1.50 0.00 12,00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 53.50 
82 83 0.00 0.00 15.00 15.00 2.00 0.00 20.00 20.00 5.00 5.00 58.00 
83 84 3.00 0.00 6.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 63.00 
84 85 1. 0 00 2.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 O0 

86 10.00 0.00 10.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 53.00 
86 87 5.00 0.00 15.00 15.00 2.00 0,00 20.00 20.00 5,00 5.00 53.00 
87 88 10.00 0,00 15.00 15.00 3.00 0.00 15.00 15.00 5.00 5.00 52.00 
88 89 5.00 0.00 12.50 12.50 2.00 0.00 15.00 15.00 5.00 5.00 60.50 
89 90 6.00 0,00 12.50 12.50 3.00 0.00 10.00 10.00 5.00 5.00 63,50 
90 91 15.00 15.00 12.50 12.50 3.00 0.00 20.00 20.00 5.00 5.00 44.50 
91 2 6.00 0.00 1000 0.00 5.00 0.00 20.00 20.00 500 5.00 54.00 
92 93 10.00 0.00 2.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 59.50 
93 94 L.O0 0.00 2.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 68.50 
94 95 2.50 0.00 2.50 0.00 3.00 0,00 20.00 20.00 5.00 5.00 67.00 
95 96 3,00 0.00 1.00 0.00 2,00 0.00 15.00 15.00 5,00 5,00 74.00 
96 9 250 0.00 7.50 .00 0,00 15.00 15.00 5 00 6.00 
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ROAD CONDITION SURVEY Date of Survey: Jul.25,1990
 

TURBAT-MAND ROAD Origin: Turbat
 

(PR-02) Destination: Gwadar
 

DEFICIENCY RATING/INDEX
 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD
 

FRON TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING
 

97 98 2.00 0.00 3.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 65.00 

98 99 1.50 0.00 2.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 68.50 

99 100 2.00 0.00 3.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 67.00 

100 101 2.00 0.00 2.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 74.00 

101 102 6.00 0.00 0.00 0.00 2.00 0.00 12.00 12.00 5,00 5.00 75.00 

102 103 2.50 0.00 1.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 18.50 

103 104 2.00 0.00 2.50 0.00 3.00 0.00 10.03 10.00 5.00 5.00 77.50 
104 105 10.00 0.00 7.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 64.50 

105 106 5.00 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 74.50 

106 107 2.00 0.00 2.00 0.00 3.00 0.00 10,00 10.00 5.00 5.00 78.00 

107 108 4.00 0.00 3.00 0.00 3.00 0.00 8.00 0.00 5,00 5.00 77.00 

108 109 5.00 0.00 2.00 0.00 3.00 0.00 10.00 10.00 5,00 5.00 75.00 

109 110 3.00 0.00 4.00 0.00 3.00 0.00 8.00 0.00 5.00 5.00 77.00 

110 111 2.00 0.00 2.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 78.00 

III 112 5.00 0.00 4.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 73.00 

112 113 4.00 0.00 4.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 74.00 

113 114 6.00 0.00 3.00 0.00 2.0 0.00 10.00 10.00 5.00 5.00 74.00 

114 115 4.00 0.00 2.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 81.00 

115 116 3.00 0.00 3.00 0.00 3.00 0.00 8.00 0.00 5.00 5.00 78.00 

116 117 8.00 0.00 3.00 0.00 3.00 0.00 8.00 0.00 5.00 5.00 73.00 
117 118 6.00 0.00 4.00 0.00 3.00 0.00 7.00 0.00 5.00 5.00 75.00 

118 119 2.00 0.00 3.00 0.00 3.00 0.00 8.00 0.00 5.00 5.00 79.00 

119 120 2.00 0.00 2.00 0.00 3.00 0.00 6.00 0.00 82.00 

AVERAGE ROAD RATING 66.60 
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MEIXRAN D I V I S I ON 

PRIMARY ROAD NO. 3 ( PR--3 ) 
TURBAT GWADAR ROAD 

I-AND,* PR­2 PR-I .4.AWARAN 

e-- -- TURBAT 

%L.PR-4 

oMEWANG "PIDARAK 

SUNTSARI-- -BERICHAH - k.. 

DISTT. BOUNDAR CHHABBAWARI 

/ / iONALAIN T 

704?'T4 

. , KAPPER 

GWADAR 

Beginning at the intersection of Airport VIP Road and the
 
Main Bazar Road in "Turbat," thence southerly to the
 
intersection (Turbat/Pasni Road) near "Jamewang," thence
 
southerly to (Nalaint/Kapper), thence easterly to the
 
intersection of the 1'Gwadar/Suntsar Road), thence southerly
 
to the Gwadar City boundary line, a distance of
 
approximately 178 kilometers.
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ROAD CONDITION SURVEY Date of Survey: Feb.20,1990 
TURBAT-GWADAR ROAD Origin: Turbat 

(PR-03) Destination: Gwadar 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL IDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

0 1 2.50 0.00 9.00 0.00 0.00 0.00 12.00 12.00 5.00 5.00 71.50 
1 2 1.00 0.00 14.00 14.00 0.00 0.00 10.00 10.00 5.00 5.00 70.00 
2 3 12.00 0.00 10.00 0.00 0.00 0.00 10.00 10.00 5.00 5.00 63.00 
3 4 8.00 0.00 15,00 15.00 0.00 0.00 12.00 12.00 5.00 5.00 60.00 
4 5 12.r0 12.50 22.50 22.50 0.00 0.00 8.00 0.00 5.00 5.00 52.00 
5 6 7.50 0.00 15.00 1S.00 0.00 0.00 12.00 12.00 5.00 5.00 60.50 
6 7 6.00 0.00 16.00 16.00 0.00 0.00 10.00 10.00 5.00 5.00 63.00 
7 8 6.00 0.00 10.00 0.00 0.00 0.00 10.00 10.00 5.00 5.00 69.00 
8 9 14.00 14.00 8.00 0.00 0.00 0.00 10.00 10.00 5.00 5.00 63.00 
9 10 15.00 15.00 10.00 0.00 0.00 0.00 16.00 16.00 5.00 5.00 54.00 
10 11 4.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 69.00 
11 12 6.00 0.00 1.50 0.00 2.00 0.00 20.00 20.00 5.00 5.00 65.50 
12 13 4.50 0.00 1.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 67.50 
13 14 300 0.00 6.00 0.00 0.00 0.00 20.00 20.00 5.00 5.00 66.00 
14 15 15.00 15.00 2.50 0.00 0.00 0.00 14.00 14.00 5,00 5.00 63.50 
15 16 10.00 0.00 2.50 0.00 2.00 0.00 16.00 16.00 5.00 5.00 64.50 
16 17 C.00 0.00 1.00 0.00 0.00 0.00 20.00 20.00 5.00 5.00 68.00 
17 18 1.50 U.00 6.00 0.00 0.00 0.00 16.00 16.00 5.00 5.00 71.50 
18 19 3.00 0.00 8.00 0.00 1.00 0.00 8.00 0.00 5.00 5.00 75.00 
19 20 0.00 0.00 0.00 0.00 2.50 0.00 6.00 0.00 5.00 5.00 86.50 
20 21 0.00 0.00 2.50 0.00 2.00 0.00 5.00 0.00 5.00 5.00 85.50 
21 22 10.00 0.00 0.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 78.00 
22 23 10.00 0.00 4,00 0.00 2.50 0.00 15.00 15.00 5.00 5.00 63.50 
23 24 4.50 0.00 3.00 0.00 3.00 0.00 8.00 0.00 5.00 5.00 76.50 
24 25 1.00 0.00 0.00 0.00 3.00 0.00 3.00 0.00 5.00 5.00 88.00 
25 26 5.50 0.00 5.00 0.00 2.00 0.00 16.00 16.00 5.00 5.00 67.00 
26 27 15.00 15.00 6.00 0.00 2,00 0.00 16.00 16.00 5.00 5.00 56.00 
27 28 4.50 0.00 1.50 0.00 2.00 0.00 20.00 20.00 5.00 5.00 67.00 
28 29 12.00 0.00 2.50 0.00 2.50 0.00 16.00 16.00 5.00 5.00 62.00 
29 30 S.00 0.00 3.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 60.00 
30 31 8.00 0.00 10.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 59.00 
31 32 4.50 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 68.50 
32 33 20.00 20.00 5.00 0.00 2.00 0J0.o010.00 5.00 5.00 58.00 
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ROAD CONDITION SURVEY Date of Survey: Feb,20,1990 
TURBAT-GWADAR ROAD Origin: Turbat 

(PR-03) Destination: Gwadar 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

33 34 4.50 0.00 1,00 0.00 2.00 0.00 12.00 12.00 5.00 5.00 75.50 
34 35 6.00 0.00 4.00 0.00 2.00 0.00 16.00 16,0G 5.00 5.00 67.00 
35 36 10.00 0.00 2,50 0.00 2,OL 0.00 20.00 20.00 5.00 5.00 60.50 
36 37 0.00 0.00 0,00 0,00 2.00 0.00 10.00 10.00 5.00 5.00 83.00 
37 38 5.00 0.00 0.00 0.00 0.00 0.00 16.00 16.00 5.00 5.00 74.00 
38 39 4.50 0.00 0.00 0.00 2.00 0.00 18.00 18.00 5,00 5.00 70,50 
39 40 ,00 0.00 4.00 0.00 0.00 0.00 4.50 0,00 5.00 5.00 78.50 
40 41 4.50 0.00 3.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 70.50 
41 42 6.00 0.00 1.50 0.00 2.00 0.00 12.00 12.00 5.00 5,00 73.50 
42 43 3.00 0.00 1.00 0.00 2.50 0,00 14.00 14.00 5.00 5.00 74.50 
43 44 5,00 0.00 2.50 0.00 2.00 000 . 0 000 5.00 5.00 81.50 
44 45 0.00 0.00 2.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 86.00 
45 46 6.00 0.00 3.00 0.00 2.00 0.00 8,00 0.00 5,00 5.00 76,00 
46 47 12.50 12.50 6.00 0.00 2.00 0.00 5,00 0,00 5,00 5.00 69.50 
47 48 0.00 0,00 0.50 0.00 2.00 0.00 5.00 0.00 5.00 5.00 87.50 
48 49 8.00 0,00 4.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 76.00 
49 50 4.50 0.00 1.50 0.00 2.00 0.00 10.00 10.00 5.00 5.00 77.00 
50 51 2.00 0.00 7.50 0.00 2.00 0.00 8.00 0.00 5.00 5.00 75.50 
51 52 2.00 0.00 3.00 0.00 2.00 0.00 8.00 0.00 5.00 5.00 80.00 
52 53 6.00 0.00 2,00 0.00 2.00 0.00 12.00 1200 5.00 5.00 73.00 
53 54 11.50 17.50 10.00 0.00 2.00 0.00 '0.00 10.00 5.0 5.00 55.50 
54 55 1.50 0.00 2.50 0.00 2.00 0.00 ,1200 12,00 5,00 5.00 77.00 
55 56 4.00 0.00 2.50 0.00 2.00 0.00 10.00 10.00 5.00 5.00 76.50 
56 57 6.00 0.00 2.50 0.00 2.00 0.00 6.00 0.00 5.00 5.00 78.50 
51 58 4.00 0.00 5.00 0.00 2.00 0.00 14.00 14.00 5.00 5.00 70.00 
58 59 2.50 0.00 4.50 0.00 2.00 0.00 10,00 10.00 5.00 5.00 76.00 
59 60 8.00 0.00 4.00 0.00 2.00 0.00 8.00 0.00 5.00 5.00 73.00 
60 61 1.00 0.00 3.00 0,00 2.00 0.00 8,00 0,00 5.00 5.00 i,0 
61 62 3.00 0.00 2.50 0.00 2.00 0.00 10.00 10.00 5.00 5.00 77.50 
62 63 8.00 A00 4.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 71.00 
63 64 800 0.00 6,00 0.00 2.00 0.00 8.00 0.00 5,00 5.00 71.00 
64 65 0.00 0.00 0.00 0.00 2.00 0.00 14.00 14.00 5.00 5,00 79.00 
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ROAD CONDITION SURVEY Date of Survey: Feb.20,1990 

TURBAT-GWADAR ROAD Origin: Turbat 

(PR-03) Destination: Gwadar 

DEFICIENCY RATING/INDEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING. INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

65 66 6.00 0.00 0.00 0.00 2.00 0.00 14.00 14.00 5.00 5.00 13.00 

66 67 4.00 0.00 4.00 0.00 2.00 0.00 16.00 16.00 5.00 5.00 69.00 

61 68 6.00 0.00 5,00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 72.00 

68 69 2.00 0.00 4.00 0.00 2.001 0.00 10.00 10.00 5.00 5.00 77.00 

69 70 2.50 0.00 3.00 0.00 2.00 0.00 16.00 16,00 5.00 5.00 71.50 

70 71 0.00 0.00 0.00 0.00 2.00 0.00 18.00 18.00 5.00 5.00 75.00 

71 72 2.00 0.00 1.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 69.00 

72 73 2.50 0.00 4.00 0.00 2.00 0.00 14.00 14.00 5.00 5.00 72.50 

73 74 10.00 0.00 1.50 0.00 2.00 0.00 10.00 10.00 5.00 5.00 71.50 

74 75 10,00 0.00 4.00 0,00 3.00 0.00 10.00 10.00 5.00 5.00 68.00 

15 76 1,00 0,00 0.00 0.00 3.00 0,00 10.00 10.00 5,00 5,00 81.00 

76 77 4.50 0.00 0,00 0.00 3.00 0.00 14.00 14.00 5.00 5.00 73.50 

77 78 4.00 0,00 0.00 0,00 3.00 0.00 20.00 20.00 5.00 5.00 68.00 

78 79 4.00 0,00 1.50 0,00 3.00 0.00 14.00 14.00 5.00 5.00 72.50 

79 80 8.00 0.00 5.00 0,00 3.00 0.00 20,00 20.00 5,00 5.00 59.00 

80 81 10.00 0,00 0.00 0,00 3.00 0.00 20.00 20.00 5.00 5.00 62.00 

81 82 15.00 15.00 6.00 0.00 3,00 0.00 14.00 14.00 5.00 5.00 57.00 

82 83 25.00 25.00 2.50 0.00 3.00 0.00 12.00 12.00 5.00 5.00 52.50 

83 84 20.00 20.00 1.5 0.00 2.00 0.00 14.00 14.00 5.00 5.00 57.50 

84 85 15.00 15.00 10.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 48.00 

85 86 17.50 17.50 4.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 51.50 

86 87 12.00 0.00 10.00 0.00 3.00 0.00 14.00 14.00 5.00 5.00 56.00 

87 88 7.50 0.00 12.50 12.50 3.00 0.00 15.00 15.00 5.00 5.00 57.00 

88 89 12.00 0.00 1.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 68.50 

89 90 12.00 0.00 2.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 69.00 

90 91 10.00 0.00 5.00 0.00 2.00 0.00 6.00 0.00 5.00 5.00 72.00 

91 92 10.00 0.00 2.50 0.00 5.00 0.00 15.00 15.00 5.00 5.00 62.50 

92 93 8.00 0.00 4.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 58.00 

93 94 7.50 0.00 12,50 12.50 2.00 0.00 5.00 0.00 5.00 5.00 68.00 

94 95 10.00 0.00 1.00 0,00 2.00 0.00 5.00 0.00 5.00 5.00 77.00 

95 96 4.00 0.00 6.00 0.00 2.00 0.00 6.00 0.00 5.00 5.00 77.00 

96 97 2.50 0.00 5.00 0.00 0.00 0.00 1.00 0.00 5.00 5.00 86.50 
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ROAD CONDITION SURVEY Date of Survey: Feb.20,1990 
TURBAT-GWADAR ROAD Origin: Turbat 

(PR-03) Destination: Gwadar 

DEFICIENCY RATING/INDEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL NIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

91 98 2.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 93.00 
98 99 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
99 100 0.00 0.00 1.50 0.00 0.00 0.00 0.00 0.00 5.00 5.00 93.50 
100 101 0.50 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 94.50 
101 102 1.50 0.00 0.50 0.00 0.00 0.00 0.00 0.00 5.00 5.00 93.00 
102 103 2.00 0.00 0.00 0.00 0.00 0.00 0.30 0.00 5.00 5.00 92.70 
103 104 0.50 0.00 2.50 0.00 0.00 0.00 2.00 0.00 5.00 5.00 90.00 
104 105 0.50 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 94.50 
105 106 0.00 0.00 6.00 0.00 0.OG 0.00 0.00 0.00 5.00 5.00 95.00 
106 107 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
107 108 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
108 109 0.00 0.00 0.00 0,00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
109 110 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
110 111 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
111 112 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
112 113 2.00 0.00 1.50 0.00 3.00 0.00 1.50 0.00 5.00 5.00 87.00 
113 114 7.50 0.00 2.50 0.00 3.00 0.00 0.00 0.00 5.00 5.00 82.00 
114 115 8.00 0.00 2.50 0.00 5.00 0.00 6.00 0.00 5.00 5.00 73.50 
115 116 10.00 0.00 8.00 0.00 2.00 0.00 6.00 0.00 5.00 5.00 69.00 
116 111 5.00 0.00 0.00 0.00 2.00 0.00 14.00 14.00 5.00 5.00 74.00 
111 118 6.00 0.00 0.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 71.00 
118 119 6.00 0.00 6.00 0.00 2.00 0.00 8.00 0.00 5.00 5.00 73.00 
119 120 7.50 0.00 5.00 0.00 0.00 0.00 10.00 10.00 5.00 5.00 72.50 
120 121 6.00 0.00 8.00 0.00 2.00 0.00 12.00 12.00 5.00 5.00 67.00 
121 122 10.00 0.00 1.50 0.00 2.00 0.00 10.00 10.00 5.00 5.00 71.50 
122 123 12.50 12.50 10.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 60.50 
123 124 7.50 0.00 2.50 0.00 2.00 0.00 5.00 0.00 5.00 5.00 78.00 
124 125 1.50 0.00 0.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 85.50 
125 126 0.50 0.00 0.00 0.00 3.00 0.00 6.00 0.00 5.00 5.00 85.50 
126 127 0.50 0.00 5.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 76.50 
127 128 0.00 0.00 0.00 0.00 5.00 0.00 5.00 0.00 5.00 5.00 85.00 
128 129 1.00 0.00 0.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 86.00 
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ROAD CONDITION SURVEY Date of Survey: Feb,20,1990
 
TURBAT-GWADAR ROAD Origin: Turbat
 

(PR-03) Destination: Gwadar 

DEFICIENCY RATING/INDEX
 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER 
 ROAD
 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING
 

129 130 1.00 0.00 0.00 0.00 3.00 
 0.00 8,00 0.00 5.00 5.00 83.00
 
130 131 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00
5.00 5.00 85.00
 
131 132 2.50 0.00 2.50 0.00 5.00 0.00 5.00 0.00 5,00 5.00 80.00
 
132 133 2.00 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 77.50
 
133 134 7.50 0.00 4.00 0.00 5.00 0.00 
 5.00 0.00 5.00 5.00 73.50
 
134 135 0.00 0.00 0.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 82.00
 
135 136 1.50 0.00 0.00 0.00 0.00 0.00 5.00 5.00
3.00 8.00 82.50 
136 137 0.00 0.00 0.00 0.00 5.001.50 2.00 3.00 6.00 5.00 82.50
 
137 138 2.00 0.00 3.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 77.00
 
138 139 0.00 0.00 0.00 0.00 3.00 0.00 8.00 
 0.00 5.00 5.00 84.00
 
139 140 3.00 0.00 17.50 17.50 3.00 0.00 8.00 0.00 5.00 5.00 63.50
 
140 141 15.00 15.00 25.00 25.00 3.00 0.00 10.00 10,00 5.00 5.00 42.00
 
141 142 10.00 0.00 20.00 20.00 3.00 0.00 14.00 14.00 5.00 5.00 48.00
 
142 143 7.50 0.00 12.00 0.00 3.00 0.00 15.00 15.00 
 5.00 5.00 57.50
 
143 144 7.50 0.00 10.00 0.00 3.00 0.00 
 20.00 20.00 5,00 5.00 54.50
 
144 145 17.50 17.50 25.00 32.50 2.00 0.00 20.00 20.00 5.00 5.00 30.50
 
145 146 12.50 12.50 20.00 20.00 3.00 0.00 20.00 20.00 5,00 5.00 39.50
 
146 147 1.50 0.00 22.50 22.50 3.00 0,00 20.00 20.00 5.00 5.00 42.00
 
147 148 0.00 0.00 25.00 25.00 3.00 0.00 16.00 16.00 
 5.00 5.00 51.00
 
148 149 0.00 0.00 17.50 17.50 3.00 0.00 14.00 14.00 5.00 5.00 60.50
 
149 150 1.50 0.00 6.00 0.00 3.00 0.00 14.00 14.00 5.00 5.00 70.50
 
150 151 0.00 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 79.50
 
151 152 0.00 0.00 0.00 0.00 5.00
2.00 6.00 3.00 8.00 5.00 76.00
 
152 153 0.00 0.00 12.50 12.50 2.00 0.00 
 10.00 10.00 5.00 5.00 70.50 
153 154 1.50 0.00 4.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 76.00 
154 155 0.50 0.00 6.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 75.30 
155 156 2.50 0.00 4.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 75.00 
156 157 0.00 0.00 4.50 0.00 3.00 0.00 14.00 14.00 5.00 5.00 73.50 
157 158 2.00 0.00 18.00 18.00 3.00 0.00 16.00 16.00 5.00 5.00 56.00 
158 159 2.50 0.00 15.00 15.00 2.00 0.00 14.00 14.00 5.00 5.00 61.50 
159 160 0.00 0.00 22.50 22.50 3.00 0.00 20.00 20.00 5.00 5.00 49.50 
160 161 0.00 0.00 17,50 17.50 3.00 0.00 15.00 15.00 5,00 5.00 59.50 

103
 



ROAD CONDITION SURVEY Date of Survey: Feb.20,1990
 

TURBAT-GWADAR ROAD Origin: Turbat
 

(PR-03) Destination: Gwadar
 

DEFICIENCY RATING/INDEX
 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD
 

FROM TO 
 RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING
 

161 162 2.50 0.00 10.00 0,00 2.00 0.00 10.00 10.00 5.00 5.00 70.50
 
162 163 0.00 0.00 15.00 15.00 3.00 0.00 15.00 15.00 5.00 5.00 62.00
 

163 164 2.50 0.00 1.50 0.00 3.00 0.00 
 8.00 0.00 5.00 5.00 74.00
 
164 165 0.00 0.00 5.00 0.00 2.00 0.00 
 15.00 15.00 5.00 5.00 73.00
 
165 166 0.00 0.00 10.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 62.00
 

166 167 2.50 0.00 15.00 15.00 2.00 0.00 15.00 15.00 5.00 5.00 60.50
 
161 168 4.00 0.00 12.50 12.50 3.00 0.00 15.00 15.00 5.00 5.00 60.50
 

168 169 1.50 0.00 0.00 0.00 2.00 0.00 4.00 0.00 5,00 5.00 87.50
 
169 170 2.50 0.00 2.50 0.00 2.00 0.00 5.00 0.00 5.00 5.00 83.00
 

170 171 6.00 0.00 
 2.50 0.00 2.00 0.00 8.00 0.00 5.00 5.00 76.50 
171 172 0.00 0.00 0.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 90.00 
172 173 0.00 0.00 0.00 0.00 0.00 0.00 6.00 0.00 5.00 5.00 89.00 

113 174 0.00 0.00 10.00 0.00 0.00 0.00 4.00 0.00 5.00 5.00 81.00 
174 175 0.00 0.00 7.50 0.00 0.00 0.00 4.00 0.00 5.00 5.00 83.50
 
175 176 0.00 0.00 5.00 0.00 0.00 
 0.00 0.00 0.00 5.00 5.00 90.00
 
176 177 0.00 0.00 0.00 0.00 0.00 
 0.00 0.00 0.00 5.00 5.00 95.00
 
177 178 0.00 0.00 2.50 0.00 0.00 0.00 0.00 0.00 5.00 5.00 92.50 
178 179 0.00 0.00 0.00 0.00 5.00 0.00 0.00 0.00 2.00 0.00 93.00
 
179 180 0.00 0.00 0.00 0.00 5.00 0.00 0.00 0.00 5.00 5.00 90.00
 
180 181 0.00 0.00 0.00 
 0.00 5.00 0.00 0.00 0.00 2.00 0.00 93.00
 
181 182 0.00 0.00 0.50 0.00 
 5.00 0.00 0.00 0.00 2.00 0.00 92.50 
182 183 0.00 0.00 0.00 0.00 5.00 0.00 0.00 0.00 2.00 0.00 93.00
 
183 184 [ 0.00 0.00 0.00 0.00 5.00 0.00 0.00 0.00 2.00 0.00 93.00 

AVERAGE ROAD RATING 73.22 

104
 



MEKRAN D I V I S I ON 

PR I MARY ROAD N 0. 4 ( PR-- 4) 
TURB3AT PASNI ROAD 

PR-2.
 

MAND dl- ,...I
AWARAN
 

TURBAT
 

_4PJAMEWANGG PIDARAK 

PIORMRRK
 

NALAINT al- PR-7 

PAS5NI
 

Beginning at the intersection with "PR-3" (Turbat/Gwadar

Road) near "Jamewang," thence easterly to "Pidarak," thence
 
southerly and easteLrly to "Ghulamran-i-Bent," thence
 
southerly to Pasni city boundary line, a distance of
 
approximately 103 kilometers.
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ROAD CONDITION SURVEY Date of Survey: Jul.18,1990 

TURBAT-PASNI ROAD Origin: Turbat 

(PR-04) Destination: Pasni 

DEFICIENCY RATING/INDEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE I TRAVEL UIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

0 1 4.00 0.00 2.50 0.00 2.00 0.00 15.00 15.00 5.00 5.00 71.50 

1 2 10.00 0.00 7.50 0.00 0.00 0.00 12.00 12.00 5.00 5.00 65.50 

2 3 8.00 0.00 2.50 0.00 2.00 0.00 20.00 20.00 5.00 5.00 62.50 

3 4 0.00 0.00 7.50 0.00 2.00 0.00 10.00 10.00 5.00 5.00 75.50 

4 5 1.50 0.00 5.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 70.50 
5 6 5.00 0.00 10.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 67.00 

6 7 10.00 0.00 10.00 0.00 2.00 0.00 8.00 0.00 5.00 5.00 65.00 
7 8 10.00 0.00 5.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 68.A0 

8 9 5.00 0.00 2.50 0.00 2.00 0.00 12.00 12.00 5.00 5.00 73.50 

9 10 2.00 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 77.50 

10 11 5.00 0.00 10.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 62.00 

11 12 2.00 0.00 7.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 62.50 

12 13 1.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 72.00 

13 14 20.00 20.00 2.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 54.50 

14 15 2.50 0.00 2.50 0.00 2.00 0.00 10.00 10.00 5.00 5.00 78.00 

15 16 6.00 0.00 7.50 0.00 10.00 0.00 20.00 20.00 5.00 5.00 51.50 

16 17 10.00 0.00 7.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 54.50 
17 18 10.00 0.00 5.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 60.00 

18 19 10.00 0.00 7.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 54.50 

19 20 10.00 0.00 10.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 52.00 

20 21 5.00 0.00 5.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 62.00 

21 22 15.00 15.00 10.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 47.00 
22 23 15.00 15.00 5.00 0.00 3.00 0.00 12.00 12.00 5.00 5.00 60.00 

23 24 2.00 0.00 0.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 75.00 

24 25 5.00 0.00 10.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 62.00 

25 26 5.00 0.00 17.50 17.50 3.00 0.00 20.00 20.00 5.00 5.00 49.50 

26 27 5.00 0.00 10.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 57.00 

27 28 7.50 0.00 2.50 0.00 3.00 0,00 20.00 20.00 5.00 5.00 62.00 

28 29 6.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 67.00 

29 30 7.50 0.00 0.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 69.50 

30 31 7.50 0.00 5.0 0.00 2.00 0.00 10.00 10.00 5.00 5.00 70.50 

31 32 4.00 0.00 4.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 65.00 
32 33 2.50 0.00 4.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 63.50 
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ROAD CONDITION SURVEY Date of Survey: Ju0.18,1990 
TURBAT-PASN I ROAD Origin: Turbat 

(PR-04) Destination: Pasni 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

33 34 4.50 0.00 7.50 0.00 2.00 0.00 15.00 15.00 5.00 5.00 66.00 
34 35 15.00 15.00 10.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 58.00 
35 36 7.50 0.00 7.50 0.00 2.00 0.00 15.00 15.00 5.00 5.00 63.00 
36 37 12.50 12.50 7.50 0.00 3.00 0.00 14.00 14.00 5.00 5.00 58.00 
37 38 10.00 0.00 12.50 12.50 2.00 0.00 10.00 10.00 5.00 5.00 60.50 
38 39 12.50 12.50 7.50 0.00 2.00 0.00 15.00 15.00 5.00 5.00 58.00 
39 40 17.50 17.50 2.50 0.00 5.00 0.00 20.00 20.00 5.00 5.00 50.00 
40 41 2.00 0.00 2.50 0.00 2.00 0.00 20.00 20.00 5.00 5.00 68.50 
41 42 2.00 0.00 2.50 0.00 2.00 0.00 20.00 20.00 5.00 5.00 68.50 
42 43 u.00 0.00 5.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 62.00 
43 44 7.50 0.00 7.50 0.00 2.00 0.00 10.00 10.00 5.00 5.00 68.00 
44 45 0.00 0.00 0.00 0.00 2.00 0.00 10.00 10.00 5.00 5.0) 8?.00 
45 46 0.00 0.00 0.00 0.00 2.00 0.00 8.00 0.00 5.00 5.00 85.00 
46 47 0.00 0.00 0.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 83.00 
47 48 0.00 0.00 0.00 0.00 2.00 0.00 8.00 0.00 5.00 5.00 85.00 
48 49 1.00 0.00 0.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 82.00 
49 50 0.00 0.00 0.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 83.00 
50 51 1.50 0.00 0.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 81.50 
51 52 5.00 0.00 0.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 65.00 
52 53 8.00 0.00 2.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 66.50 
53 54 6.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 66.00 
54 55 6.00 0.00 1.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 65.00 
55 56 6.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 66.00 
56 57 4.50 0.00 1.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 66.50 
57 58 15.00 15.00 5.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 63.00 
58 59 5.00 0.00 5.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 62.00 
59 60 10.00 0.00 5.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 63.00 
60 61 5.00 0.00 15.00 15.00 2.00 0.00 15.00 15.00 5.00 5.00 58.00 
61 62 1.00 0.00 2.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 80.00 
62 63 10.00 0.00 5.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 63.00 
63 64 5.00 0.00 0.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 78.00 
64 65 7.50 0.00 5.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 65.50 
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ROAD CONOITION SURVEY Date of Survey: Jui.18,1990 

TURBAT-PASNI ROAD Origin: Turbat 

(PR-04) Destination: Pasni 

DEFICIENCY RATING/INOEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL UIDTH DRAINAGE SHOULDER ROAD 

FRON TO RATING INDEX RATING INDEX RATING INDEX RATING INOEX RATING INDEX RATING 

65 66 2.50 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 69.50 

66 67 15.00 15.00 2.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 54.50 

67 68 5.00 0.00 0.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 70.00 

68 69 10.00 0.00 7.50 0.00 0.00 0.00 10.00 10.00 5.00 5.00 67.50 

69 70 10.00 0.00 5.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 68.00 

70 71 12.50 12.50 2.50 0.00 2.00 0.00 15.00 15.00 5.00 5.00 63.00 

71 72 7.50 0.00 1.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 69.50 

72 73 7.50 0.00 5.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 70.50 

73 74 6.00 0.00 4.00 0.00 0.00 0.00 10.00 10.00 5.00 5.00 75.00 

74 75 8.00 0.00 5.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 70.00 

75 76 8.00 0.00 0.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 70.00 

76 77 1.50 0.00 6.00 0.00 2.00 0.00 14.00 14.00 5.00 5.00 71.50 

77 78 12.50 12.50 2.50 0.00 2.00 0.00 15.00 15.00 5.00 5.00 63.00 

78 79 25.00 25.00 7.50 0.00 2.00 0.00 16.00 16.00 5.00 5.00 44.50 

79 80 15.00 15.00 10.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 53.00 

80 81 10.00 0.00 12.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 61.00 

81 82 5.00 0.00 2.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 69.50 

82 83 2.50 0.00 7.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 62.00 

83 84 1.00 0.00 0.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 82.00 

84 85 6.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 66.00 

85 86 7.50 0.00 2.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 62.50 

86 87 0.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 72.00 

87 88 8.00 0.00 0.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 70.00 

88 89 6.00 0.00 0.00 0.00 2.00 0.00 16.00 16.00 5.00 5.00 71.00 

89 90 10.00 0.00 5.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 62.00 

90 91 4.50 0.00 0.00 0.00 2.00 0.00 14.00 14.00 5.00 5.00 74.50 

91 92 5.00 0.00 8.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 65.00 

92 93 10.00 0.00 5.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 67.00 

93 94 3.00 0.00 7.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 66.50 

94 95 2.50 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 77.00 

95 96 3.00 0.00 2.50 0.00 3.00 0.00 8.00 0.00 5.00 5.00 78.50 

96 97 1.00 0.00 0.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 82.00 
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ROAD CONDITION SURVEY Date of Survey: Jul.18,1990
 

TURBAT-PASNI ROAD Origin: Turbat 

(PR-04) Destination: Pasni 

DEFICIENCY RATING/INDX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD
 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING
 

97 98 2.50 0.00 1.50 0.00 2.00 0.00 12.00 12.00 5.00 5.00 77.00
 

98 99 6.00 0.00 3.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 74.00
 
100 6.00 0.00 5.00 
 0.00 2.00 0.00 8.00 0.00 5.00 5.00 74.00
 

100 101 0.00 0.00 0.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 83.00
 
101 1C2 2.50 0.00 1.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 74.50
 

102 103 12.50 12.50 2.50 0.00 3.00 0.00 
 15.00 15.00 5.00 5.00 62.00
 

AVERAGE ROAD RATING 67.10
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M EKRAN D I V I S I C)N 

PR IMARY ROAD NC>. 6 ( PR--6) 
PASNI ORMARA ROAD 

•60010 DIV. BOUNDARY ' ,,, 

KANDRI VTA D \.'-6 p 

KAN ORNI 

ORMARA 

Beginning at the intersection with "PR-4" (Turbat/Pasni

Road) approximately 15 kilometers north of "Pasni," and
 
proceeding easterly 
to "Ras Ormara," thence northeasterly to
 
Mlekran Division boundary line near "Ghaz-ab", a total
 
distance of approximately 159 kilometers.
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ROAD CONOITION SURVEY Date of Survey: Aug. 7,1990 
PASNI-ORMARA ROAD Origin: Pasni 

(PR-06) Destination: Ormara 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

0 1 10.00 0.00 10.00 0.00 3.00 0.00 20,00 20.00 5,00 5.00 52,00 
1 2 150 000 1,50 0.00 3.00 0.00 15.00 15.00 5.00 5,00 62.00 
2 3 3.00 0.00 0.00 0,00 5,00 0.00 12.00 12.00 5.00 5.00 75.00 
3 4 12.00 0.00 10.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 53.00 
4 5 8.00 0.00 2.00 0.00 10.00 0.00 16.00 16.00 5.00 5.00 59.00 
5 6 14.00 14.00 0.00 0.00 1.00 0.00 15.00 15.00 5,00 5.00 59.00 
6 7 4.50 0.00 2.50 0.00 3.00 0.00 12.00 12.00 5.00 5.00 73.00 
7 8 4.00 0.00 5.00 0.00 5.00 0.00 12.00 12.00 5,00 5.00 69.00 
8 9 1.50 0.00 1.00 0.00 5.00 0.00 15.00 15.00 5,00 5.00 72.50 
9 10 2.00 0.00 0,00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 80.00 
10 11 6.00 0.00 1.50 0.00 5.00 0.00 00 1500 500 5.00 67.50 
II 12 18.00 18.00 7,50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 51.50 
12 13 10.00 0.00 5.00 0.00 3.00 0.00 12.00 12.00 5.00 5.00 65.00 
13 14 14.00 14.00 1.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 55.50 
14 15 6.00 0.00 4.00 0.00 5.00 0.00 16.00 16.00 5,00 5.00 64.00 
15 16 8.00 0,00 6.00 0.00 3,00 0.00 15.00 15.00 5.00 5.00 63.00 
16 11 11,50 11.50 12.50 12.50 10.00 0.00 20.00 20.00 5.00 5.00 35.00 
11 18 4.50 0.00 0.00 0.00 1.00 0.00 18.00 18.00 m0 5.00 65.50 
18 19 12.00 0.00 5.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 48.00 
19 20 20.00 20.00 8.00 0.00 15.00 15.00 16.00 16.00 5.00 5,00 36.00 
20 21 750 0.00 7.50 0.00 5.00 0.00 15.00 15.00 5.00 5,00 60.00 
21 22 15.00 15.00 6.00 0.00 5.00 0.00 20.00 20.00 5,00 5.00 49.00 
22 23 22.50 22.50 4.00 0,00 2.00 0.00 20.00 20.00 5,00 5.00 _4-50 
23 24 12. 0.00 450 0.00 5.00 0.00 18.00 18.00 5.00 5.00 55.50 
24 25 11.50 17.50 15.00 15.00 8.00 0.00 00 ,05 00 34.50 
25 26 12.00 0.00 7.50 0.00 5,00 0.00 20.00 20.00 5.00 5.00 50.50 
26 27 10.00 0.00 10.00 0.00 5,00 0.00 20.00 20.00 5.00 5.00 50.00 
21 28 12.50 12.50 10.00 0,00 10.00 0.00 20.00 5.00 5.00 42.50 
28 29 15.00 15.00 5.00 0,00 10,00 0.00 20.00 20.00 5.00 5.00 45.00 
29 30 10.00 0.00 10.00 0.00 15.00 15.00 18.00 18.00 5.00 5.00 42.00 
30 31 14.00 14.00 7.50 0.00 10.00 0.00 20.00 20.00 5.00 5.00 43.50 
31 32 8.00 0.00 10,00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 52.00 
32 33 8.00 0.00 , 0.00 0.00 12.00 0.00 14,00 14.00 5.00 5.00 51.00 
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ROAD CONDITION SURVEY 
 Date of Survey: Aug, 1,1990
 

PASNI-ORMARA ROAD 
 Origin: Pasni 

(PR-06) Destinat',n: Ormara 

DEFICIENCY RATIOG/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

33 34 1,00 0.00 0,00 0.00 15.00 15.00 12.00 12.00 5.00 5.00 67.00 
34 35 0.00 0.00 0.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 65.00 
35 36 7.50 0.00 2.50 0,00 10,00 0.00 16.00 16.00 5.00 5.00 59.00 
36 31 6.00 0.00 2.00 0,00 5.00 0.00 8.00 0.00 5.00 5.00 74,00 
37 38 5.00 0.00 8,00 0.00 10.00 0.00 12.00 12,00 5.00 5.00 60.00 
38 39 6.00 0.00 6.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 58.00 
39 40 4.00 0.00 4.00 0,00 5.00 0.00 15.00 15.00 5.00 5.00 67.00 
40 41 7.O 0.00 5,00 0.00 3.00 0.00 16,00 16.00 5,00 5.00 63.50 
41 42 6.00 0.00 6.00 0.00 10.00 0.00 20,00 20.00 5,00 5.00 53.00 
42 43 11.50 17.50 2,50 0.00 7.00 0,00 20.00 20.00 5.00 5.00 48.00 
43 44 15.00 15.00 5.00 0.00 5.00 0.00 20.00 20.00 5,00 5.00 50.00 
44 45 16.00 16.00 10,00 0,00 5.00 0.00 20.00 20.00 5.00 5,00 44.00 
45 46 17,50 17,50 0.00 0.00 5.00 0.00 14.00 14.00 5.00 5.00 58.50 
46 47 7.50 0.00 2.50 4.00 5,00 0,00 16.00 16.00 5,00 5,00 64.00 
47 48 1.50 0.00 2.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 55.50 
48 49 1.50 0,00 8.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 60.50 
49 50 5,00 0,00 2.50 0.00 4,00 0.00 18.00 18.00 5,00 5.00 65.50 
50 51 4.50 0.00 2.50 0.00 5,00 0,00 15,00 15.00 5,00 5,00 68.00 
51 52 2.50 0.00 10.00 0,00 5,00 0,00 12.00 12.00 5.00 5,00 65.50 
52 53 1.50 0.00 0.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 73.50 
53 54 1,00 0,00 0.00 0.00 10.00 0.00 18.00 18.00 5.00 5.00 66.00 
54 55 2.00 0.00 2.00 0.00 10.00 0.00 14,00 14.00 5.00 5.00 67.00 
55 56 4.50 0.00 2.50 0,00 10.00 0.00 20,00 20.00 5.00 5.00 58.00 
56 57 2.00 0.00 0.00 0,00 10.00 0.00 16.00 16.00 5.00 5.00 67.00 
57 58 8.00 0,00 4,00 0.00 10.00 0.00 20.00 20.00 5,00 5.00 53.00 
58 59 G.00 0.00 4,00 0.00 10,00 0.00 20,00 20,00 5.00 5.00 55.00 
59 60 8.00 0.00 5.00 0,00 10.00 0.00 20.00 20,00 5.00 5.00 52.00 
60 61 7.50 0.00 5,00 0.00 5.00 0.00 18.00 18.00 5.00 5.00 59.50 
61 62 6.00 0,00 0.00 0.00 IO.O 0.00 15.00 15,00 5.00 5.00 64.00 
62 63 1.50 0.00 2,00 0.00 10.00 0.00 16.00 16.00 5.00 5,00 59.50 
63 64 1,50 0.00 5.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 58.50 
64 E5 4.50 0.001 1.50 0.00 15,00 15,00 20.00 20.00 5.00 5.00 48.00 
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ROAD CONDITION SURVEY Date of Survey: Aug. 7,1990 

PASNI-ORMARA ROAD Origin: Pasni 

(PR-06) Destination: Ormara 

DEFICIENCY RATING/INDEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

65 66 10.00 0.00 5.00 0.00 15.00 15.00 20.00 20.00 5.00 5.00 45.00 

66 67 4.00 0.00 2.00 0.00 15.00 15.00 20,00 20.00 5.00 5.00 54.00 

61 68 4.00 0.00 3,00 0.00 15.00 15.00 20.00 20.00 5.00 5.00 53.00 

68 69 8.00 0.00 2.50 0.00 10.00 0.00 20.00 20.00 5.00 5.00 54.50 

69 70 4.50 0.00 2.00 0,00 10.00 0.00 20.00 20.00 5.00 5.00 58.50 
TO 71 4.00 0.00 0.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 61.00 
TI 72 8.00 0.00 5.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 57.00 

12 13 1.00 0.00 0.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 64.00 
13 14 12.00 0.00 5.00 0.00 10.00 0.00 18.00 18.00 5.00 5.00 50,00 

14 75 5.00 0.00 1.00 0.00 10.00 0.00 12.00 12.00 5,00 5.00 67.00 

15 76 2,00 0.00 2.50 0.00 10.00 0.00 12.00 12.00 5.00 5.00 68.50 
16 77 5.00 0.00 10.00 0,00 15,00 15.00 20.00 20.00 5.00 S.00 45.00 

17 78 4,00 0,00 0,00 0.00 15.00 15,00 20.00 20.00 5,00 5,00 56.00 

18 19 4.50 0.00 2.50 0.00 10,00 0.00 18,00 18.00 5,00 5,00 60.00 

19 80 4.50 0.00 3.00 0,00 !0.00 0.00 20.00 20.00 5.00 5.00 57.50 

80 81 4.00 0.00 12.00 0,00 10.00 0.00 14.00 14.00 5,00 5.00 55.00 

81 82 17.50 17.50 4.50 0.00 7.00 0.00 15.00 15.00 5.00 5.00 51.00 

82 83 2.50 0.00 1.50 0.00 12.00 0.00 20.00 20.00 5.00 5.00 59.00 

83 84 5.00 0.00 4.00 0.00 15.00 15,00 18.00 18.00 5.00 5.00 53.00 
84 85 4.00 0.00 8.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 53.00 

85 86 4.50 0.00 0.00 0.00 10.00 0.00 14.00 14.00 5.00 5.00 66.50 
86 81 4.50 0.00 0.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 65.50 

81 88 2.00 0.00 0.00 0.00 1.00 0.00 20.00 20.00 5.00 5.00 66.00 

88 89 1.00 0.00 0.00 0.00 5.00 0.00 18.00 18.00 5.00 5.00 71.00 

89 90 8.00 0.00 1.50 0.00 5.00 0.00 15.00 15.00 5.00 5.00 65.50 

90 91 8.00 0.00 2.50 0.00 3.00 0.00 14.00 14.00 5.00 5,00 67.50 
91 92 5.00 0.00 10.00 0.00 5.00 0.00 12.00 12.00 5.00 5.00 63.00 

92 93 5.00 0.00 5.00 0.00 5.00 0.00 18.00 18.00 5.00 5.00 62.00 
93 94 10.00 0.00 6.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 61.00 

94 95 1.00 0.00 2.50 0,00 10.00 0.00 20.00 20.00 5.00 5.00 61.50 
95 
96 

96 
97 

8.00 
7,50 

0.00 
0.00 

2.50 
4.00 

0.00 
0.00 

10.00 
5.00 

0.00 
0.00 

20,00 
15.00 

20.00 
15.00 

5.00 
5.00 

5.00 
500 

54.50 
63.50 
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ROAD CONDITION SURVEY 
 Date of Survey: Aug. 7,1990
 
PASNI-ORMARA ROAD 
 origin: Pasni
 

(PR-06) Destination: Ormara 

KILOMETER 

FROM TO 

HORIZONTAL CURVE 

RATING INDEX 

DEFIC!,NCY RATING/INOEX 
VERTICAL CURVE TRAVEL WIDTH 

RATING INDEX RATING INDEX 

DRAINAGE 

RATING INDEX 

SHOULDER 

RATING INDEX 

ROAD 

RATING 

91 98 5.00 0.00 0,00 0.00 1 000 0.0020 0.00 5.00 5.00 60.00 
98 

99 
100 

101 

102 

99 

100 

101 

102 

103 

6.00 

17.50 

6,00 

5.00 

7.50 

0.00 

17-50 

0.00 

0.00 

0.00 

0.00 

3, 

0.00 

2.00 

1.00 

0.00 

000 

0.00 1 

0.00 

0.00 

10.00 

5.00 

0.00 

10.00 

10.0 

0.00 

0.00 

0.00 

0.00 

0.00 

20.00 

15.00 

20.00 

12.00 

20.00 

2000 

15.00 

20.00 

12,00 

20.00 

5.00 

5.00 

5 

5.00 

5.00 

500 

5,00 

5.00 

5,00 

5.00 

59.00 

54.51 

59.00 

66.00 

56.50 
103 

104 

105 

104 

105 

106 

11.50 

2.50 

17.50 

0.00 

0,00 

2.50 

1,5010 

1.50 

0.00 15.00 

0.010.00 

15.00 

000 

0.00 

18.00 

15,00 

1G.00 

18.00 

15.00 

16.00 

5.00 

5.00 

5.00 

5.00 

.00 

5.00 

42.00 

61.00 
65.00 

10CC 107 

101 108 

1.50 

2.50 

0.00 

0.00 

5,00 

0.00 

0.00 

0.00 

15.00 

10.00 

15.00 

0.00 

18.00 

15.00 

18.00 

15.00 

5.00 

5.00 

5.00 

5.00 

49.50 

67.50 
108 

109 

109 

110 

7.50 

8.00 

0.00 

0.00 

0.00 

2.50 

00 10 

0.00 

I.00 

15.00 

0.00 

15.00 

16I 

15.00 

.0 0 

15.00 
5,O 

5,00 
5,00 

5.00 
67.50 
54.50 

110 

II 

Ill 

112 

12.50 

15.00 

12.50 

15.00 

1.00 

8.00 

0.00 

0.00 

10.00 

10.00 

0.00 

0.00 

16.00 

12.00 

16.00 

12.00 

5,00 

5.00 

5,00 

5.00 

55.50 

50.00 
112 

113 
113 

114 

6.00 

11.50 
0.00 

17,50 

0.00 

1.00 

0.00 

0,00 

10,00 

10.00 

0.00 

0.00 

20.00 

12.00 

20.00 

12.00 

5.00 

5,00 
5.00 

5.00 

59.00 

54.50 
114 

115 

115 

116 

15.5.0 

16,00 

500 

16.00 

6.0a 

5.00 

0.00 

0.00 

10.00 

10.00 

0.00 

0.00 

15.00 

14.00 

15.00 

14.00 

5.00 

5.00 

5.00 

5.00 

49.00 

50.00 
116 

7 
117 

118 
5.00 

5.00 
0.00 

0.00 
7.50 

0.00 

0.00 

0.00 

5.00 

3.00 

0.00 

0.00 

1000 0.00 

10 .00 

5.00 

500 

5.00 

5.00 

67.50 

17.00 
118 119 2.00 0.00 1.50 0.00 3.00 0.00 8.00 0.00 5.00 5.00 80.50 
119 

120 

120 

121 

0.00 

1.50 
0.00 

0.00 
0.00 0.00 3.00 

.00 0.00 
0,00 
0.00 

8.00 
W0O 

0.00 
WOO 

5.00 
5, 

5.00 
5.00 63.50 

121 

122 

122 

123 

12.50 

8.00 

12.50 

0.00 

12.00 

3.00 

0.00 

0.00 

20.00j 

20.00 

20.00 

20.00 

20.00 

18.00 

20.00 

18.00 

5.00 

5,00 

5.00 

5.00 

30.50 

46.00 
123 124 0.00 0.00 4.00 0.00 15.00 15.00 12.00 12.00 .00 5.00 64.00 
124 125 4.00 0.00 6.00 0.00 15.00 15.00 12.00 12.00 5.00 5.00 58.00 

126 5.1255.00 0.00 2.50 0.00 15.00 15.00 0.00 0.00 5,00 5,00 62.50 
126 

127 

128 

127 

128 

129 

2.00 

0.00 

2.00 

00 

0.00 

0.00 

0.00 

0.00 

0.00 

0.00 

0.00 

0.00 

O12000.00 
10.00 0.00 

10.00 0.00 

15OO 

12.00 

12.00 

10 

12.OQ 

12.00 

5.00 

5.00 

5.00 

5.00 

5.00 

5.00 

66.00 

73.00 

11.0 
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ROAD CONDITION SURVEY Date of Survey: Aug. 7,1990 

PASNI-ORMARA ROAD origin: Pasni 

(PR-06) Destination: Ormara 

DEFICIENCY RATING/INDEX 

KILOHETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

129 130 1.50 0.00 0.00 , 0.00 10.00 0.00 10.00 10.00 5.00 5.00 73.50 

130 131 2.00 0.00 0.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 73.00 

131 132 0.00 0.00 0.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 75.00 

132 '133 0.00 0.00 0.00 0.00 10.00 0.00 8.00 0.00 5.00 5.00 77.00 

133 134 0.00 0.00 0.00 0.00 10.00 0.00 7.00 0.00 5.00 5.00. 78.00 

134 135 0.00 0.00 0.00 0.00 5.00 0.00 12.00 12.00 5.00 5.00 78.00 

135 136 0.00 0.00 0.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 80.00 

136 137 0.00 0.00 0.00 0.00 5.00 0.00 10.00 10,00 5.00 5.00 80.00 

137 138 0.00 0.00 0.00 0.00 5.00 0.00 8.00 0.00 5,00 5.00 82.00 

138 139 0.00 0.00 0.00 0.00 5.00 0.00 6.00 0.00 5.00 5.00 84.00 

139 140 0.00 0.00 0.00 0.00 10.00 0.00 5.00 0.00 5.00 5.00 80.00 

140 141 0.00 0.00 0.00 0.00 10.00 0.00 8.00 0.00 5.00 5.00 77.00 

141 142 0.00 0.00 0.00 0.00 10.00 0.00 8.00 0.00 5.00 5.00 77.00 

142 143 0.00 0.00 0.00 0.00 10.00 0.00 6.00 0.00 5.00 5.00 79.00 

143 144 0.00 0.00 0.00 0.00 5.00 0.00 2.00 0.00 5.00 5.00 88.00 

144 145 0.00 0.00 0.00 0.00 5,00 0.00 2.00 0.00 5.00 5.00 88.00 

145 146 1.50 0.00 2.00 0.00 15.00 15.00 10.00 10.00 5.00 5.00 60.50 

146 147 16.00 16.00 5.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 34.00 

147 148 12,50 12.50 6.00 0.00 25.00 25.00 20.00 20.00 5.00 5.00 31.50 

148 149 1.50 0.00 0.00 0.00 25.00 25.00 20.00 20.00 5.00 5.00 42.50 

149 150 0.00 0.00 1.00 0.00 25.00 25.00 10.00 10.00 5.00 5.00 59.00 

150 151 0.00 0.00 0.00 0.00 25.00 25.00 10.00 10.00 5.00 5.00 60.00 

151 152 0.00 0.00 0.00 0.00 20.00 20.00 10. 10.00 5.00 5.00 65.00 

152 153 0.00 0.00 0.00 0.00 20.00 20.00 8.00 0.00 5.00 5.00 67.00 

153 154 0.00 0.00 4.50 0.00 20.00 20.00 10.00 10.00 5.00 5.00 60.50 

154 155 0.00 0.00 2.50 0.00 20.00 20.00 6.00 0.00 5.00 5.00 66.50 

155 156 0.00 0.00 0.00 0.00 15.00 15.00 5.00 0.00 5.00 5.00 75.00 

156 157 0.00 0.00 0.00 0.00 15.00 15.00 4.00 0.00 5.00 5.00 76.00 

151 158 0.00 0.00 0.00 0.00 15.00 15.00 3.00 0.00 5.00 5,00 77.00 

158 159 0.00 0.00 2.00 0.00 15.00 15.00 3.00 0.00 5.00 5.00 75.00 

AVERAGE ROAD RATING 60.92 
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MEKRA N D I V I S I ON 

PR IMARY ROAD NO . 7 ( PR-7) 
NALAINT PASNI ROAD 

N 

ta 
m 

I KANDASOL S HINZANI.%,. ,7 -NA INT 11 PR-7 .. 

KAPPER % 

Beginning at the intersection with "PR-3" (Turbat/Owadar
 
Road) north of "Nalaint," and proceeding easterly to Pasni
 
city boundary, a distance of approximately 73 kilometers.
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ROAD CONDITION SURVEY 
NALAINT PASNI ROAD(PR-7) 

90 - Km 000 To 073 

80­

70­

z 
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0 20 40 60 

DISTANCE IN Km. 
80 



ROAD CONDITION SURVEY Date of Survey: Jul.29,1990 

NALAINT-PASNI ROAD Origin: Nalaint 

(PR-07) Destination: Pasni 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

0 1 10.00 0.00 2.50 0.00 5.00 0.00 10.00 10.00 5.00 5.00 67.50 
1 2 6.00 0.00 8.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 61.00 

2 3 1.50 0.00 3.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 65,50 

3 4 5.00 0,00 6.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 59.00 
4 5 6.00 0.00 7.50 0.00 5.00 0.00 15.00 15.00 5.00 5.00 61.50 

5 6 1.50 0.00 1.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 72.50 

6 7 4.00 0,00 4.50 0.00 5.00 0.00 15.00 15.00 5.00 5.00 66.50 

7 8 4,00 0.00 5.00 0.00 8.00 0.00 20.00 20.00 5.00 5.00 58.00 
8 9 1.50 0.00 12,00 0.00 10.00 0.00 15,00 15.00 5.00 5.00 50.50 

9 10 5.00 0.00 2.50 0.00 5,00 0.00 20.00 20.00 5.00 5.00 62.50 
10 I1 0.00 0.00 6.00 0.00 4.00 0.00 15.00 15.00 5.00 5.00 70.00 
11 12 6.00 0,00 4.00 0.00 5.00 0.00 20.00 20.00 5.00 5,00 60.00 

12 13 3.00 0.00 0.00 0.00 5.00 0,00 20.00 20.00 5.00 5.00 67.00 

13 14 8.00 0.00 6.00 0.00 4.00 0.00 10.00 10.00 5.00 5.00 67.00 

14 15 20.00 20.00 12.50 12.50 5.00 0.00 20,00 20.00 5.00 5.00 37.50 
15 16 25.00 27.50 1.50 0.00 8.00 0.00 20.00 20.00 5.00 5.00 34.50 

16 17 10.00 0.00 10.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 55.00 

17 18 6.00 0.00 4.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 60.00 
18 19 6.00 0.00 2.50 0.00 3.00 O.C' 15.00 15.00 5.00 5.00 68.50 

19 20 2.50 0.00 0.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 67.50 

20 21 1.50 0.00 2.50 0.00 5.00 0.00 20.00 20.00 5.00 5.00 60.00 
21 22 10,00 0.00 4.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 58.00 

22 23 0.00 0.00 1.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 69.00 

23 24 4.00 0.00 0.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 66.00 

24 25 0.00 0.00 3.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 62.00 

25 26 3.00 0.00 0.00 0.00 4.00 0.00 15.00 15.00 5.00 5.00 73.00 

26 27 4.00 0.00 4.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 64.00 

27 28 2.00 0.00 1.50 0.00 5.00 0.00 20.00 20.00 5.00 5.00 66.50 
28 29 0.00 0.00 2.50 0.00 5.00 0.00 15.00 15.00 5.00 5.00 72.50 

29 30 0.00 0.00 2.00 0.00 4.00 0.00 20.00 20.00 5.00 5.00 69.00 

30 31 12.50 12.50 4.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 55.50 

31 32 8.00 0.00 5,00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 59.00 

32 33 15.00 15.00 5.00 0.00 3.00 0.00 12.00 12.00 5.00 5,00 60.00 
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ROAD CONDITION SURVEY Date of Survey: Jui.29,1990 

NALAINT-PASNI ROAD Origin: Nalaint 

(PR-07) Destination: Pasni 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

33 34 5.00 0.00 2.50 0.00 5.00 0.00 15.00 15.00 5.00 5,00 67.50 

34 35 2.00 0.00 0.00 0.00 5.00 0.00 10.00 0.00 5.00 5.00 78.00 

35 36 2.00 0.00 2,00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 71.00 

36 37 2.50 0.00 1.50 C,C: 10.00 0.00 10.00 10.00 5.00 5.00 65.00 

31 38 Q.00 0.00 0.00 0.0 5.00 0.00 8.00 0.00 5.00 5.00 82.00 

38 39 0.00 0.00 0.00 000 4.00 0.00 8.00 0.00 5.00 5.00 83.00 

39 40 0.00 0.00 0.00 0.00 2.00 0.00 6.00 0.00 5.00 5.00 87.00 

40 41 0.00 0.00 0.00 0,00 3.00 0.00 10.00 10.00 5.00 5.00 82.00 
41 42 0.00 0.00 0.00 0.00 3.00 0.00 3.00 0.00 5.00 5,00 89.00 

42 43 1,00 0.00 1.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 79.50 

43 44 1.50 0.00 0.00 0,00 3.00 0.00 15.00 15.00 5.00 5.00 75.50 

44 45 0,00 0.00 0.00 0.00 10.00 0.00 15.00 15.00 5,00 5.00 70.00 
45 46 2.50 0.00 0.00 0.00 5.00 0.00 10.00 10,00 "5.00 5.00 77.50 

46 47 0,00 0.00 0.00 0.00 5.00 0.00 10,00 10.00 5.00 5.00 80.00 

47 48 0.00 0.00 0.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 80.00 

48 49 0.00 0.00 0.00 0.00 5.00 0.00 8.00 0.00 5.00 5.00 82.00 

49 50 4.00 0.00 5.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 66.00 

50 51 1.00 0.00 1.50 0.00 3.00 0.00 5.00 0.00 5.00 5.00 84.50 

51 52 0.00 0.00 1,50 0.00 2.00 0.00 5.00 0.00 5.00 5.00 86.50 

52 53 0.00 0.00 1,00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 87.00 

53 54 0.00 0.00 2.50 0.00 3.00 0.00 5.00 0.00 5.00 5.00 84.50 

54 55 0.00 0.00 0.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 87.00 

55 56 0.00 0.00 0.00 0.00 3.00 0.00 4.00 0.00 5.00 5.00 88.00 

56 57 5.00 0.00 2.50 0.00 5.00 0.00 5.00 0.00 5.00 5.00 77.50 

51 58 0.00 0.00 0.00 0.00 5.00 0.00 5.00 0.00 5.00 5.00 85.00 

58 59 0.00 0.00 0,00 0.00 5.00 0.00 6.00 0.00 5.00 5.00 84.00 
59 60 0.00 0.00 0,00 0.00 5.00 0.00 4.00 0.00 5.00 5.00 86.00 

60 61 0.00 0.00 0.00 0.00 5.00 0.00 2.00 0.00 5.00 5.00 88.00 

61 62 0.00 0.00 0.00 0.00 5.00 0.00 2.00 0.00 5.00 5.00 88.00 

62 63 0.00 0.00 0.00 0.00 5.00 0.00 2.00 0.00 5.00 5.00 08.00 

63 64 0.00 0.00 0.00 0,00 5.00 0.00 0.00 0.00 5.00 5.00 90.00 

64 65 0.00 0.00 0,00 0.00 5.00 0.00 2.00 0.00 5.00 5.00 88.00 
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ROAD CONDITION SURVEY 
 Date of Survey: Jul.29,1990
 
NALAINT-PASNI ROAD 
 Origin: Nalaint
 

(PR-07) 
 Destination: Pasni
 

DEFICIENCY RATING/INDEX
 
KILOHETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH 
 DRAINAGE SHOULDER 
 ROAD
 
FROM TO RATING INDEX RATING INDEX RATING 
 INDEX RATING INDEX RATING 
 INDEX RATING
 

65 66 0,00 0.00 0,00 0.00 5.00 0.00 3.00 0.00 
 5.00 5.00 87.00
 
66 6' 0.00 0.00 0.o 5,00 0.00 5,00 0.00
0.00 o 
 5.00 5.00 85.00
 
61 68 0.00 0.00 0.00 5.00 0.00 2.00 0.00
- 0.00 5.00 5.00 88.00
 
68 69 4,00 0.00 0.00 0.00 5.00 0.00 2,00 0.00 5.00 5.00 84.00
 
69 70 0.00 0,00 0A00 000 5.00 000 
 2.00 0.00 5.00 5.00 88.00
 
T0 71 0.00 0.00 0.00 0.00 5.00 0.00 2.00 
 000 5.00 5.00 88.00
 

1T 72 0,00 0.00 0.00 0.00 5.00 0.00 3.00 DAD 5.00 5.00 
 87100
 
72 
 73 0.00 0.00 0.00 0.00 5.00 0.00 1.00 0.00 
 5.00 5,00 89.00
 

AVERAGE ROAD RATING 
 73.27
 

122
 



MEKR.AN D I V I S I ON
 

PRIMARY ROAD NO0 
 8 ( PR-8)
 
3ER I CHAH SUNT SAR ROAD
 

N 

-PR-3 

\ I 

BERICHN 

ZARRAIN BUG 

NTSA01 

7 
73 

Beginning at 
the intersection with "PR-3, (Turbat/Cwadar

Road) near "Eerichah," and proceeding westerly and thence
 
southwesterly to Suntsar city, 
a distance of approximately

78 kil.ometers.
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ROAD CONDITION SURVEY 
90-
 BERICHA SUNTSAR ROAD(PR-8) 
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ROAD CONDITION SURVEY Date of Survey: Jun,14,1990 

BERICHAH-SUNTSAR ROAD Origin: Berichah 

(PR-08) Destination: Suntsar 

DEFICIENCY RATING/INDEX 

KILOMETE1 HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM 10 RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

.50 0.00 2.00 0.00 3.00 000 20.00 20.00 5.00 5.00 8.50 
I 5t- .00 0.00 2.00 0.00 5.00 0.00 20.00 20.00 5.00, 5.00 62.00 
2 3! 10.00 0.00 2.50 0.00 10.00 0.00 20 . 00 120,00 5.00 5,00 52,50 
3 4 10.00 0.00 2.50 0.00 5.00 0.00 15.00 15.00 5.00 5.00 62.50 
4 5 10.00 0.00 2.50 0.00 3.00 0.00 15.00 15.00 5,00 5.00 64.50 
5 6' 12.50 12,50 0.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 65.50 
6 7 6.00 0.00 2,50 0.00 2.00 0.00 15.00 15.00 5.00 5.00 69.50 

. 7 2.GO 0.00 2.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 1 72.50 
8 9 10,00 0.00 12.50 12.50 3.00 0.00 10.00 10.00 5.00 5.00 59.50 
9 10 4.00 0.00 2.50 0.00 2,00 0.00 15.00 15.00 5.00 5.00 71.50 

10 11 4.50 0.00 1,00 0.00 3.30 0.00 20.00 20.00 5.00 5.00 66.50 
1 12, 15.00 15.00 5.00 0,00 3.00 0.00 15,00 15.00 5.00 5.00 57.00 

12 13J 3.00 0.00 2.50 0.00 3.00 0,00 20,00 20.00 5.00 5.00 66.50 
- ,13iA J,00 0,00 10.00 0.00 3.00 0.00 I0.00 10.00 5.00 5.00 67.00 

14 - 15 10.00 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 69.50 
15 16 15.00 15,00 2.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 59.50 
16 17' 5.00 0,00 0.00 0,00 2.00 0.00 20,00 20.00 5.00 5.00 68.00 

I 1 22.50 22.50 7,50 0.00 300 0.00 15.00 15.00 5.00 5.00 47.00 
18 19 , 25.00 25.00 10.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 42.00 
I9 20 25.00 27.50 15.00 15.00 3.00 0.00 15.00 15.00 5.00 5.00 37.00 
20 21 3,00 0.00 22.50 22.50 0.00 0.00 15.00 15.00 5.00 5.00 54.50 
21 22 12.50 12.50 17.50 17.50 2.00 0.00 20.00 20.00 5.00 5.00 43.00 
22 23 25.00 25.00 7.50 0.00 2.00 0.00 15.00 15.00 5.00 5.00 45.50 
23 z4 15.00 15.00 1.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 54.50 
24 25 10.00 0.00 5.00 J.00 3.00 0,00 20.0O 20.00 5.00 5.00 57.00 
25 26 uIo.o00.00 7.50 0.00 5.00 0.00 15.00 15.00 5.00 5.00 57.50 
26 27 I-100-0 0.00 20.00 20.00 3.00 0.00 20.00 20.00 5.00 5.00 42.00 
21 28 12.0 0.00 6.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 57.00 
28 29 I?,0 12.50 5.00 0.00 5.00 0.03 20.00 20.00 5.00 5.00 52.50 
29 30 25 ) 25.00 6.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 39.00 
30 31 *lu 0.00 2.50 0.00 5.00 0.00 1i.0 15.00 5.00 5.00 V1.50 
31 32 i 50 12.50 10.00 0.00 5.00 0.00 15.00 0 5.00 5.00 52.50 
32 _33 '00 0.00 15.00 15.00 2.00 0.00 15.00 15.00 5.oo 5.00 53.00 
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ROAD CONDITION SURVEY Date of Survey: Jun.14,1990 
BERICHAH-SUNTSAR ROAD Origin: Berichah 

(PR-08) Destination: Suntsar 

KILOMETER 
.,.. _____.._ 
HORIZONTAL CURVE 

DEFICIENCY RATING/INDEX 
VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

33 34 11.50 1T.50 10.00 0O.0 2.00 0.00 1500 15.00 5.00 5.00 50.50 
34 35 6.00 0.00 5.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 62.00 
35 

36 

36 

37 

6.00 

4.00 

0.00 

0.00 

12.50 

10.00 

12.50 

0.00 

2.00 

3.00 

0.00 

0.00 

20.00 

10.00 

20.00 

10.00 

5.00 

5.00 

5.00 

5.00 

54.50 

68.00 
31 
38 

38 

38 39
39 

22.50 

25.00
25.00 

22.50 

25.00
25.00 

12.50 
20.00 

12.50 
20.00 

3.00 
5.00 

0.00 
0.00 

20.00 
15.00 

20.00 
15.00 

5.00 
5.00 

5.00 
5.00 

37.00 
30030.00 

39 40 22.50 22.50 4.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 51.50 
40 

4 

41 

42 

1.50 

15.00 

0.00 

15.00 

5.00 

1.50 

0.00 

0.00 

3.00 

3.00 

0.00 

0.00 

20.00 

15.00 

20.00 

15.00 

5.00 

5.00 

5.00 

5.00 

59.50 

54.50 
42 43 22.50 22.50 10.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 49.50 
43 44 15.00 15.00 5.00 0.00 10.00 0.010 20.00 20.00 5.00 5.00 45.00 
44 45 6.00 0.00 2.50 0.00 5.00 0.00 20.00 20.00 5.00 5.00 61.50 
45 46 2.00 0.00 5.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 63.00 
46 47 6.00 0.00 5.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 59.00 
41 48 5.00 0.00 0.00 0.00. 5.00 0.00 20,00 20.00 5.00 5.00 65.00 
48 49 2.00 0.0 2.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 76.00 
49 50 0.00 0.00 4.50 0.00 I0.00 0.00 10.00 10.00 5.00 5.00 70.50 
50 51 0.00 0.00 4.00 0.00 5.00 0.0O 10.00 10.00 5.00 5.00 66.00 
51 52 2.50 0.00 0.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 72.50 
52 53 5.00 0.00 0.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 60.00 
53 54 4.00 0.00 0.00 0.00 15.00 15.00 20.00 20.00 5.00 5.00 56.00 
50 55 6.00 0.00 1.50 0.00 15.00 15.00 20.00 20.00 5.00 5.00 46.50 
55 56 7.50 0.00 7.50 0.00 15.00 15.00 20.00 20.00 5.00 5100 45.00 
56 

51 
58 

57 

58 

59 

0.00 

[.00 

0.00 

0.00 

0.00 
0.00 

0.00 

0.00 

0.00 

0 
0.00 

0.00 

5.00 

5.00 

10.00 

0.00 

0.00 

0.00 

20.00 

20.00 

15.00 

20.00 

20.00 

15.00 

5.00 

5.00 

5.00 

5.00 

5.00 

5.00 

70.00 

60.00 

70.00 
59 60 2.00 0.00 2.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 71.00 
60 61 2.00 0.00 0.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 63.00 
61 62 0.00 0.00 0.00 0.00 5.00 0.00 5.00 0.00 5.00 5.00 85.00 
62 63 0.00 0.00 5.00 0.00 5.00 0.00 5.00 0.00 5.00 5.00 80.00 
63 

64 
64 

65 

2.50 

3.00 
0.00 

0.00 
2.59 

4.00 

0.00 

0.00 

5.00 

15.00 

0.00 

15.00 
5.00 

10.00 

0.00 

10.00 

5.00 

5.00 

5.00 

5.00 

80.00 

63.00 
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ROAD CONDITION SURVEY Date of Survey: Jun.14,1990 

BERICHAH-SUNTSAR ROAD Origin: Berichah 

(PR-08) Destination: Suntuar 

DEFICIENCY RATING/INDEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

65 66 2.00 0.00 15.00 15.00 15.00 15.00 10.00 10.00 5.00 5.00 53.00 

66 67 2.50 0.00 2.50 0.00 10.00 0.00 5.00 0.00 5.00 5.00 75.00 

67 68 5.00 0.00 10.00 0.00 10.00 0.00 5.00 0.00 5.00 5.00 65.00 

68 69 4.00 0.00 2.50 0.00 10.00 0.00 20.00 20.00 5.00 5.00 58.50 

69 10 12.00 0.00 1.50 0.00 15.00 15.00 10.00 10.00 5.00 5.00 50.50 

10 11 0.00 0.00 2.50 0.00 10.00 0.00 10.00 10.00 5.00 5.00 12.50 

71 72 0.00 0.00 0.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 80.00 

12 73 0.00 0.00 2.50 0,00 5.00 0.00 5.00 0.00 5,00 5.00 82.50 

13 74 20.00 20.00 1.50 0.00 20.00 20.00 20.00 20.00 5.00 5.00 27.50 

74 75 11.50 17.50 12,50 12.50 20.00 20.00 10.00 10.00 5.00 5.00 35.00 

75 76 10.00 0.00 15.00 15.00 5.00 0.00 10.00 10.00 5.00 5.00 55.00 

16 77 4.50 0.00 0.00 0.00 20.00 20.00 15.00 15.00 5.00 5.00 55.50 

77 78 10.00 0.00 7.50 0.00 10.00 0.00 10.00 10.00 5.00 5.00 57.50 

18 19 3.00 0.00 5.00 0.00 10.00 0.00 10.00 10.00 5.00 5.06 67.00 

AVERAGE ROAD RATING 59.40 
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M EKRAN D)I V I S I ON
 

PRIMARY RoAD N c 9 (1PR-9)
GWADAR SUN T SAR RO)AD 

0UNTSAR 

BAKR I 

z II ~ .T~zBAT 
~AKAPRA 

GWADAR
 

Beginning at the intersection with "PR-3", (Turbat/Gwadar

Road) approximately 5 kilometers 
 north of "Gwadar," thence
 
north and westerly to the intersection with the (Jiwani/Mand

Road) near "Suntsar," a distance of approximately 70
 
kilometers.
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ROAD CONDITION SURVEY Date of Survey: Jun,14,1990 

GWADAR-SUNTSAR ROAD Origin: Gwadar 

(PR-09) Destination: Suntsar 

DEFICIENCY RATING/INDEX 

KILO"ETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

0 1 0.00 0.00 2.50 0.00 2.00 0.00 0.00 0.00 5.00 5.00 90.50 

1 2 1.00 0.00 0.00 0.00 2.00 0.00 0.00 0.00 5.00 5.00 92.00 

2 3 0.00 0.00 2.50 0.00 2.00 0.00 0.00 0.00 5.00 5.00 90.50 

3 4 0.00 0.00 2.00 0.00 2.00 0.00 0.00 0.00 5.00 5.00 91.00 

4 5 2.00 0.00 2.50 0.00 3.00 0,00 0.00 0.00 5.00 5,00 87.50 

5 6 0.00 0.00 0.00 0.00 3.00 0.00 0.00 0.00 5.00 j.00 92.00 

6 I 1.00 0.00 0.00 0.00 3.00 0.00 0.00 0.00 5.00 5.00 91.00 

7 8 0,00 0.00 2,50 0.00 3.00 0.00 4.00 0.00 5.00 5.00 85,50 

8 9 0.00 0.00 0.00 0,00 3.00 0.00 0.00 0.00 5.00 5.00 92,00 

9 10 0.00 0.00 0.00 0.00 3.00 0.00 0.00 0.00 5.00 5.00 92.00 

10 11 0.00 0.00 0,00 0.00 3.00 0,00 0.00 0.00 5.00 5.00 92.00 

11 12 0.00 0.00 2.00 0.00 3.00 0.00 4.00 0.00 5.00 5.00 86.00 

12 13 2.00 0.00 2.00 0.00 3,00 0.00 3.00 0.00 5.00 5.00 85.00 

13 14 2.50 0.00 1.00 0.00 3.00 0.00 0.00 0,00 5.00 5.00 88.50 

14 15 8.00 0.00 10.00 0.00 5.00 0.00 2.00 0.00 5,00 5.00 70.00 

15 16 0.00 0.00 0.00 0.00 3.00 0.00 0.00 0.00 5.00 5.00 92.00 

16 17 0.00 0.00 0.00 0.00 3.00 0.00 2.00 0,00 5,00 5.00 90.00 

17 18 0.50 0.00 0.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 79,50 

18 19 6.00 0.00 0.00 0.00 5.00 n.00 20.00 20.00 5.00 5.00 64.00 

19 20 1.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 71.00 

20 21 0.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 73.00 

21 22 0.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 72.00 

22 23 0.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 13.00 

23 24 0.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5,00 73.00 

24 25 0.00 0.00 2.50 0.00 2.00 0.00 20.00 20.00 5.00 5.00 70.50 

25 26 2.50 0.00 2.50 0.00 5.00 0.00 20.00 20.00 5.00 5.00 65.00 

26 21 2.00 0.00 2.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 67.50 

27 28 0.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 72.00 

28 29 0.00 0.00 1.50 0.00 2.00 0.00 20.00 20.00 5.00 5.00 71.50 

29 30 2.50 0.00 5.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 64.50 

30 31 7.50 0.00 5.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 64.50 

31 32 3.00 0.00 2.50 0.00 15.00 15.00 15.00 15.00 5.00 5.00 59.50 

32 33 0.00 0.00 0.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 70.00 
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ROAD CONDITION SURVEY Date of Survey: Jun,14,1990 
GWADAR-SUNTSAR ROAD Origin: Gwadar 

(PR-09) Destination: Suntsar 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

33 34 2.50 0.00 10.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 64.50 
34 35 0.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 72.00 
35 36 2.00 0.00 0.00 0,00 5.00 0.00 15.00 15.00 5,00 5.0 73.00 
36 37 8.00 0.00 3.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 69.00 
37 38 25.00 30.00 5.00 0.00 15,00 15.00 20.00 20.00 5.00 5.00 30.00 
38 39 20.00 20.00 10.00 0,00 15.00 15.00 15.00 15.00 5.00 5.00 35.00 
39 40 12.50 12.50 2.50 0.00 5,00 0.00 20.00 20.00 5.00 5.00 55.00 
40 41 5.00 0.00 6.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 61.00 
41 42 15.00 15.00 2.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 60.00 
42 43 0.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 73.00 
43 44 0.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 73.00 
44 45 0.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 73.00 
45 46 0.00 0.00 0.00 0.00 2.00 0.00 20.0 20,00 5,00 5.00 73.00 
46 47 0.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 73.00 
47 48 0.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 73.00 
48 49 0.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 73.00 
49 50 0.00 0.00 0.00 0.00 2.00 0.00 20.00 20.00 5.00 5.00 73.00 
50 51 0.00 0.00 3.00 0.00 10.00 0.00 10,00 10.00 5.0 5.00 72.00 
51 52 0.00 0.00 0.00 0.00 10.00 0,00 10.00 10.00 5.00 5.00 75.00 
52 53 0.00 0.00 0.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 82.00 
53 54 5.00 0.00 1.50 0.00 300 0.00 1000 10.00 500 5.00 69.50 
54 55 10.00 0.00 1.50 0.00 5.00 0.00 10.00 10.00 5.00 5.00 62.50 
55 56 2,50 0.00 0:00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 74.50 
56 57 5.00 0.00 ,50 0,00 2.00 0.00 15.00 15.00 5.00 5.00 70.50 
57 58 6.00 0.00 4,00 0.00 3,00 0.00 15.00 15O00 5.00 5.00 67.00 
58 59 10.00 0.00 2.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 59.50 
59 60 1.50 0.00 5.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 64.50 
60 61 10.00 6.00 5.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 62.00 
61 62 17,50 17.50 7.50 0,00 3.00 0.00 10.00 10.00 5.00 5.00 5700 
62 63 20.00 20.00 2.50 0.00 5.00 0.00 10.00 10.00 5.00 5.00 57.50 
63 64 12.50 12.50 7.50 000 3.00 0.00 10.00 10.00 5.00 5.00 62.00 
64 65 10,00 000 5.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 62.00 
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ROAD CONDITION SURVEY Date of Survey: Jun.14,1990 

GWADAR-SUNTSAR ROAD Origin: Gwadar 

(PR-09) Destination: Suntsar 

DEFICIENCY RATING/INDEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATiNG 

65 66 6.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 66.00 
66 67 8.00 0.00 0,00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 51.00 
61 68 3.00 0.00 0.00 0.00 1O.00 0.00 20.00 20.00 5.00 5.00 62.00 
68 69 6.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 66.00 
69 70 15.00 15.00 5.00 0.00 3.00 0.00 20.00 20.00 5.00 52.00 

AVERAGE ROAD RATING 71,74 
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MEKRAN D I V I S I ON 
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VI 

Beginning at the intersection with the (Zwadar/Suntsar Road) 
near "Akara,"'and proceeding westerly an~d thence southerly 
to the intersection with the (Jiwani/Mand Road) near 
"Bandi " a total distance of approximately 65 kilometers. 
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ROAD CONDITION SURVEY Date of Survey: Aug.26,1990 

GWADAR JIWANI ROAD Origin: Gwadar 

(PR- 10) Destination: Jiwani 

DEFICIENCY RATING/INDEX 

KILOMETER 

FROM TO 

HORIZONTAL CURVE 

RATING INDEX 

VERTICAL CURVE 

RATING INDEX 

TRAVEL WIDTH 

RATING [ INDEX 
DRAINAGE 

RATING INDEX 

SHOULDER 

RATING INDEX 

ROAD 

RATING 

0 1 8,00 0.00 0.00 0.00 15.00 15.00 20.00 20.00 5.00 5,00 52.00 

1 2 12.00 0.00 0.00 0.00 15,00 15.00 20.00 20.00 5.00 5.00 48.00 

2 3 1.00 0.00 0.00 0.00 lOO 0.00 15,00 15.00 5.00 5.00 69.00 

3 4 1.00 0.60 0.00 0.00 10.00 0.00 15.00 15.00 .00 5.00 69.00 

4 5 1.50 0.00 0.00 0.00 12.00 0.00 15.00 15.00 5,01 5.00 66.50 

5 6 0.00 0.00 0,00 0.00 10.00 0.00 14.00 14.00 5,0U 5.00 71,00 

6 7 0.00 0.00 0.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 65.00 

1 8 10.00 0.00 2,00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 75.00 

8 9 2.50 0.00 0,00 0.00 3.00 0,00 15.00 15.00 5.00 5.00 74.50 

9 10 2.00 0.00 1.00 0.00 4.00 0.00 15,00 15.00 5.00 5.00 73.00 

10 11 2.50 0.00 3.00 0.00 7.00 0.00 15.00 15.00 5,00 5.00 67.50 

I1 12 5.00 0,00 0.00 0.00 20.00 20.00 20.00 20.00 5.00 5.00 50.00 

12 13 2.00 0.00 0.00 0.00 15.00 15,00 12.00 12.00 5,00 5.00 66.00 

13 14 0.00 0.00 0.00 0.00 15,00 15.00 10.00 10.00 5.00 5.00 70.00 

14 15 0.00 0.00 0.00 0.00 15,00 15.00 10.00 10,00 5.00 5.00 70.00 

15 16 2.50 0,00 1.50 0.00 7.00 0.00 15,00 15.00 5,00 5.00 69.00 

16 17 0.00 0.00 0.00 0.00 5,00 0.00 14.00 14.00 5.00 5.00 76.00 

17 18 1.50 0.00 0.00 0.00 15,00 15.00 20.00 20.00 5.00 5.00 58.50 

18 19 0,00 0.00 2.50 0.00 7.00 0.00 15.00 15.00 5.00 5.00 70.50 

19 20 1.50 0.00 0.00 0.00 10,00 0.00 14.00 14.00 5.00 5,00 69.50 

20 21 8.00 0.00 2.50 0.00 10.00 0.00 15.00 15,00 5.00 5.00 59.50 

21 22 0.00 0.00 0.00 0.00 10.00 0.00 18.00 18.00 5.00 5.00 67.00 

22 23 4.00 0.00 0.00 0.00 15.00 15.00 16.00 16.00 5.00 5,00 60.00 

23 24 2.00 0.00 0.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 68.00 

24 25 2.50 0.00 0.00 0.00 5.00 0.00 12.00 12.00 5.00 5.00 75.50 

25 26 0.00 0.00 0.00 0.00 5.00 0.00 8.00 0.00 5.00 5.00 82.00 

26 27 0.00 0.00 0.00 0.00 5.00 0.00 8.00 0.00 5.00 5.00 82.00 

27 28 0.00 0.00 0.00 0.00 10.00 0.00 12.00 12.00 5.00 5.00 73.00 

28 29 10.00 0.00 0.00 0.00 20.00 20.00 15.00 15.00 5.00 5.00 50.00 

29 30 2.50 0.00 2.00 0.00 15.00 15.00 14.00 14.00 5.00 5,00 61.50 

30 31 2.50 0.00 0.00 0.00 15.00 15.00 12.00 12.00 5.00 5,00 65.50 

31 32 0.00 0.00 0.00 0.00 20.00 20.00 15,00 15.00 5.00 5.00 60.00 

32 33 0.00 0.00 0.00 0.00 20.00 20.00 15.00 15.00 5.00 5.00 60.00 
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ROAD CONDITION SURVEY Date of Survey: Aug.26,1990 
GWADAR JIWANI ROAD Origin: Owadar 

(PR- 10 ) Destination: Jiwani 

DEFICIENCY RATING/INDEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX HATING INDEX RATING INDEX RATING 

33 34 0.00 0.00 1.00 0.00 15,00 15.00 12.00 12.00 5.00 5.00 67.00 
34 35 0.00 0.00 0.00 0.00 15.00 15.00 10,00 10.00 5.00 5.00 70.00 
35 36 0.00 0.00 0.00 0.00 15.00 15.00 10.00 10.00 5.00 5.00 70.00 
36 37 0.00 0.00 0.00 0.00 15.00 15.00 10.00 10.00 5.00 5.00 70.00 
37 38 0.00 0.00 0.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 75.00 
38 39 0.00 0.00 0.00 0.00 10.00 0.00 8.00 0.00 5.00 5.00 77.00 
39 40 0.00 0.00 0.00 0.00 3.00 0.00 8.00 0.00 5.00 5.00 84.00 
40 41 0.00 0.00 0.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 82.00 
4 42 0.0 0.00 0.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 82.00 
42 43 1.00 0.00 0.00 0.00 20.00 20.00 16.00 1.00 5.00 5.00 58.00 
43 44 1.00 0.00 0.00 0.00 20.00 20.00 15.00 15.00 5.00 5.00 59.00 
44 45 1.50 0.00 0.00 0.00 20.00 20.00 16.00 16.00 5.00 5.00 57.50 
45 46 1.50 0.00 0.00 0.00 20.00 20.00 15.00 15.00 5.00 5.00 58.50 
46 47 1.00 0.00 0.00 0.00 12.00 0.00 14.00 14.00 5.00 5.00 68.00 
47 48 1.00 0.00 0.00 0.00 10.00 0.00 12.00 12.00 5.00 5.00 72.00 
48 49 0.00 0.00 0.00 0.00 10,00 0.00 8.00 0.00 5.00 5.00 77.00 
49 50 2.00 0.00 0.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 73.00 
50 51 2.00 0.00 0.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 68.00 
51 52 10.00 0.00 2.50 0.00 10.00 0.00 16.00 16.00 5.00 5.00 56.50 
52 53 0.00 0.00 0.00 0.00 10.00 0.00 18.00 18.00 5.00 5.00 67.00 
53 54 6.00 0.00 2.50 0.00 10.00 0.00 15.00 15.00 5.00 5.00 61.50 
54 55 1.00 0.00 0.00 0.00 5.00 0.00 14.00 14.00 5.00 5.00 75.00 
55 56 10.00 0.00 0.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 60.00 
56 57 12.50 12.50 0.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 52.50 
57 58 17.50 17.50 2.00 0.00 15.00 15.00 16.00 16.00 5.00 5.00 44.50 
58 59 6.00 0.00 0.00 0.00 15.00 15.00 16.00 16.00 5.00 5.00 58.00 
59 60 15.00 15.00 5.00 0.00 15.00 15.00 12.00 12.00 5.00 5.00 48.00 
60 61 1.50 0.00 0.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 68.50 
61 62 1.00 0.00 2.50 0.00 10.00 0.00 14.00 14.00 5.00 5.00 67.50 
62 63 7.50 0.00 2.50 0.00 10.00 0.00 15.00 15.00 5.00 5.00 60.00 
63 64 0.00 0.00 0.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 75.00 
64 65 1.00 0.00 2.50 0.00 10.00 0.00 10.00 10.00 5.00 5.00 71.50 

AVERAGE ROAD RATING 66.58 
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PRIMARY RCAD NO. 11 ( PR-11) 
J IWANI MAND RCAD 
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QL PR-IO 

JIWANI 

Beginning at the town boundaries north of "Jiwani," and
proceeding northerly to the southern town boundaries of

"Mand," a distance of approximately 157 kilometers.
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ROAD CONDITION SURVEY 
 Date of Survey: Aug.26,1990
 
J IWANI-MAND ROAD Origin: Jivani 

(PR- 11) Destination: Hand 

DEFICIENCY RATING/INDEX
 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX PATING INDEX RATING 

0 1 0.00 0.00 0.00 0.00 15.00 15.00 20.00 20.00 5.00 5.00 60.00 
1 2 3.00 0.00 0.00 0.00 20.00 20.00 20.00 20.00 5.00 5.00 52.00 
2 3 0.00 0.00 0.00 0.00 20.00 20.00 16.00 16.00 5.00 5.00 59.00 
3 4 0.00 0.00 0.00 0.00 20.00 20.00 14.00 14.00 5.00 5.00 61.00 
4 5 0.00 0.00 0.00 0.00 20.00 20.00 15.00 15.00 5.00 5.00 60.00 
5 
6 

6 
7 

0.00 
2.00 

0.00 
0.00 

0.00 
0.00 

0.00 
0.00 

10.00 
20.00 

0.00 
20.00 

14.00 
12.00 

14.00 
12.00 

5.00 
5.0C 

5.00 
5.00 

71.00
61.00 

6 8 1.00 0.00 0.00 0.00 25.00 25.00 20.00 20.00 5.00 5.00 49.00 
8 9 2.00 0.00 0.00 0.00 25.00 25.00 20.00 20.00 5.00 5.00 48.00 
9 10 6.00 0.00 0.00 0.00 20.00 20.00 20.00 20.00 5.00 5.00 49.00 
910 1 0.60 0.00 0.00 0.00 17.00 17.00 18.00 18.00 5.00 5.00 60.00 
10 12 0.00 0.00 0.00 0.00 20.00 20.00 20.00 20.00 5.00 5.00 55.00 
12 13 6.00 0.00 0.00 0.00 20.00 20.00 20.00 20.00 5.00 5.00 49.00 
13 14 1.00 0.00 0.00 0.00 25.00 25.00 20.00 20.00 5.00 5.00 49.00 
14 15 6.00 0.00 0.00 0.00 25.00 25.00 20.00 20.00 5.00 5.00 44.00 
15 16 0.00 0.00 0.00 0.00 20.00 20.00 16.00 16.00 5.00 5.00 59.00 
16 17 6.00 0.00 0.00 0.00 20.00 20.00 20.00 20.00 5.00 5.00 49.00 
16 18 2.00 0.00 0.00 0.00 25.00 25.00 20.00 20.00 5.00 5.00 48.00 
18 19 3.00 0.00 0.00 0.00 25.00 25.00 20.00 20.00 5.00 5.00 47.00 
19 20 1.00 0.00 0.00 0.00 25.00 25.00 18.00 18.00 5.00 5.00 51.00 
20 21 0.00 0.00 0.00 0.00 20.00 20.00 12.00 12.00 5.00 5.00 63.00 

21 22 4.50 0.00 0.00 0.00 20.00 20.00 16.00 16.00 5.00 5.00 54.50 
22 23 4.00 0.00 0.00 0.00 20.00 20.00 16.00 16.00 5.00 5.00 55.00 
23 24 3.00 0.00 0.00 0.00 20.00 20.00 12.00 12.00 5.00 5.00 60.00 
24 25 2.00 0.00 2.50 0.00 25.00 25.00 15.00 15.00 5.00 5.00 50.50 
25 26 0.00 0.00 0.00 0.00 15.00 15.00 5.00 0.00 5.00 5.00 75.00 
26 27 0.00 0.00 0.00 0.00 10.00 0.00 5.00 0.00 5.00 5.00 80.00 
27 28 0.00 0.00 0.00 0.00 10.00 0.00 5.00 0.00 5.00 5.00 80.00 
28 29 0.00 0.00 0.00 0.00 10.00 0.00 5.00 0.00 5.00 5.00 80.00 
29 30 0.00 0.00 0.00 0.00 10.00 0.00 5.00 0.00 5.00 5.00 80.00 
30 31 0.00 0.00 0.00 0.00 10.00 0.00 5.00 0.00 5.00 5.00 80.00 
31 32 0.00 0.00 0.00 0.00 10.00 0.00 5.00 0.00 5.00 5.00 80.00 
32 33 0.00 0.00 0.00 0.00 20.00 20.00 8.00 0.00 5.00 5.00 67.001 
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ROAD CONDITION SURVEY Date of Survey: Aug.26,1990 
JIWANI-MAND ROAD Origin: Jiwani 

(PR- 11) Destination: Hand 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

33 34 0.00 0.00 0.00 0.00 20.00 20.00 
33-_INDEX

8.00 0.00 
34G0ND00 0

000 0 2 0 

5.00 5.00 67.00 
34 35 6.00 0.00 0.00 0.00 20.00 20.00 20.00 20.00 5.00 5.00 49.00 
35 
36 

36 
37 

4.50 
0.00 

0.00 
0.00 

0.00 
0.00 

0.00 
0300 

20.00 
20.00 

20.00 
20.00 

12.00 
10.00 

12.00 
10.00 

5.00 
5.00 

5.00 
5.00 

58.50 
65.00 

3t 38 3.00 0.00 2.50 0.00 20.00 20.00 10.00 10.00 5.00 5.00 59.50 
38 39 6.00 0.00 0.00 0.00 20.00 20.00 15.00 15.00 5.00 5.00 54.00 
39 40 10.00 0.00 2.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 43.00 
40 41 2.50 0.00 0.00 0.00 20.00 20.00 18.00 18.00 5.00 5.00 54.50 
4 42 . 0.00 0.00 0 25.00 25.00 15.00 15.00 5.00 5.00 55.00 
42 43 0.00 0.00 0.00 0.00 25.00 25.00 10.00 10.00 5.00 5.00 60.00 
43 44 7.50 0.00 0.00 0.00 25.00 25.00 14.00 14.00 5.00 5.00 48.50 
44 45 7.50 0.00 0.00 0.00 20.00 20.00 10.00 10.00 5.00 5.00 57.50 
45 46 3.00 0.00 0.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 67.00 
46 47 4.00 0.00 0.00 0.00 10.00 0.00 16.00 16.00 5.00 5.00 65.00 
47 48 7.50 0.00 5..00 I 0.00 0.00 12.00 12.00 5.00 5.00 60.50 
48 49 12.50 12.50 7.50 0.00 10.00 0.00 12.00 12.00 5.00 5.00 53.00 
49 50 12.50 12.50 5.00 0.00 12.00 0.00 16.00 16.00 5.00 5.00 49.50 
50 51 12.0u 0.0V 4.00 0.00 10.00 0.00 18.00 18.00 5.00 5.00 51.00 
51 52 14.00 14. 50 10.00 0.00 15.00 15.00 -00.00 51.00 
52 53 2.50 0.00 2.50 0.00 1 10.00 10.00 5.00 5.00 70.00 
53 54 1.00 0.00 1.50 0.00 10.00 0.00 15.00 15.00 5.00 5.00 67.50 
54 55 11.50 17.50 0.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 37.50 
55 56 00 0.00 2.50 0.00 25.00 2!1.00 18.00 18.00 5.00 5.00 39.50 
56 57 10.00 0.00 5.00 0.00 25.00 25.00 10.00 10.00 5.00 5.00 45.00 
57 58 7.50 0,00 5.00 0.00 25.-0 25.00 12.00 12.00 5.00 5.00 45.50 
58 59 3.00 0.00 1.00 0.00 25.00 25.00 10.00 10.00 5.00 5.00 56.00 
59 60 1.0.00 0.00 25.00 25.00 12.00 12.00 5.00 5.00 57.00 
60 61 0.00 0.00 9.00 0.00 25.00 25.00 12.00 12.00 5.00 5.00 58.00 
61 62 5.00 0.00 1.50 0.00 25.00 25.00 14.00 14.00 5.00 5.00 43.50 
62 63 4.0 0.00, 6.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 45.00 
63 64 2.50 0.00 0.O0 0.00 25.00 25.00 15.00 15.00 5.00 5.00 52.50 

4 2.00 0.00 2.00 0.00 25.00 25.00 2.00 12.00 5.00 5.00 54.00 

140
 



ROAD CONDITION SURVEY Date of Survey: Aug.26,1990 

JIWANI-MAND ROAD Origin: Jivani 

(PR-1 1) Destination: Hand 

KILOHETER HORIZONTAL CURVE 
DEFICIENCY RATING/INDEX 

VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

65 66 2.50 0.00 10.00 0.00 25.00 25.00 16.00 16.00 5.00 5.00 41.50 

66 67 5.00 0.00 1.50 0.00 25.00 25.00 15.00 15.00 5.00 5.00 48.50 

67 68 8.00 0.00 8.00 0.00 p5.00 25.00 14.00 14.00 5.00 5.00 40.00 

68 69 1.00 0.00 4.50 0.00 25.00 25.00 16.00 16.00 5.00 5.00 48.50 

69 10 4.00 0.00 1.50 0.00 20.00 20.00 15.00 15.00 5.00 5.00 54.50 

10 71 4.00 0.00 5.00 0.00 20.00 20.00 12.00 12.00 5.00 5.00 54.00 

71 12 0.00 0.00 0.00 0.00 5.00 0.00 8.00 0.00 5.00 5.00 82.00 

72 73 1.00 0.00 0.00 0.00 5.00 0.00 8.00 0.00 5.00 5.00 81.00 

73 74 1.00 0.00 0.00 0.00 20.00 20.00 10.00 10.00 5.00 5.00 64.00 

74 75 6.00 0.00 1.50 0.00 25.00 25.00 15.00 15.00 5.00 5.00 41.50 

75 76 1.00 0.00 1.50 0.00 25.00 25.00 16.00 16.00 5.00 5.00 45.50 

16 77 2.00 0.00 7.50 0.00 25.00 25.00 14.00 14.00 5.00 5.00 46.50 

77 78 4.00 0.00 5.00 0.00 25.00 25.00 10.00 10.00 5.00 5.00 51.00 

18 19 7.50 0.00 0.00 0.00 25.00 25.00 12.00 12.00 5.00 5.00 50.50 

19 80 4.50 0.00 0.00 0.00 25.00 25.00 10.00 10.00 5.00 5.00 55.50 

80 81 10.00 0.00 0.00 0.00 25.00 25.00 12.00 12.00 5.00 5.00 48.00 

81 82 0.00 0.00 0.00 0.00 25.00 25.00 10.00 10.00 5.00 5.00 60.00 

82 83 6.00 0.00 10.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 39.00 

83 84 10.00 0.00 5.00 0.00 25.00 25.00 16.00 16.00 5.00 5.00 39.00 

84 85 8.00 0.00 5,00 0.00 25.00 25.00 12.00 12.00 5.00 5.00 45.03 

85 86 14.00 14.00 2.50 0.00 25.00 25.00 16.00 16.00 5.00 5.00 37.50 

86 87 12.00 0.00 5.00 0.00 20.00 20.00 15.00 15.00 5.00 5.00 43.00 

87 88 0.00 0.00 2.50 0.00 20.00 20.00 10.00 10.00 5.00 5.00 62.50 

88 89 0.00 0.00 0.00 0.00 25.00 25.00 10.00 10.00 5.00 5.00 60.00 

89 90 7.50 0.00 5.00 0.00 25.00 25.00 12.00 12.00 5.00 5.00 45.50 

90 91 1.00 0.00 0.00 0.00 20.00 20.00 10.00 10.00 5.00 5.00 64.00 

91 92 0.00 0.00 0.00 0,00 20.00 20.00 10.00 10.00 5.00 5.00 65.00 

92 93 0.00 0.00 0.00 0.00 20.00 20.00 10.00 10.00 5.00 5.00 65.00 

93 94 10.00 0.00 5.00 0.00 .20.00 20.00 15.00 15.00 5.00 5.00 45.00 

94 95 1.00 0.00 0.00 0.00 20.00 20.00 12.00 12.00 5.00 5.00 62.00 

95 96 2.50 0.00 0.00 0.00 20.00 20.00 10.00 10.00 5.00 5.00 62.50 

96 97 0.00 0.00 0.00 0.00 20.00 20.00 10.00 10.00 5.00 5.00 65.00 
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ROAD CONDITION SURVEY Date of Survey: Aug.26,1990
 
JIWANI-MAND ROAD origin: Jivani
 

(PR- 11 ) Destination: Hand
 

DEFICIENCY RATING/INDEX
 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL IDTH ORAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RA'ING INDEX RATING INDEX RATING 

97 98 1.00 0.00 0.00 0.00 20.00 20.00 12.00 12.00 5.00 5.00 62.00 
98 99 4.00 0.00 4.00 0.00 20.00 20.00 12.00 12.00 5.00 5.00 55. 
99 100 0.00 0.00 0.00 0.00 20.00 20.00 14.00 14.00 5.00 5.00 61.00 
100 101 7.50 0.00 2.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 45.50 
101 102 2.00 0.00 4.00 0.00 20.00 20.00 12.00 12.00 5.00 5.00 57.00 
102 103 11.50 17.50 7.50 0.00 25.00 25.00 20.00 20.00 5.00 5.00 25.00 
103 1 104 5.00 0.00 5.00 0.00 20.00 20.00 15.00 15.00 5.00 5.00 50.00 
104 105 5.00 0.00 7.50 0.00 20.00 20.00 15.00 15.00 5.00 5.00 47.50 
105 106 5.00 0.00 2.50 0.00 20.00 20.00 20.00 20.00 5.00 5.00 47.50 
106 107 1.50 0.00 0.00 0.00 20.00 20.00 20.00 20.00 5.00 5.00 53.50 
101 108 16.00 16.00 5.00 0.00 25.00 25.00 20.00 20.00 5.00 5.00 29.00 
108 109 7.50 0.00 1.00 0.00 20.00 20.00 18.00 18.00 5.00 5.00 48.50 
109 110 5.00 0.00 5.00 0.00 20.00 20.00 14.00 14.00 5.00 5.00 51.00 
110 111 4.00 0.00 4.00 0.00 20.00 20.00 16.00 16.00 5.00 5.90 51.0 
111 112 4.00 0.00 6.00 0.00 15.00 15.00 10.00 10.00 5.00 5.00 60.00 
112 113 0.00 0.00 4.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 66.00 
113 114 8.00 0.00 10.00 0.00 15.00 15.00 12.00 12.00 5.00 5.00 50.00 
114 115 12.00 0.00 6.00 0.00 20.00 20.00 16.00 16.00 5.00 5.00 41.00 
115 116 6.00 0.00 7.50 0.00 20.00 20.00 15.00 15.00 5.00 5.00 46.50 
116 117 7.50 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 87.50 
I17 118 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
118 119 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
119 120 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
120 121 10.00 0.00 12,50 12.50 25.00 25.00 20.00 20.00 5.00 5.00 27.50 
121 122 7.50 0.00 7.50 0.00 'J.00 25.00 20.00 20.00 5.00 5.00 35.00 
122 123 6.00 0.00 7.50 O.CO 20.00 20.00 18.0d 18.00 5.00 5.00 43.50 
123 124 25.00 25.00 10.00 0.00 20.00 20.00 18.00 18.00 5.0P 5.00 22.00 
124 125 10.00 0.00 6.00 0.00 20.00 20.00 20.00 20.00 5.00 5.00 39.00 
125 126 10.00 0.00 5.00 0.00 20.00 20.00 18.00 18.00 5.00 5.00 42.00 
126 127 20.00 20.00 15.00 15.00 20.00 20.00 16.00 16.00 5.00 5.00 24.00 
121 128 20.00 20.00 15.00 15.00 20.00 20.00 15.00 15.00 5.00 5.00 25.00 
128 129 10.00 0.00 1.50 0.00 20.00 20.00 20.00 20.00 5.00 5.00 37.50 
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ROAD CONDITION SURVEY Date of Survey: Aug.26,1990 

JIWANI-MAND ROAD Origin: Jiwani 

(PR- 11 ) Destination: Hand 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL IDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

129 130 12.00 0.00 5.00 0.00 20.00 20.00 18.00 18.00 5.00 5,00 40.00 
130 131 15.00 15.00 1.50 0.00 15.00 15.00 15.00 15.00 5.00 5.00 42.50 
131 132 7.50 0.00 5.00 0.00 10,00 0.00 15.00 15.00 5.00 5.00 57.50 
132 133 25.00 27.50 11.50 17.50 5.00 0.00 10.00 10.00 5.00 5.00 37.50 
133 134 15.00 15.00 25.00 25.00 5.00 0.00 12.00 12.00 5.00 5.00 38.00 
134 135 15.00 15.00 22.50 22.50 10.00 0.00 12.00 12.00 5.00 5.00 35.50 
135 136 17.50 !7.50 10.00 0.00 15.00 15.00 10.00 000 5.00 5.00 42.50 
136 137 6.00 0.00 12.50 12.50 10.00 0.00 15.00 15.00 5.00 5.00 51.50 
137 138 7.50 0.00 20.00 20.00 10.00 0.00 12.00 12.00 5.00 5.00 45.50 
138 139 6.00 0.00 7.50 0.00 10.00 0.00 15.00 15.00 5.00 5.00 56.50 
139 140 7.50 0.00 12.50 12.50 10.00 0.00 14.00 14.00 5.00 5.00 51.00 
140 141 22.50 22.50 10.00 0.00 20.00 20.00 18.00 18.00 5.00 5.00 24.50 
141 142 14.O0 14.00 17.50 17.50 20.00 20.00 15.00 15.00 5.00 5.00 28.50 
142 143 7.50 0.00 20.00 20.00 20.00 20.00 12.00 12.00 5.00 5.00 35.50 
143 144 5.00 0.00 7.50 0.00 5.00 0.00 14.00 14.00 5.00 5.00 63.50 
144 145 12.00 0.00 5.00 0.00 5.00 0.00 12.00 12.00 5.00 5.00 61.00 

145 146 8.00 0.00 5.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 62.00 
146 147 10.00 0.00 7.50 0.00 3.00 0.00 12.00 12.00 5.00 5.00 62.50 
147 148 4.00 0.00 2.00 0.00 10.10 0.00 10.00 10.00 5.00 5.00 69.00 
148 149 5.00 0.00 4.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 61.00 
149 150 0.00 0.00 2.50 0.00 10.00 0.00 15.00 15.00 5.00 5.00 67.50 
150 151 4.50 0.00 2.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 63.50 
151 152 2.50 0.00 10.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 67.50 
152 153 1.50 0.00 2.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 67.00 
153 154 5.00 0.00 12.50 12.50 5.00 0.00 10.00 10.00 5.00 5.00 62.50 
154 155 2.00 0.00 7.50 0.00 5.00 0.00 12.00 12.00 5.00 5.00 68.50 
155 156 4.00 0.00 O O 0.00 3.00 0.00 12.00 12.00 5.00 5.00 76.00 
156 157 4.00 0.00 7.50 0.00 3.00 0.00 10.00 10.00 5.00 5.C0 70.50 

AVERAGE ROAD RATING 54.53 
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Beginning at the northern town boundary of "Mand," and
 
proceeding northeasterly to the intersection with "PR-13"
 
(Hoshab/Panjgur Road), a distance of approximately 283
 
kilometers.
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ROAD CONDITION SURVEY Date of Survey: Jul.20,1991 

MAND-PANJGUR ROAD origin: Mand 

(PR-12) Destination: Panjgur 

DEFICIENCY RATING/INDEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

0 1 4.00 0.00 0.00 0.00 2.00 0.00 3.00 0.00 5.00 5.00 86.00 

1 2 7.50 0.00 0.00 0.00 2.00 0.00 5.00 0.00 5,00 5.00 80.50 

2 3 6.00 0.00 0.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 81.00 

3 4 6.00 0.00 2.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 79.00 

4 5 4.50 0.00 0.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 17.50 

5 6 4.50 0.00 1.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 71.00 

6 7 6.00 0.00 0.00 0.00 3.00 0.00 12.00 12.00 5.00 5.00 74.00 

7 8 3.00 0.00 0.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 84.00 

8 9 4.00 0.00 1.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 83.00 

9 10 1.50 0.00 4.00 0.00 2.00 0.00 8.00 0.00 5.00 5.00 79.50 

10 11 6.00 0.00 4.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 70.00 

II 12 1.50 0.00 2.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 84.50 

12 13 2.00 0.00 1.00 0.00 2.00 0.00 2.00 0.00 5.00 5.00 88.00 

13 14 2.00 0.00 1.50 0.00 3.00 0.00 1.50 0.00 5.00 5.00 87.00 

14 15 4.00 0.00 4.00 0.00 2.00 0.00 3.00 0.00 5.00 5.00 82.00 

15 16 0.50 0.00 0.50 0.00 2.00 0.00 5.00 0.00 5.00 5.00 87.00 

16 17 2.00 0.00 4.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 82.00 

11 18 2.50 0.00 4.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 81.50 

18 19 8.00 0.00 2.50 0.00 2.00 0.00 5.00 0.00 5.00 5.00 77.50 

19 20 5.00 0.00 0.00 0.00 5.00 0.00 5.00 0.00 5.00 5.00 80.00 

20 21 8.00 0.00 7.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 66.50 

21 22 10.00 0.00 4.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 . 

22 23 11.50 17.50 0.00 0.00 20.00 20.00 20.00 20.00 5.00 5.00 37.50 

23 24 10.00 0.00 2.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 53.00 

24 25 10.00 0.00 1.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 54.00 

25 26 8.00 0.00 1.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 41.00 

26 27 12.50 12.50 2.50 0.00 10.00 0.00 10.00 10.00 5.00 5.00 60.00 

21 28 12.50 12.50 1.00 0.00 15.00 15.00 20.00 20.00 5.00 5.00 46.50 

28 29 10.00 0.00 2.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 68.00 

29 30 7.50 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 72.00 

30 31 4.00 0.00 0.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 71.00 

31 32 10.00 0.00 2.50 0.00 10.00 0.00 15.00 15.00 5.00 5.00 57.50 

32 331 8.00 0.00 10.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 64.00 
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ROAD CONDITION SURVEY Date of Survey: Jul.20,1391 
MAND-PANJGUR ROAD Origin: Hand 

(PR-12) Destination: Panjgur 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

33 34 10.00 0.00 6.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 59.00 
34 35 12.50 12.50 8.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 56.50 
35 36 1000 0,00 0.002.00 2 0 00 10.00_ 0.00 5.00 5,00 68.00 
36 37 10, 00 000 0.00 5.00 0.00 20.00 20.00 5.00 5.00 60.00 
37 38 15.00 15.00 0.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 60.00 
38 39 14.00 14.00 2.50 0.00 10.00 0.00 20.00 20.00 5.00 5.00 48.50 
39 40 15.00 15.00 2.50 0.00 15.00 15.00 20.00 20.00 5.00 5.00 42.50 
40 41 4.00 0.00 6.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 78.00 
41 42 22.50 22.50 1.50 0.00 10.00 0.00 10.00 10.00 5.00 5.00 45.00 
42 43 14.00 14.00 2.50 0.00 15.00 15.00 20.00 20.00 5.00 5.00 43.50 
43 44 15.00 15.00 2.50 0.00 15.00 15.00 20.00 20.00 5.00 5.00 42.50 
44 45 1.50 0.00 12.50 12.50 10.00 0.00 15.00 15.00 5,00 5.00 50.00 
45 46 15.00 15.00 2.00 0.00 10.00 0.00 20.00 20.00 5,00 5.00 48.00 
46 47 8.00 0.00 4.00 0.O0 10.00 0.00 o0.0010.00 5.00 5.00 63.00 
47 48 7.50 0.00 12.50 12.50 15.00 15O00 10.00 10.00 5.00 5.00 50.00 
48 49 4.00 0.00 2.50 0.00 2.00 0.00 5.00 0.00 5.00 5.00 81.50 
49 50 25.00 25.00 2.50 0.00 10.00 0.00 15.00 15.00 5.00 5.00 42.50 
50 51 15.00 15.00 2.50 0.00 0.00 0.00 20.00 20.00 5.00 5.00 47.50 
51 52 5.00 0.00 5.00 e.00 2.00 0.00 5.00 0.00 5.00 5.00 78.00 
52 53 1O.O 0.00 4.00 jO 3.00 0.000 . 5.00 5.00 68.00 
53 54 10.00 0.00 2.50 0.00 20.00 20.00 20.00 20.00 5.00 5.00 42.50 
54 55 15.00 15.00 7.50 0.00 20.00 20.00 20.00 20.00 5.00 5.00 32.50 
55 56 22.50 22.50 1.50 0.00 20.00 20.00 20.00 20.00 5.00 5.00 25.00 
56 57 25.00 32.50 15.00 15.00 20.00 20.00 20.00 20.00 5.00 5.00 15.00 
57 58 25.00 27.50 15.00 15.00 15.00 15.00 15.00 15.00 5.00 5.00 25.00 
58 59 15.00 15.00 7.50 0.00 20.00 20.00 15.00 15.00 5.00 5.00 37.50 
59 60 15.00 15.00 12.50 12.50 20.00 20.00 15.00 15.00 5.00 5.00 32.50 
60 61 25.00 25.00 10.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 30.00 
S1 
62 

62 
63 

20.00 
1 

2000 
0.00 

10.00 
7.50 

0.00 
0.00 

15.00 
0.00 

15.00 
0.00 

15.00 
16.00 

15.00 
16.00 

5.00 
5.00 

5.00 
5.00 

35.00 
51.50 

63 64 25.00 32.50 5.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 35.00 
64 65 14.00 14.00 4.00 0.00 15.00 15.00 O .O0 10.00 5.00 5.00 52.00 
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ROAD CONDITION SURVEY Date of Survey: Jul.20,1991 

MAND-PANJGUR ROAD Origin: Hand 

(PR-12) Destination: Panjgur 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL IDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

65 66 20.00 20.00 5.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 40.00 

66 67 11.50 17.50 5.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 42.50 
67 68 17.50 17.50 4.00 0.00 5.00 0.00 12.00 12.00 5.00 5.00 56.50 
68 69 7.50 0.00 8.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 64.50 
69 70 7.50 0.00 5.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 57.50 
70 71 20.00 20.00 8.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 37.00 
i1 72 12.50 12.50 7.50 0.00 15.00 15.00 10.00 10.00 5.00 5.00 50.00 
12 73 12.50 12.50 7.50 0.00 15.00 15.00 18.00 18.00 5.00 5.00 42.00 

73 74 10.00 0.00 12.50 12.50 15.00 15.00 15.00 15.00 5.00 5.00 42.50 
74 75 16,00 16.00 12.50 12.50 15.00 15.00 15.00 15.00 5.00 5.00 36.50 

15 76 22.50 22.50 5.00 0.00 15.00 15.00 20.00 20.00 5.00 5.00 32.50 
76 77 10.50 0.00 5.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 49.50 
71 78 4.00 0.00 1.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 70.00 
78 79 10.00 0.00 8.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 52.00 
79 80 15.00 15.00 12.50 12.50 10.00 0.00 10.00 10.00 5.00 5.00 47.50 

80 81 8.00 0.00 0.00 0.00 10.00 0.00 6.00 0.00 5.00 5.00 71.00 
81 82 7.50 0.00 7.50 0.00 5.00 0.00 5.00 0.00 5.00 5.00 70.00 
82 83 10.00 0.00 5.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 60.00 
83 84 6.00 0.00 1.50 0.00 10.00 0.00 6.00 0.00 5.00 5.00 65.50 

84 85 10.00 0.00 1.50 0.00 10.00 0.00 6.00 0.00 5.00 5.00 61.50 
85 86 7.50 0.00 2.50 0.00 10.00 0.00 8.00 0.00 5.00 5.00 67.00 

86 87 7.50 0.00 2.50 0.00 10.00 0.00 8C4 0.00 5.00 5.00 67.00 
87 88 3.00 0.00 0.00 0.00 10.00 0.00 5.00 0.00 5.00 5.00 77.00 

88 89 1.00 0.00 2.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 85.00 
89 90 1.50 0.00 0.00 0.00 6.00 0.00 2.00 0.00 5.00 5.00 85.50 
90 91 2.50 0.00 2.50 0.00 2.00 0.00 8.00 0.00 5.00 5.00 80.00 
91 92 7.50 0.00 1.50 0.00 2.00 0.00 2.00 0.00 5.00 5.00 16.00 

92 93 1.50 0.00 1.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 85.50 
93 94 1.00 0.00 1.00 0.00 2.00 0.00 6.00 0.00 5.00 5.00 85.00 

94 95 2.50 0.00 2.50 0.00 3.00 0.00 6.00 0.00 5.00 5.00 81.00 
95 96 3.00 0.00 2.00 0.00 5.00 0.00 0.00 0.00 5.00 5.00 85.00 

96 97 2.50 0.00 2.501 0.00 15,00 15.00 10.00 10.00 5.00 5.00 65.00 
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ROAD CONDITION SURVEY Date of Survey: Jul.20,1991 
MAND-PANJOUR ROAD Origin: Hand 

(PR- 12) Destination: Panjgur 

DEFICIENCY RATINO/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL OIDTH DRAINAGE SHOULDER ROAD 
FOM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

97 98 10.00 0.00 10.00 0.00 20.00 20.00 2.00 0.00 5.00 5.00 53.00 
98 99 15.00 15.00 15.00 15.00 25.00 25.00 2,00 0.00 5.00 5.00 38.00 
99 100 15.00 15.00 22.50 22.50 25.00 25.00 15.00 15,00 5.00 5.00 17.50 

100 101 11.50 11.50 10.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 21.50 
101 102 11.50 17.50 2.50 0.00 25.00 25.00 16.00 16.00 5.00 5.00 34.00 
102 103 7.50 0.00 7.50 0.00 25.00 25.00 15.00 15.00 5.00 5.00 40.00 
103 104 17.50 17.50 5.00 0.00 25.00 25.00 20,00 20.00 5.00 5.00 27.50 
104 105 11.50 17.50 10.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 27.50 
105 106 20.00 20.00 15.00 15.00 25.00 25.00 15,00 15.00 5.00 5.00 20.00 
106 107 20.00 20.00 20.00 20.00 25.00 25.00 15.00 15.00 5.00 5.00 15.00 
107 108 20.00 20.00 1.50 0.00 25.00 25.00 15,00 15.00 5,00 5.00 27.50 
108 109 25.00 25.00 5.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 25.00 
109 110 25.00 40.00 17.50 17.50 25.00 25.00 20.00 20.00 5.00 5.00 7.50 
110 111 25,00 25.00 7.50 0.00 25.00 25.00 20.00 20.00 5.00 5.00 17.50 
111 112 25.00 30.00 2.50 0.00 25.00 25.00 20.00 20.00 5.00 5.00 22.50 
112 113 25.00 30.00 10.00 0.00 25.00 25.00 20.00 20.00 5.00 5.00 15.00 
113 114 25.00 25.00 17.50 11.50 25.00 25.00 15.00 15.00 a.5.00 5.00 12.50 
114 115 20.00 20.00 2.50 0.00 25.00 25.00 20.00 20.00 5.00 5.00 27.50 
115 116 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
116 117 25.00 35.00 2.50 0.00 25.00 25.00 20.00 20.00 5.00 5.00 22.50 
111 118 25.00 65.00 0.00 0.00 25.00 25.00 10.00 10.00 5.00 5 35.00 
118 119 25.00 35.00 15.00 15.00 25.00 25.00 15.00 15.00 5.00 5.00 15.00 
119 120 25.00 35.00 2.50 0.00 25.00 25.00 15.00 15.00 5.00 5.00 27.50 
120 121 25.00 50.00 15.00 15.00 25.00 25.00 15.00 15.00 5.00 5.00 15.00 
121 122 25.00 40.00 10.00 0.00 25.00 0 15.00 1500 5.00 5.00 20.00 
122 123 25.00 47.50 10.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 20.00 
123 124 22.50 22.50 5.00 0.00 25.00 25.00 8.00 0.00 5.00 5.00 34.50 
124 125 22.50 22.50 12.50 12.50 25.00 25.00 6.00 0.00 5.00 5.00 29.00 
125 126 . 25.00 0 15.00 15.00 25.00 25.00 8.00 0.00 5.00 5.00 22.00 
126 127 25.00 27..50 11.50 17.50 25.00 25.00 10.00 10.00 5.00 5.00 17.50 
12? 128 20.00 20.00 15,00 15.00 25.00 25.00 12.00 12.00 5.00 5.00 23.00 

128 129 22.50 22.50 5.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 27.50 
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ROAD CONDITION SURVEY Date of Survey: Jul.20,1991 

MAND-PANJGUR ROAD Origin: Hand 

(PR-12) Destination: Panjgur 

DEFICIENCY RATING/INDEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

121 130 25.00 25.00 11.50 17.50 25.00 25.00 20.00 25.00 5.00 5.00 7.50 
130 131 15.00 15.00 10.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 30.00 
131 132 22.50 22.50 10.00 0.00 25.00 25.00 15.00 15.00 5.00 5.00 22.50 
132 133 25.00 30.00 22.50 22.50 25.00 25.00 10.00 10.00 5.00 5.00 12.50 
133 134 20.00 20.00 15.00 15.00 20.00 20.00 10.00 10.00 5.00 5.00 30.00 
134 135 25.00 217.50 20.00 20.00 25.00 25.00 8.00 0.00 5.00 5.00 17.00 
135 136 25.00 25.00 12.50 12.50 25.00 25.00 10.00 10.00 5.00 5.00 22.50 
136 137 11.50 17.50 15.00 15.00 25.00 25.00 5.00 0.00 5.00 5.00 32.50 
137 138 25.00 30.00 11.50 17.50 25.00 25.00 8.00 0.00 5.00 5.00 19.50 
138 139 10.00 0.00 15.00 15.00 20.00 20.00 5.00 0.00 5.00 5.00 45.00 
13S 140 20.00 20.00 20.00 20.00 15.00 15.00 4.00 0.00 5.00 5.00 36.00 
140 141 20.00 20.00 15.00 15.00 5.00 0.00 4.00 0.00 5.00 5.00 51.00 
141 142 1.50 0.00 15.00 15.00 5.00 0.00 5.00 0.00 5.00 5.00 68.50 
142 143 12.50 12.50 20.00 20.00 10.00 0.00 5.00 0.00 5.00 5.00 47.50 
143 144 i7.50 17.50 12.50 12.50 10.00 0.00 3.00 0.00 5.00 5.00 52.00 
144 145 25.00 35.00 12.50 12.50 10.00 0.00 3.00 0.00 5.00 5.00 44.50 
145 146 10.00 0.00 7.50 0.00 10.00 0.00 5.00 0.00 5.00 5.00 62.50 
146 147 12.50 12.50 12.50 12.50 5.00 0.00 5.00 0.00 5.00 5.00 60.00 
147 148 15.00 15.00 15.00 15.00 5.00 0.00 6.00 0.00 5.00 5.00 54.00 
148 149 12.50 12.50 10,00 0.00 3.00 0.00 5.00 0.00 5.00 5,00 64.50 
149 150 10.00 0.00 7,50 0.00 2.00 0.00 5.00 0.00 5.00 5.00 70.50 
150 151 17.50 17.50 12.50 12.50 5.00 0.00 8.00 0.00 5.00 5.00 52.00 
151 152 10.00 0.00 15.00 15.00 5.00 0.00 10.00 10.00 5.00 5.00 55.00 
152 153 12.50 12.50 15.00 15.00 10.00 0.00 8.00 0.00 5.00 5.00 49.50 
153 154 17.50 17.50 10.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 52.50 
154 155 11.50 17.50 17.50 17.50 10.00 0.00 10.00 10.00 5.00 5.00 40.00 
155 156 5.00 0.00 5.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 55.00 
156 157 10.00 0.00 12.50 12.50 3.00 0.00 8.00 0.00 5.00 5.00 61.50 
15 158 7.50 0.00 10.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 64.50 
158 159 10.00 0.00 15.00 15.00 5.00 0.00 10,00 10.00 5.00 5.00 55.00 
159 160 17.50 11.50 12.50 12.50 2.00 0.00 8.00 0.00 5.00 5.00 55.00 
160 161 15.00 15.00 12.50 12.50 10.00 0.00 12.00 12.00 5.00 5.00 45.50 
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ROAD CONDITION SURVEY Date of Survey: Ju1.20,1991 

MAND-PANJGUR ROAD Origin: Hand 

(PR-12) Destination: Panjgur 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING j INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

161 162 15.00 15.00 1.50 0.00 15.00 15.00 15.00 15.00 5.00 5.00 42.50 
162 163 7.50 0.00 12.00 0.00 5.00 0.00 8.00 0.00 5.00 5.00 62.50 
163 164 10.00 0.00 1,50 0.00 15,00 15,00 10,00 10.00 5.00 5.00 52.50 
164 165 6.00 0.00 5.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 64,00 
165 166 7.50 0.00 7.50 0,00 10.00 0.00 10.00 10.00 5.00 5.00 60.00 
166 167 22.50 22.50 12.50 12.50 15.00 15.00 15.00 15.00 5.00 5.00 30.00 
167 168 4.00 0.00 2.50 0.00 5.00 0.00 8.00 0.00 5.00 5.00 75.50 
168 169 2.00 0.00 0,00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 78.00 
169 170 5.00 0.00 7.50 0.00 15.00 15.00 16.00 16.00 5.00 5.00 51.50 
170 171 17.50 17.50 1.50 0.00 5.00 0.00 10.00 10.00 5.00 5.00 55.00 
11 172 8.00 0.00 7.50 0.00 15.00 15.00 15.00 15.00 5.00 5.00 49.50 
172 173 15.00 15.00 10.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 40.00 
173 174 4.50 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 75.00 
174 175 6.00 0.00 2.50 0.00 5.00 0.00 8.00 0.00 5.00 5.00 73.50 
175 176 7.50 0.00 7.50 0.00 5,00 0.00 8.00 0.00 5.00 5.00 67.00 
116 177 3.00 0.00 0.00 0.00 3.00 0.00 6.00 0.00 5.00 5.00 83.00 
111 178 1.50 0.00 2.50 0.00 3.00 0.00 5.00 0.00 5.00 5.00 83.00 
178 179 6.00 0.00 2.00 0.00 5.00 0.00 12.00 12.00 5.00 5.00 70.00 
179 180 6.00 0.00 0.00 0.00 3.00 0.00 8.00 0.00 5.00 5,00 18.00 
180 181 0.50 0.00 2.00 0.00 5.00 0.00 8.00 0.00 5.00 5.00 19.50 
181 182 0.00 0.00 4.50 0.00 5.00 0.00 8.00 0.00 5.00 5.00 77.50 
182 183 6.00 0.00 5.00 0.00 5.00 0.00 12.00 12.00 5.00 5.00 67.00 
183 184 7.50 0.00 4.50 0.00 5.00 0.00 10.00 10.00 5.00 5.00 68.00 
184 185 6.00 0.00 0.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 74.00 
185 186 6.00 0.00 0.00 0.00 5.00 0.00 12.00 12.00 5.00 5.00 72.00 
186 187 0.00 0.00 8.00 0.00 5.00 0.00 10,00 10.00 5.00 5.00 72.00 
187 188 0.00 0.00 4.50 0.00 5.00 0.00 10.00 10.00 5,00 5.00 75.50 
188 189 0.00 0.00 0.50 0.00 5.00 0.00 10.00 10.00 5.00 5.00 79.50 
189 190 0.00 0.00 0.15 0,00 5.00 0.00 10.00 10.00 5.00 5.00 79.25 
190 191 0.00 0.00 4.00 0.00 5.00 0.00 10.00 10.00 5,00 5.00 76.00 
191 192 2.50 0.00 tO.00 0.00 5.00 0.00 12.00 12.00 5.00 5.00 65.50 
192 193 0.00 0.00 4.50 0.00 5.00 0.00 15.00 15.00 5.00 5.00 10.50 
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ROAD CONDITION SURVEY 
 Date of Survey: Jul.20,1991
 
MAND-PANJGUR ROAD 
 Origin: Mind 

(PR- 12) Destination: Panjgur 

DEFICIENCY RATING/INDEX
 
KILONETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH 
 DRAINAGE SHOULDER ROAD
 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING
 

193 194 0.00 0.00 2.50 
 0.00 5.00 0.00 8.00 0.00 5.00 5.00 79.50
 
194 195 
 0.00 0.00 0.50 0.00 15.00 15.00 6.00 0.00 5.00 5.00 13.50
 
195 196 
 0.00 0.00 10.00 0.00 20.00 20.00 8.00 0.00 5.00 5.00 57.00
 
196 197 0.00 0.00 0.00 0.00 20.00 20.00 10.00 10.00 5.00 5.00 65.00
 
191 198 2.50 0.00 0.00 0.00 15.00 15.00 
 10.00 10.00 5.00 5.00 67.50
 
198 199 17.50 
 17.50 5.00 0.00 20.00 20.00 15.00 15.00 5.00 5.00 37.50
 
199 200 
 10.00 0.00 0.00 0.00 5100 0.00 10.00 10.00 5.00 5.00 70.00
 
200 201 
 3.00 0,00 0,00 0,00 10.00 0.00 10.00 10.00 5.00 5.00 72.00
 
201 202 0.00 0.00 2.00 0.00 5.00 0.00 6.00 0.00 5.00 5.00 82.00
 
202 203 7.501 0.00 
 0.00 12.00 12.00 5.00 5.00 65.50
 
203 204 2.00 0.00 1.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 72.00
 
204 205 
 2.50 0.00 0.00 0.00 5.00 0.00 12.00 12.00 5.00 5.00 75.50
 
205 206 4.00 0.00 1.00 0.00 0.00 0.00 
 5.00 5.00 65.00
 
206 207 2.00 0.00 0.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 73.00
 
201 208 4.00 0.00 0.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 76.00
 
208 209 6.00 0.00 
 4.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 55.00
 
209 210 1.00 0.00 0.00 0.00 15.00 15.00 10.00 10.00 5.00 5.00 69.00
 
210 211 6.00 0.00 0.00 0.00 10.00 0.00 12.00 12.00 5.00 
 5.00 67.00
 
211 212 10.00 0.00 2.50 0.00 10.00 0.00 
 12.00 12.00 5.00 5.00 60.50
 
212 213 0.50 0.00 2.00 0.00 5.0 0.00 12.00 12.00 5.00 5.00 75.50
 
213 214 
 2.50 0.00 5.00 0.00 5.00 0.00 8.00 0.00 5. 5.00 74.50
 
214 215 
 0.00 0.00 0.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 82.00
 
215 216 0.50 0.00 3.00 0.00 5.00 
 0.00 ,1200 12.00 5.00 5.00 74.50
 
216 217 0.00 0.00 2.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 68.00
 
211 218 0.00 0.00 2.50 0.00 10.00 0,00 1000 5.005.00 5 72.50
 
218 .219 2.00 0.00 
 1.00 0.00 15.00 15.00 15.00 15.00 5.00 5.00 62.00
 
219 220 4.00 0.00 0.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 66.00
 
220 221 4.00 0.00 0.00 0.00 0.00
5.00 10.00 10.00 5.00 5.00 76.00
 
221 222 1.50 0.00 0.00 0.00 0.00
5.00 15.00 15.00 5.00 5.00 73.50
 
222 223 0.50 0.00 0.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 79.50
 
223 224 0.50 0.00 0.50 
 0.00 3.00 0.00 8.00 0.00 5.00 5.00 83.00
 
224 225 
 0.00 0.00 0.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 78.00
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ROAD CONDITION SURVEY Date of Survey: Ju].20,1991 

MAND-PANJGUR ROAD origin: Mand 

(PR- 12) Destination: Panjgur 

DEFICIENCY RATING/INDEX 

KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX PATING INDEX RATING INDEX RATING 

225 226 1.00 0.00 0.00 -­0.00 2.00 0.00 10.00 10.00 5.00 5.00 82.00 
226 221 0.50 0.00 3.00 0.00 3.00 0.00 12.00 12.00 5.00 5.00 76.50 
227 228 15.00 15.00 5.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 55.00 
228 229 14.00 14.00 1.00 0.00 5.00 0.00 15.00 15.00 5.00 5.00 60.00 
229 230 6.00 0.00 5.0 0.00 10.00 0.00 8.00 0.00 5.00 5.00 66.00 
230 231 12.00 0,00 5.00 0,00 10.00 0.00 10.00 10.00 5.00 5.00 58.00 
231 232 8.00 0.00 2.50 0.00 2.00 0.00 10.00 10.00 5.o 5.00 12.50 
232 233 3.00 0.00 2.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 83.00 
233 234 6.00 0.00 3.00 0.00 2.00 0.00 6.00 0.00 5.00 5.00 76.00 
234 235 4.00 0.00 3.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 76.00 
235 236 0.50 0.00 2.00 0.00 2.00 0.00 8.00 0.00 5.00 5.00 82.50 
236 237 4.50 0.00 6.00 0.00 2.00 0.00 12.00 12.00 5.00 5.00 10.50 
237 238 0.50 0.00 2.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 79.50 
238 239 2.50 0.00 2.50 0.00 2.00 0.00 10.00 10.00 5.00 5.00 78.00 
239 240 4.50 0.00 5.00 0.00 2.00 0.00 12.00 12.00 5.00 5.00 71.50 
240 241 10.00 0.00 6.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 11.00 
241 242 6.00 0.00 0.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 77.00 
242 243 4.00 0.00 0.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 1.50 
241 244 5.00 0.00 8.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 69.00 
244 245 4.00 0.00 0.50 0.00 3.00 0.00 8.00 0.00 5.00 5,00 79.50 
245 246 5.00 0.00 7.50 0.00 5.00 O.A0 5.00 0.00 5.00 5.00 72.50 
246 247 4.00 0.00 2.50 0.00 2.00 0.00 5.00 0.00 5.00 5.00 81.50 
247 248 0,00 0.00 2.50 0.00 3.00 0.00 6.00 0.00 5.00 5.00 83.50 
248 249 3.00 0.00 2.50 0.00 3.00 0.00 12.00 12,00 5.00 5.00 74.50 
249 250 5.00 0.00 5.00 0.00 3,00 0.00 15.00 15.00 5.00 5.00 67.00 
250 251 4.50 0.00 3.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 72.50 
251 252 4.00 0.00 3.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 73.00 
252 253 2.50 0.00 5.04 0.00 5.00 0.00 6.00 0.00 5.00 5.00 76.50 
253 254 6.00 0.00 6.00 0.00 3.00 0.00 12.00 12.00 5.00 5.00 68.00 
254 255 4.50 0.00 12.00 0.00 5.00 0.00 8.00 0.00 5.00 5.00 65.50 
255 256 4.50 0.00 6.00 0.00 10.00 0.00 10.00 10.00 5.00 5.00 64.50 
256 25 8. 000 14.00 14.0a 3.00 0.00 6.00 0.00 5.00 5.00 64.00 
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ROAD CONDITION SURVEY Date of Survey: Jul.20,1991 
MAND-PANJGUR ROAD Origin: Hand 

(PR-12) Destination: Panjgur 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL IDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

257 258 2.50 0.00 1.50 0.00 5.00 0.00 8.00 0.00 5.00 5.00 72.00 
258 259 6.00 0.00 0.00 0.00 3.0O 0.00 10.00 10.00 5.00 5.00 76,00 
259 260 5.00 0.00 0.00 0.00 5.00 0,00 10.00 10.00 5,00 5.00 75.00 
260 261 6,00 0.00 0.50 0.00 10.00 0.00 15.00 15.00 5.00 5.00 63.50 
261 262 0.50 0.00 2.50 0.00 2.00 0.00 6.00 0.00 5.00 5.00 84.00 
262 263 2.50 0,00 5.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 79.50 
263 264 10.00 0.00 0.00 0.00 3.00 0.00 8.00 0.00 5.00 5.00 74.00 
264 265 6.00 G0 4.00 0.00 5.00 0.00 5.00 0.00 5.01 5.00 75.00 
265 266 6.00 0.00 0,00 0.00 3.00 0.00 8.00 0.00 5.00 5.00 78.00 
266 267 10.00 0.00 5.00 0.00 5.00 0.00 10.00 10,00 5.Cu 5.00 65.00 
261 268 10.00 0.00 5,00 0.00 15.00 15.00 10.00 10.00 5.00 5.00 55.00 
268 269 10.00 0.00 4.00 0.00 15,00 15.00 10.00 10.00 5.00 5.00 56.00 
269 270 6,00 0.00 6.00 0.00 10.00 0.00 12.00 12.00 5.00 5.00 61.00 
270 271 6.00 0.00 4.50 0.00 15.00 15.00 10.00 10.00 5.00 5.00 59.50 
271 272 2.00 0.00 2.50 0.00 5.00 0.00 10.00 10.00 5.00 5.00 75.50 
272 273 0.00 0.00 3.00 0,00 10.00 0.00 15.00 15.00 5.00 5.00 67.00 
273 274 4.00 0.00 5.00 0.00 5.00 0.00 12.00 12.00 5,00 5.00 69.00 
214 275 0.50 0.00 0, 0.00 5.00 0,00 10.00 10.00 5.00 5.00 79.50 
215 276 2.50 0.00 2.50 0.00 5,00 0.00 12.00 12.00 5.00 5.00 73.00 
276 277 4.00 0.00 4.00 0.00 5.00 0.00 15.00 15.00 5,00 5.00 67.00 
277 278 0.00 0.00 0,00 0.00 5,00 0.00 10.00 10.00 5.00 5.00 80.00 
278 279 1.50 0.00 1.00 0.00 5.00 0.00 15.00 15.00 5,00 5,00 72,50 
279 280 0.50 0.00 4.00 1.00 10.00 0.00 10.00 10.00 5.00 5.00 70.50 
280 281 8.00 0.00 2.50 0.lQ 15.00 15.00 12.00 12.00 5.00 5.00 57.50 
281 202 0.50 0.00 0.00 0.0 20.00 20.00 15.00 15.00 5.00 5.00 59.50 
282 283 1.00 0.00 0.00 O.¢i( 20.00 20.00 15.00 15.00 5.00 5.00 59.00 

AVERAGE ROAD RATING 59.14 
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ROAD CONDITION SURVEY Dute of Survey: Apr. 9,1990 
HOSHAB-PANJGUR ROAD Origin: Hoshab 

(PR- 13) Destination: Panjgur 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

0 1 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
1 2 0. 0 0 0.00 0.00 0.00 0.00 0.00 D.00 5.00 5.00 95.00 
2 3 2.00 0.00 2.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 91.00 
3 4 3.00 0.00 2.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 90.00 
4 5 7.50 0.00 7.50 0.00 0.00 0.00 0.00 0.00 5.00 5.00 80.00 
5 6 4.50 0.00 5.00 0.00 0.00 0.00 2.00 0.00 5.00 5.00 83.50 
6 7 6.00 0.00 10.00 0.00 0.00 0.00 2.00 0.00 5.00 5.00 77.00 
7 8 3.00 0.00 7.50 0.00 0.00 0.00 3.00 0.00 5.00 5.00 81.50 

9 8.00 0.00 12.00 0.00 0.00 0.00 3.00 0.00 5.00 5.00 72.00 
9 10 8.00 0.00 18.00 18.00 0.00 0.00 0.00 0.00 5.00 5.00 69.00 
10 11 22.50 22.50 10.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 62.50 
I 12 8.00 0.00 6.00 0.00 0.00 0.00 8.00 0.00 5.00 5.00 73.00 
12 13 10.00 0.00 10.00 0.00 0.00 0.00 1.00 0.00 5.00 5.00 74.00 
13 14 12.50 12.50 10.00 0.00 0.00 0.00 0.30 0.00 5.00 5.00 72.20 
14 15 15.00 15.00 10.00 0.00 0.00 0.00 1.00 0.00 5.00 5.00 69.00 
15 16 12.00 0.00 10.00 0.00 0.00 0.00 3.00 0.00 5.00 5.00 70.00 
16 17 15.00 15.00 15.00 15.00 0.00 0.00 3.00 0.00 5.00 5.00 62.00 
17 18 15.00 15.00 22.50 22.50 0.00 0.00 0.50 0.00 5.00 5.00 57.00 
18 19 12.50 12.50 16.00 16.00 0.00 0.00 3.00 0.00 5.00 5.00 63.50 
19 20 17.50 17.50 15.00 15.00 0.00 0.00 4.00 0.00 5.00 5.00 58.50 
20 21 8.00 0.00 0.00 0.00 0.00 0.00 20.00 20.00 5.00 5.00 67.00 
21 22 10.00 0.00 0.00 0.00 0.00 0.00 20.00 20.00 5.00 5.00 65.00 
22 23 6.00 0.00 2.50 0.00 0.00 0.00 20.00 20.00 5.00 5.00 66.50 
23 24 3.nO 0.00 5.00 0.00 0.00 0.00 2.00 0.00 5.00 5.00 85.00 
24 25 6.00 0.00 4.50 0.00 0.00 0.00 0.00 0.00 5.00 5.00 84.50 
25 26 3.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 92.00 
26 27 0.00 0.00 0.00 0.00 2.00 0.00 0.00 0.00 5.00 5.00 93.00 
27 28 0.00 0.00 0.00 0.00 2.00 0.00 0.00 0.00 5.00 5.00 93.00 
28 29 0.00 0.00 0.00 0.00 2.00 0.00 0.00 0.00 5.00 5.00 93.00 
29 30 0.00 0.00 0.00 0.00 2.00 0.00 0.00 0.00 5.00 5.00 93.00 
30 31 0.00 0.00 0.00 0.00 2.00 0.00 0.50 0.00 5.00 5.00 92.50 
31 32 0.00 0.00 0.00 0.00 2.00 0.00 0.00 0.00 5.00 5.00 93.00 
32 33 0.00 0.00 0.00 0.00 2.00 0.00 0.50 0.00 5.00 5.00 92.50 

157
 



ROAD CONDITION SURVEY Date of Survey: Apr. 9,1990 
HOSHAB-PANJGUR ROAD Origin: Hoshab 

(PR-13) Destination: Panjgur 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CbRVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

33 34 0.00 0.00 0.00 0.00 2.00 0.00 0.00 0.00 5.00 5.00 93.00 
34 35 0.00 0.00 0.00 0.00 2.00 0.00 0.50 0.00 5.00 5.00 92.50 
35 36 0.00 0.00 0.00 0.00 2.00 0.00 0.50 0.00 5.00 5.00 92.50 
36 37 0.00 0.00 0.00 0.00 2.00 0.00 0.50 0.00 5.00 5.00 92.50 
37 30 2.00 0.00 1.50 0.00 0.00 0.00 1.50 0.00 5.00 5.00 90.00 
Z8 39 2.00 0.00 2.00 0.00 0.00 0.00 0.50 0.00 5.00 5.00 90.50 
39 40 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
40 41 1.50 0.00 3.00 0.00 0.00 0.00 2.00 0.00 5.00 5.00 88.50 
41 42 4.50 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 90.50 
42 43 4.50 0.00 2.50 0.00 0.00 0.00 0.00 0.00 5.00 5.00 88.00 
43 44 0.00 0.00 2.00 0.00 0.00 0.00 0.00 0.00 5.00 .00 93.00 
44 45 5.00 0.00 1.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 89.00 
45 46 7.50 0.00 12.50 12.50 0.00 0.00 0.00 0.00 5.00 5.00 75.00 
46 47 4.50 0.00 6.00 0.00 0.00 0.00 2.00 0.00 5.00 5.00 82.50 
47 48 12.50 12.50 7.50 0.00 0.00 0.00 0.00 0.00 5.00 5.00 75.00 
48 49 8.00 0.00 4.50 0.00 0.00 0.00 0.00 0.00 5.00 5.00 82.50 
49 50 6.00 0.00 5.00 0.00 0.00 0.00 2.00 0.00 5.00 5.00 82.00 
50 51 0.00 0.00 3.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 92.00 
51 52 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 95.00 
52 53 7.50 0.00 4.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 83.50 
53 54 20.00 20.00 14.00 14.00 10.00 0.00 0.00 0.00 5.00 5.00 51.00 
54 55 2.00 0.00 0.50 0.00 5.00 0.00 0.UO 0.00 5.00 5.00 87.50 
55 56 10.00 0.00 4.00 0.00 5.00 0.00 0.00 0.00 5.00 5.00 76.00 
56 57 22.50 22.50 2.50 0.00 5.00 0.00 18.00 18.00 5.00 5.00 47.00 
57 58 25.00 25.00 0.00 0.00 5.00 0.00 20.00 20.00 5.00 5.00 45.00 
58 59 20.00 20.00 14.00 14.00 5.00 0.00 14.00 14.00 5.00 5.00 42.00 
59 60 20.00 20.00 10.00 0.00 15,00 15.00 3.00 0.00 5.00 5.00 47.00 
60 61 25.00 30.UO 4.00 0.00 15.00 15.CO 0.00 0.00 5.00 5.00 51.00 
61 62 18.00 18.00 0.50 0.00 7.j'4 0.00 1.00 0.00 5.00 5.00 68.00 
62 63 25.00 35.00 6,00 0.00 5.00 0.00 3.00 0.00 5.00 5.00 56.00 
3 

b4 
64 
65 

25.00 
25.00 

25.00 
45.00 

3.00 
22.50 

0.00 
22.50 

3.00 
5,00 

0.00 20.00 20.00 
000 

5.00 
5.00 

5.00 
5.00 

44.00 
j0.0042.50 
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ROAD CONDITION SURVEY Date of Survey: Apr. 9,1990 

HOSHAB-PANJGUR ROAD Origin: Hoshab 

(PR-13) Destination: Panjgur 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

65 66 25.00 37.50 15.00 15.00 10.00 0.00 4.00 0.00 5.00 5.00 41.00 

66 67 25,00 30.00 10.00 0,00 10.00 0.00 0.50 0.00 5.00 5.00 49.50 

61 68 25,00 32.50 12.50 12.50 5.00 0.00 0.00 0.00 5.00 5.00 52.50 

68 69 22.50 22.50 7.50 0.00 5.00 0.00 1.00 0.00 5.00 5.00 59.00 

69 70 20.00 20.00 10.00 0.00 3.00 0.00 2.00 0.00 5.00 5.00 60.00 

70 71 20.00 20.00 10.00 0.00 3.00 0.00 6.00 0.00 5.00 5.00 56.00 

71 72 25.00 27.50 10.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 37.00 

72 73 25.00 27.50 22,50 22.50 3.00 0.00 4.00 0.00 5.00 5.00 40.50 

73 74 25.00 37.50 20,00 20.00 3,00 0.00 0.30 0.00 5.00 5.00 46.70 

74 75 22.50 22.50 25.00 30.00 0.00 0.00 0,50 0.00 5.00 5.00 47.00 

75 76 17.50 17.50 25.00 35.00 0.00 0.00 3.00 0.00 5.00 5.00 49.50 

76 77 25.00 27.50 10.00 0.00 2.00 0.00 0.00 0.00 5,00 5.00 58.00 

77 78 12,00 0.00 8.00 0.00 2.00 0.00 0.30 0.00 5.00 5.00 72.70 

78 79 22.50 22.50 15,00 15.00 2.00 0.00 0.00 0.00 5.00 5.00 55,50 

79 80 15.00 15,00 15,00 15.00 2.00 0.00 .00 0.00 5.00 5,00 63.00 

80 81 3.00 0.00 4.UO 0.00 2.00 0.00 0.00 0.00 5.00 5.00 86.00 

81 82 22.50 22.50 1.50 0.00 5.00 0.00 20.00 20.00 5.00 5.00 46.00 

82 83 25.00 27.50 17,50 17.5) 5,00 0.00 2.00 0.00 5.00 5.00 45.50 

83 84 25.00 32.50 14.00 14.00 2.00 0.00 2.00 0.00 5.00 5.00 52.00 

84 85 25.00 32.50 15.00 15.00 2.00 0.00 0.00 0.00 5.00 5.00 53.00 

85 86 20.00 20.00 7.50 0.00 3.00 0.00 1.50 0.00 5.00 5.00 63.00 

86 87 2 .00 32.50 20.00 20.00 5.00 0.00 0.50 0.00 5.00 5.00 44.50 

87 88 25.00 30.00 17.50 17.50 5.00 0.00 2.00 0.00 5.00 5.00 45.50 

88 89 12.00 0.00 7.50 0.00 3.00 0.00 0.00 0.00 5.00 5.00 72.50 

89 90 25.00 25.00 6.00 0.00 10.00 0.00 0.50 0.00 5.00 5.00 53.50 

90 91 22.50 22.50 17.50 17.50 3.00 0.00 0.00 0.00 5.00 5.00 52.00 

91 92 17.50 17.50 10.00 0.00 7.00 0.00 4.00 0.00 5.00 5.00 56.50 

92 93 4.50 0.00 0.00 0.00 3.00 0.00 0.00 0.00 5.00 5.00 87.50 

93 94 10.50 0.00 4.00 0.00 3.00 0.00 0.00 0.00 5.00 5.00 77.50 

94 95 4.00 0.00 0.00 0.00 2.00 0.00 0.00 0.00 5.00 5.00 89.00 

95 96 4.50 0.00 4.00 0.00 0.00 0.00 2.00 0.00 5.00 5.00 84.50 

96 97 10.00 0.00 1.00 0.00 2.00 0.00 0,30 0.00 5.00 5.00 81.70 
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ROAD CONDITION SURVEY Dite of Survey: Apr. 9,1990 

HOSHAB-PANJGUR ROAD Origin: Hoshab 

(PR-13) Destination: Panjgur 

DEFICIENCY RATING/INDEX _ I 

KILOETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM r TO RATING ININEX RATING INDEX RATING INDEX RATING INDEX RATING 

97 98 1..00 000.00 3.00 3 0.00 000 0.00 5,00 5.00 91.00 
98 99 2.50 0.00 12.50 12.50 2.00 0.00 2.00 0.00 5.00 5.00 176.00 
99 too 6.00 o00 6.00 0.00 2,0O 0.00 0,00 0.00 5.00 5-00 81.00 
100 101 6.00 0.00 0.00 0.00 3.00 0.00 0,00 0.00 5.00 5.00 86.00 
101 102 3.0) 0.00 1.50 0.00 3.00 0.00 0.00 0.00 5.00 5.00 87.50 
102 103 4.50 0.00 2.50 0.00 3.00 0.00 3.00 0.00 5.00 5.00 82.00 
103 104 4.50 0.00 6.00 0,00 0.00 0.00 0.00 0.00 5.00 5.00 84.50 
104 105 11.50 17.50 12.50 12.50 3.00 0.00 4.50 0.00 5.00 5.00 57.50 
105 106 12.00 0.00 8.00 0.00 10,00 0.00 0.00 0.00 5.00 5.00 65.00 
106 107 1.50 0.00 6.00 0.00 5.00 0.00 0.00 0.00 5.00 5.00 76.50 
107 108 0.00 0.00 6.00 0.00 3.00 0.00 0.00 0.00 5,00 5.00 86.00 
108 109 6,00 0.00 4.00 0.00 5.00 0.00 4.00 0.00 5.00 5.00 76.00 
109 110 3.00 0.00 4.50 0.00 3.00 0.00 3.00 0.00 5.00 5.00 81.50 
110 111 0.00 0.00 4.00 0.00 2.00 0.00 1.00 0.00 5.00 5.00 88.00 
111 112 1.00 0.00 2.50 0.00 2.00 0.00 2.00 0.00 5.00 5.00 87.50 
112 113 0.50 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.00 5.00 94.50 
113 114 3.00 0.00 6.00 0.00 3.00 0.00 1.50 0.00 5.00 5.00 81.50 
114 115 1.50 0.00 6.00 0.00 2.00 0.00 4.00 0.00 5.00 5.00 81.50 
115 116 3.00 0.00 3.00 0.00 2.00 0.00 3.00 0.00 5.00 5.00 84.00 
116 117 4.00 0.00 5.00 0.00 2.00 0.00 4.00 O.Oh 5.00 5.00 80.00 
117 118 10.00 0.00 1.50 0.00 2.00 0.00 1.50 0.00 5.00 5.00 80.00 
118 119 9.00 0.00 6.00 0,00 5.00 0.00 10.00 10.00 5.00 5.00 65.00 
119 120 7.50 0.00 4.50 0.00 2.00 0.00 2.00 0.00 5.00 5.00 79.00 
120 121 8.00 0.00 7.50 0,00 2.00 0.00 0.00 0.00 5.00 5.00 77.50 
121 122 25.00 27.50 7.50 0.00 3.00 0.00 4.00 0.00 5.00 5.00 55.50 
122 123 25.00 32.50 5.00 0.00 2.00 0.00 0.50 0.00 5.00 5.00 62.50 
123 124 22.50 22.50 10.00 0.00 5.00 0.00 2.00 0.00 5.00 5.00 55.50 
124 125 25.00 25.00 15.00 15.00 5.00 0.00 0.50 0.00 5.00 5.00 49.50 
125 126 25.00 35.00 2.50 0.00 5.00 0.00 0.00 0.00 5.00 5.00 62.50 
126 127 25.00 27.50 11.50 17.50 2.00 0.00 2.00 0.00 5.00 5.00 48.50 
127 128 25.00 32.50 12.50 12.50 3.00 0.00 10.00 10.00 5.00 5.00 44.50 
128 129 '2,50 22.50 12.50 12.50 6.00 0.00 10.50 10.50 5.00 5.00 43.50 
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ROAD CONDITION SURVEY Date of Survey: Apr. 9,19,0
 

HOSHAB-PANJGUR ROAD Origin: Hoshab
 

(PR- 13 ) Destination: Panjgur
 

DEFICIENCY RATING/INDEX
 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL IlDTH DRAINAGE SHOULDER ROAD
 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RAT NG INDEX RATING
 

129 130 22.50 22.50 12.50 12.50 5,00 0.00 10.00 10.00 5.00 5.00 45.00
 

130 131 22.50 22.50 4.00 0.00 5.00 0.00 10.00 10.00 5.00 5.00 53.50
 

131 132 22.50 22.50 6.00 0.00 5.00 0.00 12.00 12.00 5.00 5.00 49.50
 

132 133 12.00 0.00 4.00 0.00 3.00 0.00 4.00 0.00 5.00 5.00 72.00
 

133 134 22.50 22.50 10.00 0.00 10.00 0.00 8.00 0.00 5.00 5.00 44.50
 

134 135 17.50 17.50 4.00 0.00 5.00 0.00 0.00 0.00 5.00 5.00 68.50
 

135 136 0.00 0.00 0.00 0.00 3.00 0.00 3.00 0.00 5.00 5.00 89.00
 

136 137 0.00 0.00 2.00 0.00 3,00 0.00 3,00 0.00 5.00 5.00 87.00
 

137 138 0.00 0.00 0.00 0.00 10.00 0.00 0.30 0.00 5,00 5.00 84.70
 

138 139 3.00 0.00 0.00 0.00 3.00 0.00 0.00 0.00 5,00 5.00 89.00
 

139 140 5.00 0.00 0.00 0.00 10.00 0.00 2.00 0.00 5.00 5.00 78.00
 

140 141 8.00 0.00 0,00 0,00 5,00 0.00 0.00 0.00 5.00 5,00 82.00
 

141 142 3.00 0,00 2.00 0.00 5.00 0.00 0.00 0.00 5.00 5.00 85.00
 

142 143 4.50 0.00 0.00 0.00 5.00 0.00 0.00 0.00 5.00 5.00 85.50
 

143 144 4.50 0.00 1.50 0.00 3.00 0.00 0.00 0.00 5.00 5.00 86.00
 

144 145 0.00 0.00 0.00 0.00 2.00 0.00 0.00 0.00 5.00 5.00 93.00
 

145 146 2.50 0.00 2.50 0.00 2.00 0.00 0.00 0.00 5.00 5.00 88,00
 

146 147 8.00 0.00 0.00 0.00 2.00 0.00 0.00 0.00 5.00 5.00 85.00
 

141 148 2.00 0.00 2.00 0.00 0.00 0.00 0.00 0.00 2.001 0.00 94.00
 

AVERAGE ROAD RATING 72.39
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MEKRAN D I V I S I ON 

PRIMARY ROAD NO 14 (PR-14) 
AWARAAN PANJGUR ROAD 

AN 

p\3 

Iqq 
SF?-10GICHK

I- ;'/ 

TURSA AWARAN 

~TURBAT --

Beginning at the intersection with "PR-I" (Turbat/Awaran
 
Road) approximately 5 kilometers east of "Awaran," and
 

proceeding North Westerly via "Paktan," to the Intersection
 
with "SR-10" (Panjgur/Pasht Koh Road) near "Panjgur," a 
distance of approximately 191 Kilometers.
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ROAD CONDITION SURVEY Date of Survey: Sep. 7,1991 

AWARAN-PANJGUR ROAD Origin: Awaran 

(PR- 14) Destination: Pmnjgur 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL IlDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

0 1 4.00 0.00 0.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 61.00 
2 4.00 0.01 2.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 65.50 

2 3 4.50 0.00 0.00 0.00 2.00 0.00 8.00 0.00 5.00 5.00 80.50 
3 4 1.00 0.00 1.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 86.00 
4 5 10.00 0.00 0.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 73.00 
5 6 10.00 0.00 5.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 63.00 
6 7 4.00 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 75.50 
7 8 2.50 0.00 5.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 75.50 
8 9 10.00 0.00 5.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 57.00 
9 10 10.00 0.00 2.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 64.50 
10 I1 7.50 0.00 5.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 70.50 
i 12 8.00 0.00 10.00 0.00 3.00 0.00 12.00 12.00 5.00 5.00 62.00 
12 13 10.00 0,00 5.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 57.00 
13 14 1.50 0.00 2.50 0.00 2.00 0.00 6.00 0.00 5.00 5.00 77.0D 
14 15 2.00 0.00 0.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 88.00 
15 16 0.00 0.00 0.00 0.00 0.00 0.00 6.00 0.00 5,00 5.00 89.00 
16 17 0.50 0.00 0.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 89.50 
IT 18 0.50 0.00 0.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 89.50 
18 19 5.00 0.00 4.50 0.00 0.00 0.00 8.00 0.00 5.00 5.00 77.50 
19 20 17.50 17.50 5.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 55.50 
20 21 17.50 11.50 5.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 42.50 
21 22 8.00 0.00 0.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 57.00 
22 23 7.50 0.00 5,00 0,00 3.00 0.00 20.00 20.00 5.00 5.00 59.50 
23 24 4.00 0.00 2.50 0.00 10.00 0.00 20.00 20.00 5.00 5.00 58.50 
24 25 7.50 0.00 3.00 0.00 3.00 0.00 20.00 20.00 5.00 5,00 61.50 
25 26 4.00 0.00 2.50 0.00 10.00 0.00 20.00 20.00 5.00 5,00 58.50 
26 27 10.00 0.00 1.50 0.00 10.00 0.00 15.00 15.00 5.00 5.00 52.50 
21 28 15,00 15.00 10.00 0.00 10.00 0.00 16.00 16.00 5.00 5.00 44.00 
28 29 1.50 0.00 4.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 53.50 
29 30 8.00 0.00 0.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 57.00 
30 31 7.50 0.00 2.50 0.00 10.00 0.00 20.00 20.00 5.00 5.00 55.00 
31 32 6.00 0.00 2.50 0.00 2.00 0.00 15.00 15.00 5.00 5.00 69.50 
32 33 10.00 0.00 2.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 59.50 
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ROAD CONDITION SURVEY Date of Survey: Sep. 7,1991 
AWARAN-PANJOUR ROAD Origin: Avaran 

(PR-14) Destination: Panigur 

DEFICIENCY RATIN/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAIL'0GE I SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

33 34 1.50 0.0r 5.00 0.00 10.00 0.00 15.00 15.00 5.00 5.00 57.50 
34 35 12.50 12.50 2.50 0.00 10.00 0.00 10.00 10.00 5.00 5.00 60.00 
35 36 2.50 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 77.00 
36 37 4.00 0.00 1.50 0.00 3.00 0.00 20.00 20.00 5.00 5.00 66.50 
31 38 8.00 0.00 5.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 64.00 
38 39 15.00 15.00 15.00 15.00 3.00 0.00 15.00 15.00 5.00 5.00 47.00 
39 40 6.00 0.00 4.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 67.00 
40 41 4.00 0.00 4.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 69.00 
41 42 10.00 0.00 1.50 0.00 3.00 0.00 16.00 16.00 5.00 5.00 58.50 
42 43 6.00 0.00 6.00 0.00 2.00 0.00 10.00 10.00 5.00 5.00 71.00 
43 44 25.00 30.00 12.50 12.50 3.00 0.00 5.00 0.00 5.00 5.00 49.50 
44 45 25.00 40.00 2.50 0.00 3.00 0.00 5.00 0.00 5.00 5.00 59.50 
45 46 20.00 20.00 11.50 17.50 3.00 0.00 5.00 0.00 5.00 5.00 49.50 
46 47 25.00 25.00 20.00 20.00 3.00 0.00 8.00 0.00 5.00 5.00 39.00 
47 48 15.00 15.00 0.00 0.00 2.00 0.00 1 .00 10.00 5.00 5.00 68.00 
48 49 17.50 17.50 12.50 12.50 2.00 0.00 5.00 0.00 5.00 5.00 58.00 
49 50 10.00 6.00 25.00 25.00 2.00 0,00 6.00 0.00 5.00 5.00 52.00 
50 51 25.00 25.00 5.00 0.00 2.00 0.00 12.00 12.00 5.00 5.00 51.00 
51 52 25.00 30.00 12.50 12.50 3.00 0.00 5.00 0.00 5.00 5.00 49.50 
52 53 15.00 15.00 2.50 0.00 3.00 0.00 12.00 12.00 5.00 5.00 '62.50 
53 54 5.00 0.00 5.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 67.00 
54 55 7.50 0.00 6.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 68.50 
55 56 3.00 0.00 5.00 0.00 3.00 0.00 16.00 16.00 5.00 5.00 68.00 
56 57 10.00 0.00 2.50 0.00 3.00 0.00 18.00 18.00 5.00 5.00 61.50 

58 10.00 0.00 7.50 0.00 2.00 0.00 20.00 5.00 5.00 55.50 
58 59 25.00 25.00 2.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 50.00 
59 60 20.00 20.00 5.00 0.00 3.00 0.00 16.00 16.00 5.00 5.00 51.00 
60 61 25.00 30.00 1.50 0.00 2.00 0.00 8.00 0.00 5.00 5.00 52.50 
61 62 10.00 0.00 8.00 0.00 2.00 0.00 10.00 0 5.00 5.00 65.00 
62 63 4.00 0.00 0,00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 84.00 
63 64 5.00 0.00 2.50 0.00 3, 0.00 15.00 15.00 5.00 5.00 69.50 
64 65 10.00 0.00 0.00 0.00 10.00 0.00 20.00 20.00 5.00 5.00 55.00 
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ROAD CONDITION SURVEY Date of Survey: Sep. 1,1991 

AWARAN-PANJOUR ROAD Origin: Awaran 
(PR-14) Destination: Panjgur 

DEFICIENCY RATIH/INDEX 
KILOHETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 

FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

65 66 20.00 20.00 1,50 0.00 10.00 0.00 20.00 20.00 5.00 5.00 31.50 

66 67 12.50 12.50 5.00 0.00 10.00 0.00 10.00 10.00 5.00 5,00 51.50 

61 68 10.00 0.00 1.50 0.00 3.00 0.00 15.00 15.00 5.00 5.00 65.50 

68 69 10.00 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5.00 69.50 

69 10 10.00 0.00 1.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 66.00 

T0 11 15.00 15.00 5.00 0.00 3.00 0.00 16.00 16.00 5.00 5.00 56.00 

71 72 20.00 20.00 0.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 57.00 

12 13 25.00 25.00 2.50 0,00 3.00 0.00 5.00 0.00 5.00 5.00 59.50 

13 74 25.00 27.50 2.50 0.00 1.00 0.00 5.00 0.00 5.00 5.00 59.50 

174 15 22.50 22.50 5.00 0.00 10.00 0.00 5.00 0.00 5.00 5.00 52.50 

75 16 12.50 12.50 12.50 12.50 3.00 0.00 5.00 0.00 5.00 5.00 62.00 

76 17 12.00 0,00 2.50 0.00 2.00 0.00 8.00 0.00 5.00 5.00 10.50 

71 18 1.00 0.00 17.50 17.50 2.00 0.00 6.00 0.00 5.00 5:00 68.50 

18 79 15.00 15.00 0.00 0.00 3.00 0.00 8.00 0,00 5,00 5.00 69.00 

19 80 5.00 0.00 12.50 12.50 2.00 0.00 5.00 0.00 5.00 5.00 70.50 

80 81 5.00 0.00 1.50 0.00 0,00 0.00 6.00 0,00 5.00 5.00 76.50 

81 82 2.50 0.00 8.00 0.00 0.00 0.00 5.00 0,00 5,00 5.00 19.50 

82 83 6.00 0.00 5.00 0.00 0.00 0.00 4.00 0.00 5.00 5.00 80.00 

83 84 4.00 0.00 2.50 0.00 0.00 0.00 4.00 0.00 5.00 5.00 84.50 

84 85 4.00 0.00 4.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 82.00 

85 86 10.00 0.00 7.50 0.00 2.00 0.00 8.00 0.00 5.00 5.00 61.50 

86 87 10.00 0.00 5.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 73.00 

87 88 1.50 0.00 2.50 0.00 0.00 0.00 5.00 0.00 5.00 5.00 80.00 

88 89 5.00 0.00 10.00 0.00 0.00 0.00 6.00 0.00 5.00 5.00 14.00 

89 90 4.00 0.00 10.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 16.00 

90 91 6.00 0.00 5.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 79.00 

91 92 610 0.00 2.50 0.00 0.00 0.00 6.00 0.00 5.00 5.00 80.50 

92 93 1.50 0.00 6.00 0.00 0.00 0.00 8.00 0.00 5.00 5.00 73.50 

93 94 5.00 0.00 12.50 12.50 0.00 0.00 10.00 10.00 5.00 5.00 67.50 

94 95 2.00 0.00 5.00 0.00 0.00 0.00 8.00 0.00 5.00 5.00 80.00 

95 96 2.00 0.00 2.50 0.00 0.00 0.00 5.00 0.00 5.00 5.00 85.50 

96 97 .4.00 0.00 2.00 0.00 0.00 0.00 5.00 0.00 5.]0 5.00 84.00 
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ROAD CONDITION SURVEY Date of Survey: Sep. 7,1991 

AWARAN-PANJGUR ROAD Origin: Awaran 

(PR-14) Destination: Panjgur 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL WIDTH DINAGE SHOULDER ROAD 
FROM TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

97 98 2.50 0.00 5.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 82.50 
98 99 6.00 0.00 8.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 6,00 

99 100 4.50 0.00 2.50 0.00 0.00 0.00 4.00 0.00 5.00 5.00 84.00 
100 101 2.50 0.00 7.50 0.00 0.00 0.00 5.00 0.00 5.00 5.00 80.00 
101 102 5.00 0.00 2.50 0.00 2.00 0.00 8.00 0.00 5.00 5.00 77.50 

102 103 4.00 f.00 3.00 0.00 0.00 0.00 6.00 0.00 5.00 5.00 82.00 
103 104 2.50 0.00 3.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 84.50 
104 105 7.50 0.00 1.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 81.50 
105 106 4.50 0.00 2.50 0.00 0.00 0.00 5.00 0.00 5.00 5.00 82.00 
106 101 2.50 0.00 7.50 0.00 0.00 0.00 6.00 0.00 5.00 5.00 79.00 

!07 108 1.00 0.00 2.00 0.00 0.00 0,00 4.00 0.00 5.00 5.00 88.00 
108 109 0.00 0.00 2.50 0.00 0.00 0.00 5.00 0.00 5.00 5.00 87.50 

109 110 0.00 0.00 1.50 0.00 2.00 0.00 10.00 10.00 5.00 5.00 81.50 
110 111 1.00 0.00 0.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 89.00 
111 112 0.00 0.00 0.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 90.00 

112 113 0.00 0.00 0.00 0.00 0.00 0.00 4.00 0.00 5.00 5.00 91.00 
113 114 0.00 0.00 0.00 0.00 O.O 0.00 5.00 0.00 5.00 5.00 90.00 
114 115 0.00 0.00 0.00 0.00 0.00 C00 3.00 0.00 E.00 5.00 92.00 
115 116 0.00 0.00 0.00 0.00 0.00 0.00 4.00 0.00 5.00 5.00 91.00 
116 117 1.00 0.00 1.00 0.00 0.00 0.00 8.00 0.00 5.00 5.00 85.00 
1l1 118 0.00 0.00 2.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 86.00 
118 119 0.00 0.00 0.00 0.00 2.00 0.00 5.00 0.00 5,00 5.00 88.00 
I11 120 2.50 0.00 5.00 0.00 2.00 0.00 8.00 0.00 5.00 5.00 77.50 

120 121 0.00 0.00 0.00 0.00 2.00 0.00 4.00 0.00 5.00 5.00 89.00 
121 122 0.50 A.00 0.00 0.00 2.00 0.00 4.00 0.00 5.00 5.00 88.50 
122 123 0.00 0.00 0.00 0.00 2.00 0.00 6.00 0.00 5.00 5.00 87.00 
123 124 9.00 0.00 0.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 88.00 
124 125 1.00 0.00 6.00 0.00 2.00 0.00 8.00 0.00 5.00 5.00 78.00 
125 126 2.00 0.00 2.50 0.00 2.00 0.00 4.00 0.00 5.00 5.00 84.50 

126 121 2.00 0.00 0.00 0.00 2.00 0.00 4.00 0.00 5.00 5.00 87.00 
127 128 0.00 0.00 0.00 0.00 2.00 0.00 4.00 0.00 5.00 5.00 89.00 
128 129 0.50 0.00 0.00 0.0 2.00 0.00 4.00 0.00 5.00 5.00 88.50 
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ROAD CONDITION SURVEY Date of Survey: Sep. 7,1991 
AWARAN-PANJGUR ROAD Origin: Avaran 

(PR-14) Destination: Panjgur 

KILOMETER HORIZONTAL CURVE 
DEFICIENCY RATINO/I19)EX 

VERTICAL CURVE TRAVEL WIDTH DRAINAGE SHOULDER ROAD 
FROM TO RATING IIDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

129 130 2.50 0.00 0.00 0.00 2.00 0.00 6.00 0.00 5.00 5.00 84.50 
130 131 0,50 0.00 0.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 87.50 
131 132 0.00 0.O0 5.00 O o.002.00 0.00 4.00 0.00 5.00 5.00 84.00 
132 

133 

133 

134 

1.00 
6-00 

0.00 

0.00 

0.00 

0,00 

0.0 
0,00 

2.00 

2.00 

0.00 

0.00 

6.00 

6.00 

0.00 

0.00 

5.00 

5.00 

5.00 

5.00 

86,00 
.81.00 

134 135 0.00 00 0.00 0.00 2.00 0.00 4.00 0.00 5.00 5.00 89.00 
135 136 0.00 0.00 000 0.00 2.00 0.00 4.00 0.00 5.00 5,00 89.00 
136 137 0,00 0.00 2.00 0.00 2.00 0.00 5.00 0.00 5,00 5.00 86.00 
131 
138 

138 
139 

0.00 
0.00 

0.00 
0.00 

0,00 
2.00 

0.00 
0.00 

3.00 
3.00 

0,00 
0.00 

5.00 
8.00 

0.00 
0.00 . 

5.00 
500 

5.00 
5.00 

87.00 
82.00 

139 140 0.00 0.00 1.50 0.00 3.00 0.00 8.00 0.00 5.00 5.00 82.50 
140 141 0.00 0.00 0900 0000 3.00 0.00 2.00 0.00 5.00 5.00 90.00 
141 142 0.00 0.00 0.50 0.00 3.00 0.00 6.00 0.00 5.00 5.00 85.50 
142 143 0.50 0.00 0.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 86.50 
143 144 0.00 0.00 2.50 0.00 3.00 0.00 5.00 0.00 5.00 5.00 84.50 
144 145 12.50 12.50 0.00 0.00 3.00 0.00 6.00 0.00 5,00 5.00 13.50 
145 146 10.00 0.00 2.50 0.00 3.00 0.00 5.00 0.00 5.00 5.00 73.50 
146 147 3.00 0.00 2.50 0.00 2.00 0.00 5.00 0.00 5.00 5.00 82.50 
141 7.50 0.00 2.50 0.00 2100 0.00 8.00 0.00 5.00 5.00 75.00 
140 149 7.50 0.00 2.50 0.00 3.00 0.00 10.00 10.00 5.00 5,00 12.00 
149 150 10.00 0.00 5.00 0.00 3.00 0,00 15.00 15.00 5.00 5.00 62.00 
150 151 4.00 0.00 0.00 0.00 3.00 0.00 20.00 20.00 5.00 5.00 68.00 
151 152 I0.C0 0.00 5.00 0.00 3.00 0.00 10.00 10.00 5.00 5.00 67.00 
152 
153 

153 
154 

6.00 
10.00 

0.00 
0.00 

2.50 
2.00 

0.00 
0,00 

2.00 
2.00 

0.00 
0.00 

20.00 
15.00 

0 
15.00 

500 
5.00 

500 
5.00 

64.50 
66.00 

154 155 12.50 12.50 5,00 0.00 2.00 0.00 15.00 15.00 5,00 5.00 60.50 
155 156 25.00 25.00 0.00 0.00 2.00 0.00 15.00 15.00 5.00 5.00 53.00 
156 157 25.00 32.50 0.00 0.00 3.00 0.00 15.00 15.00 5.00 5.00 52.00 
151 158 22.50 22.50 1000 15.00 500 5.00 47.00 
158 159 25.00 32.50 0.00 0.00 .0 15.00 15.00 5,00 5.00 52.00 
159 16D 25.00 30.00 2,3O 15,00 15.00 5,00 5,00 49.50 
160 161 15,5.0 50 000 0.0 3.00 0.00 20.00 20.00 5.00 5.00 57.00 
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ROAD CONDITION SURVEY Date of Survey: Sep. 7,1991 

AWARAN-PANJOUR ROAD Origin: Awaran 
(PR-14) Destination: Panjgur 

DEFICIENCY RATING/INDEX 
KILOMETER HORIZONTAL CURVE VERTICAL CURVE TRAVEL IDTH DRAINAGE SHOULDER ROAD 
FROMI TO RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING INDEX RATING 

161 162 17.50 11.50 12.50 12.50 2.00 0.00 8.00 0.00 5.00 5.00 55.00 

162 163 12.50 12.50 15.00 15.00 2.00 0,00 6.00 0.00 5.00 5.00 59.50 
163 164 5.00 0.00 5.00 0.00 0.00 0.00 5.00 0.00 5.00 5.00 80.00 

164 165 5.00 0.00 10.00 0.00 0.00 C,0A 5.00 0.00 5.00 5.00 15.00 

165 166 1.50 0.00 5.00 0.00 0.00 0,00 6.00 0.00 5.00 5.00 76.50 

166 167 15.00 15.00 15.00 15.00 0.00 0.00 6.00 0.00 5.00 5.00 59.00 

167 168 2.50 0.00 2.50 0.00 0.00 0.00 5.00 0.00 5.00 5.00 85.00 

168 169 5.00 0.00 5.00 0.00 0.00 0.00 6.00 0.00 5.00 5.00 79.00 

161 170 1.50 0.00 1.50 0.00 0.00 0.00 6.00 0.00 5.00 5.00 74.00 
110 111 4.00 0.00 2.50 0.00 0.00 0.00 5.00 0.00 5.00 5.00 83.50 
111 172 1.00 0.00 0.00 0.00 2.00 0.00 4.00 0.00 5.00 5.00 88.00 

172 173 1.00 0.00 0.00 0.00 2.00 0.00 5.00 0.00 5.00 5.00 87.00 

173 174 2.50 0.00 7.50 0.00 2.00 0.00 6.00 0.00 5.00 5.00 77.00 

174 175 0.00 0.00 0.00 0,00 3.00 0.00 10.00 10.00 5.00 5.00 82.00 

175 176 1.00 0.00 0.00 0.00 3.00 0.00 5,00 0.00 5.00 5.00 86.00 

176 111 1.00 0.00 0.00 0.00 3.00 0.00 4.00 0.00 5.00 5.00 81.00 
1l1 178 2.00 0.00 1.00 0.00 3.00 0.00 4.50 0,00 5.00 5.00 84.50 

178 179 0.60 0.00 0.00 0.00 3.00 0.00 4.00 0.00 5.00 5.00 88.00 

119 180 0.00 0.00 0.50 0.00 3.00 0.00 4.00 0.00 5,00 5.00 87.50 
180 181 0.00 0.00 0.00 0.00 3.00 0.00 4.00 0.00 5,00 5.00 88.00 

181 182 0.50 0.00 0.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 86.50 

182 183 0.00 0.00 0.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 87.00 

183 184 0.00 0.00 0.00 0.00 3.00 0.00 5.00 0.00 5.00 5.00 87.00 

184 185 0.00 0.00 0.00 0.00 3.00 0.00 4.00 0.00 5.00 5.00 88.00 

1b5 186 0.00 0.00 6.00 0.00 3.00 0.00 4.00 0.00 5.00 5.00 82.00 

186 187 0.00 0.00 2.50 0.00 3.00 0.00 3.00 0.00 5.00 5.00 86.50 
181 188 5.00 0.00 5.00 0.00 3.00 C.00 6.00 0.00 5.00 5.00 76.00 
188 189 0.00 0.00 0.00 0.00 3.00 0.00 4.00 0.00 5.00 5.00 88.00 
189 190 2.00 0.00 7.50 0.00 2.00 0.00 8.00 0.00 5.00 5.00 75.50 

190 191 0.00 0.00 0.00 0.00 2.00 0.00 4.00 0.00 5.00 5.00 89.00 

AVERAGE ROAD RATING 72.59 
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