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CONTRIBUTIONS TO THE HYDROLOGY OF ASIA 
AND OCEANIA 

RECLAMATION BY TUBEWELL DRAINAGE 
IN RECHNA DOAH AND ADJACENT 

AREAS, PUNJAB REGION, PAKISTAN 

By GLENN T. MALMBERG 

ABSTR.ACT 
Around the turn of the century, a network of more than 40,000 miles of 

canals was constructed to divert water from the Indus River and its tribu
taries to about 23 million acns of largely unused desert in the Punjab region 
of Pakistan. The favorable climate and the perennial supply of irrigation 
water made available through the canals instituted the beginning of inten
sive farming. However, because of generally poor drainage and the high rate 
of canal leakage, the water table began to rile. As the population increaaecl 
and agriculture expanded, the demand for irrigation water soon exceeded the 
available supply. Spreading of the canal supply to meet the expanded needs 
locally created shortages that prevented adequate leaching. Increased evapo
ration from the rising water table further contributed to the progressive 
accumulation of soluble salts in the soil. By the late 1930's the combined 
effect of waterlogging and salinity had reduced the agricultural productivity 
of the region to one of the lowest in the world. 

In 1964, after leveral unsuccessful projects were undertaken to reclaim 
affected areas and to stop the progressive encroachment of waterlogging and 
salinization, the Government of Pakistan in cooperation with the U.S. Inter
national Cooperation Administration undertook a study of the geology and 
hydrology of the Indus Plain that ultimately resulted in the formulation of 
a ground-water reclamation program. The principal feature of the program 
is the utilization of a network of deep wells spaced about a mile apart for 
the dual purpose of lowering the water table and for providing supplemental 
irrigation water. Through financial assistance and technical and engineering 
support principally from the United States, construction began in 1960 on 
the first of 18 proposed reclamation projects that eventually will include 21 
million acres and more than 28,000 wells having an installed capacity of more 
than 100,000 cubic feet per second. 

An area of about 1.3 million acres a few miles west of the City of Lahore 
was selected for the pilot project. The first Salinity Control and Reclamation 
Project (SCARP-l) was completed in 1962. Within the project area about 
2,000 wells were drilled as deep as 350 feet and equipped with turbine pumps 

01 

Digitized by Coogle 



02 CONTRIBUTIONS TO THE HYDROLOGY OF ASIA AND OCEANIA 

having a capacity of up to 5 cubic feet per second each and a combined oper
ating capacity of about 3.5 million acre-feet per year. 

To July 1968 pumping from project wells and from private and other gov
ernmental agency wells supplied about 12 million acre-feet of water. This 
pumping more than doubled the available irrigation supply and lowered the 
water table to a depth of 10 feet or more below most of the project area. As 
a result, approximately 66 percent of the 400,000 ~s of land damaged by 
waterlogging and accumulation of excessive salt was wholly or partially 
reclaimed. The cropping intensity was increased from about 77 percent in 
1962 to 101 percent in July 1968, and the annual value of crops increased 
186 percent over 1962. 

Annual water budgets for the first 6 years of project operation indicate 
that pumping caused a decrease in annual ground-water outflow from the 
project area from about 57,000 acre-feet to 32,000 acre-feet, caused an in
crease in annual ground-water inflow to the project area from 35,000 acre
feet to 52,000 acre-feet, and depleted about 1.71 million acre-feet of ground
water storage. Net annual recharge to the ground-water reservoir during 
this same period ranged from a high of slightly more than 2 million acre-feet 
in 1964 to a low of about 1 million acre-feet in 1965. The budgets suggest 
that perhaps as much as half the net canai inflow to the project area is lost 
through leakage. This leakage is the principal source of recharge to the 
ground-water reservoir. 

Pumping has caused widespread changes in the chemical quality of ground 
water by changing the rate and direction of flow, inducing infiltration from 
canals, and mixing of indigenous waters of different chemical quality. Water 
from many wells remote from canals and water from wells in the southwest
ern part of the project area increased in total dissolved solids and electrical 
conductivity and increased in sodium ion concentration. Use of ground water 
from some wells having the undesirable combination of relatively high con
ductivity and a high sodium content has reduced soil permeability and locally 
created a hard surface layer in soil that makes tilling by the usual method 
of oxen and wooden plow difficult. Reduction in soil permeability probably 
will become more pronounced with continued use of ground water, unless the 
well water is mixed with canal water, soil amendments such as gypsum or 
green fertilizers are used, or irrigation practices are changed. There is no 
evidence that recycling of irrigation water had affected the chemical quality 
of the pumpage from project wells up to 1967. Near the canals, total dis
solved solids and the sodium-adsorption-ratio of most ground water has 
changed little since pumping began. 

Drainage from the project area to the rivers and as underflow to adjacent 
areas is small. Consequently, pumping has created a circulation system in 
the ground-water reservoir that will cause a gradual increase in concentra
tion of dissolved solids. Eventually it will become necessary to export or 
otherwise treat saline water if irrigation is to continue. 

INTRODUCTION 

Agriculture and associated activities engage about 80 percent 
of the national population, and the produce derived from these 
activities provides approximately 80 percent of the gross national 
product of Pakistan. Agricultural commodities produced in the 
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Punjab region provide a substantial proportion of this total na
tional effort. Development of agriculture began in Punjab and 
Bahawalpur around the turn of the century when the first peren
nial canals were built. Since that time an elaborate system of 
canals more than 40,000 miles in length has been completed to 
divert water for irrigation from the Indus River and its tribu
taries. This vast distributary network commands an area of 
about 23 million acres and is the largest contiguous irrigated 
area in the· world. 

After the completion of the first large canal system, the water 
table beneath the irrigated areas began to rise. The accretion of 
ground-water storage caused principally by seepage from canals 
and by percolation of irrigation water, had no particularly ad
verse effects during the early years of development when the 
depth to the water table was as much as a hundred feet below 
land surface. Nevertheless, it was early recognized that reme
dial measures would eventually have to be initiated to control 
the depth of the water table. The rapid growth in population 
following the colonization of the canal-commanded areas created 
a continual demand for greater agricultural productivity. To meet 
this growing demand, it has been common practice to expand the 
irrigated acreage and to adj ust the available water supply ac
cordingly. 

In many places the irrigation supply eventually was spread 
over large areas in amounts insufficient to satisfy the consump
tive use of crops or to provide for adequate leaching of salts from 
the soil. As a result, a progressive accumulation of salt in the 
root zone of the plants reduced the fertility of the land and the 
agricultural productivity. As the water table approached the land 
surface, evaporation from the water table increased and the rate 
of salinization was intensified. 

By the late 1930's and early 1940's, waterlogging and saliniza
tion had affected several million acres of land and was spreading 
at the rate of tens of thousands of acres yearly. During the early 
1900's a succession of governmental agencies, commissions, and 
scientists made studies to determine the causes and to formulate 
preventive measures to combat the continuing encroachment of 
waterlogging and salinity. Most of the studies were too limited 
in scope and areal extent to evaluate all pertinent factors, and 
consequently the conclusions drawn were inconclusive or mislead
ing. On the basis of these studies, various remedial measures 
were adopted with little or, at best, only partial success. 

In 1954 the Government of Pakistan in cooperation with the 
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u.s. International Cooperation Administration (lCA), and later, 
its successor the United States Agency for International Develop
ment (AID), began a comprehensive study of the geology and 
hydrology of the Indus Plain. This study, which was begun under 
the direction of the Irrigation Branch of the West Pakistan Pub
liC Works Department and was supported by a team of technical 
advisors on loan from the U.S. Geological Survey, was aimed at 
assessing the ground-water potential of the northern Indus Plain 
in order to formulate reclamation measures that would solve the 
problems of waterlogging and salinity and restore the productive 
capacity of the land. An important part of the study included 
training of Pakistan engineers, geologists, and related scientists 
in hydrology in an effort to create a cadre of specialists with 
sufficient scientific and technical skills to independently carry 
out water-resources investigations. Field and laboratory equip
ment, vehicles, drilling rigs and other commodities, and technical 
advisors required in support of this study were provided by AID. 
Personnel to carry out the investigations, and field and office fa
cilities, were supplied by the Government of Pakistan. 

Because of the nature and urgency of the investigation, ex
ploration of the alluvial aquifer was limited principally to its 
uppermost part. More than 1,400 test holes, totaling about IL 

million feet, were drilled in an area of about 35 million acres. 
Lithologic and electric logs and data from more than 10,000 
samples of material obtained from the test holes and analyzed 
in the laboratory helped to define the lithologic nature of the 
alluvial aquifer to depths of about 600 feet. Water samples ob
tained from tens of thousands of test holes and private wells 
were analyzed for their chemical composition, and the analyses 
have been studied to understand in more detail the vertical and 
areal distribution of the ground water. The results of nearly 200 
aquifer tests were used to determine hydraulic characteristics 
of the aquifers. An elaborate array of observation wells was in
stalled at each of the aquifer-test sites, and some of the tests 
were operated continuously for as long as 19 days' duration. An 
extensive and detailed soils-mapping program utilizing more 
than half a million soil samples obtained from auger holes to a 
depth of 6 feet furnished detailed information concerning soil 
types in an area of 27 million acres. 

The results of these investigations, which appear in more than 
60 published reports, provided the basis for the present reclama
tion projects utilizing deep tubewells to lower the water table 
and supplement the canal-irrigation supply. 
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Early in 1959, 15.2 million dollars in United States currency 
was made available to the Government of Pakistan by the United 
States Development Loan Fund to cover expenditures in foreign 
currencies for equipment, materials, and services required for 
construction. Work on the first Salinity Control and Reclama
tion Project (SCARP-1) was begun in 1960. In April of that 
year the administration of the project was transferred from the 
Irrigation Branch to the Water and Power Development Author
ity (W APDA). The survey and investigational phase of the 
project was carried out by the Water and Soils Investigation Di
vision (WASID) ofWAPDA. 

The project area selected for construction of SCARP-1 is in the 
center of the interfluvial area between the Rivi and Chenib 
Rivers, known as the Reehna Doib (fig. 1). This project is the 
first of 18 planned reclamation projects in the northern Indus 
Plain that will ultimately include about 21 million acres and 
more than 28,000 drainage and production wells having a total 
installed capacity of more than 100,000 cubic feet per second 
(Tipton and Kalmbach, written commun., 1957). 

The principal objective of the SCARP-1 project is to demon
strate the effectiveness of vertical drainage in reclaiming saline
affected soils in a large area. The plan is to lower the water table 
by pumping ground water to supplement the existing canal sup
ply. The pumped water, which generally is of satisfactory quality 
for irrigation, provides additional water sufficient to supply the 
consumptive use of crops when the cropping intensity is increased 
to 150 percent; moreover, water is available to leach salts from 
the root zone of the soil. In effect the additional irrigation supply 
provides for increasing density of irrigation not only by the re
clamation of lands gone out of production but also by bringing 
additional lands into cultivation. 

Although the project is large and is a major undertaking re
quiring an international effort, the project area covers but a 
small part of the croplands in Pakistan that are being affected 
by a rising water-table salinization. Therefore, the project is in 
a sense a pilot project to gain experience and knowledge through 
the hydrologic monitoring of an experimental network of wells 
designed to salvage leakage of canals for recycling. The data 
should permit an analysis of the cause-and-effect relation between 
pumping and the various components of the hydrologic budget 
and will provide increasingly accurate criteria for the design and 
operation of future reclamation projects. 
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PURPOSE AND SCOPE OF THE HYDROLOGIC MONITORING PROGRAM 

The monitoring program is a continuing program for'the col
lection and analysis of hydrologic data in the ground-water re
clamation project areas. The purpose of the monitoring program 
is to observe, record, and analyze physical and chemical changes 
that occur in the ground-water system resulting directly or in
directly from ground-water withdrawals. 

The objectives of the hydrologic monitoring program include 
both limited and long-range effects of pumping on the flow sys
tem in the ground-water reservoir and changes in magnitude of 
the various components of the flow system resulting from a low
ering of the water table. Periodic quantitative analyses of the 
flow system have been prepared as an essential part of the con
tinuing program of evaluating the effectiveness of the reclama
tion project in terms of design characteristics and operational 
procedure. The studies are designed to provide pertinent hydro
logic data to agencies responsible for developing operational and 
management techniques and to provide data and interpretation 
that may be useful in planning future ground-water reclamation 
projects. 

In addition to the analysis of the regional hydrology of the 
project area, tubewell performance is monitored in an effort to 
measure changes in well efficiency with time and to determine 
the merits of different types of well construction and construc
tional material. The chemical quality of ground water is moni
tored to determine the amount and areal distribution of change 
in chemical character of ground water in the project area. Knowl
edge of these changes will permit implementation of sound and 
efficient management of the ground water, including mixing and 
distribution of ground water of different chemical characteristics 
and conjunctive use of ground water and surface water; more
over, the monitoring will provide required data in the probable 
event that the transfer of water from one area to another be
comes necessary. 

Preliminary water-budget analyses describing the flow system 
and response characteristics of the ground-water reservoir have 
been prepared annually since water year 1962 (starting July 1). 
The principal objective of these studies is to determine the 
annual changes on the flow system in the SCARP-1 area result
ing from pumping. These reports utilize data routinely collected 
by several governmental agencies including the Irrigation Branch, 
the Land and Water Development Board, the Meterological De
partment, and the Water and Power Development Authority to 
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supplement the data collected by the Water and Soils Investiga
tion Division. Included in these studies is an evaluation of (1) 
change in altitude of water table; (2) annual and long-term change 
in ground-water storage; (8) pumpage; (4) precipitation; (5) 
ground-water inflow and outflow; (6) surface-water inflow and 
outflow; (7) evapotranspiration; (8) ground-water recharge i 
and (9) changes in chemical character of the ground water. 

The purpose of this report is to summarize and condense the 
hydrologic information available through water year 1967 and 
to refine the quantitative estimates within the scope of available 
data. Specifically, this report describes the change in water table 
that occurred during the first 7 years of project operation and 
presents the annual ground-water budget, including elements of 
inflow, outflow, pumpage, and changes in ground-water storage. 
It also describes the change in altitude of the water table since 
pumping began and the areal distribution of the cumulative de
cline. Estimates are given on precipitation and on surface-water 
diversions to and from the area. Analyses are made of the hy
drologic budget utilizing all the increments of inflow, outflow, 
and change in storage to compute the total consumptive use of 
water. Changes in the quality of ground water resulting from 
recirculation of irrigation water, induced infiltration from canals, 
and the migration of deep-seated brines brought about by heavy 
pumping are described. 
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GENERAL FEATURES OF THE AREA 

The Indus Plain is a vast alluvial plain that covers an area of 
about 80,000 square miles. It extends from the foothills of the 
Himalaya to the Arabian Sea, sloping southward at a low angle 
ranging from about a foot and a half per mile in the northern 
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areas to less than a foot per mile in the areas adj acent to the 
sea. The plain 18 composed of alluvial deposits laid down by the 
Indus River and its tributaries and consists of two principal 
parts: (1) the Punjab region in the north and (2) the lower 
Indus Plain In the south. 

The Punjab, meaning the land of five rivers, includes an area 
of about 40,000 SQuare miles traversed by the Indus River and 
its principal tributaries, the Jhelum, Chenib, Rivi, l and Sutlej 
Rivers. The rivers separate the Punjab into four areas, each of 
which is bounded by two rivers and is locally called a "doib." 
These four interftuvial areas are ThaI, Chaj, Rechna, and Biri 
Doibs. 

The SCARP-1 area described in this report is in central 
Rechna Doib. Rechna Doib is bounded by the Chenib River on 
the north and the Rivi River on the south, and comprises an 
area about 70 miles wide and 260 miles long. The topography of 
the dolb is characterized by broad flood plains several miles wide 
aloni' the bordering rivers. The center of the doib is a broad 
flat upland plain that stands as much as 60 feet above the level 
of the active flood plains. 

The climate of Rechna Doib is typical of the Punjab and of 
the low-lying, interior part of the Indo-Pakistan subcontinent, 
and is distinguished by large seasonal fluctuations in both tem
perature and precipitation. Except in the northern and north
eastern extremities of the doib, precipitation is insufficient in 
amount and distribution throughout the year to sustain agri
culture. About 70 percent of the annual precipitation occurs dur
ing the monsoon period in July and August, and during the rest 
of the year precipitation is scarce and sporadic. 

The summer is long and hot with maximum daily temperatures 
of more than 90°F occurring almost uninterruptedly from April 
through September. Temperatures rarely fall below freezing in 
the winter. The growing season is sufficiently long for harvesting 
two crops a year, and, in the irrigated area, double cropping is 
widely practiced. 

The soils of Rechna Doib, like those of other areas in the 
Punjab, are composed of alluvial material of recent origin trans
ported by the rivers draining the northern mountain ranges. They 
are mostly moderately coarse to medium textured soils having 
favorable permeability characteristics. Although they generally 
contain little organic matter, they are fertile soils with high po-

t GeoR'I" • .,hir n.m~ in thi!'t report an~ (I"om Ruant or G(IOR'I'aJlhir Nam('S ~nUI'("H. Nama 
are aPPl'uved standard nameR when.'" verifi ... d. 
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tential productivity, provided that adequate water can be applied 
to the land to sustain plant growth and to insure crop survival. 
Man's attempt to cultivate this land has resulted in a history of 
water-resource development in the Punjab that dates back sev
eral hundred years. 

WATER RESOURCE DEVELOPMENT 

Precipitation is insufficient for successful agriculture, except 
on a very limited scale, and, therefore, prior to the construction 
of canals, agriculture was confined largely to river flood plains 
where overbank flooding periodically provided irrigation water. 

Construction of canals began about the end of the 17th century 
when water was diverted from the rivers during periods of rela
tively high flow to upland areas adjacent to the flood plain. The 
canals functioned only during periods of high streamflow follow
ing the monsoon rains, and, therefore, irrigation was restricted 
to a relatively narrow strip of land bordering the rivers and 
limited largely to the summer season. 

Perennial irrigation water supplies became available to the 
central part of the doib, including the SCARP-1 area, near the 
end of the 19th century only after the construction of the large 
diversion canals and permanent barrages and headworks on the 
Chenib River. The water diverted through these canals and dis
tributed through an extensive network of distributaries per
mitted vast areas of previously uncultivated land in the central 
part of the doib to be irrigated on a perennial basis. The peren
nial canals still provide the principal sources of irrigation water 
to most of the Punjab. 

Prior to the evolution of efficient well-drilling methods and 
before the development of deep-well pumps, the ground-water 
resources in the Punjab were little utilized except for a few 
scattered wells that provided limited quantities of water for 
domestic and irrigation use. Along the flood plain of the rivers, 
where the water table was within a few feet or a few tens of 
feet of the land surface, dug wells equipped with Persian Wheels, 
or with a leather bag (mote) attached to a rope and lowered and 
raised by bullocks or camels, provided water for limited irriga
tion. In the central part of the doib, where ground water oc
curred at somewhat greater depths, a few scattered hand-dug 
wells at villages and places of religious worship and equipped 
with handlines and buckets, provided essential water supplies for 
domestic and livestock use. 

For all practical purposes, however, ground-water underflow 

Digitized by Coogle 



012 CONTRIBUTIONS TO THE HYDROLOGY OF ASIA AND OCEANIA 

entering the area was discharged by evapotranspiration or moved 
beneath the study area to points of natural discharge downgrad
ient. Recharge to the ground-water reservoir was principally in
fluent seepage from the rivers and to a lesser degree precipita
tion; it was equal to the natural discharge of ground water by 
evapotranspiration and subsurface outflow. Under the conditions 
that prevailed, dynamic equilibrium had been established between 
all the various components of recharge, discharge, and ground
water storage. Within the study area seepage from the Chenib 
and Rivi Rivers gQl1era1ly moved away from the rivers towards 
the center of the deib, and that portion which was not discharged 
locally by evapQ\ranspiration eventually moved southwestward 
toward the Indue River. Except for a narrow strip adjacent to 
the river, the water table occurred at a depth in excess of 30 
feet (Greenman and others, 1967) below land surface, and in 
the center of the doib, ground water occurred at depths of 90 
feet or more. 

Followlnw the construction of the perennial canals, seepage 
losses from the unlined canals contributed a significant increase 
in recharge to the ground-water reservoir. Because of the rela
tively flat topography, low hydraulic gradient, and generally poor 
drainage conditions in the doib, the water table began to rise. 

Simultalleously with the rise of the water table, the hydraulic 
gradient and consequent movement of ground water towards the 
center of the doib decreased annually. By about 1930 the water 
table in tbe central part of the doib had risen above the altitude 
of the adjacent rivers, thereby teversing the hydraulic gradient 
and direction of ground-water flow. 

Many remedial steps were initiated to control the depth to 
the water table including closure of canals during the monsoon 
period, construction of drainage ditches, and planting phreato
phytes along canals. Experience with open-ditch drains to con
trol waterlogging and salinity showed that they were too ex
pensive; moreover, they did not provide for the regulation of or 
for an increase in irrigation supply. As an alternative, experi
ments with vertical drainage by tubewells were begun. 

The first attempt to stem the rising water table by pumping 
water from the ground-water reservoir was begun in the 1940's 
with the construction of about 1,600 tubewells (drilled wells). 
Wells drilled under this plan, which are known locally as the 
"Rasul wells," were part of a reclamation scheme designed to 
intercept leakage from the canals and to pump it back into the 
canals. The wells were drilled at distances of up to about 600 
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feet on both sides of the larger canals at intervals of about a 
quarter of a mile. The Rasul wells proved to be ineffective in 
bringing permanent relief. By 1960 the water table in Rechna 
Doib had risen as much as 90 feet in the area southeast of 
Lyallpur, and in many areas it reached the land surface or was 
within a few feet of it. 

The second use of tubewells to lower the water table in ir
rigated areas began in 1950 when the Irrigation Branch selected 
four separate areas in the central part of Rechna Doib that were 
badly affected by waterlogging. These four areas or schemes, 
which include Chiihar Kina, Jarinwila, Pindi Bhattiin, and 
Chichoki (Chichoki Kalliin), respectively, range in size from 
about 7,000 to 90,000 acres and have a total combined area of 
about 119,000 acres. Within these schemes, 190 project wells 
were constructed and placed in operation in 1954, 1957, 1958, 
and 1960, respectively. These schemes were later incorporated 
into Salinity Control and Reclamation Project One (SCARP-1), 
which is the first of several planned ground-water reclamation 
proj ects designed to lower the water table in a large area. R~ 
clamation projects similar to SCARP-1, and of comparable or 
larger size, are planned eventually to control the depth of the 
water table and to regmate the irrigation supply for most of the 
Indus Plain. 

The SCARP-1 area is a contiguous area of about 1.3 million 
acres. It includes the four reclamation schemes completed by the 
Irrigation Branch. For construction and operation, the remainder 
(about 1.1 million acres) of SCARP-1 was divided into eight 

schemes ranging in size up to about 255,000 acres (table 1). 

TABLl!ll.-Statiatical data lor SCARP-1 

ApprOld- Number 
mate of 
_ project 
(_) weu. 

PincH BhatUIII 1 __________________ 8.800 21 
Chlchold (Cblchold IIaIllAn) 1 ____ 7,000 12 Chllhar Dna 1 ___________________ 10.800 24 

Lencth of canal. (mU.) 

Main 
canala 

and 
branch. 

Minor 
and dlo
trlbutal7 

8.40 

Total 

8.40 

.lariJlwAla 1 ______________________ 93,100 188 40.00 72.85 112.85 
SUb Kot ________________________ 254,900 384 8.20 160.88 168.58 
Zatarwll ________________________ 248,600 890 50.17 188.02 183.19 
KhAqib no.riD _________________ 116,800 209 26.80 73.83 100.18 
SAncia (Sanala HOI) ____________ 188,000 233 20.00 78.86 98.36 
BeriDwAIa _______________________ 104,600 128 80.00 69.36 89.36 
Bane ShelJth ____________________ 24,500 44 89.26 23.56 82.81 
JUftdbld _______________________ 171,900 818 17.00 186.24 16824 
ShidmAn ________________________ .--,-""'7;;;.8,~500~-~U7:;9-___;;~21;.:;;.9:;;_0 _--;;;12~9.7.69;______,;_;1~61~.69 

Total ______________________ 1,250.500 2,043 253.33 875.12 1.128.41i 

18eh_ _p1eted b)' the Imcation Department and transferred from the Tubewell 
CIrde to SCABP-1 In .lull' 1983. 
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More than 1,800 tubewells drilled to depths of up to 350 feet 
and constructed with 1S-inch housing pipe, 10-inch diameter 
screen surrounded by 6 inches of gravel shrouding, were com
pleted and placed in operation by 1962. The tubewells are 
equipped with turbine pumps designed to pump from 1 to 5 cfs 
(cubic feet per second) and have a combined installed capacity 
of about 3.5 million acre-feet per year. Although the average 
density of tubewells in the project area is about one per square 
mile, they were positioned on the basis of irrigation requirements 
and available conveyance ditches and, therefore, are somewhat 
irregularly spaced (pI. 3). 

Each year since the beginning of full-scale operation, the com
bined pumpage from project, private, and other wells has about 
doubled the amount of water supplied to crops in SCARP-I. As 
a result of the vertical drainage and increased water consump
tion by crops, the water table in the project area has been lowered 
about 5 feet. Of the total area of more than 400,000 acres that 
had been wholly or partially affected by waterlogging and salin
ity in 1950-60, about 66 percent of the damaged land was re
claimed as of June 1967. During the same period of time, the 
cropping intensity increased from about 77 to about 101 per
cent, which, together with increased productivity, resulted in an 
increase in annual value of major crops of about 186 percent over 
1959-60 (West Pakistan Land 'and Water Development Board, 
1966). 

Although pumping has lowered the water table in the project 
area, the direction of ground-water movement remains generally 
the same as during the prepumping period. Continued pumping 
may continue to lower the altitude of the water table. However, 
under the present operating schedule, it appears that equilibrium 
between recharge and discharge may have been reestablished. As 
reclamation projects in adjacent areas become operative and as 
pumping in those areas begins, ground-water inflow from areas 
of recharge upgradient will be reduced. At that time the water 
table in SCARP-1 will decline to a new level until equilibrium 
is again established. 

GROUND WATER 
THE GROUNI).WATER RESERVOIR 

The alluvial material beneath SCARP-1 forms part of the 
extensive heterogeneous and anisotropic unconfined ground
water reservoir underlying the Indus Plain and is more than 
1,000 feet thick. The upper 600 feet as described by Greenman, 
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Swarzenski, and Bennett (1967), is composed of a thick se
quence of alluvial sand, silt, and clay that has been laid down 
since late Tertiary time by the Indus River and its tributaries. 
Recurrent floods and frequent changes in rate of flow caused the 
streams to meander back and forth across the land surface in a 
braided pattern of irregularly shifting channels. Over a period 
of time a broad constructional plain was built up. The underlying 
deposits have little vertical or horizontal continuity. The bulk 
of the alluvium is composed of silt and tine sand or mixtures 
thereof. Lithologic logs of wells indicate the absence of thick 
layers of pure clay in the alluvium. Except for a few clay lenses, 
a few feet thick, clay usually occurs as a mixture with silt and 
sand. Material coarser than tine sand is practically nonexistent, 
except in the upper reaches of the doab where the alluvial plain 
overlaps older rock formation. The bulk of the alluvium is un
consolidated except for an occasional zone where the deposition 
of chemical precipitates has formed calcareous concretions. Most 
of the alluvial material is highly porous and is capable of storing 
and transmitting water readily. 

The water-bearing character of the ground-water reservoir 
in SCARP-l has been evaluated largely on the basis of numer
ous pumping tests. Bennett, Ata-Ur-Rehman, Sheikh, and Ali 
(1967) listed the results of 49 pumping tests in Rechna Doab and 
showed that horizontal permeability of the aquifer is considera
bly greater than vertical permeability. In the screened intervals 
in the wells tested, horizontal hydraulic conductivity (formerly 
designated the coefficient of permeability) averaged about 0.0038 
cfs (cubic feet per second) per square foot. About 69 percent of 
the results fell in the range 0.0025 to 0.0053 cfs per square foot. 
The presence of clay and silt lenses within the reservoir retards 
the vertical movement of water and reduces the vertical perme
ability. Bennett, Ata-Ur-Rehman, Sheikh, and Ali (1967) have 
shown that the vertical hydraulic conductivity of a section of 
unconsolidated alluvium can be expected to fall in the range 
10-5 to 10-3 cfs per square foot. Anisotropic ratios suggested by 
the tests range from about 3:1 to 195:1 and average about 76: 1. 

Despite the anisotropic nature of the alluvium, properly con
structed wells can be developed almost anywhere in the area to 
yield 1.5 to 5 cfs. The average capacity of the project wells in 
SCARP-1 is about 2.8 cfs. Specific drawdowns in the project 
wells at the time of completion range from a maximum of about 
28 feet per cfs to a minimum of 2.2 feet per cfs and average 
about 4.3 feet per cfs. Specific capacities of the project wells at 
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the time of completion ranged from about 0.044 to about 0.4 
cfs per foot of drawdown. The average specitic capacity for all 
wells in SCARP-l at the time of completion was about 0.22 
ds per foot of drawdown. Experience in SCARP-l has shown 
that in some areas encrustation and corrosion of mild-steel well 
screen and casings has resulted in a marked reduction in the 
specitic capacity of some wells in relatively short periods and have 
rendered some wells useless in the short period of 8 or 4 years. The 
problem has been minimized in more recently constructed ground
water reclamation proj ects by utilizing epoxy resin-bonded tiber
glass casing and screen. 

SOURCE AND MOVEMENT 

Replenishment to the ground-water reservoir in SCARP-l is 
derived principally from ground-water underflow from adjacent 
areas updoib, canal seepage, direct intiltration of precipitation, 
and percolation of irrigation water from conveyance ditches and 
irrigated tields. The direction of flow and the implied source is 
indicated. by the water-level contour maps (pI. 1). Water moves 
downward and away from areas of recharge toward areas of dis
charge along curvilinear flow paths in response to differences in 
hydraulic head both vertically and horizontally. Vertical circula
tion of ground water in the study area can be defined only to a 
limited extent on the basis of available data. The lateral com
ponent of movement is in a direction normal to the water-level 
contours and indicates the source area and the cardinal direction 
of flow. Plate 1 shows the approximate altitude and configuration 
of the water table based on the average water levels in 1960--61, 
and the water levels in June 1968 in wells penetrating the upper 
few hundred feet of the zone of saturation. Many test wells drilled 
to a thousand feet or more indicate a small difference in head with 
depth, and, consequently, the maps do not necessarily reflect the 
exact hydraulic gradient and the precise direction of ground
water flow in the deep aquifers. However, inasmuch as the water 
contained in the ground-water reservoir generally is uncontined, 
the maps probably indicate the general horizontal component of 
regional movement of ground water at depth also. Contour maps 
based on the altitude of the water table in June for successive 
years since 1961 approximate the annual low water level, which 
usually occurs prior to the monsoons in July. 

The contiguration of the water table represented by the contour 
maps is intentionally generalized to show the regional hydraulic 
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gradient. Ground-water mounds or ridges beneath the canals or 
depression cones around pumped wells generally are limited in 
areal extent and magnitude, and may be of temporary duration. 
These anomalies affect the direction and rate of ground-water 
movement locally, but have little effect on the regional movement 
of ground water, unless they persist over a prolonged period of 
time. 

The regional water table in SCARP-l is an irregular surface; 
it occurs at a depth of a few feet to a few tens of feet below the 
land surface and has a gradient of about 1.5 feet per mile to the 
southwest. It ranges in altitude from about 700 feet above mean 
sea level in the northeastern corner of the area to about 580 feet 
in the southwestern corner of the project. The altitude of the 
water table is generally from 10 to 20 feet higher in the center of 
the proj ect area than along the bordering rivers. 

As the water table rises or falls in response to recharge and 
discharge, the contour lines reflect the change. Consequently, the 
shape of the contours may change from day to day or from season 
to season. However, a comparison of the water-table maps for 
1960-61 and June 1968 shows that the general shape of the con
tours has remained about the same, despite the fact that there has 
been a general lowering of the water table in the proj ect area of 
about 5 feet. The main change in configuration has been a migra
tion upgradient of the water-table contours in the center of the 
project area. The reduction in the lateral component of underflow 
toward the rivers is manifest in the progressive decrease in calcu
lated underflow from the area (table 3) . 

INFLOW 

Ground-water inflow to SCARP-l from areas of recharge up
doib enters the northeastern tier of schemes including Hifizi
bid, Khingih Dogrin, Chuhar Kina, Shih Kot, Zafarwil, and 
Chichoki (Chichoki Malliin). It is calculated for each scheme 
along the northeastern edge of the project on the basis of (1) the 
length of the cross-section between limiting flow lines separating 
adjacent schemes, (2) the average hydraulic gradient between 
flow lines, and (3) an estimated value of transmissivity. Accord
ingly, the computed inflow represents an estimate of the total 
amount of ground water moving into the area from recharge areas 
up the hydraulic gradient. 

The length of the cross section through which ground water 
enters SCARP-l has increased since 1964 as the cone of depres-
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sion expanded. Lowering the water table has caused a convergence 
of ground-water flow along the northeastern and southeastern 
corners of the project area. Consequently the potential area of re
charge has been enlarged and the magnitude of the annual inflow 
increased. 

The hydraulic gradients, on which the computations of ground
water inflow are based, are determined from water-table maps 
prepared from data on the altitude of the water table in several 
hundred observation wells in June of each year. The altitude of 
the water table in June approaches its annual minimum following 
a long period of pumping that begins in September or October of 
the previous year. Pumping usually is minimal during the mon
soon season in July and August. The regional hydraulic gradients 
along the margin of the project area, as shown by the water-table 
maps for June, therefore, are steepest along the northeastern 
boundary where ground-water underflow enters the area, and they 
are flattest along the southwestern border of the project where 
ground-water underflow leaves the area. Computed ground-water 
inflow and outflow based on the altitude of the water table in 

. ' June, therefore, represent the annual maximum and minimum 
flow, respectively. The hydraulic gradient of the water table along 

, ' the northeastern edge of the area ranges from about 2 to 8 feet ." 
". per mile. 

The average transmissivity of the saturated sediments, deter
mined by analyzing more than 140 pumping tests in partially 
penetrating wells, is on the order of 0.50 ft2/sec, or about 800,000 
gpd per ft (gallons per day per foot) (Bennett and others, 1967; 
Arif, 1966). 

However, the transmissivity obtained from the pumping-test 
analysis may be in considerable error. The transmissivity used in 
calculating ground-water underflow was determined by methods 
developed by Theis (1985), Cooper and Jacob (1946), and Boulton 
(1968), which were the best methods available at the time. Be
cause field conditions deviate from assumed physical conditions 
on which the methods of analysis are based, the calculated value 
of transmissivity may not accurately represent the transmissivity 
of the aquifer as a whole. The pumping tests were made in multi
ple-screen wells penetrating the upper 300-400 feet of an aniso
tropic aquifer that in most places exceeds a thousand feet in 
thickness. It is probable that the values obtained from the tests, 
therefore, are much less than would be expected in fully pene
trating wells screened throughout their entire length. Because of 
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the anisotropy of the alluvium, however, ground water in the 
lower part of the reservoir may be more or less stagnant and may 
be of little significance in the regional movement of ground water 
from one area to another. In this event, the transmissivity values 
indicated by the pumping tests may be representative of the upper 
part of the aquifer where ground-water circulation is most 
significant. 

For lack of more accurate data on the transmissivity, Mundorff 
and Lateef (1963), and subsequent investigators, used the values 
determined from the analysis of the pumping tests to compute 
ground-water inflow and outflow from the project area. 

The computations of ground-water inflow to SCARP-l are 
based on a modified form of Darcy's Law which may be expressed 
by the equation Q=0.00112 TIL, where Q is the quantity of water, 
in acre-feet per year, T is the transmissivity of the aquifer, in 
gallons per day per foot, I is the hydraulic gradient, in feet per 
mile, L is the width of aquifer, in miles, through which underftow 
is computed, and 0.00112 is the factor for converting gallons per 
day to acre-feet per year. 

The calculated annual inflow to SCARP-l is shown in table 2. 
It gradually increased since pumping began, from a minimum of 
about 35,000 acre-feet in water year 1960 to a maximum of about 
52,000 acre-feet in water years 1966-67. 

TABU: 2.--Grou~w"ter inflow to SCARP-l (by water Y6arB Btarting Jtdyl) 

Inflow, In acre-feet 
~ 1960 1961 1962 1963 1964 1966 1968 1817 

IUfldbU 
DO.iriii 

8,000 8,000 8,000 7,000 8,000 11,000 10,000 
KhinPb 13,000 20,000 22,000 16,000 16,000 19,000 19,000 
Chw.ar Dna ___ 8,000 
ShAclmAn and 

4,000 3,000 1,000 3,000 4,000 4,000 

Chlchokl _ ... _-- 18,000 9,000 8,000 9,000 14,000 14,000 ',000 
Warwil ----- ... - 8,000 8,000 6,000 4,000 4,000 4,000 10,000 

Total ---- 86,000 '42,000 44,000 46,000 87,000 46,000 62,000 62,000 

t Eatlmated. 

OUTROW 

Ground-water outflow moves generally southwest from the 
project area toward areas of natural and artificial discharge 
across a section about 70 miles in length extending from Hifizibid 
and Pindi Bhattiin in the northwest to Zafarwil in the southeast, 
Along the southern edge of the project area, ground-water under
flow moves from the Zafarwil Scheme towards Degh Nila and the 
Rivi River. Along the northwestern border, ground-water under-
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flow from the proj ect area moves from Hifizibid, Pindi Bhatti
in, and Barse Sheikh Schemes toward the Chenib River. In the 
central part of the doib, the general direction of ground-water 
underflow il toward areas of natural discharge southwest of the 
project area. 

The hydraulic gradient along the project border where ground
water outflow occurs ranges from about on~half foot per mile to 
less than 2 feet per mile, and changes from year to year depending 
on the expansion or decay of the cone of depression under the 
project area. 

Theoretically, ground-water outflow from the project should 
decrease as the depth of the cone of depression increases. As the 
cone deepenl and as more water is removed from storage, the 
water table is lowered. Lowering of the water table in the project 
area will decrease the hydraulic gradient along the southwestern 
border of SCARP-1 and result in less ground-water outflow. The 
annual subsurface outflow from SCARP-1, calculated on the basis 
of the hydraulic gradient, the width of the crosB-sectional area, 
and uniform transmissivity is summarized in table 8 for water 
years 1960 through 1967. During this 8-year period for which 
records are available, ground-water outflow from the project area 
decreased from a maximum of about 57,000 acr~feet in water 
year 1960 to a minimum of about 82,000 acr~feet in water year 
1966. 

Tabulation of the annual ground-water outflow from SCARP-l 
(table 8), based on water-table maps for June of each year, shows 
a progressive annual decrease except in water year 1967. The in
creased outflow in 1967 is the result of a rise in the water table 
within the cone of depression and a corresponding increase in 
hydraulic gradient along the southwestern border of the project. 
The hydraulic gradient in June 1968 was approximately the same 

TABLE 8.-Ground.-water outflow from SCARP-l (by water years starting 
Jul'll 1) 

Outflow, In aere-feet 
1960 1961 1962 1963 1964 1965 1966 19S7 

Hiftdbld ______ 11,000 4,000 8,000 7,000 5,000 6,000 11,000 
HaTB4! Sheikh ___ 10,000 10,000 6,000 6,000 6,000 8,000 9,000 
Beranwila _____ 8,000 8,000 4,000 3,000 8,000 3,000 8,000 
Sin.Ja _________ 7,000 4,000 8,000 4,000 4,000 4,000 4,000 
Shih Kot _______ 4,000 4,000 8,000 8,000 2,000 8,000 2,000 
larinwila ______ 8,000 6,000 5,000 6,000 6,000 4,000 4,000 
Zafarwil _______ 14,,,,"000~"""";;~~-a;.7~.00;c;.0_ .. 9;";'0;c;.00;c-----..-7,,,,,OO;c;.0_ .. 9~,O~0;;-0 ----;""4-';;-,OO""0,.-~S,OOO;; 

Total _____ 67,000 148,000 89,000 37,000 36,000 34,000 32,000 89,000 

1 Eatlmated. 
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as in June 1963, and therefore the ground-water outflow from 
SCARP-1 during both years was about the same. 

TUBEWELL PUMPAGE 

Pumping in the area began in the Chiihar Kina Scheme in 1964-
66, in Jarinwila in 1957, in Pindi Bhattiin in 1958-69, and in 
Chichoki in 1960. Tubewells in the other eight schemes were com
pleted and commiBBioned progressively beginning in September 
1961. By July 1962, most of the wells had been placed in opera
tion except in Shih Kot and Zafarwil Schemes, where full-scale 
pumping started in October 1962 and March 1968, respectively. 
Data on annual pumpage [by project wells] in each scheme area 
during water years 1960 through 1967 are given in table 4. Pump
age values shown in the table for water years 1961-66 were ob
tained by multiplying the number of hours of operation of each 
project well by the designed capacity of the pump. Higher pump
ing life, resulting from the lowering of the water table during the 
first few years of pumping, probably has caused the actual pump 
discharge to be somewhat less than the design discharge, and, 
therefore, the estimates of pumpage for the first 5 years of opera
tion may be somewhat high. 

Pumpage for water year 1967 is calculated on the basis of 
measured discharge at each well and on the number of hours of 
operation during the year, and, therefore, probably is more ac
curate than the estimates made in previous years. 

The estimates of annual pumpage of project wells in SCARP-l 
indicate that the pumpage increased rapidly in water years 1960 
and 1961 and reached a maximum of about 2.8 million acre-feet in 
1962. Since 1962 there has been an annual decrease in pumpage to 
a minimum of slightly more than 1.6 million acr~feet in water 
year 1966. Although electrical power shortages and abov~average 
precipitation in 1966 (fig. 2) probably are the principal reasons 
for the low pumpage during that year, the progressive decline in 
annual pumpage is due to several other reasons as well. Part of 
the decline undoubtedly is due to a decrease in demand. During the 
initial phases of reclamation, when large amounts of irrigation 
water were applied to salin~affected areas to leach the salt from 
the soil profile, there was a high demand for irrigation water, but, 
as reclamation progressed, the demand decreased. Other causes 
cay be attributed to (1) the shutdown of pumps for maintenance 
and repair, (2) the abandonment of some wells producing highly 
mineralized water, and (3) reduction in pump discharge resulting 
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TABLE 4.-Appro;1:i""'te pumpo,ge in SCARP-1 (by water years 1 starting July 1 ) 

Dlachal'lre. In tho_cia of _feet 

Scheme 
Averqe 

dlaebal'lre, 
1960 1961 1962 1968 1964 1965 1966 1967 Total In feet 

peraere 

Beriinwila _________________________ ___ 188 203 181 158 182 96 II' 1,067 10.1 
Hifiziobiid and Plnd! Bhattiln ______ "18 86 582 464 458 489 290 812 2,594 14.4 
Harse Sheikh ______________________ 40 70 73 71 76 48 53 426 17.4 
Jaritnwiila _________________________ 70 75 240 115 109 112 80 108 909 9.7 
Khingih Dogrin __________________ 225 865 a19 270 a18 202 257 1.9116 17.0 
Sar.gla ____________________________ 287 870 817 289 800 199 2211 1, 87 14.0 
Shiidmin and Chichoki ______________ 9 "19 169 180 188 168 90 1011 878 10.2 
Shih Kot and Chuhar Kana ________ 18 "88 4811 428 889 420 2411 266 2.179 8.0 
Zafarwii! __________________________ 880 508 480 298 801 888 2,848 ('.6 

Subtotal' ___________________ • 1111 198 2,764 2,1180 2,307 2,3113 1,1146 1.826 14,289 
Rasul well. 2 ______________________ 260 260 2110 260 250 260 260 260 2,000 
Private wells 2 _____________________ 60 60 110 60 60 110 110 8110 

Total _______________________ • 81611 "1.098 3.064 2.880 2.&07 2,6118 1,846 2,126 16,689 84.8 

1 Water year as U8ed in this report Includes the 12 month period July 1 throUll'b June 80 and Ie dee~ated b)' the cal_dar )'ear In wbleb It .tarta. 
2 Estimated values. 
• Pumpage for water yean 1961~6 Ie estimated ,)II bule of boun of operation and cIee~ capaelt)' of the pump. Pumpage In 1967 Ie buecI on boun of 

operation and measured dlschal'lre of pump. 
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from loss of well efficiency caused by corrosion and encrustation. 
In addition to withdrawals by project wells, there was a large 

but mostly unmeasured amount of water pumped by other wells 
within SCARP-1. It is estimated that 400-500 Rasul wells within 
SCARP-1 pump about 260,000 acre-feet of water annually. Several 
hundred private tubewells are estimated to have pumped on the 
order of 60,000 acre-feet annually since 1961. Thus, it is estimated 
that the total pumpage from all wells in SCARP-1 since 1960 has 
ranged from slightly more than 3 million acre-feet in 1962 to 
slightly less than 2 million acre-feet in 1966. The gross pumpage 
between June 1960 and June 1968 has been about 16.6 million 
acre-feet, or an average of about 13 acre-feet per acre. Maximum 
pumping occurred in the Barse Sheikh Scheme where a total of 
more than 17 acre-feet per acre of water was discharged. Mini
mum pumpage of about 8 acre-feet per acre occurred in the Shih 
Kot and Shiihar Kina Schemes. 

DECLINE 0)1 THE WATER TABLE AND DEPLETION 0)1 STORAGE 

Many lines of observation wells were established more or less 
coincident with the beginning of irrigation in the Punjab, and 
since about 1900 the Irrigation Branch has obtained semiannual 
water-level measurements in a network of wells in and adjacent 
to SCARP-1. Beginning in 1961, the Water and Soils Investiga
tion Division (WASID), WAPDA, started monthly measurements 
of water levels in 60 wells and piezometer tubes in and adjacent to 
SCARP-1. In addition to the monthly measurements, 13 wells 
were equipped with continuous water-stage recorders. The origi
nal observation-well network was expanded during the period 
July 1963 to June 1964 by the addition of 70 more piezometer 
tubes and 12 additional continuous water-stage recorders. 

The prepumping records show that the water table fluctuated 
as much as several feet from season to season and from year to 
year. Because of these fluctuations, the average altitude of the 
water table prior to full-scale pumping and the areal extent and 
magnitude of the decline in water level caused by subsequent 
pumping can only be approximated. The altitude and shape of the 
water table used as a reference for determining the annual and 
long-term change in water level is based on the average water level 
in 160 wells measured in June 1960 and June 1961. Since that 
time, however, all but 31 of the wells included in the original 
observation-well network have been destroyed or partially 
plugged. 
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Continued attrition of wells in the original network has re
quired periodic replacement or substitution of wells. A few addi
tional wells, added to fill gaps in the data, have expanded the 
observation-well network to about 160 wells. The water-table map 
for June 1968 (pI. 1) is based on data from 159 observation wells 
in the study area. Wells included in the monitoring network are 
never pumped, and most are a half mile or more from any pump
ing well. Temporary fluctuations of the water table due to periodic 
pumping of project and other wells, therefore, are minimized. The 
water-table contour maps based on the water-level data in the 
observation wells, therefore, may be somewhat conservative; that 
is, they may reflect the minimum changes in altitude resulting 
from pumping. The recent acquisition of computer facilities by 
W APDA will make possible map-plotting programs that include 
data on water-level altitude from all wells in the project area. 
Although refinement in the configuration of the water table will 
be achieved by the inclusion of all water-level data in preparation 
of future water-table maps, the values of the annual and long-term 
change in altitude of the water table, changes in ground-water 
storage, and related items, probably will not be materially differ
ent from the values determined by the methods presently 
employed. 

Data currently available indicate that the cone of depression 
that has developed since pumping began locally extends a mile or 
two beyond the boundaries of the study area. Although the lack 
of a sufficient number of control points beyond the boundary of 
the study area prevents the precise areal delineation, a reasonable 
approximation of the total area affected by pumping can be made 
by superimposing the water-table contour map for successive 
years on the composite water-table map for 1960-61; a line drawn 
through successive points where contours of equal elevation on 
the two maps intersect or are coincident is used in determining 
the approximate boundary for the area of the cone of depression. 

The altitude of the water table changes in response to recharge 
to and discharge from the ground-water reservoir. It is axiomatic 
that when ground-water discharge exceeds recharge, water in 
storage in the ground-water reservoir is depleted and the altitude 
of the water table is lowered. Under the hydrologic conditions that 
prevailed in SCARP-l prior to the installation of wells, the 
ground-water regimen over a long period of time was in dynamic 
equilibrium. Discharge was equal to recharge, and after about 
1955, there was no significant long-term change in ground-water 
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storage; temporary seasonal increments of recharge can be at
tributed to appreciable amounts of precipitation or to increase in 
canal seepage that followed changes in the canal distribution sys
tem or adjustments in canal deliveries. 

After the installation of wells and the beginning of pumping, 
the equilibrium or near-equilibrium conditions that had prevailed 
previously came to an end. During the initial phases of pumping, 
most of the pumpage is derived from storage, and, as a result, 
there is a rapid decline of the water table in the vicinity of the 
pumping wells. As pumping continues, the rate of lowering of the 
water level in the well and in the surrounding area diminishes, 
but the lowering will continue until the cone of depression inter
cepts sufficient recharge to satisfy the pumping demand. If the 
pumping demand exceeds the available ground-water recharge, 
depletion of ground-water storage will continue, and the water 
level in the well will continue to decline. On the other hand, if the 
cone of depression intercepts sufficient recharge to meet the pump
ing demand, equilibrium will be reestablished and the altitude of 
the water table will again stabilize. 

Pumping began in SCARP-1 at irregular intervals, starting in 
1964, in the four widely scattered schemes completed by the Irri
gation Branch. With the exception of the J arinwila Scheme, the 
schemes are small and the lowering of the water table in response 
to pumping was highly localized. In June 1960 the water table 
was at a depth of 10 feet or less in an area of about 990,000 acres, 
or about 80 percent of the area. Plate 2 shows the approximate 
depth to the water table in June 1960. During 1961 and 1962, 
pumping increased progressively as new schemes were completed 
and resulted in sporadic changes in altitude of the water table. 
The first attempt to determine the areal extent and magnitude of 
the decline of the water table resulting from full-scale operation 
of SCARP-1 was made on the basis of water-level data for June 
1963 (Mundorff and Lateef, 1963). Since that time, water-table 
maps of the project area have been prepared annually to show the 
depth and configuration of the water table and related 
information. 

By June 1968, the cone of depression resulting from pumping 
the project wells included an area of about 1.35 million acres and 
resulted in the lowering of the water table in the area of influence 
an average of about 4 feet (table 5). Within the boundary of 
SCARP-1, lowering of the water table averaged about 5 feet. The 
reduction in ground-water storage resulting from lowering the 
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TABLE 5.-Depletion oillround-wa,ter .tora,ge in SCARP-J 

Cumulative Annual 
Averap depletion chanl'e 

Area of deptbof Volume of of I'l'01lnd- In IITOUnd-
eoneof eoneof eoneof water water 

Water,.sr depreulon I dep~lon c1epreulon Btoraee" Btoraee • atartiq (millloDB (4)-;..(2) (millions of (millions of (millioDBof 
JuI,.! of acrea) (feet) acre-feet) acre-feet) acre-feet) 

(I) (I) (I) (') (I) (I) 
1961 ___________________ 

• 0.7' 
1962 - -------------- _ .. 1.36 4.0 6.40 1.36 '-0.11 
1963 ---------------_ ... 1.86 ,., 8.14 2.04 -0.69 
1964 ... ---_ .. __ .. _-_ ............... 1.60 3.8 'J.08 1.62 +0.61 
1966 ----------------- 1.86 6.0 9.26 2.32 -0.80 
1966 ----------------- 1.86 4.7 7.80 1.96 +D.a7 
1967 ----------------- 1.66 4046 6.90 1.TI +0.22 

I Area at end of sch water ysr endlnl' In June. 
• Auumed specific yield of 26 percent. 
• Product of annual chan ... In volume of eone of depraalon and specific ,.Ield of 0.26. 
, Calculated b,. difference. 
• Bued on averaee decline of water levela in observation wen of 1.8, ars of COIle of 

dep~ion, and 0.26 specific yield. 

water table is the product of the volume of the cone of depression 
and the specific yield of the drained material. In recent pumping 
tests utilizing a neutron soil-moisture meter, specific-yield values 
of about 25 percent are indicated. Insofar as the test data are 
applicable to the whole of SCARP-I, the net depletion of ground
water storage by the end of June 1963 totaled about 1.35 milHon 
acre-feet, or about 30 percent of the cumulative pumpage to that 
date. 

By the end of June 1964, the area of influence expanded to about 
1.85 million acres and increased to an average depth of about 4.4 
feet. Within the boundary of the project, the average net decline 
increased to about 6.4 feet. The increase in volume of the cone 
from 5.4 million acre-feet to about 8.14 million acre-feet, or about 
2.74 million acre-feet, is equivalent to about 690,000 acre-feet of 
water depleted from storage. Uniform withdrawal of this amount 
of water over the area of influence would result in the average 
lowering of the water table of about 1.5 feet. 

Reduced pumping and ground-water recharge from excessive 
precipitation in water year 1964 caused the water table beneath 
SCARP-1 to rise. By June 1965, the area of the cone of depression 
had contracted to about 1.6 million acres. The rise in water table 
of about a foot from June 1964 to June 1965 can be equated with 
an increment of recharge to the ground-water storage of about 
520,000 acre-feet. 

Slightly less than average precipitation and continued pumpage 
at a rate of somewhat more than 2.5 million acre-feet per year 
caused a resumption of the decline of the water table in water year 
1965. By June 1966, the cone of depression had expanded to about 
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1.86 million acres. The cumulative depletion of ground-water stor
age by June 1966 was about 2.32 million acre-feet (table 5) ; the 
resultant decline of the water table in the area of influence aver
aged about 5 feet. Electrical power shortages caused temporary 
shutdown of pumps during 1966-68. Because of reduced with
drawals, there was a general rise of the water table and a corres
ponding increase in ground-water storage during those 2 years. 

The expansion and contraction of the cone of depression sug
gested by the available data indicate that a condition of equilibri
um, or near equilibrium, may have been reestablished. Develop
ment of private wells, ground-water reclamation projects in ad
jacent areas, or the operation of the project at or near the design 
capacity of the wells (4.08 million acre-feet per year) will cause a 
further lowering of the water table and increased depletion of 
ground water in storage. 

The net decline of the water table resulting from all pumping 
through June 1968 is illustrated in figure 2. The net effect of the 
cumulative pumpage to that time has resulted in general lowering 
of the water table in the project area averaging about 4.5 feet and 
a depletion of ground-water storage of about 1.73 million acre
feet. 

Ground-water withdrawals during the period JUly 1961 to July 
1968 in the different schemes in SCARP-l ranged from about 17.4 
feet per acre in Harse Sheikh to about 8.0 feet per acre in Shih 
Kot and Chiihar Kina (table 4). As a result, lowering of the water 
table in different areas of the project has been uneven. 

By June 1968, three distinct cones of depression had developed 
in which the maximum lowering of the water table had exceeded 
10 feet (pI. 2). The three cones center in Zafarwal, Khangih 
Dogrin, and Hafizibid Schemes. Maximum decline is in the Za
farwil Scheme where local lowering of the water table exceeds 12 
feet. The cones of depression are separated by ground-water di
vides or ridges that are sustained by seepage from the Lower 
Chenib Canal and Upper Gugera Branch. 

Alt."tough annual and short-term changes in the altitude of the 
water table have been recorded in all parts of SCARP-I, there 
has been practically no long-term effect on the water-table altitude 
in Chichoki (Chichoki Malliin) and adjacent areas in Shidmin 
Scheme along the southeastern boundary of SCARP-I, and little 
or no effect along the southwestern edge of the project area, nota
bly along the border of Harse Sheikh, Berinwila, Shih Kot, and 
J aranwila Schemes. 
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FIGU1IE 2.-ReIation between pumpalfe, pre
elpitatlon, water-level deeline, and ehanp 
in Ifround-water storqe. 
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Ironically, there has been only an average of about 2 feet lower
ing of the water table in Bane Sheikh Scheme, despite the fact 
that the largest withdrawals of ground water occurred in that 
scheme (table 4). The probable reason for this anomalous situa
tion is the high infiltration capacity of the sandy soils in the 
region and the correspondingly large losses in irrigation water by 
percolation. 

In June 1968, the depth to the water table ranged from about 
10 feet in Berinwila Scheme to more than 20 feet in Zafarwil 
(pI. 2). In no scheme was the average depth to the water table 
less than 10 feet below the land surface. The average decline of 
the water table in each of the schemes resulting from pumping 
through June 1968 is given below: 

A,,_.. belita. 01 ,.. _&er felll. 
Scrla_. lIarae Sheikh ______________________________ _ 

lIifizibid and Pindi Bhattiin _______________ _ 
Khingah Dogrin __________________________ _ 
Ber&n~a ________________________________ _ 
Singla ____________________________________ _ 

Shah Kot and Chilhar Kana ________________ _ 
Shidmin and Chic:hoki (Chic:hoki Kalliin) ___ _ 
Zaf~il __________________________________ _ 
Jarin1Vila ________________________________ _ 

ita I'II~I to J_ .. I"'. ita 1_ 
2.8 
6.8 
7.5 
8.0 
6.4 
6,4, 

2.2 
8.8 
2.2 

Average tor SCARP-l ________________ 4.7 

Bydrographs showing lluctuations of the water level in repre
sentative wells equipped with continuous water-stage recorders 
(figs. S and 4) illustrate the seasonal and long-term lluctuations 
of the water table at strategic points in the project area. 
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BUDGET ANALYSIS 

Recharge to the ground-water reservoir from percolation of 
canal seepage, surplus irrigation water, and precipitation cannot 
be measured directly but can be calculated indirectly from the 
equation of hydrologic equilibrium. 

The equation of hydrologic equilibrium is based on the theory 
that a balance must exist between the quantity of water entering 
any given area and the amount stored within or leaving the same 
area for any period of time. Measurement of various components 
considered in the equation of hydrologic equilibrium permits a 
quantitative evaluation that is essential for the successful opera-
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tion of any water-resources development program. In its simplest 
form, the equation is as follows: 

1 = 0 ± ~ 
where 1 is equal to inflow, 0 is equal to outflow, and ~S is the net 
change in storage. If there is a net increase in storage it is added 
to the right side of the equation; if ther3 is a net decrease, it is 
subtracted. The equation is suitable for the analysis of the total 
water budget, that is, for determining the source and disposition 

Digitized by Coogle 



. , 
-. 

.,' .of 

.; -·f 
r ' 

. :' 

, ' . 

082 CONTRIBUTIONS TO THE HYDROLOGY OF ASIA AND OCEANIA 

of all surface and ground water, or it may be used separately to 
analyze either a ground-water or surface-water budget. 

The annual ground-water budget which follows is an attempt to 
estimate ground-water recharge in SCARP-1 by utilizing the 
components of ground-water inflow, outflow, and change in stor
age during the period of operation of the project. 

In applying the equation to a ground-water budget analysis, 1 
is equal to ground-water inflow plus direct infiltration of canal 
leakage, precipitation, and recycled irrigation water; 0 is equal 
to ground-water outflow, net pumpage, and ground-water dis
charge through drains; and t1S is equal to the change in storage in 
the ground-water reservoir. The annual increments for each of 
these items and the calculated ground-water recharge are given 
in table 6. 

The total annual recharge to the ground-water reservoir in 
SCARP-1 and the adjacent areas affected by pumping since full
scale pumping began in 1961 ranged from a maximum of about 
3.17 million acre-feet in water year 1964, a year of above-average 
rainfall, to a minimum of about 1.87 million acre-feet in water 
year 1965. All the principal items of inflow, outflow, and change 
in storage can be approximated reasonably accurately from the 
annual ground-water inventories, except for the combined re
charge from the direct infiltration of canal leakage, precipitation, 
and recycled irrigation water. 

The amount of pumpage recycled to the ground-water reservoir, 
which is included in the estimates, is unknown, but it may be a 
significant percentage of the total recharge. Although no data are 
available on infiltration of irrigation water in the Indus Plain, 
studies in many other areas of the world indicate that from 25 to 
40 percent of an irrigation supply diverted to fields returns to the 
ground-water reservoir by percolation. Inasmuch as irrigation in 
SCARP-1 is entirely by flood and ditch methods, it seems reason
able to assume that the net pumping draft on the ground-water 
reservoir may be about 70 percent of the gross pumpage from 
private and project wells. Pumpage from the Rasul wells is not a 
part of the recycled water, for it is discharged to canals. Any 
ground-water recharge from recirculation from the Rasul wells is 
included with canal losses. If the above assumptions are valid, 
annual net recharge to the ground-water reservoir in the area of 
influence would range from a maximum of about 2.48 million acre
feet to a minimum of about 1.16 million acre-feet during the 
period of record 1962-67 (table 6). 
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TABLE 6.-A""1&41 grov1ld-wo.ter budget lor SCARP-l 

Eatfmatecl 
AreaoC Pump .. e &'ftJIJ1ld-
CODe of water Ch-.-III Grvall4- GroIIlI4-

depr.uloD 
Groa (~ .u.cbal'lre &'ftJIJDd- -- _tar an. redaal'lre ID N.t nebaI'ae III Watar (mlllIoD "dralDa etona- 11180w oatllow 

year be- acra) table 4) Net- (ac .... feet) (_f.) (_feet) (_feet) area of 111811a. area of IlIIIlIa.-
Irinninlr (from MlUlon Acre-feet Mlllloll Aore-feet (from (froID (froID (froID IIDlloD IIOlIOD 
July 1 table 6) acre-feet per acre 1 _feet per acre 1 table 8) table') table I) table I) .-Ieet Feet _feet F • 

1960 0.87 0.29 0.33 U6 116.000} 
-740,000 { 

86.000 ''',000 } 0.96 0.11 
1961 1.10 .8" .84 .1" 80,000 41,000 48,000 
1962 1.86 3.06 2.46 2.21 1.7" ",000 -110,000 44,000 1',000 l!.II1 1.81 1.1" 1.11 
1963 186 2.88 2.80 2.10 1.18 ",000 -680,000 ",000 8",000 1.21 1.11 1.46 .". 1964 1.60 2.61 2.09 1.92 1.118 48,000 +610,000 8",000 ",000 •• 1" 1.88 1.48 1.11 
1965 1.86 2.66 2.12 1.93 1.64 ",000 -800,000 411,000 14,000 1.8" 1.00 1.11 .n 
1966 1.66 1.86 1.48 1.87 1.10 14,000 +870,000 62,000 82,000 1.11 1.18 1.7. 1.04 
1967 1.56 2.18 1.70 1.61 1.26 16,000 +120,000 61,000 .',000 1.86 1.61 1.78 1.111 

Total or 
aver-
alre __ 1.65 16.64 13.80 12.27 9.80 416,000 -1,"'0,000 .'8,000 111.000 11.. 10.'. 

1 Based OD area of SCARP-l of 1.26 mUlIoll aeres. 
• Based OD uaumpUoD that 80 percent of pumPll8"e from proJeet aDd print. 1NIIa .. ...,.... tit the IP'IJUDd-_ter -.oar. Rulli wen. dl8ebal'lre to 
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Becauae of the arid climate and generally high temperatures, 
most precipitation evaporates soon after falling and probably 
never infiltrates more than a few inches of the soil. Significant 
recharge from deeper percolation of precipitation occurs only 
when storms of widespread areal extent and sufficient intensity 
provide enough water to exceed the field capacity of the soil. Thus, 
the intensity and duration of individual storms is more significant 
in terms of potential recharge to the ground-water reservoir than 
the annual precipitation, and recharge to the ground-water reser
voir from percolation of precipitation can vary significantly from 
year to year. On the other hand, recharge from infiltration of 
canal water may remain fairly constant. If the canals were not in 
hydraulic continuity with the water table during the period of 
water-table decline since 1960-61, infiltration from canal leakage 
would have remained relatively constant. Differences in annual 
recharge to the ground-water reservoir, then, could be attributed 
largely to differences in infiltration of precipitation or to differ
ences in the amount of recycled irrigation water recharging the 
ground-water reservoir. Inasmuch as farming methods and prac
tices did not materially change during this time, it can be assumed 
that differenees in annual recharge are due largely to differences 
in precipitation. Under these conditions, recharge from canal seep
age and from infiltration of canal irrigation water would be equal 
to, or somewhat less than, the calculated minimum net annual 
recharge. 

If 30 percent of the pumpage recycles to the ground-water reser
voir as is speculated, the minimum recharge in the area of in
fluence from canal seepage, irrigation losses, and precipitation 
during the period of full-scale pumping was about 1.16 million 
acre-feet in water year 1965. Because precipitation in 1965 was 
below the long-term average and because storms during the year 
were of low intensity and duration, it seems reasonable to assume 
that little or no recharge was derived from precipitation in 1965. 
Thus, most of the 1.16 million acre-feet of net recharge to the 
ground-water reservoir in 1965 must have been derived from in
filtration of canal water. The net canal inflow in 1965 was about 
2.13 million acre-feet, or about 16 percent above the 8 year aver
age (1960-67). Therefore, canal seepage in 1965 probably was 
somewhat higher than average also. 

If the canals were hydraulically connected with the water table 
during the period of operation, recharge from canal seepage would 
have increased progressively as the water table declined, until 
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hydraulic continuity was broken. Thereafter, recharge from infil
tration of canals would have remained relatively uniform. Since 
July 1966, the depth to water beneath SCARP-l has remained 
relatively stable and, therefore, the annual infiltration from canals 
during 196&-67 should have remained about the same during these 
two years, irrespective of whether the canals were in hydraulic 
continuity with the water table or not. The assumption can be 
made, then, that recharge from percolation of canal water in 
water years 1966 and 1967 probably was on the order of 1 million 
acre-feet annually, also. During the period of the declining water 
table from 1960-61 to June 1965, the annual ground-water re
charge from canal seepage probably would have been less than 
the 1.16 million acre-feet estimated for 1965 because of the 
lower hydraulic gradient between the canals and the water table 
during the initial period of pumping. Thus, the annual recharge 
to the ground-water reservoir from percolation of canal water 
probably has not substantially exceeded 1 million acre-feet per 
year in the area of influence since pumping began. 

SURFACE WATER 

The Upper Chenib and Lower Chenib Canals divert water 
from the Chenib River at Marila and Khinki Headworks south
westward to the project area and adjacent areas in Rechna Doib. 
Within the boundary of SCARP-I, the distribution network in
cludes about 253 miles of main canal and branches and about 875 
miles of subordinate canals or distributaries (table 1). These 
canals provide a perennial supply of irrigation water to the cen
tral part of the doib through an extensive distribution system of 
unlined canals. All these canals are elevated above the general 
land surface, and distribution is by gravity flow. Substantial seep
age losses from the canals and from canal irrigation provide the 
largest source of recharge to the ground-water reservoir and are 
the principal contributing factor that led to waterlogging and 
salinization in the Punjab. There is no natural drainage to 
SCARP-l from adjacent areas upgradient. All su!'f2.ce",v2.te!' in 
flow to the area is through canals. 

Part of the canal water diverted to SCARP-l leaves the area 
through canals to adjacent areas southwest. In addition, some 
surface water is discharged through natural and artificial drains 
to the Chenib River on the northeast and the Ravi River on the 
southeast. The southwestern boundary of the project area is 
formed by a natural drainage channel known as Degh Nala. Be-
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cause of low relief and low gradient of the land surface through
out most of the Punjab region, however, natural drainage is poor
ly developed. The rise of the water table that followed the develop
ment of an extensive irrigation system emphasized the need for 
artificial drains for the disposal of storm runoff and excess irri
gation water. To carry the exCeB8 water from the irrigated areas 
an extensive network of open-ditch drains totaling about 14,000 
miles in length was constructed in Rechna Doib. Several hun
dred miles of this drainage network cross SCARP-I. The areal 
distribution of the principal canals and drains and the discharge 
measuring sites are illustrated on plate 8. 

INft.OW 

Practically all surface-water inftow to the area is from the 
Upper and Lower Chenib Canals and is evaluated largely on the 
basis of daily staff-gage readings and discharge rating curves 
developed during the early years of canal operation. All measuring 
sites are on canal structures that control bed depth and crOS8-
sectional area, and, therefore, the gage-discharge relationship 
originally developed probably remains valid. 

The principal stations where inftow from the Lower Chenib 
Canal to SCARP-l is estimated are the measuring sites at Singar 
Kalin (Sanghar Rest House) at the bifurcation of the Lower 
Chenib Canal and Upper Gugera Branch and the one at the head
gates of the Muridiin and Kot Nikka Distributaries. Based on 
daily staff-gage records and stage-discharge relations, the inftow 
past these stations during the period of this report has averaged 
about 6.3 million acre-feet annually, or about 98 percent of the 
total canal inftow to SCARP-I. 

Inftow from the Upper Chenib Canal is limited to the ftow in 
the Chichoki (Chichoki Malliin) Distributary on the east side of 
the study area. Inftow from this canal during the period under 
consideration has averaged about 0.11 million acre-feet annually. 
The total annual canal inflow, which is summarized in table 7, 
averages about 6.4 million acre-feet annually, and ranged from a 
maximum of 6.7 million acre-feet in water year 1964 to a mini
mum of about 6 million acre-feet in water year 1961. 

For all practical purposes, there is no natural surface-water 
inflow to SCARP-1, as stated previously, and, therefore, the total 
inflow of surface water to SCARP-1 for any particular year may 
be considered as the annual inflow through canals. 
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TABLI: 7.--CafIGl iafl,ovJ to SCARP-l (bJi 'Water Ifeara darting Jullf 1) 

DIacharp,bl u.-ada of _feet 
eu.J 01' dlatribatarF lHO 1 .. 1 1 .. 1 1 .. 1 1* 1916 19. 1..., 

Lower CbaAb eu.J at 8iqar Kalla (SanPar Rat B_, _____________ 
1,100 1,910 1,1'10 1,170 1,110 1.010 1,040 UOO 

Up_ G ..... Branch at llbaar Kalb 1,980 1,710 1,9110 .,010 .,190 1,190 .,160 .,UO 
lIurWIAD DtatributarF --------------- II 141 II II 1 0 •• 1 41 
Kat Nikka DtatrlbatarF 110 110 91 911 91 19 110 100 
Chlchol" (Chlchol" IIaIUIi ,------------DlatribatarF _______________________ 

110 110 110 110 110 110 110 "110 
Balldbld Dtatrlbutar)' --------------- 141 11 19 10 141 11 18 "15 

Total (rauBdad, --------------- 8,110 11,910 8,1110 8,4110 0,700 8,4110 8,8410 8,4170 

OUTFLOW 

Surface water is discharged from SCARP-l by canals, drains, 
and "nilas" (natural drainage channels). Discharge through 
canals occurs principally along the southwestern margin of the 
area through the Jhang and Rakh Branches and a few small dis
tributaries. The principal measuring site on the Jhang Branch is 
near RD 277,500 (RD is an abbreviation for reduced distance 
measured from point of diversion in thousands of feet) about 19 
miles beyond the west boundary of SCARP-l. Diversions between 
the measuring site and the boundary of the study area are added 
to the calculated discharge in the main canal to obtain the total 
canal outflow through this canal network. 

Outflow from the Rakh Branch is calculated from daily staff
gage readings at RD 114,000 at Singla (Sangla Hill), about 8 
miles east of the boundary of SCARP-to Diversions into the study 
area by Singla (Minor) and Ariiri Distributary are subtracted 
from the total ftow past Singla to obtain the total outflow. Dis
charge from the Lower Gugera Branch is calculated on the basis 
of daily staff-gage readings and a discharge rating curve at a site 
at RD 27,000 on the Lower Gugera Branch, about 5 miles east of 
the boundary of SCARP-to Downstream from this main gaging 
site, three small distributaries including Butiwila, Kheowila, and 
Jasuina divert water from the Lower Gugera Branch into 
SCARP-to The annual discharge of each of these three distribu
taries, measured at the point of diversion, is subtracted from the 
annual ftow past the Lower Gugera gaging station. Within a dis
tance of 8 miles upstream from the Lower Gugera gaging station, 
two distributaries, the A. wigat and the Pauliini, divert water 
from the Lower Gugera Branch. Part of the flow in these two dis
tributaries discharges into the adjacent area beyond SCARP-I. 
The flow past the project boundary in these distributaries is in-
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eluded in the total outflow from this canal system shown in table 
8. 

A eUiermary of ermal from SS:AAP-1 'in the 
table inSicates the total uuUlow of water lhrough 
canals during the period of this study ranged from a maximum of 
about 5 million acre-feet in water year 1963 to a minimum of 
abo ill million rq,rrr~leet in year 1911, 'elle averrq,er rz4nual 
canf%l hieeharge rhjacent downerrhirnt lhe 7 
yearr project is aleut 1'.6 millhm rcce-feet. 

Two escapes, the Hinduana Escape on the Jhang Branch and 
the Buchiana Escape on the Upper Gugera Branch, occasionally 

8.--[j'i~~'iccc" 0/ caC,"fC, r"cins, a/nd in SCAHc~r 
(ry water years starting JUi'll 1) 

JhanR ________ "_, 
Rakh _______________________ _ 
Lower GURera Braneh _______________ _ 
Burila Braneh _____________________ _ 

Subtotal (1) __________________ _ 

Jarinwila Drain ............ -- --_ .. -- -_ .. _-_ ..... 
Detrh - --- ------~~- ~--~~~ -------
Chlnlo, 

Ahmadpur Kot Nlkka Drain ----------
Approximate total flow (2) 
Approximate hue flow (3) -----

Hinduin. Escape .... --- -_ .. --_ .. --------
Buchiina Escape .. --_ .. -- --- ---- ---- ---

(4) 

CANALS 

i:~~~ 
4,430 

1960 

50 
80 

:XX; 
25 

10 
185 

115 

1960 

5 
5 

l,~~~ 
1,100 
1,0~0 

4,450 

1961 

50 
80 

0-'1' 

20 

20 
25 

10 
160 

80 

1961 

5 
5 

10 

1962 1963 

45 40 
25 20 

35 
15 

35 
18 

23 20 
8 6 

138 110 
66 46 

1962 1963 

5 5 
5 5 

10 

thouaands "~n,-reet 
flow, In t"mll'~"n~= of 
number) 

1964 

100 
17 

75 
10 

75 
10 

50 
6 

300 
43 

1964 

5 

1965 

50 
"17 

25 

25 
1" 

15 
4 

115 
86 

1966 

5 

1966 1967 

18 17 
o 0 

22 
o 

23 
11 

15 
4 4 

74 77 
14 16 

1966 1967 

I> a 
5 4 

10 9 
10 6 

-" __ ~--l:, ~ II 

1960 1961 1962 1963 1964 1965 1966 1967 

Items (1)+(2)+(4) (rounded) ____ 4,630 4,620 4,870 5,170 5,180 4,410 4,410 4.680 

through dr""nF:: 
Drain wenL 

largely 0" 

M_y 10, 196,_, 
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divert canal ftows from SCARP-I. The escapes are utilized to 
divert water from the main canals to the rivers to minimize dam
age from ftooding in the event of a breach in the canal embank
ment. Occasionally, they are used for carrying off surplus canal 
supplies when the supply exceeds the demand. Under normal op
erating conditions, the escapes may be used only a few days each 
year. Outftow through the escapes, which is generally less than a 
few thousand acre-feet per year, constitutes an insignificant pro
portion of the total outftow of surface water. Annual discharge 
calculated on the basis of staff-gage readings and design cross
sectional area at the point of diversion are given in table 8 for the 
period covered by this report. 

Precipitation runoff and effluent ground-water seepage are dis
charged through four principal drains and their tributary net
work along the west, southwest, south, and southeast sides of the 
proj ect areas. These drains include the Ahmadpur Kot Nikka 
Drain, Chiniot (Drain) and Jarinwila (Drain), and the Degh 
Nita. 

The Ahmadpur Kot Nikka Drain, originating in the Hiftzibid 
Scheme, ftows southwestward draining most of the northern tier 
of schemes of SCARP-I. Surface-water runoff and effluent ground 
water carried by this drain is discharged into Chenib River. The 
Chiniot (Drain) originates at the northeastern edge of SCARP-I 
and drains part of Khingih Dogrin, Singla, Berinwila, and 
Harse Sheikh Schemes. The Chiniot (Drain) leaves the project 
area near the village of the same name in the southwest corner of 
SCARP-I. The Jarinwila Drain also originates at the northeast
ern edge of SCARP-I and was designed to drain Chiihar Kina, 
Shih Kot, and Jarinwila Schemes, and part of the Khingih 
Dogrin and Singla Schemes. The Jarinwila (Drain) discharges 
in Degh Nila and ultimately to the Rivi River. Degh Nila and 
several small tributary drainage ditches drain the southeastern 
tier of schemes including most of Chichoki (Chichoki Malliin), 
Shidmin, and Zafarwil Schemes. 

Records of drain discharge during the early years of project 
operation are incomplete, and, therefore, only rough approxima
tions of the total ftow during this period can be made. However, 
some data are available to construct hydrographs from which a 
rough estimate of the base flow in the principal drains can be made 
prior to the beginning of tubewell pumping. Hydrographs of the 
existing data for Degh NaJa during the period 1958-60 indicate 
that the base ftow in the years before ground-water reclamation 
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was on the order of 75 cfs, or about 55,000 acre-feet per year. The 
total flow in Degh Nila during this period is unknown because of 
incomplete data and can only be roughly approximated on the 
basis of precipitation runoff in other years having approximately 
equivalent precipitation. 

For example, flow in Degh Nala in 1967-68, which was derived 
almost entirely from precipitation runoff, totaled about 20,000 
acre-feet. Precipitation in 1960 was only slightly less than in 
1968, and thus, it seems reasonable to assume that runoff from 
precipitation in 1960 may have been on the same order of magni
tude as in 1968, or about 20,000 acre-feet. In this event the total 
flow in Degh Nala in 1960 may have been on the order of 75,000 
acre-feet. 

In a similar manner, rough approximations of the flow in the 
other drains have been made on the basis of the existing data for 
the prepumping period. Estimates of the discharge by drains are 
given in table 8. 

Gaging stations equipped with continuous water-stage recorders 
were installed on each of the four principal drains in November 
1966, and since that time a continuous record of drain discharge 
from SCARP-l has been maintained. Hydrographs of the dis
charge at the measuring sites indicate that Degh Nala and the 
Jarinwala (Main Drain) in the southeastern half of SCARP-l 
are dry except for periods following rainstorms. By May 1965, the 
water table in most areas served by these drains had been de
pressed more than 10 feet below land surface and, in most places, 
was below the bed of the drain. Since that time, flow in these two 
drains has become intermittent, the drain carrying flow only dur
ing periods of heavy precipitation. 

Perennial flow in the Chiniot (Drain) and the Ahmadpur Kot 
Nikka Drain in the northwestern part of SCARP-l is in part sus
tained by effluent ground-water seepage. When the hydrographs of 
these two drains are separated into surface- and ground-water 
components, the base flow, or ground-water component, in these 
drains since November 1966 has averaged about 3,600 acre-feet 
per year and 11,000 acre-feet per year, respectively. The reduction 
in the combined base flow in these two drains (from about 30,000 
acre-feet in water year 1960 to about 15,000 acre-feet in water 
year 1967), indicated by the estimates given in table 8, has re
sulted from a lowering of the water table in the areas serviced by 
these drains. 

Estimates of the total annual surface-water discharge from 
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SCARP-l by drains and rough approximations of the component 
part derived from ground-water seepage are shown in table 8. The 
estimates of drain discharge for the period before 1966 are only 
approximations, subject to considerable error. However, because 
discharge through the drains is only a small percentage of the 
total quantity of surface-water outflow from the project area, a 
large error in the estimated drain discharge will not significantly 
affect the solution of the hydrwogic budget. 

DEPLETION OP STORAGE 

A large amount of surface water is in channel storage in canals 
that divert irrigation water to SCARP-I. However, on the aver
age, the stage and ftow of the canals is the same at the beginning 
and end of each water year. The pattern of operation of the canal 
network remains practically the same from one year to the next. 
Accordingly, for practical purposes, the net change in storage in 
the canals from the beginning to the end of one water year, or 
over the longer period of 7 years since full-scale pumping began, 
is zero. 

Prior to the beginning of ground-water reclamation in 1960-61, 
the water table was above land surface in approximately 10,000 
acres of SCARP-1 (West Pakistan Water and Power Develop
ment Authority, 1959). The inundated areas were largely in the 
northeastern part of the project in areas adjacent to the Upper 
Gugera Branch and Lower Chenab Canals. Ponding occurred in 
about 1,800 acres in the Khingih Dogran Scheme, 1,700 acres in 
Harse Sheikh, and 1,600 acres each in the Shih Kot, Sangla, and 
Zafarwal Schemes. The depth of the water in these inundated 
areas usually was limited to a foot or less, and most places aver
aged only a few inches. The total quantity of water in these ponds 
probably never exceeded 5,000 acre-feet, and, in terms of volume 
and its affect on the hydrologic budget, are generally insignificant. 

In addition, a small amount of water is stored in the drains. 
The amount of channel storage throughout the year varies widely, 
depending on the stage and the discharge. Before pumping began, 
the average stage and flow of the drains at the beginning and end 
of each year remained about the same. Therefore, for practical 
purposes, it can be assumed that there was no net change in 
channel storage from the beginning to the end of a year in the 
period preceding reclamation pumping. As pumping began to 
cause a decline of the water table, however, there was an annual 
decrease in the flow and a corresponding decrease in channel 
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storage from one year to the next. By May 1965, the water table 
had been lowered in all areas served by the drains. In the south
eastern half of the areas, the water table had been lowered below 
the bed of the Jarinwila Drain and Degh Nila. As a result, there 
was an annual decrease in channel storage during the 3-year peri
od from 1961-62 to 1965. The change in storage resulting from 
decreased stage and flow in the drains during this period was 
about 5,000 acre-feet. The total depletion in storage resulting 
from the desiccation of the flooded areas and reduction of channel 
storage in the drains during the first 7 years of project operation 
has been on the order of 10,000 acre-feet. This depletion has been 
distributed over water years 1961-64 during initial phases of 
development when the decline of the water table was most rapid; 
however, since 1962, practically all surface-water storage has been 
confined to channel storage in the canals. 

PRECIPITATION 

~ The average annual precipitation in the area computed from 
the isohyetal map of Rechna Doib for the period 1916-57 (Sheikh 
and Hussain, 1963, fig. 2) is about 17 inches or about 1.7 million 
acre-feet. Precipitation on the area is unevenly distributed, pro
gressively increasing from a minimum of about 14 inches in the 
southwest to a maximum of about 24 inches in the northeast. Most 
of the annual precipitation normally occurs during a 3-month 
period from July through September. The least precipitation nor
mally occurs in May, October, and November, and during these 
months rainfall averages less than half an inch per month. The 
average monthly precipitation at three stations in and adjacent to 
SCARP-l is shown in figure 5. Precipitation during the summer 
occurs largely during the monsoon period beginning about the 
middle of July and extending to about the middle of September. 
However, because the area lies near the western extremity of the 
Indian Ocean monsoon belt, the amount of precipitation during 
the monsoon may vary considerably from year to year depending 
on the prevailing meteorological conditions. During the remainder 
of the year, precipitation is sporadic and commonly occurs as 
thunderstorms of short duration and limited areal extent. Conse
quently, the distribution and amount of precipitation may vary 
considerably within the area during anyone year, or from one 
year to the next, and ground-water recharge and runoff will vary 
accordingly. 

The average monthly precipitation in SCARP-l is about an inch 
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FIGURE 5.-Average monthly precipitation at 
three stations in ant1 udjac('nt to SCAHP- 1. 

or less, except during July, August, and September, when the 
average increases to 5 or 6 inches. Most recharge to the ground
water reservoir probably occurs during July, August, and Sep-
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tember, following periods of high rainfall. During the rest of the 
year, precipitation is usually insufficient to contribute any signifi
cant recharge to the ground-water reservoir. 

Estimated average annuaJ precipitation, in inches, and the 
equivalent amount of water in acre-feet, given in the following 
table, are computed from isohyetal maps prepared from annual 
precipitation data from 14 stations in and adjacent to SCARP-I, 
for the period July 196O-June 1968: 

Appro:a:imate precipitation in SCARP-l 
(by water years starting July 1) 

Year 1960 _________ _ 
1961 _________ _ 
1962 _________ _ 
1963 _________ _ 

1964 _________ _ 
1965 _________ _ 
1966 _________ _ 
1967 _________ _ 

l"cA. 
14.6 
14.8 
14.0 
12.8 

25.4 
15.5 
21.0 
18.4 

lIIillimu 0/ ___ /., 

1.46 
1.48 
1.40 
1.28 

2.54 
1.55 
2.10 
1.84 

During this 8-year period, the average annual precipitation ranged 
from a low of about 12.8 inches in water year 1963 to a high of 
about 25.4 inches in water year 1964. The average annual pre
cipitation on SCARP-1 during this period was about 17 inches, 
an amount equal to the average precipitation during the long-term 
period of record. Thus, it would appear that precipitation during 
the period of project operation probably has had no long-term 
significance on the cumulative effects of lowering of the water 
table in SCARP-l to July 1958. 

The slope of the graph in figure 6 shows cumulative departure 
from average annual precipitation. A positive or upward slope to 
the right indicates above-average precipitation; a negative or 
downward slope indicates below-average precipitation. A cumula
tive excess of precipitation occurred at all stations in the area 
during water years 1958 and 1959, ranging from a minimum of 
about 10 inches at Lyallpur to about 24 inches at Chiihar Kina. 
Except in 1964, when an unusually large amount of rainfall oc
curred, precipitation was generally below average in the period 
1960-68. Had precipitation since 1965 been normal, the average 
net decline of the water table probably would have been somewhat 
less than the 4.7 feet observed in June 1968. 
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HYDROLOGIC BUDGET ANALYSIS 

Brief descriptions of the qualitative and quantitative relations 
between the major components of the hydrologic system were 
given in the preceding sections of the report. In this section a 
quantitative analysis, or a water-budget analysis, is made to show 
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the relative magnitude of the various components of ground water 
and surface water, respectively, and to show their relation to the 
ground-water reservoir. Solution of the hydrologic equation, utiliz
ing data available for SCARP-I, provides a quantitative figure 
for the evapotranspiration losses or the consumptive use of water 
in the area. 

The following water-budget analyses are based on the theory 
of the hydrologic cycle and on the concept of long-term dynamic 
equilibrium defined by the equation of hydrologic equilibrium dis
cussed in an earlier section. To obtain a total water budget for 
SCARP-I, the equation must be expanded to include all items of 
water supply, disposal, and changes in storage for both ground 
and surface water. In expanded form, 1 is equal to precipitation, 
ground-water inflow, and surface-water inflow; 0 is equal to 
evapotranspiration (or consumptive use), ground-water outflow, 
and surface-water outflow; and t1S is equal to change in storage in 
the ground-water reservoir, surface-water reservoirs, and channel 
storage. 

Each of the principal items except evapotranspiration have 
been obtained from the annual hydrologic inventory or have been 
calculated from basic data. Measurements of evapotranspiration 
generally are difficult to obtain directly, except for small plots, 
and evapotranspiration is almost always evaluated by empirical 
methods. For this budget, evapotranspiration is the only major 
item of the equation that has not been measured, and, therefore, 
it can be calculated in the solution of the equation by difference. 
However, because all errors in measurements of each of the sepa
rate components of the equation are incorporated into the com
puted value of evapotranspiration, the value must be considered 
as an approximation. By substituting the proper value for each 
respective parameter given in the previous tables into the hydro
logic equation, the value for annual evapotranspiration is com
puted as follows: 

Precipitation + ground-water inflow + surface-water inflow + 
decrease in ground-water and surface-water storage = evapo

transpiration + ground-water outflow + surface-water outflow. 
For example, for water year 1965, the equation expressed in 
quantitative terms of acre-feet becomes 

1.55 y 10'; + 0.045 >, 10" + 6.42 X 10" + 0.80 Y 10" = 
ET t- 0.034 X 10" + 4.41 '< 10'; 
ET = 8.815 X 10'; - 4.44 X 106 

ET = 4.37 X 106 
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Thus, during water year 1965, the total annual evapotranspira
tion from SCARP-l computed by this method is on the order of 
4.37 million acre-feet (table 9). 

A comparative estimate for evapotranspiration, computed on 
the basis of consumptive use of water by crops and correspond
ing acreage during 1965, indicates that about 1.75 million acre
feet of water was transpired from 550,000 acres of cropped land 
during the Karif or wet summer season from April to Septem
ber and about 0.95 million acre-feet was consumptively used by 
crops on 597,000 acres during the Rabi or dry season from Octo
ber 1965 to March 1966. Uncropped area during these periods 
was about 700,000 and 652,000 acres, respectively. It can be rea
sonably assumed that practically a.ll precipitation on the fallow 
or uncultivated land during the Rabi season evaporates within a 
short period, and perhaps as much as 75 percent of the rain that 
falls evaporates during Kharif period. Evaporative losses for 
1965 are estimated to have been about 0.4 and 0.75 foot, respec
tively. The total evaporation of precipitation on the uncultivated 
land was about 785,000 acre-feet. In addition to evaporation of 
precipitation from these areas, there was an additional amount 
of about 150,000 acre-feet of evaporation directly from the water 
table, if it is assumed that the average depth of the water table 
is about 20 feet and that the average evaporation loss is about 
0.2 centimeters per day, or 2.9 inches per year (Garner and Fire
man, 1958). 

The last item to be considered in determining the total evapo
transpiration losses is evaporation from free-water surfaces, 
which. in 1965, was almost entirely from canals. Only a crude 
approximation of this item can be made at this time because of 
the limited data on the average evaporation from moving bodies 
of water. However, inasmuch as evaporation from the canals is 
a small percentage of the total evapotranspiration losses, a large 
percentage of error in this item will have little effect on the total 
value. Evaporation from 9,000 acres of free-water surface of the 
canals in SCARP-l is estimated to be about 45,000 acre-feet per 
year assuming that the average annual lake evaporation of about 
60 inches (Harza Engineering Co. Internat., written commun., 
1965) is applicable to canals. 

Summing all of the above items gives a total discharge by 
evapotranspiration from SCARP-l in 1965 of about 3.7 million 
acre-feet. This value is within 13 percent of the evapotranspira
tion value computed by the solution of the hydrologic equation. 
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TABLE 9.-Hydrologic budget for SCARP-l 
[All te,·ma In .cre-feet 1 

Inflow Outflow 
Surf.ce Surface w.ter 

Water ye.r Preeipl· (c.no) 
startina tation Ground w.ter Ground Canal. 
July 1 (X 11)0) water (X 1(0) w.ter (X 1(0) Dralna ' Eeeapea 

1960 __________ 1.46 35.000 6.35 57,000 4.43 185,000 10,000} 1961 __________ 1.48 42;000 5.98 48,000 4.46 160,000 10,000 1962 __________ 1.40 44,000 6.35 39,000 4.72 138,000 10,000 1963 __________ 1.28 46,000 6.42 37,000 5.05 110,000 10,000 1964 __________ 
2.54 37,000 6.70 86,000 4.87 300,000 10,000 1965 __________ 
1.55 45,000 6.42 34,000 4.29 115,000 9,000 1966 __________ 2.10 62,000 6.64 32,000 4.32 74,000 16,000 1967 __________ 1.84 52,000 6.47 39,000 4.54 77,000 9,000 

1 Drain dlsch.rae Includes both eft\uent eround·_ter _paae and preclplhdon runolf. 

Chanae In .toratre 

Ground Surface 
_ter _ter 

-740,000 {-4,~} 
-610,000 -3,000 
-690,000 -8,000 
+620,000 0 
-800,000 0 
+870,000 0 
+220,000 0 

Calcul.ted 
.... po-

tr&n.pin-
don 

(X 10") 

6.83 
8.60 
8.23 
3.64 
4.37 
3.98 
3.47 
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The difference of about 670,000 acre-feet between the two values 
is due to errors in the estimates. The most likely errors are in the 
larger items, principally canal inftow and outftow and precipita
tion in the budget analysis and the estimated evaporation of pre
cipitation and consumptive use of crops in the more direct 
methods. 

GEOCHEMISTRY OF THE HYDROLOGIC SYSTEM 

The large accumulation of water-quality data gathered over the 
years from test and reclamation wells in the upper Indus Plain 
indicates a wide variety of water types and a complex areal and 
vertical distribution of ground water beneath SCARP-I. The data 
also indicate that much of the ground water is moderately to 
highly mineraJized; therefore, unless proper irrigation-manage
ment practices are developed and exercised, soil and crop deter
ioration will result. 

Because the success of SCARP-I and future reclamation pro
jects is dependent largely on ground water to supplement the 
existing irrigation supply from cana.ls, it is essential that the 
agencies responsible for the operation of the proj ect develop pro
cedures that will insure the optimum use of the available ground
water supply. Inasmuch as management practices necessarily 
will vary from one area to another, depending on the chemical 
quality of the ground water, soil types, and other variable factors, 
selecting the most beneficial option will require knowledge of the 
distribution of fresh and saline ground water, the type and con
centration of dissolved minerals, and the magnitude and rate of 
change in chemical quality of the ground water. 

In this section of the report, a brief description is given of the 
areal distribution of ground water of different chemical composi
tion in the upper 300-400 feet of the saturated sediments in 
SCARP-l and of some of the changes that have occurred in the 
chemical character of the water during the first 7 years of recla
mation pumping. 

COLLECTION AND ANALYSIS OF DATA 

The data on the chemical character of the ground water in 
SCARP-I are obtained from the analysis of water samples from 
wells penetrating numerous water-bearing strata within the up
per 300-400 feet of the ground-water reservoir. Variation in 
lithology imparts a wide range of hydraulic properties and dif
ferent chemical characteristics to ground water, and, consequent-

Digitized by Coogle 



· , 

.,.. 

050 CONTRIBUTIONS TO THE HYDROLOGY OF ASIA AND OCEANIA 

ly, the project tubewells, screened opposite the most permeable 
sand lenses. may pump water of different chemical quality from 
different horizons. The ground-water discharge at each well is a 
mixture from the several water-bearing zones and represents the 
average water quality that has been imposed by local geological 
conditions, the rate of pumping, and the hydraulic characteristics 
of the wells. The mixed samples co.uected from many wells dis
tributed areally over an aquifer do not necessarily indicate the 
upper or lower limits of dissolved-solids concentration, but, in a 
general way, they do show the distribution pattern of the water 
quality in the upper few hundred feet of the ground-water reser
voir affected by pumping·. Isogram maps for SCARP-l in 1960-
62 and in 1967, included in this report, are drawn on the basis 
of composite water samples from wells of different depth and 
construction, and they represent average water-quality conditions 
caused by mixing water from multiple water-bearing zones. 

Water samples for analysis are collected after 4 hours of con
tinuous pumping from a tubewell in an effort to obtain a com
posite sample of approximately uniform chemica.l composition. 
The unstable constituents or properties, including pH, alkalinity, 
and conductivity are analyzed at the collection site at some wells, 
as are the dissolved gases, such as oxygen and carbon dioxide. 
The concentration of the principal cations and anions in solu
tion is determined in the Quality of Water Laboratory of 
W ASID, W APDA, along with a determination of specific con
ductance and the total dissolved-solids content. A small percent
age of water samples collected for laboratory analysis are also 
analyzed for common minor chemical constituents, such as nitrate, 
fluoride, silica, iron, and boron. The sodium-adsorption-ratio 
(SAR) is computed for all water samples collected. 

The plots in plate 5, which show the magnitude and areal dis
tribution of the total dissolved solids (TDS) and the sodium
adsorption-ratio (SAR) in 1960-62 and 1967, are based on chemi
cal analysis of water samples collected from about 1,300 tube
wells in 1960-62 at about the time pumping started, and from 
about 1,800 tubewells sampled in 1967 after about 7 years of 
pumping. The maps graphically illustrate the geographic distri
bution and magnitude of these two water-quality characteristics 
during the two periods of observation, and they form the basis 
for determining changes in water quality and for the interpreta
tions of how these changes will affect future utilization. Discus-
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sion is confined to these chemical characteristics because of their 
significance as an index to the suitability of water for irrigation. 

DISTRIBUTION OF FRESH AND SALINE GROUND WATER 

The areal and vertical distribution of fresh and saline ground 
water in SCARP-l principally is the result of circulation in the 
reservoir. Flow of ground water from areas of recharge to areas 
of discharge is three-dimensional along curvilinear ftow paths 
controlled by vertical differences in hydraulic head. Variations in 
lithologic facies. both horizontally and vertically. result in dif
ferences in the hydrologic properties of the reservoir that locally 
affect the hydraulic continuity of the ground-water reservoir. the 
hydraulic head. the direction and rate of ground-water ftow. and 
the chemical quality of the ground water. The type and amount of 
chemical constituents dissolved by ground water moving through 
this environment is in part dependent on the composition of the 
material through which it moves. the residence time the water is 
in the aquifer. the length of the ftow path. water temperature. 
the chemical composition of the recharge. and other factors. In 
addition. the distribution of fresh and saline ground water is 
further complicated by mixing of unlike waters and chemical re
actions such as base exchange and adsorption of dissolved ions. 

Prior to the construction of canals in the late 1800's and early 
1900's. ground water moved downward and away from the Rivi 
and Chenib Rivers and from areas of high precipitation in the 
upper Rechna Doib to areas of low precipitation and potentially 
high evaporation in the southwestern part of the doib. Within 
Rechna Doib dynamic equilibrium was maintained through a 
balance between ground-water recharge and evapotranspiration. 

In areas of recharge where the principal component of move
ment of ground water is downward, active circulation is effective 
to a depth of 1,000 feet or more. In addition to the vertical com
ponent of flow away from the recharge areas created by the dif
ference in hydraulic head between the area of recharge and the 
area of discharge. 

As ground water moved toward the center of the doib. de
pletion of flow through evaporation caused a flattening of the 
hydraulic gradient and a reduction of circulation. Accompanying 
the reduction in circulation, there was a corresponding increase 
in mineralization of the ground water resulting from progressive 
concentration through evaporation and from prolonged oppor
tunity for contact with the soluble constituents of the rocks. 
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Compilation of water-quality data for the preirrigation period 
by Greeman, Swarzenski, and Bennett (1967, pL 9) shows that 
highly mineralized ground water occurs along the longitudinal 
axis of Rechna Doib, with transitions to fresher water toward 
the rivers. 

Although there are numerous local anomalies in the chemical 
character of the water, both areally and at depth, the distribution 
of fresh water in Rechna Doib prior to canal irrigation can be 
generalized as two wedges, 1,000 feet or more in thickness beneath 
the margins of the doib, that thinned in the direction of flow 
towards the center of the doib. Studies by Swarzenski (1968) 
pointed out that the boundaries between fresh and saline water 
are not sharp; rather, mineraJization gradually increases with 
depth and distance from sources of recharge. Neither the fresh 
nor saJine ground water can be defined as separate and distinct 
bodies of water in terms of stratigraphic position, sea level datum, 
or by any particular lithology. Chemical profiles showing the ver
tical distribution of different concentrations of dissolved solids 
in the ground-water reservoir prior to operation of the project 
are shown on plate 4. 

The progressive deterioration in water quality with depth and 
distance from areas of recharge appears to be related principallly 
to the direction of flow and rate of circulation in the ground
water reservoir. Below the depth of active circulation, minerali
zation of ground water is high. 

After the construction of the perennial canals and importation 
of river water to the central parts of the doib, recharge to the 
ground-water reservoir from canal leakage caused the water 
table to rise, and this rise eventually changed the pattern of cir
culation in the reservoir. Under natural conditions, the lateral 
movement of ground water was generally towards the center of 
the doib. After about 1930, the water table in the center of the 
doib had risen above the adjacent rivers, and the change in the 
hydraulic gradient changed the direction of ground-water flow. 

Recharge from canal leakage and infiltration of irrigation 
water in the central part of the doibs has superficially modified 
the areal and vertical distribution of fresh and saline ground
water bodies that existed in the preirrigation period. Canal leak
age locaJly diluted brackish ground water and increased circula
tion, creating lenses or ridges of fresh water beneath the canals 
in an otherwise saline environment. Inasmuch as leakage usually 
is a function of the size of canal. the largest and most extensive 
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developments of fresh-water lenses are in the vicinity of the 
larger canals. In some areas, circulation of ground water beneath 
the canals has been effective in depressing or ftushing the more 
mineralized indigenous ground water to a depth of 200-800 feet; 
however, in some areas canals have had little apparent effect on 
the chemical character of the underlying ground water. 

Other modi1ications in the distribution pattern of fresh and 
saline water are due to the disproportionately large evaporation 
losses brought about by irrigation practices and waterlogging 
problems. In areas where the water table has risen to or near 
the land surface, evaporation has increased mineralization of 
the ground water at shaUow depths, and in these areas it is not 
uncommon to find water of relatively poor quality overlying water 
of better quality. 

With the completion of the ground-water reclamation project 
in SCARP-1 and with the beginning of large-seale withdrawals 
of ground water in 1961, additional changes in the ftow net and 
the chemical composition of ground water have been occurring. 
Pumping has increased ground-water circulation within the upper 
few hundred feet of the ground-water reservoir and has locally 
induced inftow of brackish water from depth or from adjacent 
lenses of saJine water toward pumping centers. The increased 
circulation, particularly in the vicinity of canals, has gradually 
decreased the mineralization of the ground water. On a project
wide basis, however, circulation caused by pumping has resulted 
in mixing and blending water of different chemical composition 
into a more homogeneous ground-water body. Although hydro
logic equilibrium may have been reestablished between recharge, 
discharge, and ground water in storage, it is doubtful that chemi
cal equilibrium of the ground water wiD ever be attained. 

Inasmuch as each doib functions to a large degree as a sepa
rate hydrologic unit with little or no external drainage, the con
sumptive use of water by continued irrigation will result in pro
gressive mineralization and deterioration in the quality of ground 
water. On the basis that about 1.67 million acre-feet net canaJ 
diversions have an average total dissolved-solids content of about 
150 mgll (milligrams per litre) (table 10). the input of salt to 
SCARP-1 is calculated to be about 334,000 tons annually. The 
principal salt in solution in the canal water is calcium-magnesium 
bicarbonate. Although part of the ions may precipitate out of 
solution, some of the ions will remain in solution and will even
tually be added to the ground-water reservoir by recirculation of 
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TABLE 10.-Water quality of the Chentib Ri11er at Ale~andra Bridge 
(pl. " and other map.) 

Conltituent..in equivalent. per million (epm) Total dis· 
Dati! _ved solicla 

sampled C. .. Na CO. HCO. CI SO. ( .... ;1) 

11-11-66 1.66 0.28 0.52 0 1.52 0.20 0.74 150 
11-25-66 1.71 .60 .42 0 1.74 .20 .79 170 
1- 7-67 1.40 .88 .25 0 1.82 .19 .52 150 
2-12-67 1.88 .51 .01 0 2.08 .19 .73 190 
3-17-67 1.45 .42 .53 0 1.57 .19 .66 150 
4-11-67 1.83 .30 .43 0 1.95 .14 .47 160 
5- 4-67 1.59 .37 .20 0 1.56 .19 .32 128 
6-17-67 1.28 .38 .25 0 1.34 .10 .51 112 
7-12-67 1.13 .34 .16 0 1.26 .10 .27 100 
8-12-67 1.18 .39 .15 0 1.35 .10 .20 98 
9-14-67 1.37 .53 .28 0 1.57 .09 .60 126 

10- 7-67 2.00 .90 .32 0 2.50 .25 .50 172 
Average __ 1.54 .49 .29 0 1.69 .16 .53 142 

irrigation water. Additional mineralization will also result from 
the solution of minerals in the soil column above the water table 
and from increased use of soil amendments and fertilizer. Con-
sequently. it is to be expected that changes in ground-water equal-
ity will continue to change both areaHy and at depth with the 
passage of time. 

CHEMICAL CHARACTERISTICS OF GROUND WATER 

TOTAL DISSOLVED SOLIDS AND SPECIFIC ELECTRICAL CONDUCTIVITY 

The total concentration of minerals dissolved in a sample of 
water. or the total dissolved-solids content. may be determined 
approximately in the laboratory by weighing the residue remain
ing after evaporation of a known volume of water. or approxi
mated in the field by measuring the specific electrical conductance 
of the water. 

Specific electrical conductivity. or electrical conductance. is a 
measure of ease with which an electric current passes through 
water. it is directly related to the total concentration of dissolved 
minerals in solution and to temperature. Specific electrical con
ductance increases as the concentration of dissolved minerals and 
temperature increase, and, therefore, when the conductance is re
ferred to a constant temperature. it is an approximate measure 
of the dissolved-solids content. Conductivity is the reciprocal of 
resistance; the units in which it is reported. mhos. are the recip
rocal of ohms, and measurements usually are expressed in mhos 
or micromhos per centimeter at 25°C. 
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Becauu0:; certain substnnees cuut:;xined watee "uch "ilica, 
may not ionize, they do not contribute to the conductance of the 
"nlution for thi" ueason, the relntionship the dis
,,(J0lved-enHds content anH "ond,0etnnce ie nnt eX00e:;x Fig
ure 7 shows the relationship between specific electrical conduct-
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SPECIFIC CONDUCTANCE. IN MICROMHOS PER CENTIMETER 

FlGURB 7.-Relatlon between total diaaolved solids and specific electrical conductance of 
arolm,z "ate. \0 ,ze,0,RP-l. 

ance and dissolved solids for ground water from about 100 wells 
randomJy selected in SCARP-l during 1966. The relationship 
Pnes nnt Heviate (J0eeatlp feom lienz,zrity the rzmpe of 
,znncentez,ztion ot Pissolv"d :;olids "(J0eount,,z'ud in g",:;tmd in 
SCARP-I. The slope of the curve in figure 14 indicates that the 
H)tal COzit{;zit in ueuund wnter in HCARt'~t can 

appumzimated by condudance meas-
ured in micromhos per centimeter at 25°C (Celsius) by a factor 
{If 0.67~ 

The (lhemh~rd constituents solutien in pmund 
water in the project ~rea include silica, iron, calcium, magnesium, 
sodium and potassium, carbonate, bicarbonate, chloride, sulfate, 
(J0nd 

Plate 5 shows the concentration of dissolved solids in ground 
water in SCARP-1 in central Rechna Doiib in 1960-62 and 1967, 
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of the average total dissolved solids in ground water pumped 
from project wells and show the approximate areal distribution 
of dissolved solids contained in the upper part of the ground
water reservoir tapped by the wells. 

The map for 1960-62 shows the areal distribution of dissolved 
solids in ground water in SCARP-l prior to, or during, the initial 
phases of reclamation pumping. It is based on data obtained dur
ing tubewell development or during the first round of sampling 
following the beginning of pumping. Because pumping in the 
various schemes began at different times, the water-quality data 
used in the preparation of the map were collected over a span 
of about 26 months including most of 1960-61 and the first 2 
months in 1962. Although the initial round of sampling spans 
a considerable period of time, the distribution of dissolved solids 
indicated by the data probably is an accurate representation of 
water quality in SCARP-l prior to the development of ground 
water. 

The areal and vertical distribution of the less mineralized water 
in the ground-water reservoir supports the theory that minerali
zation of the ground water is principally an expression of the 
regional pattern of circulation. Ground-water underflow from 
areas of recharge in the upper reaches of Reehna Doib northeast 
of SCARP-1 moves generally southwestward toward areas of 
discharge in the lower part of the doib. Although the complexity 
of the contours indicates numerous local anomalies, the general 
trend of increase in dissolved solids is toward the southwest. 
Ground water in the northeastern part of the project area and 
in the areas adjacent to the Chenib and Rivi Rivers generally 
contains less than 500 mg/l of dissolved solids, whereas along 
the southwestern margin of SCARP-I, the dissolved-solids con
tent generalily is 2,000 mg/l or more. 

Superimposed on the regional pattern of circulation in the 
ground-water reservoir are local anomalies in the ftow pattern 
resulting from percolation of canal seepage. Seepage moving 
downward and away from the canal dilutes or replaces the indig
enous ground water in the vicinity of canals and creates narrow 
zones of water, a mile or more in width and several hundred feet 
deep, whose total dissolved-solid content is less than that of the 
native ground water. Narrow zones of relatively good-quality 
water having low total dissolved solids occur along the Lower 
Chenab Canal and the Jhang, Rakh, Upper Gugera, and Burila 
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Branches. At increasing distances from the canals, the total dis
solved solids increase. 

Unusually high concentrations of dissolved solids occur locally 
in the southeastern part of the area, principally in J arinwila, 
Shih Kot, and ZafarwaI Schemes, where areas of a few square 
miles in extent are underlain by ground water containing dis
solved solids in excess of 2,500 mg/l. Although the reasons for 
these relatively high concentrations are unknown, it seems highly 
probable that their existence is due to the impedance of ground
water circulation by the underlying bedrock of the Shihpur-Delhi 
buried ridge that extends eastward from Chiniot to Singla and 
then southeast to Shih Kot and Mingtinwila. 

The areal distribution of the total dissolved solids shown on 
plate 5 and tabulated in tables 11 and 12 indicates that during the 
period of reclamation pumping from 1980-62 to 1987, numerous 
areas have been affected by a change in the dissolved solids in 
ground water. 

In 1980-62 wells were pumping water having a total dissolved
solids content of less than 1,500 mg/l in an area covering about 
1,071,300 acres, or about 86 percent of the area. In the remaining 
area of about 171,000 acres the total dissolved solids in ground 
water pumped from project wells exceeded 1,500 mg/l. 

By 1967, the area producing ground water with a dissolved
solids content of less than 1,500 mg/l increased slightly to about 
1,089,500 acres, or about 18,200 acres. There was a corresponding 
decrease in the area from which ground water containing more 
than 1,500 mg/l total dissolved solids was pumped. Changes in 
each scheme can be determined by comparing tables 11 and 12. 

SODIUM·ADSORPTION·RATIO 

It has been recognized for many years that when a soil contain
ing exchangeable calcium and magnesium ions is irrigated with 
water in which sodium ions exceed other cations, the calcium and 
magnesium of the soil will tend to be replaced with sodium. This 
process of exchange of cations in solution for others in solid form 
is known as base exchange. Long continued adsorption of sodium 
by soil often results in the formation of a hard crust on the soil 
and a change in soil texture that lowers the natural permeability. 
The base-exchange process is a reversible one and, therefore, the 
adverse effects can be corrected by the use of soil amendments 
such as gypsum or lime, or by reducing the soil pH, enough to 
allow the calcium carbonate in the soil to go into solution. 
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TABLE 11.-Distribution 01 dissolved solids in ground water in SCARP-l, 1960-61 0 en 
Total cU.olved Hlieia (ma/l) 00 

Sch_ Groua .. CHlOO 6OG-I,OOO 1.0OG-I.&oO 1.1i0G-2,OOO 2.00G-2.1i00 2,li0G-8,OOO >8.000 
(aora) (') 

0 
Harse Sheikh ________________ 24,500 7,800 15,900 800 :z: 
BeriinwiUa ------------------ 104,600 6,400 34,900 38,400 24,900 ;3 
Hafizabiid ____ • ______________ 171,900 62,900 104,800 4,200 ... 

l:1li Khiingiih Dogrin ____________ 115,300 90,900 24,400 c:: Siingla ______________________ 
138,000 9,000 75,300 45,200 3,800 4,700 "'l ... Shih Kot ____________________ 254,900 4,200 79,700 80,200 44,100 35,000 10,200 1,500 0 

:z: Ch\ihar Kina ________________ 10,800 3,100 7,700 I'll Shidrnin ____________________ 
78,500 53,200 25,300 

~ Chichoki (Chichoki Malliin) __ 7,000 6,100 900 Zafarwil ____________________ 243,600 37,100 138,600 40,000 19,300 7,400 1,200 
"'l Jarinwiila ___________________ 93,100 3,300 31,400 39,600 7,800 8,100 2,900 
== 

Total' ________________ 
1,242,200 284,000 538,900 248,400 99,900 65,200 14,300 1,500 I.'!I 

I Exclusive of Pindi Bhattian. which w .. not Induded In the wateNluallq. eampllq PI'OIrI'&ID In 111 .... 2. 
== 

TABLE 12.-Distribution 01 dissolved solm in ground water in SCARP-l, 1961 ~ 
Total dIaoJved BOUeia (1Il&'/l) 

~ Scheme Grouarea G-600 IOG-I.OOO 1,0OG-I.100 1,1OG-2,OOO 2.000-2.1100 2,1OG-8,OOO >8,000 
(a_) 

Harse Sheikh ________________ 24,500 10,700 11,300 2,500 0 
Beriinwila 104,600 8,500 28,000 66,900 1,200 "!I ------------------

0 Hiifizibid ___________________ 171,900 52,000 108,600 11,300 :.. cg; Khingih Dogrin _____________ 115,300 78,000 37,300 ~ N· 
Cl> 

Siingla ______________________ 
138,000 13,200 77,700 33,800 9,400 3,300 600 "-

<7 Shih Kot ____________________ 254,900 6,500 97,100 74,900 25,100 42,300 6,600 2,400 :.. '< 

CJ 
Ch\ihar Kina ________________ 10,800 2,900 7,900 :z: Shidrnin ____________________ 

78,500 40,100 38,400 t::I 
0 Chichoki (Chichoki Kalliin) __ 7,000 7,000 8 ~ Zafarwil ____________________ 243,60 24,100 125,700 56,400 27,800 6,600 2,000 1,000 

~ ........ Jarinwila ___________________ 93,100 7,400 33,400 27,900 15,100 7,900 1,400 
(t) Total' ________________ 1,242,200 250,400 565,400 273,700 78,600 60,100 10,600 3,400 Z 

> 
I Exduelve of Plndl Bhattl&n, which w .. not Indluded In the wateNluallty _pUq protrnm In 1:&-412. 



RECLAMATION BY TUBEWELL DRAINAGE, PAKISTAN 069 

The potential effects in soil of the base-exchange process is 
indicated by the sodium-adsorption-ratio (SAR) which, when ex
pressed in equivalents per million (epm), is calculated as follows: 

Na 
SAR= 

yCa + Mg 
2 

The potential sodium hazard (SAR) of irrigation water ·in a 
particular area is based .largely upon soil texture, total dissolved 
solids of the water used, and the availability of exchangeable cal
cium or other cations on soil particles. Irrigation water may be 
classified into four principal SAR classes (U.S. Salinity Labora
tory Staff, 1964, p. 81). Plate 5 shows the areal distribution of 
ground water in SCARP-1 with respect to the sodium-adsorption
ratio using the values 0-5; 5-10; 10-18; 18-26; and greater than 
26. In areas where the SAR value generally is shown as less than 
6 the sodium hazard is low enough so that the water can be used 
for irrigation with little likelihood of an increase in the alkali 
content of the soil (Fireman and Haque, 1966). 

Plate 6 shows that ground water in the northeastern two-thirds 
of SCARP-1 generally has an SAR value of less than 10, where
as along the southwestern side of SCARP-I, notably in Berin
wila, Singla, Shih Kot, and J arinwila, large areas are under
lain by ground water having SAR values greater than 10. Ground 
water in several relatively small areas in Shih Kot, Zafarwil, and 
Singla (Sangla Hill) Schemes has an SAR value of more than 
18 and, therefore, presents a serious sodium hazard to nearly all 
soils regardless of the conductivity of the water. 

During the initial period of reclamation pumping from 1960-
62 to 1967, the sodium-adsorption-ratio of ground water changed 
in many areas. Comparison of tables 13 and 14 indicates the mag
nitude of the change in each scheme for each of the different 
classes of sodium water during the period of pumping. The data 
indicate that in 1960-62, ground water derived from tubewells in 
an area of 900,000 acres, or about 72 percent of the proj ect area, 
had SAR values of less than 10. During the same period, ground 
water having SAR values ranging from 10 to 18 was pumped from 
wells in an area of about 285,000 acres, or 23 percent of the total 
area. In the remaining area of about 57,000 acres, tubewells pro
duced water having SAR values greater than] 8. 

By 1967, ground-water withdrawals had locally induced infil
tration of canal water or the migration of brackish water, causing 
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TABLE 13.-SodiufJW.ldaorpticm-t"lItio of grouM tollur in SCARP-l, 1960-8! 

ar
ana 
(-) 

Sodium...t.orption.ratlo (meqJ1) 
SeIIeme 0-6 &-10 1 ... 18 18-28 <18 

Kane Sheikh ___ •••• _ •• _._ ••••• _. 14,1100 11.800 11 • .,00 
BerAnwiJa _. ____ • __ ._........... 1N.800 11.800 11.1100 
RAft_bAd • _____ ••• __ ._. __ ._..... 111.Il00 U8.000 ".800 
Kh&Ddh DotrrAn _ ••••• _ ••••••• _. 1111.800 1011.100 10,100 
U ... 1a • __ • _________ ._. ________ ._ 18B.000 84.'00 11",100 
ShAh Kot • _____ • ____ •• _. _______ • 1114.1100 1B.000 88.1100 
Cbiihar Dna _______ • ______ ._.___ 10,800 '.100 11.100 
ShAdm&n __________ ._____________ "B.&OO '1 • .,00 88,800 

"-joo 
11.100 

",1100 
1N,400 

1.600 

Cblchold (Chlchokl Ma1IIb) ___ • ".000 8.800 100 _____ _ 
Wa",U __ ._____________________ 1'1.800 61,100 112 • .,00 411,800 ",1100 
.1 arAnwiJa _ - -- - ____ - --_ ---.-_ - _ -~~II:.;I'=.100:.;____.i1i:1'=.800:.;___"7.6i:1'=,1~00;_..;1;;;B:;.800:.;____=;~=_......:T._;;;; 

ToflaJ I ________ • ___________ 1,1'2,100 '11 • .,00 ,.,8.800 18'.600 60.&00 ".100 

1 Exclusl .. of Plndl Bhattlb, which ,... not Included In the _t.eMluaJlq. umpll... PM
Irr&m In 1116 .... 2. 

TABLE 14.-SodiufJW.ldaorpticm-rGtio of grO'UM tollter in SCARP-l, 1961 

SocIlum...t.orptloD.ratio (meqJ1) 
0-6 1>-10 l ... lB 18-18 <II 

Kane Sheikh ___________________ 14,1100 1 ..... 00 
8erADwiJa ______________________ 1N,800 11.100 
RAft_bAd _______________________ 111,Il00 108,100 
KhAq&h DotrrAn ________________ 1111.100 111,800 SAqla __________________________ 188.000 2, • .,00 
ShAh Kat _______ ._______________ ",, 00 6,1100 
ChQha.r Dna ____________________ 10.800 11.100 
Sh&cImAn ________________________ "8,1100 8B,800 

8"00 
1'1.800 
l1li,100 
11,000 
80.000 
60,1100 

11 • .,00 
11 • .,00 

800 
.1.1100 
10,1100 

&0:;;00 
12',400 

Cblchokl (Chlchokl MaJllb) ---- ",000 ".000 iii-oo WarwiJ ________________________ 148,600 111.600 111,800 ... 600 
.larbwiJa ______________________ ~_:1I~8~,l::;00~_i1~0c:;,1I::;00~""1I~0~,1;:;00~_:2~0;'._;.,~00~___;;;1;';;,.,00 

Total I __ • ______________ • __ 1,141,100 "8,'00 410,1100 IO'l,OOO 68,800--'."00 

I Exclusive of Plndl Bhattl&n, which __ not Included In the wat.eMluaJltl' umpll... PM
Irr&ID In 1116 .... 1. 

changes in the chemical composition and the potential sodium 
hazard. 

In 1967 the area in which wells were producing ground water 
having gAR values of les8 than 10 was reduced to about 867,000 
acres, or about 70 percent of the area. There was a corresponding 
increase in the size of the area from which ground water having 
gAR values greater than 10 was being pumped. During this same 
period of time the area in which wells were discharging water 
having gAR values of 18 or greater had increased to about 68,000 
acres. 

Although the above values suggest little change in gross area 
from which the different classes of ground water were pumped in 
the project area as a whole, significant changes occurred in several 
schemes. For example, the gross area included in the 0-10 range 
of gAR values remained unchanged in Khingih Dogrin,ghidmin, 
and Chichoki (Chichoki Malliin); increased in Chiihar Kina 
and Zafarwil; and decreased in all other schemes during the peri-
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od of pumping. In the Shih Kot Scheme, the area in which the 
ground water had SAR values ranging up to 10 was reduced from 
about 107,300 acres to about 67,000 acres, or about 38 percent 
during the period of project operation. Decrease in the size of the 
areas producing a similar type of water in the other schemes gen
erally was less than 7 percent during the same period. 

CHANGE IN CHEMICAL CHARACTER 01' GROUND WATER 

Changes in quality of the ground water in SCARP-l have re
sulted from a variety of causes, most of which are directly or in
directly brought about by pumping. Disruption of hydraulic equi
librium and alteration of the natural flow regimen by pumping 
has caused changes in the quality of water pumped from wells 
over a period of time owing to the migration and mixing of waters 
of different chemical character. 

Pumpage of about 2 million acre-feet or more of ground water 
annually since 1961 has provided sufficient supplemental water for 
increasing the irrigated area and cropping intensity and for the 
reclamation of agricultural land affected by the accumulation of 
sa:lt in the root zone of plants. Most of the leach water and excess 
irrigation water drains vertically downward to the water table. 
Downward percolation of the residual irrigation water to the 
water table transports surface salts in the soil profile to the main 
ground-water body. In SCARP-I, where there is little direct re
tum flow to the rivers and only a smail amount of ground-water 
underflow to adjacent areas, pumping from tubeweHs will eventu
ally create a closed circulation system in the ground-water reser
voir that will result in a gradual increase in concentration of the 
diBBolved solids. The deterioration in water quality will eventuaUy 
require the export of saline water from the project area. 

The reuse of water through successive cycles of irrigation causes 
the accumulation and concentration of salts in the soil through the 
process of repeated evapotranspiration. During each successive 
irrigation the more soluble chloride and sulfate salts are redis
solved and returned to the ground-water reservoir, leaving be
hind some of the salts of lower solubility such as calcium and 
magnesium carbonate and bicarbonate. Continued recycling of 
irrigation water will eventually result in the accumulation of the 
highly soluble salts in the ground water. An increase in the rela
tive concentration of chloride and sulfate over a period of time 
may be an indication that percolation of irrigation water has 
moved vertically to the depth of the well screen. 
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Changes in concentration of dissolved minerals in ground water 
also result from the migration of highly mineralized water into 
areas of low mineralized water and vice versa. Locally. in wells 
penetrating zones of highly mineralized water or in wells screened 
in the proximity of a highly mineralized ground-water body. water 
quality changes rapidly during pumping. Pumping of wells in the 
vicinity of canals induces leakage from the canals into the ground
water reservoir; and inasmuch as the dissolved solids in canal 
water are less than the dissolved solids in ground water. seepage 
dilutes or replaces the underlying ground water. 

Swarzenski (1968) has shown that for ground water in Rechna 
Doab having less than 300 mg/l total dissolved solids. the domi
nant ions in solution are calcium. magnesium. and bicarbonate. In 
samples having a dissolved-solids content ranging from 500 to 
1.000 mg/l the dominant ions in solution are sodium and bicar
bonate or a mixture of bicarbonate. chloride. and sulfate in about 
equal proportions. whereas in samples having a dissolved-solids 
content ranging from 3.000 to 10.000 mg/l. the principal ions in 
solution are sodium and chloride. An increase in the dissolved
solids content resulting from the migration of more highly miner
alized waters into fresh-water zones will be accompanied usually 
by a change in the relative' ionic concentration; checking ionic 
balances periodically will provide a clue to the cause of the change 
in quality. 

In an effort to determine whether the cause of local deteriora
tion in ground-water quality was due principally to recirculation 
of excess irrigation waters or to migration of poor quality water 
induced by pumpage. trilinear plots were made showing the chemi
cal character of ground water from several wells in each scheme 
area. Water-quality data for successive years were plotted for each 
of the selected wells in an effort to determine the rate and change 
in the chemical composition of the ground water. The large volume 
of data available on the chemical quality of ground water in 
SCARP-l and the absence of computer facilities at the time of 
this report prevented the analysis of all wells on trilinear dia
grams. Wells selected for analysis in this study were chosen large
lyon the basis of geographic distribution and without regard to 
well construction or rate of pumping. 

Interpretation of the trilinear plots suggests that in most in
stances the deterioration in water quality resulted from complex 
mixtures of two, or more, different types of water. In many of the 
wells selected for analysis, the increase in total dissolved solids 
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was accompanied by an increase in the relative ionic concentration 
of sodium and bicarbonate, or a mixture of bicarbonate, sulfate, 
and chloride. An increase in the relative proportion of these con
stituents suggests that the deterioration in water quality may be 
the result of induced inflow of water containing from 500 to 1,000 
mg/l total dissolved solids that Swarzenski (1968) found common 
to Rechna Doab. The trilinear plots also indicate that in some 
wells increased mineralization was accompanied by an exchange 
of calcium and magnesium for sodium. Of the wells analyzed, none 
showed a progressive increase in relative concentration of the 
highly soluble chloride and sulfate salts that would be expected if 
recharge was derived from recycling. Preliminary analysis of the 
data suggests that deterioration in the quality of ground water 
through 1967 resulted from inflow of indigenous ground water of 
different chemical character and not to recycling of irrigation 
water. Although the conclusions are based on data from a limited 
number of wells, the data that were analyzed are believed to be 
representative of the wide variety of conditions in SCARP-I. 

SUMMARY AND CON(:LUSIONS 

A review of hydrologic data gathered in SCARP-l during the 
first 7 years of operation of the project indicates that several pre
liminary conclusions can be drawn with respect to the annual and 
long-term pumping effect on the hydrologic regimen and on the 
chemical character of the ground water. 

Pumpage through June 1968, totaling more than 17 million acre
feet and averaging about 2.3 million acre-feet per year, has re
sulted in the average lowering of the water table of about 5 feet 
beneath the project. The gross pumpage has been withdrawn un
evenly over the area, with a maximum of 17.4 feet pumped in the 
Harse Sheikh Scheme and a minimum of 8.0 feet in the Shih Kot 
and Chiihar Kina Schemes. As a result of the uneven distribution 
of the ground-water withdrawal, the water table has been lowered 
from an average minimum of about 2 feet in the Jaranwala, Shad
min, Chichoki Mallian and Harse Sheikh Schemes to nearly 9 
feet in the Zafarwil Scheme. By June 1968, three distinct cones of 
depression, separated by ground-water divides, had developed in 
Zafarwil, Khingih Dogran, and the Hafizabad Schemes. Maxi
mum lowering has been in the center of the Zafarwal Scheme 
where the water table has been depressed more than 12 feet. 

Locally, effects of pumping extend beyond the boundary of 
SCARP-I, up to a distance of a mile or more. The areal extent 
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and magnitude of the cone of depression in the water table caused 
pumpioo in respflnTT to chanOTT recharOT 

OjschargT~ by ~"'flflfHiH 
water YTTiT 1005 when nrea of nnne of It,,,,,,,,,,,,,, 

to about 1.86 million acres. As a result of significant reduction in 
pumpage in water years 1966 and 1967, the water table rose some-
'Cc'Chat mnm ttnn a fOTt the aTT~n the conT influennn 
Tneased 1.55 acres, 

The annual ground-water inflow has incrfiTcsfinl from 
35,000 acre-feet in water year 1960 to about 52,000 acre-feet in 
1968. During this same interval of time, ground-water flow to 
Tdjacent downnlfTOjnnt from a mmnimum ot 
t7,000 acfiT~tTot in about acre-fz:tt t966. 
water flow increased to about 39,000 acre feet in 1968 as a result 
of the rise in water table and increase in hydraulic gradient in 
that year. 

The nnt of to has 
tOe ground,mTter resfiFTTI¥' of abOllt million 
In every scheme in SCARP-I, the average depth of the water 
table has been lowered to a depth of 10 feet or more. In the Zafar
wil Schemec where maximum lowering of the water table has 
m'Ccurredc depth od water locally 20 

result, nonn~ditch bave ceafiwl Tr nearlo to 
as ground-water drains, and waterlogging has been eliminated. 

Owing to a reduction in pumpage in water years 1966 and 1967, 
the water table appears to have stabilized at about the June 1967-
d una that, the condiO<infi 
finisting 1bat timfi, n:l7~lmbriu'Cfi2 nnnditions deen 
lished between recharge, discharge, and ground-water in storage. 
Accordingly, all pumpage during those 2 years was derived from 

SOUn'Cnfi nf rechanOfic hlcludino percnlntifin 
irrigafiinn mater. 
Durino period dnll-scale t062, grn'Cfi 

charge to the ground-water reservoir has averaged about 2.4 mil
lion acre-feet per year. Distributed over the area of influence, this 
fWcmount to aboufi acre-f0wt 
nfWcre per the pumbnou from 

privfWcfi0Wc ffifills is sinuu has ifHiifffif0H 
about 10.27 million acre-feet, or about 1 acre-foot per acre per 
year. Most of this recharge undoubtedly was derived from deep 
percolatiun canal 

Canal to durinn period 
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about 6.4 million acre-feet annually. Canal outflow to adjacent 
areas downgradient, plus the amount spilled through escapes dur
ing this same period, averaged about 4.6 million acre-feet per 
year. Accordingly, the net canal inflow to SCARP-l averaged 
about 1.8 million acre-feet per year and was sufficient only for 47 
percent of the irrigation requirement in the project area. 

There is additional discharge from the proj ect area through 
surface-water drains. The drains convey efIluent ground-water 
seepage as wetl as precipitation runoff to the Chenib and Rivi 
Rivers. By May 1966, the water had been lowered below the bed of 
most of the Jarinwila and Degh Nila drainage network in the 
southeastern half of the project area, and since that time the flow 
in the drains has been largely derived from precipitation runoff. 
Most of the estimated 86,000 acre-feet of ground-water seepage 
discharged annually by these two drains in the period before 
pumping began has been diverted to wells. 

The water table in the northwestern half of the project served 
by the Chiniot (Drain) and the Ahmadpur Kot Nikka Drain has 
not been lowered sufficiently to stop efIluent ground-water seep
age. Of the total flow of about 38,000 acre-feet in these two drains 
in water year 1967, approximately 16,000 acre-feet was derived 
from ground-water seepage. It is estimated that by June 1967 
about two-thirds of the ground-water seepage to these drains had 
been salvaged through wells. 

Changes in the quality of ground water in SCARP-l since 
reclamation pumping began indicate that changes in the areal 
distribution and concentration of dissolved solids and the sodium
adsorption-ratio have been relatively insignificant. Inasmuch as 
the rate of movement in the ground-water reservoir probably does 
not exceed 60 feet a year, the movement of bodies of mineralized 
water, and thus changes in chemical quality of the well discharge, 
has been slow. It should be emphasized that the changes that have 
been observed represent only a transient condition in time and 
space, and, as pumping continues, changes will continue to occur 
in the chemical character of the water. 

Analysis of data on the quality of ground water suggests that 
the distribution and concentration of dissolved minerals in ground 
water in SCARP-l is principally the result of circulation of water 
in the ground-water reservoir. The increased concentration of dis
solved solids toward the center of the doib supports other hy
drologic data indicating that under natural conditions circulation 
in the aquifer was from areas of high precipitation in the upper 
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reaches of the doib, and from the adjacent rivers toward areas of 
natural discharge in the center of the doib. 

After the construction of canals around the turn of the century 
and after the importation of river water to the central part of the 
doib, leakage from canals materially changed the source and 
amount of ground-water recharge. As a result of the increased 
recharge, low hydraulic gradient, and generally poor subsurface 
drainage, the water table eventually rose to the land surface, or 
within a few feet of land surface, causing widespread waterlog
ging and salinization. Recharge from canal seepage contains rela
tively low dissolved minerals and, therefore, as it moved down
ward and away from the canals, it diluted or displaced the more 
highly mineralized indigenous ground water in the vicinity of the 
canals. Canal seepage forms narrow bands of water of low min
eralization usually less than a mile in width and a hundred or 
more feet deep. The superimposition of this movement on the 
regional ground-water flow pattern has created a complex pattern 
of lateral and vertical movement of ground water of different 
chemical character. 

With the beginning of ground-water reclamation and full-scale 
pumping, the flow pattern in the upper few hundred feet of the 
ground-water reservoir underwent additional change. 

During the period of project operation (1961-67), the area in 
which wells were pumping ground water containing less than 
1,500 mg/l of dissolved solids increased from about 1.07 million 
acres to about 1.09 million acres. During the same period the area 
in which tubewells were producing ground water containing more 
than 3,000 mg/l total dissolved solids increased from about 1,500 
acres to about 3,400 acres. On a project-wide basis, there was a 
relatively small reduction from 900,000 acres to 867,000 acres, or 
about 30,000 acres in which the SAR value of the pumpage was 
less than 10. In the different schemes however, the SAR value of 
the pumped ground water changed over a significant area. For 
example, in the Shih Kot Scheme the area served by wells produc
ing water with an SAR value of less than 10 was reduced by 38 
percent. 

The general increase in the sodium content of ground water 
with respect to calcium and magnesium suggests that, if the in
creasing trend continues, remedial measures in irrigation prac
tices, in the use of soil amendments, or in mixing well water with 
canal water, will have to be taken to prevent undesirable changes 
in the permeability of the soil. 
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Most areas that have shown a general improvement in quality 
of the ground water are near canals where pumping has induced 
inflow to the wells of relatively good-quality water commonly· 
present beneath canals. Water is inferior in quality in many wells 
remote from the influence of canals and in wells where recharge 
from canal seepage is impeded by stratification and anisotropie 
con~itions of the aquifer. In these instances, deterioration has 
resulted largely from the migration of mineralized bodies of water 
to the well. There is little evidence to indicate deterioration in 
water quality up to 1967 resulted from recycling of irrigation 
water. 
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See al.., Surfaee water, baae lIow. Importation of river water __________ 62,66 
Ground.water quality, chemleal Intermittent lIow. See equilibrium _____________ _ 

63 Surface-water outllow. 
decreue or Increue in al ... of areu 

producing a certain type 
wate,' ______________ 67,60,61,66 

Ion exchange • _________ . _____________ 61,67 

Irrigation Branch of the West Pakistan 
Public Work. 
Department ____ 4,6,7, 13,23,26 deterioration or improvement u a 

result of location or deptb 
deterioration or improvement u a 

62 Irrigation requirements ______________ 66 

result of pumping _ _ _ __ _ 63, 67 
distribution of fresh and saline 

water ________________ 61,66,66 
input of aalt __________________ 63, 61, ~6 

monitoring chang"" In quality ____ 62 
trend to more homogeneoua body _ 63 

Ground-water recharge, groa" recharge _ 33, 64 
net recharge ___________________ 33,34,64 

range In gross and In net recharge 32, 33 
sources __ _ _ __ __ _ __ __ _ _ __ __ __ __ _ _ _ 32, 34 

Ground-water reservoir ________________ 4,14 
hydraulic continuity ______________ 61 

Ground-water "torage, budget ________ 32,46 
cbanges, annual ______________ 26,33,48 

long term ____________________ 23,24 

cumulative depletion ______ 26,27,33,64 

Ground-water table, annual rate of 
decline __________________ 26 

aVe'"alle net decline ______ 26, 27, 29, 44, 63 
ronfigul"ation _________ • ___________ 24.25 
gradient __________________________ 17 
preirrillation depth ________________ 12 
prepumpinll deptb ________________ 13,41 
pumping deptb ________________ 29,40,64 
ranlle in net decline .... _____ 27, 29, 63 
'"ise in .... __ .... __ .. __ .. _ 12,26,52,64 

Iaogram mapa _______________________ _ 
laohyetal map _______________________ __ 

J 

60 
42 

Jarinwila (Drain) _____________ 89,40,42,66 
Jarinwila Scheme ____ 18,21,26,39,67,69,63 
Juuina Distributary ________________ 87 
Jhang Branch ____________________ 37,88,66 
Jhelum River ________________________ 10 

K 

Khingih Dogrin Scheme __ 27,89,41,60,63 
Khinki Headworka __________________ 36 
Kharif period ________________________ 47 
Kheowila Di"tributary __ .. ____________ • 87 
Kot Nikka Distributary ______________ 36 

L 

Land and Water Development Board _ 7 
Lithologic 10gB, aUuvial aquifer 4 
Lower Cbenib Canal .. __ 27,36,86,41,66 
Lower GUlfer. Branch _______________ 87 

Lowering of watttr table. See 
Ground-water table. 

seasonal changt"S ____________ 23, 2;. 29 Lyallpur 18,44 
stabilization _____________________ 64 

Ground-water with(h"nwal'i, annual M 
PUnlPRR'C ______________ 26. 61. 6~ 

gl'()~S pumpnge ____________ 22. 2:'l. 33, 63 Miingtnnwiila _________________________ 57 
n{>t pumpagp __________________ 32. :~3. a4 Mllrliia Headworks ____________________ 36 
ranj{p in R'ros~ pUmpRge __________ 27,63 MC't{>(Jl'lIiogi('sl Department ____________ 7 
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Kisinlr and distribution of Irround 
water of different 
characterlatiea ___________ _ 

Pqe 

07 
Klxiq well water with canal water __ 2.66 
IIonaoon. ___________ • _______ 11.12. 16.18.42 
J(uridiin Diatributal')' ________________ 88 

N 

Pap 
Saqla (lIIlinor) Diatributal')' __________ 087 
Ynlrla Scheme ___________________ 39.41.69 
Scheme tiel'll __________________________ 17 
Shldman Scheme ______________ 27.89.60,63 
Shih Kot _____________________________ 67 

Shih Kot Scheme __________ 21,28.27,39.41. 
67,69, 61.63.66 

Shihpur-DeIhl buried rldire ___________ 67 
Shdhar Kina Scheme ________________ 28 

nilu 87 Sodium-adaorptlon-ratio ______ 2.60.67,66.66 

Neutron soil-moisture meter 26 Sodium haaard. claaaifleation _________ &9 

SOU amendments to offnt. baBe 
exchange ___________ 2.64. &7. 66 

Solla-mapping prGlfl'llm _______________ 4 o 

Obeervation-well network ____________ _ 23 Specific electrical conductivity ________ 60. 6" 
Specific yield _________________________ 26 
Staff_... readinp __________________ 86.89 Overexpansion of irrilfated acreqe and 

lack of avaUable water 
supply ___________________ _ 3 Stage-dlllcbarge relatlona ______________ B6 

P 

SuitabUity of water for irrilration _____ 61 
Surface water. baBe 1I0w __ B8, 88. B9. 40.41.66 
Surface-water inflow. S .... Canal inllow. 
Surface-water outftow ________________ 17.48 

B7 role In budiret ____________________ 46 Paullinl Dlstributal')' _______________ _ 
Permeability _________________________ _ 

Percolation of Irrilratlon water. See 
Recycled Irrigation water. 

1& Surface-water .. talre reeordel'll. 

Perennial Row. See Surface-water 
outflow. 

Plndl Bhattiin ______________________ 18 
Plndl BhatUin Scheme _____________ 13.20.21 
Pondinlr ______________________________ 41 
Precipitation _________________________ n 

areal distribution _________________ 61.86 

contribution to annual 
reeharwe ___________ 26.34.44,48 

evaporation ______________________ 34 

role in budiret anal)'llis ____________ 80.32 
runoff _________________________ S9. 40. 66 
aeaaonal oeeurrenee _____________ 10.42 

Production weDe. S"" Tubewella. 
PrDlrreaaive accumulation of salt. Sec 

Salinization. 

R 

Bab! aeaaon ________________________ 47 
a.kh Branch _______________________ S7,66 
Ruul wella __________________ 12.13,23.32 

Rivl River ____ 6,10,12,19.35.39,51,56,65 
RD __________________________________ 37 

Keehna Doib ______ .. ___ . ___________ _ 
Reclaimed acralre _________ •. _ •. _____ _ 

Reclamation wella. See Tubewe!I •. 

10 
14 

continuous _______________ 28.40 
Surface-water storage ________________ "I 

chanlrflll In _______________________ 48 
role in budiret ____________________ 46 

Sutlej River __________________________ 10 

T 

Test holes ___________________________ _ 
Thai Doib __________________________ _ 

Total dlaBOlved solids See Dissolved 
aollda. concentration. 

Total national effort (GNP) of 
Pakistan. role of 
Punjab in _____________ _ 

Tranafer of water from one area to 
another _________________ _ 

Tranamissivity _______________________ _ 
Tubewell construction ________________ _ 

Tubewell performance. construction 
problems _________________ _ 

4 
10 

8 

7 
18 
14 

16 
combined operating capacity ______ 2,27 
specific eapacities at time of 

completion ______________ 2,14,16 
Tubewell pumpage ____________________ 21. S3 

reduction _________________________ 64 

Sce al80 Rasul wells. 

U 

Recycled irrilratlon water ____________ _ 32.64 Ullpel' Cheniib Canal _________________ 35,36 
Rise in water table. See Upp"r Gugera Dranch ______ 27.36. 3R, 41. 56 

Ground-water table. 
v 

s 
Vertical d,·ainage. Sec Tubewells. 

Salinity Control and Reclamation 
Project __________________ 5 W 

Salinization ____________ 3,4.12.14,35.53.66 
Singar Kalin ________________________ 36 Water and Power Dev"lopment 
SAn .... ____________ ~__________________ 57 Authority ________________ 5,7. R 
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Wlat!t land Bolli tttV_tlastttttt 
Dltttttmt _____ ~~~~~~ _____ 'Ot~ 

Water-beariq character of aqutter. SM 
apeelftc items. 

Wtttttt~"'ttdiret attaltttla. S •• 
Httttttlttttic huUtEE ttttal,.la. 

Pap 
Wattet ttJEtturee tttttFittpment 

zl Wattttlitttttlnl" 4,12, 

Z Zafarwil _____________________________ 19 

ZafarwiJ Scheme ~ ~ ~ _____ 111.21.27. 2B, lB. n, 
&8, eo. 

*u.s. GOVERNMENT PRINTING OFFICE, 19715 0-5815_715/815 


































